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ISLAND TO REMAIN (NO
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 PROPOSED AREA OF
LOCALISED NARROWING TO

FOOTWAY - AREA: 1.530m²

EXISTING KERBS TO REMAIN
ANY CONSTRUCTION
DEFECTS TO BE RECTIFIED

SECTION 01

TACTILE PAVERS TO BE
INSTALLED AS PART OF THE
EMERGENCY ACCESS JUNCTION
- REFER TO S278 WORKS WITH
REF No: 210248H

 THE TEMPORARY CONSTRUCTION
WORKS MAY CAUSE DAMAGE TO THE

FLAGGED FOOTWAY.  THE CONDITION
OF THE EXISTING FOOTWAY TO BE

CONFIRMED ON SITE AND ANY
DAMAGED FLAGS TO BE REPAIRED.

CYCLEWAY REINSTATEMENT.

SEE NOTE 3 FOR FURTHER DETAILS ON
REINSTATEMENT.

CYCLEWAY GULLY TO BE REINSTATED & GULLY
GRATING LIFTED TO SUIT REVISED LEVELS

CYCLEWAY GULLY TO BE
REINSTATED & GULLY GRATING
LIFTED TO SUIT REVISED LEVELS

EXISTING KERBS TO REMAIN
ANY CONSTRUCTION

DEFECTS TO BE RECTIFIED

SIGNAGE TO BE REINSTATED

SIGNAGE TO BE REINSTATED

SIGNAGE (ON LAMP POST) TO
BE REINSTATED

SIGNAGE (ON LAMP POST) TO
BE REINSTATED

EMERGENCY ACCESS
JUNCTION

AREA OF S278 WORKS
WITH REF No: 210248H

CYCLEWAY GULLY TO BE
REINSTATED & GULLY GRATING
LIFTED TO SUIT REVISED LEVELS

FURTHER LEVELS INFORMATION IS PROVIDED ON
DWG BRA-BHE-XX-XX-DR-C-0304 FOR THIS AREA

NEW SPLAY KERB TO BE INSTALLED

NEW SPLAY KERB TO BE INSTALLED

START OF SEGREGATED CYCLEWAY

CUT LINE

PROPOSED WORKS KEY

PROPOSED KERBLINE (REFER TO DWG 0303 FOR DETAILED KERB
GENERAL ARRANGEMENT)

PROPOSED HVM BOLLARD

PROPOSED BOLLARD (NOT ADOPTED). REFER TO NOTE 4.

EXISTING KERBS TO BE RETAINED

PROPOSED PAVING SLABS (NOT ADOPTED)

EXISTING FOOTPATH TO BE PLANNED OFF AND RESURFACED

EXISTING FLAG PAVING TO BE REINSTATED

CYCLEWAY REINSTATEMENT. REFER TO NOTE 3.

                                           EXISTING TACTILE PAVERS TO BE REINSTATED

PROPOSED TACTILE PAVERS
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PROPOSED HVM
BOLLARDS. 12 NO.

IN TOTAL

PROPOSED FOOTWAY NOT
ADOPTED - AREA: 28.14m²

SECTION 01

CLEAR SPACE BETWEEN
BOLLARDS 1.2m. DEPARTURE
FROM LTN1/20 1.5m MIN

NEW TFGM NAL RETENTION SOCKET
RS115 600 DEEP FOR SIGNAL POST
& PEDESTRIAN CONTROL

EXISTING PEDESTRIAN ELEPHANTS
FEET (TSRGD 1055.3) AND STOP LINE
ROAD MARKINGS TO BE REFRESHED

EXISTING GUARDRAIL TO BE
REINSTATED.

 THE TEMPORARY CONSTRUCTION
WORKS MAY CAUSE DAMAGE TO THE

FLAGGED FOOTWAY.  THE CONDITION
OF THE EXISTING FOOTWAY TO BE

CONFIRMED ON SITE AND ANY
DAMAGED FLAGS TO BE REPAIRED.

CYCLEWAY REINSTATEMENT.

SEE NOTE 3 FOR FURTHER DETAILS ON
REINSTATEMENT.

AREA TO BE ADOPTED -
AREA: 4.5m²

CYCLEWAY GULLY TO BE REINSTATED & GULLY

CYCLEWAY GULLY TO BE REINSTATED & GULLY
GRATING LIFTED TO SUIT REVISED LEVELS

EXISTING KERBS TO REMAIN
ANY CONSTRUCTION

DEFECTS TO BE RECTIFIED

SIGNAGE (ON LAMP POST) TO
BE REINSTATED

TRAFFIC ISLANDS
TO BE REINSTATED
LIKE FOR LIKE

YELLOW "BLIP" MARKINGS REQUIRED
ON REINSTATED KERB FACE

FURTHER LEVELS INFORMATION IS PROVIDED ON
DWG BRA-BHE-XX-XX-DR-C-0304 FOR THIS AREA
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NEW SPLAY KERB TO BE INSTALLED

NEW SPLAY KERB TO BE INSTALLED

CUT LINE

KEY
EXISTING KEY

EXISTING KERBS REMOVED DURING  CONSTRUTCION
WORKS.

EXISTING KERB TO BE REMOVED

EXISTING CYCLEWAY REMOVED DURING
CONSTRUCTION WORKS.

EXISTING CYCLEWAY TO BE PLANED BACK TO PRE
CONSTRUCTION LEVELS

EXISTING TACTILE PAVERS TO BE REMOVED

                                           EXISTING TACTILE PAVERS TO BE REINSTATED

EXISTING FOOTWAY REMOVED DURING CONSTRUCTION
WORKS.

OVERBREAK AREA REQUIRED FOR THE KERB
INSTALLATION

EXISTING FLAG PAVING TO BE REINSTATED
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CONTROLS TO BE RELOCATED AND
REPLACED WITH NAL RETENTION
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EXISTING FENCELINE TO
BE REMOVED
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TO BE REMOVED
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REMOVED DURING
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GUARDRAIL TO BE
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JUNCTION
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WITH REF No: 210248H
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CUT LINE

NN

· EXISTING UTILITIES
· CONSTRUCTION ADJACENT TO LIVE FOOTWAY, CYCLEWAY AND CARRIAGEWAY

· NO UNUSUAL RISKS

· NO UNUSUAL RISKS

GENERAL ARRANGEMENT - GROUND FLOOR LAYOUT
SCALE 1:250

GENERAL ARRANGEMENT - GROUND FLOOR LAYOUT
SCALE 1:500
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AH
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AH
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PROPOSED GENERAL ARRANGEMENT
ALAN TURING WAY - INDEX PLAN AND
SECTION 278

S4 FOR APPROVAL

AHP13 S4 SUITABLE FOR STAGE APPROVAL04.01.23GM
AHP14 S4 SUITABLE FOR STAGE APPROVAL13.11.23CR

SITE CLEARANCE - GROUND FLOOR LAYOUT
SCALE 1:500

THE PROPOSED DESIGN IS BASED ON THE FOLLOWING AGREEMENTS IMPLEMENTED:
1. S278 & 38 AGREEMENT DATED 23RD FEBRUARY 2021 RELATING TO THE CONSTRUCTION OF A NEW

ACCESS JUNCTION OFF ALAN TURING WAY AND AN EMERGENCY VEHICLE ACCESS OFF ALAN TURING
WAY

2. S177 LICENCE DATED 11TH MAY 2021 WHICH PROVIDES FOR THE CONSTRUCTION AND MAINTENANCE
OF A PROJECTION OVER THE PUBLIC HIGHWAY KNOWN AS ALAN TURING WAY.

3. CYCLEWAY REINSTATEMENT WILL INCLUDE:
· WHERE TEMPORARY CONSTRUCTION HAS FILLED IN EXISTING CYCLEWAY, THIS TEMPORARY

CONSTRUCTION SHALL BE REMOVED.
· GENERALLY, THE CYCLEWAY LEVELS ARE TO BE BUILT UP (FROM PRE-CONSTRUCTION LEVELS) WITH

AC6 (PEN 100/150, PSV 60) SUCH THAT A 60MM UPSTAND IS PROVIDED FROM TOP OF KERB TO
CYCLEWAY LEVEL. TACK COAT TO BE APPLIED TO EXISTING SURFACE TO ENSURE ADEQUATE BOND
BETWEEN NEW AC6 AND EXISTING MATERIALS. REFER TO BRA-BHE-XX-XX-SP-C-0102 - Alan Turing Way
Footway Highways Specification APPENDIX 7/4 FOR TACK COAT REQUIREMENTS. FURTHER LEVELS
INFORMATION IS PROVIDED ON DWG BRA-BHE-XX-XX-DR-C-0304

· GREEN COLOURED SURFACE DRESSING TO BE BONDED TO NEW SURFACE COURSE. PSV 60.
· HISTORICAL CYCLEWAY MARKINGS TO BE REINSTATED  TO TSRGD 1057. CYCLEWAY MARKINGS

REQUIRED AT SAME LOCATIONS CIRCA EVERY 200m.
· DURING THE WORKS, ANY EXISTING KERBS DAMAGED ARE TO BE REPAIRED. LIKE FOR LIKE KERB TO

BE USED FOR REINSTATEMENT.
· THE EXISTING GULLIES ON THE CYCLEWAY ARE TO BE RETAINED. ANY DAMAGE TO BE

RECTIFIED.GULLY GRATING TO BE LIFTED TO SUIT REVISED CYCLEWAY LEVELS.
· EXISTING SIGNS AND LAMP POSTS LOCATED WITHIN CYCLEWAY / FOOTPATH TO BE REINSTATED.
· REQUIRED CYCLEWAY REINSTATMENT TO BE FROM THE START OF THE SEGREGATED CYCLEWAY

(LOCATED CIRCA 5M SOUTH OF ASHTON CANAL) TO THE CROSSING POINT OVER SPORTS CITY WAY.
4. NON-ADOPTED BOLLARDS NOT MAINTAINED BY MCC HIGHWAYS. 4 NO. BOLLARDS TO BE STANDARD

FIXED BOLLARD (FROM ATG): DIAMETER 141mm; HEIGHT ABOVE GROUND 1000mm; FLAT TOP WITHOUT
BANDING; PPC RAL 9005 FINISH TO MATCH ADJACENT SP1000 BOLLARD.

5. ANY DAMAGED KERBS AND FLAGS WITHIN AREA OF WORKS REQUIRING RECTIFICATION TO BE
REPLACED LIKE FOR LIKE.

6. REFER TO DWG BRA-BHE-XX-XX-DR-C-0307 FOR CROSS SECTIONS.

SITE CLEARANCE - GROUND FLOOR LAYOUT
SCALE 1:250
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