
TYPICAL RAINWATER DIFFUSER WITHIN PERMEABLE PAVING

TURTLE ENVIRO CATCHPIT
CHAMBER BASE WITH 300mm
SUMP OR SIMILAR APPROVED

CATCHPIT BUCKET (ACCESS SIZE LESS
THAN 450mm X 450mm) OR SILT DEBRIS
BASKET (ACCESS SIZE GREATER THAN OR
EQUAL TO 450mm X 450mm) PROVIDED

WITHIN BASE OF CATCHPIT CHAMBER

2124mm x 354mm x 150mm (L x W x D) POLYPIPE
PERMAVOID RAINWATER DIFFUSER UNIT OR SIMILAR
APPROVED WRAPPED IN 2mm MESH FABRIC

REFER TO 2075-CIV-XX-XX-D-C-31001
FOR INSPECTION CHAMBER DETAIL

FALLS TOWARDS PIPE FALLS TOWARDS PIPE

IMPERMEABLE MEMBRANE IN
ACCORDANCE WITH BS
7533-13:2009

REFER TO PERMEABLE ASPHALT
PAVING BUILD UP DETAIL

REFER TO PROPOSED BLOCK PAVING
BUILD UP

LONG RADIUS 90° REST BEND AT
REQUIRED LEVEL ON 150mm THICK
CONCRETE SURROUND

FINISHED FLOOR LEVEL

CONCRETE FLOOR SLAB - REFER TO STRUCTURAL
ENGINEER'S INFORMATION FOR DETAILS

SCALE 1:20

TYPICAL SOIL VENT PIPE / STUB STACK /
INTERNAL RAINWATER PIPE

CONNECTION DETAIL

 NEW  DRAINAGE PASSING
BELOW FOUNDATIONS
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CLASS S PIPE
SURROUND & BED

DISTANCE BETWEEN
EDGE OF CONCRETE
SURROUND & FIRST
COUPLING WITHIN
CLASS S SURROUND
SHALL BE 150mm MAX

IF DIM FROM BOTTOM OF
SLAB & PIPE SOFFIT IS
GREATER THAN 600mm CLASS
S SURROUND & BED SHALL BE
USED

IF DIM FROM BOTTOM OF SLAB & PIPE SOFFIT IS BETWEEN
300-600mm PIPEWORK SHALL BE SURROUNDED IN 150 MIN
CLASS Z CONCRETE WITH FLEXIBLE JOINTS & FLEXIBOARDS ON
ALL COUPLINGS (REFER TO SECTION B-B FOR DETAILS & CIVIC
DRAINAGE CONSTRUCTION DETAILS FOR CONCRETE ENCASED
FLEXIBLE JOINT DETAILS)

IF DIM FROM BOTTOM OF SLAB & PIPE SOFFIT IS
LESS THAN 300mm PIPEWORK SHALL BE CAST IN
150 MIN CLASS Y CONCRETE SURROUND CAST &
INTEGRAL WITH REINFORCED GROUND SLAB
(REFER TO SECTION A-A FOR DETAILS)

1200mm LONG ROCKER PIPES
WITH FLEXIBLE JOINTS &
FLEXIBOARDS ON ALL COUPLINGS

LONG RADIUS REST BEND

CLASS Y INTEGRAL CONCRETE
SURROUND (REFER TO
SECTION  A-A FOR UNDERSLAB
PIPE BEDDING/SURROUND
DETAIL/EXTENTS)

DPM TO ARCHITECTS DETAILS

LOWEST CONNECTION INTO STACK
(REFER TO M&E DRAWINGS FOR
CONNECTION LEVEL)

150 MIN CLASS Z
CONCRETE
SURROUND

WHERE SOFFIT OF PIPE IS BETWEEN
300 & 600mm FROM UNDERSIDE OF
CONCRETE FLOOR SLAB, THE PIPE
SHALL BE SURROUNDED & BEDDED
IN ST4 CONCRETE (AS CLASS Z,
DRAIN). WHERE THIS DISTANCE
EXCEEDS 600mm  THE PIPE SHALL BE
SURROUNDED & BEDDED IN
GRANULAR MATERIAL

WHERE SOFFIT OF PIPE IS WITHIN
300mm OF UNDERSIDE OF CONCRETE
FLOOR SLAB, THE PIPE SHALL BE
SURROUNDED & BEDDED INTEGRAL
WITH  REINFORCED GROUND SLAB
(REFER TO CIVIC STRUCTURAL DRGS FOR
DETAILS)

CLASS Y CONCRETE
SURROUND & BED CAST

WITH CONCRETE FLOOR SLAB.
CONCRETE SURROUND

SHOULD BE TIED TO SLAB
WITH NOMINAL STEEL

REINFORCEMENT PLACED
VERTICALLY WITH TURNED

OVER ENDS. NO PROVISION
FOR FLEXIBILITY WITHIN

CONCRETE SHOULD BE MADE.

NOTE:
ROCKER PIPE DETAIL SHOULD BE USED
AS THE PIPE LEAVES  THE CONCRETE
SURROUND CAST WITH CONCRETE
FLOOR SLAB.(ie. 150mm FROM EDGE
OF CONCRETE STRUCTURE TO FIRST
FLEXIBLE COUPLING, 600mm LONG
ROCKER PIPE WITH FLEXIBLE COUPLNGS
& COMPRESSIBLE BOARDS ON EACH
COUPLING IF PIPE IS TO HAVE CLASS Z
SURROUND & BED.)

CONCRETE GROUND
BEARING FLOOR SLAB

UNDERSIDE
OF SLAB

TOP OF SLAB

TYPICAL UNDERSLAB PIPE BEDDING DETAILS FOR PIPEWORK UNDER STRUCTURAL SLAB

CONC. GROUND
BEARING FLOOR SLAB

SECTION B-B
WHERE DISTANCE BETWEEN PIPE SOFFIT & UNDERSIDE OF

FLOOR SLAB/GROUND BEAM IS GREATER THAN 300mm

SECTION A-A
WHERE DISTANCE BETWEEN PIPE SOFFIT &

UNDERSIDE OF CONCRETE GROUND BEARING FLOOR
SLAB/GROUND BEAM IS LESS THAN 300mm
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NOTE:
IF DISTANCE IS 300-600mm CLASS Z

CONCRETE SURROUND & BED TO
BE USED WITH FLEXIBLE

COUPLINGS & FLEXI-BOARDS USED
ON EACH JOINT. ROCKER PIPE

DETAIL TO BE USED AS PIPE LEAVES
CONCRETE SURROUND & BED. IF

DISTANCE IS GREATER THAN
600mm CLASS S SURROUND & BED

SHALL BE USED

DPM TO
ARCHITECTS
DETAILS

NOTES:
1. THIS DETAIL SHALL ONLY BE USED UNDER AREAS OF

GROUND BEARING SLAB WHERE UNDER SLAB PIPEWORK
CAN BE SUPPORTED BY UNDER SLAB FILL MATERIAL.
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DPM TO
ARCHITECTS DETAILS

TOP OF SLAB

CONCRETE GROUND
BEARING FLOOR SLAB

UNDERSIDE
OF SLAB
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1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH
ALL RELEVANT ARCHITECT'S AND ENGINEER'S
DRAWINGS AND THE SPECIFICATIONS.

2. THIS DRAWING SHOULD NOT BE SCALED.
3. ALL DIMENSIONS ARE TO BE VERIFIED BY THE

CONTRACTOR ON SITE.
4. ALL DISCREPANCIES SHOULD BE REPORTED TO

C.A./E.A. PRIOR TO THE COMMENCEMENT OF
WORKS.

ARDWICK GREEN, MANCHESTER
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