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01\ FIRST FLOOR PARTITIONS PLAN
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AS PROPOSED
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TYPICAL PARTITION DETAIL WITH INSULATION

TYPICAL PARTITION DETAIL WITH INSULATION

1 | TWO LAYERS OF 15mm GYPROC PLASTERBOARD FIXED WITH
SUITABLE BRITISH GYPSUM SCREWS AT 300mm CENTRES
(200mm CENTRES AT EXTERNAL ANGLES)

1 | ONE LAYER OF 15mm GYPROC PLASTERBOARD FIXED WITH
SUITABLE BRITISH GYPSUM SCREWS AT 300mm CENTRES
(200mm CENTRES AT EXTERNAL ANGLES)

2 | GYPFRAME 70mm 'C' STUDS AT SPECIFIED CENTRES

2 | GYPFRAME 70mm 'C' STUDS AT SPECIFIED CENTRES

w

25mm ISOVER INSULATION

3 | 25mm ISOVER INSULATION

4 | GYPFRAME CHANNEL SUITABLY FIXED TO FLOOR AT 600MM
CENTRES (IN TWO LINES STAGGERED BY 300MM FOR 94MM
AND 148MM CHANNELS). DEEP CHANNEL FOR HEIGHTS
BETWEEN 4200MM AND 8000MM OR EXTRA DEEP CHANNEL
FOR HEIGHTS OVER 8000MM

GYPFRAME CHANNEL SUITABLY FIXED TO FLOOR AT 600MM
CENTRES (IN TWO LINES STAGGERED BY 300MM FOR 94MM
AND 148MM CHANNELS). DEEP CHANNEL FOR HEIGHTS
BETWEEN 4200MM AND 8000MM OR EXTRA DEEP CHANNEL
FOR HEIGHTS OVER 8000MM

GYPROC SEALANT FOR OPTIMUM SOUND INSULATION

5 | GYPROC SEALANT FOR OPTIMUM SOUND INSULATION

6 | GYPROC JOINTING MATERIAL BULK FILL WHERE GAP EXCEEDS
5mm

GYPROC JOINTING MATERIAL BULK FILL WHERE GAP EXCEEDS
5mm

7 | INDICATIVE SKIRTING

INDICATIVE SKIRTING

8 | GYPFRAME GFS1 FIXING STRAP PROGRESSIVELY INSERTED
BETWEEN BOARD LAYERS TO SUPPORT OUTER LAYER
HORIZONTAL BOARD JOINTS.

8 | GYPFRAME GFT1 FIXING T OR GYPFRAME GFS1 FIXING STRAP
PROGRESSIVELY INSERTED BETWEEN BOARD LAYERS TO
SUPPORT OUTER LAYER HORIZONTAL BOARD JOINTS.

9 | GYPFRAME 'C' STUD SUITABLY FIXED TO WALL AT 600mm
CENTRES (IN TWO LINES STAGGERED BY 300mm FOR 92mm
AND 146mm STUDS)

9 | GYPFRAME 'C' STUD SUITABLY FIXED TO WALL AT 600mm
CENTRES (IN TWO LINES STAGGERED BY 300mm FOR 92mm
AND 146mm STUDS)

- TOACHIEVE 90 MINUTE FIRE INTEGRITY AND INSULATION, 54
Rw (dB) AIRBORNE SOUND INSULATION.
- NOMINAL THICKNESS OF 132mm.

- TOACHIEVE 30 MINUTE FIRE INTEGRITY AND INSULATION, 42
Rw (dB) AIRBORNE SOUND INSULATION.
- NOMINAL THICKNESS OF 102mm.
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