VENTILATION RATES

LOWER CAMPFIELD:

+ GF SUITES: 1 PERSON PER 6m* WITH DIVERSITY.

AT (AT |

DETAIL 1a
SCALE 1 : 50

WORKMANSHIP EXAMPLE OF NEAT EXPOSED VENTILATION

INSTALLATION USING DUCTWORK HANGERS

CONTRACTOR TO ACHIEVE SIMILAR FINISH

LOUVRE IN FACADE OVERHANG
PROVIDING NATURAL VENTILATION.
TO PROVIDE MINIMUM FREE AREA

\\\\\

’

LOUVRE TO BE PROVIDED AS
PART OF BASE BUILD FOR USE
BY FUTURE FIT OUT CONTRACTOR.

RETAIL SPACE NOT IN

SCOPE OF WORK

Retail
>pQC6

L C.00.69
CQQZ W\A

’

~

SEE DETAL 1a.

/0

. /U

/////////

—

REFER TO DRAWING

——1 ] |

LOUVRE REQUIRED (BIN STORE
ACCESS LOBBY REQUIREM

0.2m? FREE AREA.

REQUIREMENT OF APPRO
DOCUMENT B SECTION 3.

ENT)

ED
78

N

FOR OFFICE VENTILATION LAYOUTS SEE
TYPICAL OFFICE DETAIL DRAWING No.
22_023-LC—MEP-G525—-DE-00-001.

2

H

v

exit

SEE DRAWING

22_023-LC-MEP-G590-DE-00-001
FOR KITCHEN LAYOUT

(

old Room

/.

]

=0

[aaATaNAe
S
-

N

[

b eerd O4bes]
( - L C.00.6/
\_/o\i‘\,/o / —

‘r
s\ 7
) ~

O

.

N

O

02

Garden 0¢
LC.00.7/

/M

2

/
4
Z

4
)

Contro

AWAWAWAVAWAW

ROOM

M\ M
( )0
I,

Copyright in the drawing is the property of Mechanical Electrical Public Health
LTD T/AS MEP DESIGN. It must not be reproduced, amended, used in any way
without the express written consent of a Director of MEP DESIGN.

This drawing is for information only and shall not be used for construction purposes.

Any drawing issued as "Contract or Construction Issue" is done so to confirm the
basis on which the contractor shall provide their own working drawings.

All dimensions are in mm unless stated otherwise.

The information on this drawing shall be read in conjunction
with any relevant associated documents.

GENERAL NOTES

1.0

2.0
3.0

4.0

THE DRAWING SHALL BE READ IN CONJUNCTION WITH THE
SPECIFICATION & ALL OTHER RELEVANT DOCUMENTS &
DRAWINGS PROVIDED BY MEP DESIGN.

THE DRAWING INDICATES THE DESIGN INTENT FOR THE WORKS.

COORDINATION WORKING DRAWINGS, INSTALLATION DRAWINGS &
BUILDERS WORK DRAWINGS SHALL BE PREPARED BY THE
CONTRACTOR.

DIMENSIONS SHALL NOT BE SCALED FROM THE DRAWING &
THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING
ALL DIMENSIONS & LEVELS ON SITE FOR THE ACTUAL
SETTING OUT OF THE WORKS.

NOTES
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2.0
3.0

4.0

5.0

6.0
7.0

8.0

9.0

10.0

11.0

12.0

ALL GRILLES AND DIFFUSERS BRANCHES TO HAVE
OPPOSED BLADE DAMPERS.

ALL DUCTWORK TO DW144/DW172 (WHERE APPLICABLE).

FLEX TO BE USED ONLY STRAIGHT-ALL BENDS TO BE
RIGID.

FIRE DAMPERS TO BE LOCATED IN ACCORDANCE WITH
FIRE STRATEGY DRAWING REQUIREMENTS.

ACCESS DOORS TO BE LOCATED ADJACENT TO FIRE
DAMPERS AND EVERY 3M.

ALL BRANCH CONNECTIONS SHALL HAVE VCD'S.

ALL DIFFUSERS AND GRILLES TO BE SUPPORTED BY
STRUCTURE.

IN POSITIONS OF RESTRICTED HEADROOM, DUCTS MAY
BE SUPPORTED WITH FLAT BAR FORMED TO DUCT
SHAPE WITH FIXINGS AT SIDES ON BENT LUGS.

ALL DUCTWORK BRACKETS TO HAVE AN ACOUSTIC SOFT
RUBBER OR NEOPRENE INTERFACE LAYER TO THE DUCT.

ALL SUPPLY DUCTWORK, INCLUDING SUPPLY PLENUM

BOXES TO BE THERMALLY INSULATED.

ALL REFERENCES TO SPECIFIC MANUFACTURERS ARE

MADE FOR DESIGN SPECIFICATION PURPOSES, INSTALLED
EQUIPMENT SHOULD BE OF EQUAL STANDARD AND
APPROVED.

SMOKE FIRE DAMPERS SHALL BE INSTALLED WHERE

DUCTWORK PASSES THROUGH AN ESCAPE ROUTE AND
THESE SHALL BE CONTROLLED VIA A PROPRIETARY
SMOKE DAMPER CONTROL SYSTEM. THE CONTROL PANEL
FOR THIS SYSTEM SHALL BE INSTALLED ADJACENT THE
FIRE ALARM PANEL AND EACH SMOKE FIRE DAMPER
SHALL HAVE A 240V POWER SUPPLY PROVIDED
ADJACENT TO POWER THE CONTROL ACTUATOR FOR THE
DAMPER. EACH DAMPER SHALL BE POWER OPEN/FAIL
CLOSE.
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