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Black painted profiled corrugated
sheet on composite battens at
750mm centres, secured by
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aluminium fixings at 500mm
centres on wedges/spacers to
acommodate tolerances. Subject
to specialist design

LED light integrated on PPC
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aluminium sandwich panel

Level: R1

FFL: +36.700
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U/S Steel: +36,444

Timber partition head
restraint shown
indicatively. TBC by
specialist
subcontractors details.

Drainage channel collecting any
water egress from the listed

viaduct. Subject to sub-contractor
design and specification
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Acoustic plywood panel

Copyright of this drawing is vested in Jon Matthews Architects and it must not be copied or reproduced
without written consent. Figured dimensions only are to be taken from this drawing. Do not scale from this
drawing.

All Contractors must visit the site and are responsible for taking and checking all dimensions relative to their
work. Jon Matthews Architects are to be advised of any variation between drawings and site conditions

Electronic data/ drawings issued as 'read only' and should not be interrogated for measurement. All

dimensions and levels should be 'read only' from those values stated in text, on the drawings

Contractor and as such no unusual hazards have been identified, refer to relevant Key/

i CONSTRUCTION - It is considered that the proposed works are within the scope of a competent
Schedule/ Designers Risk Assessment

KEY:
------- Damps Proof Membrane
——-— Breather membrane

—--— Vapour Control Layer

General notes:

- Toberead in conjunction with all design consultant's drawings
and reports.

- All materials within external wall to be signed off by Fire
Engineer and Building Control.

- Allinsulation to meet acoustic and thermal requirements.

- Wall ties to sub-contractor design. To meet specification and
Structural Engineer's requirements.

- Allmovement joint locations to be agreed. Mastic movement
joint to be in a colour to match brick and mortar as much as
possible.

- All steelwork painted off-site to Architectural Grade.
- All fixings and steel junctions to Architect's approval.

- Resin anchors only to all fixings on listed masonry/substrate.

*All levels to be further coordinated after review of point cloud
and correct setting out of viaduct model.
- Revit model reference. HTM-RCG-Xx-ZZ-M5-W-0001

** Dimensions of glazing systems to be agreed and reviewed with
sub-contractor specialist.

C3 23/01/2024 Liner sheets extended to gutter at slab level. Fixing
to steel beam at the head of partition updated.
Issued for Construction
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