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Model: Challenger 66 - 1272mm
Efficacy (LL/CW): 140

Lamp: 1X24w LED Fluorescent

Total Lumens: 4145

Ballast Type: Tridonic DALI

Model: ADMIRAL
Efficacy (LL/CW): 130
Lamp: 1x14w LED 
Total Lumens: 1820
Ballast Type: Tridonic DALI

Model: QUADRO MIDI

Efficacy (LL/CW): 32

Lamp: 1x7.2w LED

Total Lumens: 230

Ballast Type: Tridonic DALI

Model: ALLEY PACK

Efficacy (LL/CW): 105

Lamp: 1x15w LED

Total Lumens: 1738

Ballast Type: Tridonic DALI

E All

PL

Luminaire Type:

PROJECT NO: 
PROJECT: 

Description

Luminaire Type: In ground root mounting Bollard Light IP 66

Manufacturer

STEONBL

Surface mounted linear luminaire with IP66 c/w corrosion resistant

STEON

W1

Luminaire Type: Recessed mount step lighting IP65

STEONPassway to pitch

Office

Driveway

*E Denotes Self contained c/w integral 3 hour emergency ballast

W2 External Plant

Luminaire Type: Surface wall mounted IP65 rating bulkhead

STEON

Suite D2 ,Magnectic House
Media Village, Waterfront Quay 
Salford Quays, M50 3XW
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