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PROJECT INFORMATION 

 Project Particulars 

Project Name 58 – 66, King Street, Manchester 

Project Identification Code AEW Ref: 11702 

Project Type 
Residential Apartments upper floors and Retail Unit on ground 

floor 

Procurement Competitive Tender 

Design Status Construction 

 

 Project Team 

Employer (Client) Glasgow City Council as Trustees of Strathclyde Pension 

Fund 

Employers Agent (EA) Cogent Building Consultancy 

Contract Administrator (CA) Cogent Building Consultancy 

Principal Designer Nationwide CDM 

Architect AEW Architects & Designers Limited 

Civil & Structural Engineer Acies Civil and Structural Ltd 

Building Services Consultant King Associates 

Contractor Recom 

 

 Scheme Description 

The site is situated in the Manchester City Centre and located within the St Ann Square Conversation 

Area. This project spans three addresses: 58-60, 62 (Grade 2 Listed) and 64-66 King Street.  

Our brief for this project is for the refurbishment and conversion of the former office and retail areas at 

the upper levels into residential accommodation, with the provision of entrance and ancillary spaces at 

ground floor.  

Apart from the re-configuration of the Cath Kidston unit (62 King Street) and its mezzanine floor, the 
existing retail units on ground floor to be retained. 

Our proposal takes note of the historical nature of the three buildings (and the listed nature of the 

central building), and aims to retain as far as possible the historical features of the existing buildings. 

The Contractor is advised to visit the site to adequately understand the surrounding land, the current 

building use/condition and access. Contractors should offer particular consideration to their access 

and egress routes for plant and materials.  

The following risks are or may be present. This may not represent all the risks and the contractor 

must refer to the Pre-Construction Information Pack.  

- Asbestos  

- Dust  

- Noise  

- Vibration  

- Manual Handling  
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- Unauthorised access  

- Live services  

- Removal of debris/ waste  

- Theft  

- Work in confined spaces  

- Open floors  

- Access through occupied areas 

Contractor must ascertain for himself any information he may require to ensure the safety of all 

persons and the Works. 

 General Requirements 

The development shall be constructed in accordance with this Specification document and the 

contract drawings. 

This document should be read in conjunction with all current architectural and interior scheme 

drawings and schedules as listed in the tender documents. Reference should also be made to all 

other consultant drawings and associated design reports / specifications as listed within the tendering 

and/or contract documents. 

Anomalies or conflicts identified between tender or contract documents are to be brought to the 

attention of the Contract Administrator (CA) for clarification. 

2 COMPLIANCE CRITERIA & STATUTORY APPROVALS 

 Materials & Workmanship 

Works will comply with the latest editions of the relevant British Standards and Codes of Practice and 

are to be in accordance with good building practice and suitable for the purpose of the works. 

Proprietary materials will be used strictly in accordance with the manufacturer’s specifications.  Where 

amendments to the design, specification or scope of works are envisaged, Employer approval must 

be sought, with consent not to be unreasonably withheld.  

Notwithstanding the details contained in this schedule all works are to comply with all relevant 

performance criteria and workmanship clauses set by the National Building Specification (NBS) 

current at the date of tender. 

3 INTERNAL FINISHES SCHEDULE 
To be read in conjunction with Interior Designer’s Developed Interior Proposals document, architect’s 

drawings and schedule of works. 

Internal Finishes Schedule 

58 – 60 King Street  (G/F retail unit) 

Wall Retained as existing 
 

Floor Retained as existing 
 

Ceiling  Retained as existing 
  

Joinery Retained as existing 
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Exposed 
Steelwork 

Exposed steelwork will be intumescent painted. Colour white. 
 

Staircase Retained as existing 
 

62 – King Street (G/F and 1/F retail unit)  

Wall Strip out existing wall finishes to existing shell 
 

Floor Strip out finishes to existing shell 
 

Ceiling Strip out finishes to existing shell. Existing fire protection/fire boarding to be stripped out and 
replace with new fire encasement and fire board to all structural elements.  Refer to Salford 
Archaeology report (‘Summary of Architectural Features’, ‘Floor plans showing architectural 
feature of heritage value’, for all historical elements to be protected and retained. 
 

Joinery Refer to Salford Archaeology report (‘Summary of Architectural Features’, ‘Floor plans 
showing architectural feature of heritage value’, for all historical elements to be protected and 
retained. Strip out others to existing shell. 

Exposed 
Steelwork 

Exposed steelwork in retail unit will be intumescent painted. Colour white. Those in the 
apartment will be encased in fire protection system and finished as apartment’s internal 
finishes. 
 

64 – 66 King Street (G/F retail unit) 

Wall Retained as existing 
 

Floor Retained as existing 
  

Ceiling Retained as existing 
 

Joinery Retained as existing 
 

Exposed 
Steelwork 

Exposed steelwork will be oil based painted or intumescent painted (refer to Fire strategy for 
details). Colour white. 
 

Basement – Cycle Storage (and stairs) 

Wall Existing blockwork / Masonry Wall - Painted, paint 2 undercoats (mist coat for the undercoats) 
and 2 full coat Dulux Diamond eggshell, to product manufacturer’s system specification. 
Colour – Dulux Pure Brilliant White.  Reaction to fire class B. 
 
New blockwork - Finished with dust sealer (if not painted as existing) to the required number of 
coats as recommended by the product manufacturer Reaction to fire class B. 
 

Floor Anti-slip concrete paint/coating to existing concrete floor, Alto Atlas safety floor or equivalent 
approved.  Reaction to fire class B 
 

Stairs Anti-slip GRP stairs nosing in contrasting colour to stairs- Altro Atlas 40 or equivalent 
approved to treads. 
 

Ceiling Plaster finished with dust sealer (if not painted as existing) to the required number of coats as 
recommended by the product manufacturer. If it is painted as existing, paint 1 mist coat and 2 
full coats vinyl matt emulsion. Colour – Dulux White Reaction to fire class B. 
 

Joinery Skirtings – painted finish, Dulux eggshell as manufacturer’s system specification.  Primed, 
moisture resistance 2 undercoats and 2 full coat minimum. 
 
Architraves and linings. Prime and paint 2 undercoats and 2 full coat Dulux eggshell. Colour – 
Dulux White  
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Exposed 
Steelwork 

Exposed steelwork will be intumescent painted. Colour white. 
 

Ground Floor – Bin Store 

Wall Existing blockwork / Masonry Wall - Painted, paint 2 undercoats (mist coat for the undercoats) 
and 2 full coat Dulux Diamond eggshell. Colour – Dulux White.  
New blockwork - Finished with dust sealer (if not painted as existing) to the required number of 
coats as recommended by the product manufacturer 
 

Floor Heavy duty safety floor – Altro Atlas 40 or equivalent approved, with coved skirting, with cove 
former and capping seal, installed to manufacturer’s written instructions, complete with 
treatment to existing floor to provide suitable substrate. Colour – Anvil (TBC) 
 

Ceiling Plaster finished with dust sealer (if not painted as existing) to the required number of coats as 
recommended by the product manufacturer. If it is painted as existing, paint 1 mist coat and 2 
full coats vinyl matt emulsion. Colour – Dulux White  
 

Joinery Skirtings – part of flooring coved skirting 
 
Architraves and linings. Prime and paint 2 undercoats and 2 full coat eggshell. Colour – Dulux 
White  
 
Wall mounted handrails – timber handrails stained or painted black, prime and paint 2 
undercoats and 2 full coat Dulux eggshell. Colour – black. 
 

Exposed 
Steelwork 

Exposed steelwork will be intumescent painted. Colour white. 
 

Cleaner store 

Wall Existing blockwork / Masonry Wall / New partition wall - Painted, paint 2 undercoats (mist coat 
for the undercoats) and 2 full coat Dulux Diamond eggshell, to product manufacturer’s system 
specification. Colour – Dulux Pure Brilliant White 
 

Floor Heavy duty safety floor – Altro Atlas 40 or equivalent approved, with coved skirting, with cove 
former and capping seal, installed to manufacturer’s written instructions, complete with 
treatment to existing floor to provide suitable substrate. Colour – Anvil (TBC) 
 

Ceiling Plaster finished with dust sealer (if not painted as existing) to the required number of coats as 
recommended by the product manufacturer. If it is painted as existing, paint 1 mist coat and 2 
full coats vinyl matt emulsion. Colour – Dulux White  
 

Joinery Skirtings – part of flooring coved skirting 
 
Architraves and linings - Prime and paint 2 undercoats and 2 full coat eggshell. Colour – Dulux 
White  
 

Staircase Areas to Stairs A and B (to apartments) 

Wall General walls and risers to stairs- Paint 2 undercoats (mist coat for the undercoats) and 2 full 
coat Dulux Diamond Eggshell to manufacturer’s system specification. Colour – Dulux Light 
Grey (00NN 72/000).  
 
Feature wall with panels on stairs leading up to 1/F and 3/F – Paint 2 undercoats (mist coat for 
the undercoats) and 2 full coat Dulux Diamond Eggshell to manufacturer’s system 
specification. Colour dark red (Dulux Dark Red 72RR 07/173). 
 
Feature wall with panels on stairs leading up to 2/F and 4/F – Paint 2 undercoats (mist coat for 
the undercoats) and 2 full coat Dulux Diamond Eggshell to manufacturer’s system 
specification. Colour dark green (Dulux Dark Green 07GG 07/143). 
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Floor Stair treads and borders - Knight Tile Gluedown Honey Limed Oak KP155 
 
Landing areas - Knight Tile Gluedown Honey Limed Oak KP155 Herringbone  
 
Stairs contrasting nosings - Gradus XT aluminium with profile to suit, black insert.   
 

Ceiling Plaster to the underside of the staircase painted  
 
Plaster finished with dust sealer (if not painted as existing) to the required number of coats as 
recommended by the product manufacturer. If it is painted as existing, paint 1 mist coat and 2 
full coats vinyl matt emulsion. Colour – Dulux White  
 

Joinery Ceiling coving/cornice – MD137 Coving, White painted finish Dulux Matt Emulsion White as 
system specification. Primed, moisture resistance 2 undercoats and 2 full coat minimum. 
 
Skirting – MDF Ogee 250mm Ogee style 300mm high, painted finish, Dulux Diamond eggshell 
as manufacturer’s system specification, minimum 2 coats. Colour – Dulux Light Grey (00NN 
72/000), dark red (Dulux Dark Red 72RR 07/173) and dark green (Dulux Dark Green 07GG 
07/143)  
 
Architraves – MDF Ogee 75mm painted finish to match panel and wall, Dulux Diamond 
eggshell as manufacturer’s system specification, minimum 2 coats. Colour – dark red (Dulux 
Dark Red 72RR 07/173), dark green (Dulux Dark Green 07GG 07/143) and Dulux Light Grey 
(00NN 72/000) 
 
Dado rail - Painted finish to match panel, Dulux Diamond eggshell as manufacturer’s system 
specification, minimum 2 coats. Colour – dark red (Dulux Dark Red 72RR 07/173) and dark 
green (Dulux Dark Green 07GG 07/143)  
 
Window frames – matt black finish 
 

Balustrades 
& Handrails 
 

Existing Balustrades and handrails to be painted, Dulux Eggshell to manufacturer’s system 
specification. Colour – black. 
 
New handrails – painted, Dulux Eggshell to manufacturer’s system specification. Colour – 
black. 
 

Ground Floor – Accessible Entrance Foyer 

Wall Paint 2 undercoats (mist coat for the undercoats) and 2 full coat Dulux Diamond eggshell. 
Colour – Dulux Light Grey (00NN 72/000)and dark navy (Dulux Navy Blue 89BG 09/087).  
 
Feature panelling wall Paint 2 undercoats (mist coat for the undercoats) and 2 full coat Dulux 
Diamond eggshell. Colour – dark navy (Dulux Navy Blue 89BG 09/087) 
 

Floor Knight Tile Gluedown Honey Limed Oak KP155 Herringbone Laid 
 
Light grey concrete effect slip resistant (R10/36+ slip rating) porcelain tile rectangular (approx. 
900x450mm) with mid grey grouting. 
 
Inlaid entrance matting, Intrasystem recess mattwell void linear aesthetic black. 
 
Inlaid entrance matting, INTRAsystems matting, inlaid within porcelain tile to Interior designer’s 
pattern 
 
Step edge nosing – Gradus XT aluminium with profile to suit, black insert 
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Ceiling Plasterboard with skimmed finished (include underside of stairs) to receive emulsion paint.  
Paint 1 mist coat and 2 full coats vinyl matt emulsion. Colour – Dulux White  
 

Joinery Ceiling coving/cornice – MD137 Coving, White painted finish Dulux Matt Emulsion White as 
system specification. Primed, moisture resistance 2 undercoats and 2 full coat minimum. 
 
Dado rail –Painted finish to match panel, Dulux Diamond eggshell as manufacturer’s system 
specification, minimum 2 coats. Colour – dark red (Dulux Dark Red 72RR 07/173) and dark 
green (Dulux Dark Green 07GG 07/143)  
 
Skirting – MDF Ogee 250mm Ogee style 300mm high, painted finish, Dulux Diamond eggshell 
as manufacturer’s system specification, minimum 2 coats. Colour – Dulux Light Grey (00NN 
72/000), dark red (Dulux Dark Red 72RR 07/173) and dark green (Dulux Dark Green 07GG 
07/143)  
 
Architraves – MDF Ogee 75mm painted finish to match panel and wall, Dulux Diamond 
eggshell as manufacturer’s system specification, minimum 2 coats. Colour – dark red (Dulux 
Dark Red 72RR 07/173), dark green (Dulux Dark Green 07GG 07/143) and Dulux Light Grey 
(00NN 72/000) 
 
Door pinth block – MDF Plinth Block, painted finish to match panel and wall, Dulux Diamond 
eggshell as manufacturer’s system specification, minimum 2 coats. Colour –dark navy (Dulux 
Sapphire Salute, TBC)  and light grey 
 

Handrail 
and 
balustrades 

Handrails – painted timber handrail, Dulux Eggshell to manufacturer’s system specification. 
Colour – black. 
 
Balustrades – powder coated stainless steel balustrades with brass details. Colour – matt 
black 
 

Post lobby (TBC) 

Wall Paint 2 undercoats (mist coat for the undercoats) and 2 full coat Dulux Diamond eggshell. 
Colour – Dulux Light Grey (00NN 72/000) and dark navy (Dulux Navy Blue 89BG 09/087).  
 
Feature panelling wall Paint 2 undercoats (mist coat for the undercoats) and 2 full coat Dulux 
Diamond eggshell. Colour – dark navy (Dulux Navy Blue (89BG 09/087) 
 
Recessed frameless float glass mirror to feature panel,  

Floor Knight Tile Gluedown Honey Limed Oak KP155 Plank Laid 
 
Inlaid entrance matting, INTRAsystems matting, inlaid within LVT flooring to Interior designer’s 
pattern 
 
Step edge nosing – Gradus XT aluminium with profile to suit, black insert 
 

Ceiling Plasterboard with skimmed finished to receive emulsion paint.  Paint 1 mist coat and 2 full 
coats vinyl matt emulsion. Colour – Dulux White  
 

Joinery Ceiling coving/cornice – MD137 Coving, White painted finish Dulux Matt Emulsion White as 
system specification. Primed, moisture resistance 2 undercoats and 2 full coat minimum. 
 
Skirting – MDF Ogee 250mm Ogee style 300mm high, painted finish, Dulux Diamond eggshell 
as manufacturer’s system specification, minimum 2 coats. Colour – Dulux Light Grey (00NN 
72/000), dark red (Dulux Dark Red 72RR 07/173) and dark green (Dulux Dark Green 07GG 
07/143)  
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Architraves – MDF Ogee 75mm painted finish to match panel and wall, Dulux Diamond 
eggshell as manufacturer’s system specification, minimum 2 coats. Colour – dark red (Dulux 
Dark Red 72RR 07/173), dark green (Dulux Dark Green 07GG 07/143) and Dulux Light Grey 
(00NN 72/000) 
 
Dado rail –Painted finish to match panel, Dulux Diamond eggshell as manufacturer’s system 
specification, minimum 2 coats. Colour – dark red (Dulux Dark Red 72RR 07/173) and dark 
green (Dulux Dark Green 07GG 07/143)  
 

Lift 

Wall Timber oak laminate wall panels to interior 
 
Brushed brass details (mid rail) 
 
Half height mirror installed to upper half of the back wall to lift interior 
 

Door Satin brass finish 
 

Floor Slip-resistant ceramic floor tiles, R10 / 36+ slip resistance, approx.. 600x300mm, warm grey 
marble effect. 
 

Ceiling TBC 

Fittings Handrails – vanished timber and satin brass. 
 
Lift ironmongery and control panel - satin brass finish 
 

First Floor to Fourth Floor – Communal Area 

Wall Paint to general walls, panelling and risers to steps, minimum 2 undercoats (mist coat for the 
undercoats) and 2 full coat Dulux Diamond eggshell as manufacturer’s system specification. 
Colour – Dulux Light Grey (00NN 72/000) 
 

Floor Main floor - Knight Tile Gluedown Honey Limed Oak KP155 Plank Laid 
 
Borders and treads to steps - Knight Tile Gluedown Honey Limed Oak KP155 Plank Laid 
 
Central corridor feature Karndean Heritage (Black & White)  
 
 
Steps contrasting nosings - Gradus XT aluminium with profile to suit, black insert.   
 

Ceiling Plaster to the underside of the staircase painted  
 
Plaster skim finished with dust sealer (if not painted as existing) to the required number of 
coats as recommended by the product manufacturer. Dulux Vinyl matt emulsion, paint 1 mist 
coat and 2 full coats to manufacturer’s system specification. Colour – Dulux White  
 

Joinery Ceiling coving/cornice – MD137 Coving, White painted finish Dulux Matt Emulsion White as 
system specification. Primed, moisture resistance 2 undercoats and 2 full coat minimum. 
 
Skirting – MDF Ogee 250mm Ogee style 300mm high, painted finish, Dulux Diamond eggshell 
as manufacturer’s system specification, minimum 2 coats. Colour – Dulux Light Grey (00NN 
72/000), dark red (Dulux Dark Red 72RR 07/173) and dark green (Dulux Dark Green 07GG 
07/143)  
 
Architraves – MDF Ogee 75mm painted finish to match panel and wall, Dulux Diamond 
eggshell as manufacturer’s system specification, minimum 2 coats. Colour – dark red (Dulux 
Dark Red 72RR 07/173), dark green (Dulux Dark Green 07GG 07/143) and Dulux Light Grey 
(00NN 72/000) 
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Dado rail –Painted finish to match panel, Dulux Diamond eggshell as manufacturer’s system 
specification, minimum 2 coats. Colour – dark red (Dulux Dark Red 72RR 07/173) and dark 
green (Dulux Dark Green 07GG 07/143)  
 

Balustrades 
& Handrails 
 

Existing Balustrades and handrails to be painted, Dulux Eggshell to manufacturer’s system 
specification. Colour – black. 
 
New handrails – painted, Dulux Eggshell to manufacturer’s system specification. Colour – 
black. 
 

Apartments 

Wall Hallway  
- general walls plaster skim painted 2 mist coats as undercoats and 2 full coats Dulux 

vinyl matt emulsion as manufacturer’s system specification. Colour – Dulux Light Grey 
(00NN 72/000) 

- Full height mirror with brushed brass thin edge to exposed sides 
 
Lobby and storage area  

- general wall plaster skim painted 2 mist coats as undercoats and 2 full coats Dulux 
vinyl matt emulsion as manufacturer’s system specification. Colour – white. 

- storage paint minimum 2 undercoats (mist coat for the undercoats) and 2 full coat 
Dulux Diamond eggshell as manufacturer’s system specification. Colour – Dulux Light 
Grey (00NN 72/000) 

- Full height mirror with brushed brass thin edge to exposed sides 
 
Kitchen - Plaster skim painted 2 mist coats as undercoats and 2 full coats Dulux vinyl matt 
emulsion as manufacturer’s system specification. Colour – Dulux Light Grey (00NN 72/000). 
Mirror splash back above worktop upstand. 
 
Living Room - Plaster skim painted 2 mist coats as undercoats and 2 full coats Dulux vinyl 
matt emulsion as manufacturer’s system specification. Colour – Dulux Light Grey (00NN 
72/000) 
 
Bathroom  

–  300mm splash back above wash basin wall tiles, rectangular white marble effect 
ceramic or porcelain tiles (600x300mm) horizontal grid installation, with brass trim 
edging;  

– walls above tiling plaster skim painted 2 mist coats as undercoats and 2 full coats Dulux 
Diamond Eggshell emulsion as manufacturer’s system specification, colour Dulux Light 
Grey (00NN 72/000);  

– full height wall tiling to bath/shower areas to be rectangular white marble wall tiles 
(200x80mm) in herringbone installation; grouting colour TBC. 

 
Bedroom - Plaster skim painted 2 mist coats as undercoats and 2 full coats Dulux vinyl matt 
emulsion as manufacturer’s system specification. Colour Dulux Light Grey (00NN 72/000). 
 

Floor Hallway - Knight Tile Gluedown Honey Limed Oak KP155 Herringbone Laid, brass floor trim to 
border. 
 
Lobby and storage area Knight Tile Gluedown Honey Limed Oak KP155 Herringbone Laid, 
brass floor trim to border. 
 
 
Kitchen - Knight Tile Gluedown Honey Limed Oak KP155 Herringbone Laid, brass floor trim to 
border. 
 
Living Room - Knight Tile Gluedown Honey Limed Oak KP155 Herringbone Laid, brass floor 
trim to border. 
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Bathroom – Knight Tile Gluedown Honey Limed Oak KP155 Herringbone Laid, brass floor trim 
to border. 
 
Bedroom - Knight Tile Gluedown Honey Limed Oak KP155 Herringbone Laid, brass floor trim 
to border. 
 
 

Ceiling Hallway – vinyl matt emulsion paint.  Paint 1 mist coat and 2 full coats vinyl matt emulsion. 
Colour – Dulux White  
 
Lobby and storage area - vinyl matt emulsion paint.  Paint 1 mist coat and 2 full coats vinyl 
matt emulsion. Colour – Dulux White 
 
Living Room/kitchen - vinyl matt emulsion paint.  Paint 1 mist coat and 2 full coats vinyl matt 
emulsion. Colour – Dulux White 
 
Bathroom – Dulux Diamond Eggshell paint.  Paint 1 mist coat and 2 full coats vinyl eggshell 
emulsion. Colour – Dulux White 
 
Bedroom - vinyl matt emulsion paint.  Paint 1 mist coat and 2 full coats vinyl matt emulsion. 
Colour – Dulux White 
 

Joinery Hallway  
- Ceiling coving/cornice – MD137 Coving, White painted finish Dulux Matt Emulsion 

White as system specification, minimum 2 coats 
- Skirting – MDF Ogee style 300mm high, painted finish, Dulux Diamond eggshell as 

manufacturer’s system specification. Primed, moisture resistance 2 undercoats and 2 
full coats minimum. Colour – mid grey (TBC)  

- Architraves and lining – MDF Ogee painted finish, Dulux Diamond eggshell as 
manufacturer’s system specification, minimum 2 coats. Colour – mid grey (TBC) 

 
 
Lobby and storage area  

- Ceiling coving/cornice – MD137 Coving, White painted finish Dulux Matt Emulsion 
White as system specification, minimum 2 coats 

- Skirting – MDF Ogee style 300mm high, painted finish, Dulux Diamond eggshell as 
manufacturer’s system specification.  Primed, moisture resistance 2 undercoats and 2 
full coats minimum.  Colour – white 

- Architraves and lining – MDF Ogee painted finish, Dulux Diamond eggshell as 
manufacturer’s system specification, minimum 2 coats. Colour –white 

 
Kitchen 

- As living room 
 
Living Room 

- Ceiling coving/cornice – MD137 Coving, White painted finish Dulux Matt Emulsion 
White as system specification, minimum 2 coats 

- Skirting – MDF Ogee style 300mm high, painted finish, Dulux Diamond eggshell as 
manufacturer’s system specification.  Primed, moisture resistance 2 undercoats and 2 
full coats minimum.  Colour Dulux Light Grey (00NN 72/000)  

- Architraves and lining – MDF Ogee, Dulux Diamond eggshell as manufacturer’s 
system specification, minimum 2 coats. colour Dulux Light Grey (00NN 72/000) 

- Window sills and frame - painted in black, Dulux Diamond Eggshell to relevant 
manufacturer’s system specification.  Colour – matt black. 

 
Bathroom 

- Architraves and lining – MDF Ogee painted finish, Dulux Diamond eggshell as 
manufacturer’s system specification, minimum 2 coats. colour Dulux Light Grey (00NN 
72/000) 
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- Window sills - painted in black, Dulux Diamond Eggshell to relevant manufacturer’s 
system specification.  Colour – matt black. 

 
Bedroom 

- Ceiling coving/cornice – MD137 Coving, White painted finish Dulux Matt Emulsion 
White as system specification, minimum 2 coats 

- Skirting – MDF Ogee style 300mm high, painted finish, Dulux Diamond eggshell as 
manufacturer’s system specification.  Primed, moisture resistance 2 undercoats and 2 
full coat minimum.  colour Dulux Light Grey (00NN 72/000) 

- Architraves and lining – MDF Ogee, painted finish, Dulux Diamond eggshell as 
manufacturer’s system specification, minimum 2 coats. colour Dulux Light Grey (00NN 
72/000) 

- Window sills and frame - painted in black, Dulux Diamond Eggshell to relevant 
manufacturer’s system specification.  Colour – matt black. 

 

Existing 
fixtures and 
joinery 
items 

Refer to Salford Archaeology report (‘Summary of Architectural Features’, ‘Floor plans 
showing architectural feature of heritage value’, for all historical elements to be protected and 
retained. Strip out others to existing shell to receive new finishes. 
 
Existing fireplace – painted in black, Dulux Eggshell or Dulux Diamond Eggshell (depending 
on substrate) to relevant manufacturer’s system specification.  Colour – matt black. 
 

 

Note: All materials, and internal finishes etc have to be provided with sample for Client’s 

approval prior to order and manufacture. 

 

4 EXTERNAL FINISHES SCHEDULE 
To be read in conjunction with contractor’s and sub-contractor’s proposal, architect’s drawings and 

schedule of works. 

External Finishes Schedule 

58 – 66 King Street  

Wall - Brickwork Retain as existing. Make good any redundant fixing holes using a tinted lime mortar and 
de-frass the brickwork to all 3 elevations. Include for repointing where required. 
 

Wall - 
Stonework 

Retain as existing. Repair any hairline cracks and renew any spalled sections of 
stonework. All new masonry to closely match existing. Clean out crack to remove debris, 
dust and dirt. Dampen recess, as necessary, to control suction.  Fill with new lime mortar 
and finish mortar flush with masonry face. Include for repointing where required. 

Wall – painted 
stonework 

Retain existing and redecorate with good quality paint for exterior masonry surfaces 
(Dulux or similar approved). Colour and finish to match existing. –  
 

Full preparation, apply Stabilising solution to any flaking/powdery surfaces as required.  

Masonry filler to all required surfaces. Apply 2 full coats of a Pliolite based masonry paint. 
 
Colours 

Stone Work. 10 C 31  
Features. 06 C 39 Between window panels  

04 D 45 To roses/ flowers 
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Wall – stucco 
render 

Retained as existing. Hack-off any loose, cracked, blown or defective areas of render 
back to a sound surface. Remove dirt, debris and dust and clean down. Repair masonry 
with a sand cement and lime render mix to match the existing in terms of finish, colour 
and appearance. Basecoat to incorporate a fibreglass mesh adhesive to provide flexibility 
and accommodate movement. Render to be finished with a top coat. 
 

Wall – external 
joinery 

Retain as existing and redecorate with good quality paint for external wood (Dulux or 
similar approved). Colour to match existing. C10 C 31 
 
Full preparation, apply 2 x flexible primer/undercoat and 1 x flexible Gloss or Satin finish 
as required. 

Wall – powder 
coated 
aluminium 

Retain existing. Rub down and clean all previously powder coated surfaces and carry out 
a specialist Akzo Nobel Steelseal respray redecoration. Colour and finish to match 
existing. 

Wall – external 
metal work 

Retain existing and redecorate with good quality paint for exterior metalwork (Dulux or 
similar approved). Colour and finish to match existing. 

Wall – existing 
glass to lift shaft 
wall 

Retain as existing.  Rub down and clean. 

Wall - New 
curtain wall to 
main entrance 
lobby 

New powdercoated aluminium double-glazed curtain wall system with clear glazing, 
opaque spandrel panel and stainless steel dry riser inlet door.  
Curtain wall frame – matt black 
Spandrel panel – matt black 
Dry riser inlet door – stainless steel 

Wall – New 
entrance 
stallriser 

Cast stone or glass fibre reinforced concrete with relief motif.  Colour dark / anthracite 
grey. 

Wall - Entrance 
to refuse store 

Shopfront retained and redecorate with good quality paint for external wood (Dulux or 
similar approved). Colour to match existing.  New replacement non-combustible 
aluminium louver vents, painted or powdercoated to match existing colour and finish. 

Wall – internal 
lightwell 
elevation 

New silicone / silicone modified white render finish, colour to match existing. 

Windows – 
existing timber 
windows to 
external 
elevations 

 Retained as existing and refurbish. Include resin repair, timber splice repair, glass 
replacement, putty replacement and stained-glass window repair.  Window frames to be 
redecorated as joinery items. 
  

Windows – new 
and 
replacement 
windows to 
external 
elevations 

New powder coated aluminium double-glazed windows with clear glass. Frame colour – 
white to match exiting. 

Windows – new 
and 
replacement 
windows (and 
curtain walls) to 
lightwell 
elevations 

New powder coated aluminium double-glazed windows and curtain walls with clear 
glazing to lightwell elevations. Frame colour – matt black. 

Doors – retained 
existing 

Retained as existing.  
 

Door – existing 
timber 
decorative door.  

Retained and refurbish as external repair method statement. 
 

Doors – new 
replacement 
doors 

Painted finish. Colour to match existing 
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Shopfronts to 
King Street, 
Four Yards and 
no. 58-60 South 
King Street 

Retained as existing 
 

Roof – flat roof Existing flat roof replaced with new Bauder Total Roof System with charcoal grey torch 
bonded bitumen roofing membrane.  New roof vents to be installed, refer to separate 
schedule. 

Roof – Slate 
roof 

Existing slate roof to be retained, broken slates to be replaced. Lead work to be replaced 
where required. New ridge vents and vent tiles to be installed, refer to separate schedule. 

Redundant 
fittings 

Remove all redundant existing external wall fittings. Make good any remaining fixing 
holes using a tinted lime mortar to match colour of existing wall finishes. 

Street lamps Test and renew lightbulbs. Deep clean existing street lamps to Four Yard elevation. 

Man safe 
system 

Test the existing man safe / rope access system and renew or replace any defective eye 
bolts. 

New wall vents New cast iron air brick (Max6) with black painted finish. 225 x 150mm. 

 


