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1. ALL PERIMETER SUSPENDED LUMINAIRES WITHIN OPEN PLAN FLOOR PLATES WORKSPACE DESIGN & BUILD
WILL BE CONFIGURED FOR DAYLIGHT HARVESTING VIA LOCAL PIR'S.
2. ALL GENERAL LIGHTING WILL BE CONTROLLED VIA LOCAL PIR'S. N
3. ALL GENERAL LIGHTING WILL BE 230VOLT SWITCHING WITH NO DIMMING j
CAPABILITY. NEPTUNE MILL
4. ALL ELECTRICAL CIRCUITRY WILL BE INSTALLED IN ACCORDANCE WITH
BS7671, 18th EDITION REGULATIONS. _
5. STAIRCASES AND LOBBIES CLASSED AS LANDLORDS AREAS AND INSTALLED Title FOURTH FLOOR
VIA LANDLORDS DB ON GROUND FLOOR.
6. ALL EMERGENCY LIGHTING WILL BE SUPPLIED VIA LOCAL LIGHTING CIRCUITRY LIGHTING & EMERGENCY
IN ACCORDANCE WITH BS5839. LIGHTING LAYOUT
7. SINGLE POINT EMERGENCY TEST SWITCH LOCATED ADJACENT TENANT DB FOR
FLOOR PLATE EMERGENCY LIGHTING TESTING. prawn | Y pate 11 12 .23
8. LIGHTING CIRCUITRY DETAILS/ZONING TO BE ADDED FOLLOWING AGREEMENT
AND COORDINATION. Sheet A
9. DELIVERED GENERAL LIGHTING AND EMERGENCY LIGHTING LUX LEVELS TO BE
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ADDED TO AS FITTED DRAWINGS (DETAILED WITHIN LIGHTING CALCULATIONS).
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