Location of
TFGM lift shaft

5n0. vibration monitoring

points installed for at the

edge of the slope set to a
threshold of 3mm/s.

These will alarm as per
guidance document.
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3no. Vibration monitoring
points installed with Sisk
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These will be used to
monitor the cadent gas
main and canopy.
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3X TURNSTILES 4 1151 1nim

BUILDERS

SISK

John Sisk & Son Ltd
2410 Regents Court
The Crescent

Birmingham Business Park
Birmingham CONTRACTOX\S
B37 7YE

Established 1859

GENERAL NOTES

1. SOME TURNSTILES ARE TO BE INSTALLED
FOLLOWING HOARDING INSTALLATION/BRANDING
AND WILL NEED TO BE CUT INTO EXISTING LINE

2. 1M ALLOWANCE EITHER SIDE OF EACH SET OF
GATES FOR SISK HEALTH + SAFETY SIGNAGE

3. DATE OF EACH ARRANGEMENT SHOWN IN
CORNER OF DRAWING SUBJECT TO CHANGE BASED
ON ON-SITE CONDITIONS

Tiltmeters currently
iInstalled to this slope as
part of queuing area
extension. The hire of
B/these to be extended to
cover piling works.

GATEHOUSE MANAGED ACCES:
FROM ALAN TURING WAY
FOR HOTEL SITE ONLY

ALL 'RACE TRACK' SITE TRAFFIC
TO CONTINUE ALONG CIRCULAR
ROUTE AND EXIT SOUTH

NS WELFARE COMPOUND
10 CABINS STACKED 4 HIGH
(28.3m x 9.7m)

DRAWING LEGEND

Vibration Monitoring
proposals to TFGM

|Etihad Campus stop
|during piling works
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Location of TFGM lift shaft 
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Tiltmeters currently installed to this slope as part of queuing area extension. The hire of these to be extended to cover piling works. 
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5no. vibration monitoring points installed for at the edge of the slope set to a threshold of 3mm/s.

These will alarm as per guidance document. 
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Vibration Monitoring proposals to TFGM Etihad Campus stop during piling works 
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3no. Vibration monitoring points installed with Sisk site set at 5mm/s.

These will be used to monitor the cadent gas main and canopy.

These will alarm as per guidance document. 




