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All dimensions are in millimetres unless stated otherwise. No dimensions to
— — — — — — zea:izic:ufs.m drawings. All dimensions to be checked on site prior to

Any discrepancies between drawings and site conditions are to be reported
to the contract manager

This drawing s to be read in conjunction with all relevant Structural
Engineers and Mechanical & Electrical Engineers drawings and
specification

© COPYRIGHT
The coovriaht in this drawina s vested in OBI Propertv Ltd and no licence or
assignment of any kind has been, or is, granted to any third party whether by
provision of copies or originals of the drawings or otherwise unless otherwise
agreed in writing.
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REV__DESCRIPTION DATE BY CHK
CLIENT NAME
Lever street Existing flooring stripped with
% Breakout existing concrete Raised access floor as K41 . 0o R : f
Concrete floor paint as M6. Carpet & underlay as M50.7/ fgeedt _(mdﬂ lay %ew o%km W. mgg &oorget fdemdg as . gﬁg ‘ceovmeyr‘g?e Sﬁgiﬁdpgfmt' as Philip J Davies Holdings plc
7 g strip flooring as . . ixed” over over ROJECT NAME
Existing tiled flooring to be Remove existing parquet a Raised access floor as K41 Existing terrazzo and mosaic
chemicdlly, cleaned with all salyage for re—use to orec. Porcelain tiling as M40.MO. with timber corcgssing, and filed flooring 1o cleaned and Sevendale House
aneas o, 8975ee made 9o indicated on 5th floor. Gl eang as : made good “all as M40.110E f—
. . Second Floor - Existing Floor Finishes
T Carpet tiling s M50.130A Jura Limestone as M40.115A Concrete floor screed as . Existing tenants floor finishes
New reclaimed parguet pweno:  17_200 REVISION: =
flooring to match existing Carpet tiling as M50.130B Raised access floor as K41 Entrance matwell as N10.300
all as 1.110A SCALE 1:200 @A3 prawn:  RG
DWG STATUS:
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AutoCAD SHX Text
Concrete floor paint as M60.

AutoCAD SHX Text
Existing parquet flooring  made good as K21.200

AutoCAD SHX Text
New reclaimed parquet  flooring to match existing  all as K21.110A

AutoCAD SHX Text
Remove existing parquet and  salvage for re-use to areas  indicated on 5th floor.

AutoCAD SHX Text
Breakout existing concrete screed and lay new oak  t&g strip flooring as K21.120

AutoCAD SHX Text
Concrete floor screed as  M10.175

AutoCAD SHX Text
Carpet & underlay as M50.171

AutoCAD SHX Text
Carpet tiling  as M50.130B

AutoCAD SHX Text
Carpet tiling as M50.130A

AutoCAD SHX Text
Porcelain tiling as M40.110A

AutoCAD SHX Text
Existing tiled flooring to be  chemically cleaned with all  areas of damage made good  all as M40.110E

AutoCAD SHX Text
Jura Limestone as M40.115A

AutoCAD SHX Text
Raised access floor as K41

AutoCAD SHX Text
Raised access floor as K41 with carpet tiling as  M50.130A  fixed over 

AutoCAD SHX Text
Raised access floor as K41 with timber carcassing and  carpet tiling as M50.130A  fixed over 

AutoCAD SHX Text
Existing flooring stripped with  new levelling screed as ???  and concrete floor paint as  M60 over

AutoCAD SHX Text
Existing terrazzo and mosaic  tiled flooring to cleaned and  made good all as M40.110E

AutoCAD SHX Text
Entrance matwell as N10.300

AutoCAD SHX Text
Existing tenants floor finishes 
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