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1.1 Purpose 
 

This Design, Access and Heritage Statement has been prepared by BWP Property and Construction 
Consultants to accompany the application for Listed Building Consent for the roof recovering 
project at Junction Works, 40 Ducie Street, Manchester, M1 2DF. It provides a detailed description 
and assessment of the proposals. 

 
1.2 Scope 
 

The proposed work will address the various defects present to the main slate roof covering and 
guttering, along with associated masonry repairs to the parapet wall brickwork and coping stones 
to help improve the general aesthetics and waterproofing of the building.  Drawings appended give 
clear indications as to the proposed works.   

 
 
 



 

 
 

 

2.0  SITE CONTEXT 
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2.1 Location 
 

Junction Works is situated in the city centre of Manchester in the north of Piccadilly and close to 
the south of the Northern Quarter. The building is a Grade II listed building and was built in mid 19th 
century as a detached mill building. The surrounding area consists of a variety of properties which 
include bars, restaurants, hotels, residential buildings and retail spaces, all of a similar appearance 
and design. 

 
The front elevations (North & East) face Ducie Street, with the rear elevations (South & West) facing 
adjacent residential buildings near to the Ashton Canal.  Access to the property is via the main 
entrance on Ducie Street which runs from (west to east) Piccadilly station and connects to the A665 
Ring Road.  There is a secure palisade style gate to the rear of the property accessible on Ducie 
Street which is the main access to residents parking. 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
2.2 Current Use 
 

Junction Works contains 29 residential apartments situated between the ground floor and 3 upper 
floors. 

 
The proposed work will not change the current use of the building. 

 
 
 
 
 



 

 
 

 
3.0  DESIGN PRINCIPLES 
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3.1 Proposed Work 
 

The proposed work comprises the replacement of existing Chinese slate roof covering in its entirety 
with the main timber roof structure remaining undisturbed. The specification of the new roof 
covering will be to improve the existing Chinese slate product, by replacing with a Glendyne 
Canadian natural slate with a 75-year service life.  The product literature are appended to this 
application. 

 
The work will involve a temporary scaffold structure for the duration of the project to assist with 
the roof repair works. The roof works comprise of the lifting and disposing of the existing slates, 
stripping back the timber battens and felt membrane beneath and disposing whilst avoiding the 
disturbance of the main timber roof structure. The works include the replacement of existing lead 
flashings and the repointing of parapet walls with a lime mortar.  

 
Based on the high number of reported internal leaks to the uppermost floor flats, and the condition 
of the installations, we deem the roof recovering works a high priority. Furthermore, as the existing 
slate is of Chinese origin, these materials have a much shorter life span than traditional slates.  The 
installation of Glendyne slates of Canadian origin will remedy the points of ingress and provide the 
property with a long-lasting roof finish and warranty of up to 75years. The cause of the leaks are a 
combination of a poorly installed roof slate, failed waterproofing membrane beneath the slates and 
failed and defective gutter linings to the parapet and roof valleys.  The coping stones and brickwork 
are also a cause for concern as they have underegone a variety of temporary patch repairs, and 
whilst coping joints and brickwork mortar joints are deteriorated, it can allow moisture to enter the 
building. The materials will have deteriorated over time due to their age and lack of maintenance. 
We were joined by a principal contractor, and roofing sub-contractor who supported our advice on 
the age and life expectancy of slates. It was concluded between all parties that the roof finish would 
not benefit from partial repairs and is in need of a full roof re-covering. 

 
3.2 Appearance 

 
Refer to photographs of the typical condition of the existing slate finish to the pitched roof included 
within the Appendix. There is clear evidence of damage and deterioration present to the majority of 
the finish across the roof. 

 
The new roof slates will be a like-for-like replacement and will not alter the existing physical 
appearance of the roof finish. The gutter linings will be of similar color to those installed at present. 
We will be opting for a lime mortar to match the existing mortar on-site.  Samples of each will be 
provided to Manchester City Council for approval prior to commencement of any works.  

 
3.3 Assessment of the Proposed Work 
 

Investigations were carried out to explore the possibility of repairing the roof slates instead of 
replacing in full to avoid disrupting the residents along with the potential for altering the buildings 
appearance. However, due to the condition and existing specification of the slates, and the 
uncertainty over any form of warranty for such slates, we deem the roof slate replacement an 
improvement to the buildings current state, and we consider the works will have a significant 
positive impact on the appearance of the property.   

 
3.4 Structure 

 
No internal or external structural alterations will be carried out. 
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The buildings main pedestrian access doorway located on the North elevation on Ducie Street.  The 
residents parking is also accessible on Ducie Street.  The site is well connected to transport links as Piccadilly 
Train Station is within close walking distance, and Ducie Street connects directly to the Manchester Ring 
Road which connects Manchester to many motorways and A roads.  
 
The proposed work will not affect or change access to the building. 
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Junction Works was first listed as Grade II on 5th June 1994 by English Heritage (now known as 
Historic England), under list no. 1217852. The exact date of the original build is unknown, however 
the building is known to date back to the early to mid 19th Century (circa 1830s) constructed for 
industrial purposes in keeping with many of the mill buildings in Manchester city centre built around 
this time.  The property is listed for its significant architectural interest, particularly the West 
elevation. The substantial and complete list entry is available at 
https://historicengland.org.uk/listing/the-list/list-entry/1217852?section=official-list-entry 
 
It is appreciated that any alterations carried out to the building have to show consideration towards 
its heritage and architectural significance. The building is part of a larger development which means 
it is imperative to preserve the original appearance which enhances the unform character of the street 
scape within the area. 
 
In carrying out the proposed work, no existing historic building fabric will be lost. The roof covering 
is not considered to be original, the proposed materials are to match existing, and therefore upon 
completion of the works, the property will maintain its heritage value. 
 
 
 
 



 

 
 

 

6.0  CONCLUSION 
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With all the above carefully considered we are confident that our proposal is acceptable and is necessary 
to renew the discussed materials to ensure Junction Works avoids falling into disrepair.  If the building falls 
into disrepair, this will lead to a subsequent negative impact on the building’s aesthetic appearance, which 
in turn, will be damaging to the buildings architecture and significantly devalue its heritage characteristics. 
 
 


