
NOTE:

· THE CONTRACTOR WILL BE RESPONSIBLE FOR DETAILING ALL
SITUATIONS

· THE CONTRACTOR WILL REMOVE ANY REDUNDANT FIXING
BRACKETS, ETC.

· THE CONTRACTOR WILL BE RESPONSIBLE INSTALLING THE
PARTITIONS IN LINE WITH THE MANUFACTURERS DETAILS AND
RECOMMENDATIONS.
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EXISTING FLOOR BUILD UP- GREY HATCH
INDICATES EXISTING STRUCTURE TO BE RETAINED.
ALLOW FOR MAKING GOOD BRICKWORK AS
REQUIRED ONCE LINING IS REMOVED

SINIAT U TRACK DEEP FLANGE UDT72/P
FIXED AT MAX 600mm CENTRES
ALL FIXING TO BE WITHIN MORTAR JOINTS -PULL TESTS
ARE TO BE CARRIED OUT TO ENSURE ADEQUATE FIXINGS
ARE SPECIFIED, STRUCTURAL ENGINEER TO ADVISE

EXISTING CAST IRON BEAM
SHOWN IN DISTANCE

TYPICAL PARTITION 'TYPE A' SECTION  PERPENDICULAR TO BRICK ARCHES
SINIAT REFERENCE CS70R-215St
SCALE 1:5
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FIXINGS AT 600mm CENTRES INTO SOFFIT
STRUCTURAL ENGINEER TO ADVISE

SINIAT INTUMESCENT ACOUSTIC SEALANT

15mm DEFLECTION ALOWANCE TBC
ALLOWANCE TO BE ADVISED BY A
STRUCTURAL ENGINEER

SINIAT FS50/RX FLAT STRAP

2 No. LAYERS OF 15mm SINIAT STANDARD
BOARD- TO BE TAPED AND JOINTED

MAX. GAP 3mm

2 LAYERS OF 15mm SINIAT FIRE BOARD
CUT TO SHAPE OF BRICK ARCHES
ALONG TOP EDGE

15

DEFLECTION AMOUNT BETWEEN ANGLE FIXING
AND TOP OF PARTITION STUDS AND BOARDS

INSULATION

MIN. 20mm ENGAGEMENT OF STUD AND TRACK

20

SINIAT MFC2550 METAL ANGLE

SINIAT INTUMESCENT ACOUSTIC SEALANT

SINIAT 70mm 'U' TRACK UT72/Rx
FIXED AT 600MM CENTRES

2 No. LAYERS OF 15mm SINIAT
STANDARD BOARD- TO BE TAPED
AND JOINTED

SINIAT 70mm 'C' METAL STUD CS70/Rx

SINIAT INTUMSCENT ACOUSTIC
SEALANT

SINIAT 70mm 'C' METAL STUD CS70/Rx
CUT 5MM SHORTER THAN FLOOR TO
CEILING HEIGHT

SINIAT BOARDS CUT 5MM SHORTER
THAN FLOOR TO CEILING HEIGHT
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PROPOSED GROUND FLOOR PARTITION DETAILS

TYPICAL PARTITION A (NONE FIRE RATED)
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