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Door Ref Room Fire Ratin V Frame Type Hardware Set Notes Door Ref
AN Opening (mm) Protection
] Panel Type
Type A
1 ID-01 Open Office Area 1810.0W x |FD60S [ ) 15mm Pyrodur glazing set within HW Hardwood 1 Make Allowance for hardwood Doorset style to match the |ID-01
2100.0H glazing beads existing entrance door into Cobbett House Reception
Note: External door retained with |_| |_| Type C
allowance for refurbishment inc. new , ID-03 Circulation 910.0Wx |NFR ° 6.4mm clear laminated glass Softwood (Pre-primed for site ID-03
paint finish, trims / seals and new panic 2700.0H painted) 3
bar ironmongery internally - suited Type D
Doorknob externally. , _
ID-04 Acc. WC 1010.0W x |NFR Softwood (Pre-primed for site 4 ID-04
ID-04 2100.0H painted)
A N \k ID-05 WC 810.0Wx |NFR Softwood (Pre-primed for site 5 ID-05
— — U 2100.0H painted)
1 ID-05
ID-03— Type E
£ I ID-06 Circulation 1510.0W x |FD30S Softwood (Pre-primed for site 6 ID-06
|: 2110.0H painted)
U Grand total: 5
, LT [
— ID-06
-—ID-01
| Door Hardware
Key Type Hinge Closer Operation Lockset Kickplates Flushbolt Fire Rating
1 |Double 6x Hardware Butt Hinge Satin Stainless | Overhead Door Closer Satin Stainless Steel | Pull Handle 400mm / Access control via fob / card 4x Kick Plate Satin Stainless Steel N/A FD60S
Push Plate 450mm
(] 2 |Single 3x Hardware Butt Hinge Satin Stainless | Overhead Door Closer Satin Stainless Steel | Pull Handle 400mm / Access control via fob / card 2x Kick Plate Satin Stainless Steel N/A FD60S
Push Plate 450mm
3 |Single 3x Hardware Butt Hinge Satin Stainless N/A Pull Handle 400mm / N/A N/A N/A NFR
Push Plate 450mm
B B - - - - — — — - - -
== — == e _ 1 I T Single 3x Hardware Butt Hinge Satin Stainless N/A Lever Handle Lift to Lock’ with emergency release & indicator rose |2x Kick Plate Satin Stainless Steel N/A NFR
/\ A 5 |Single 3x Hardware Butt Hinge Satin Stainless N/A Lever Handle WC turn and emergency release indicator 2x Kick Plate Satin Stainless Steel N/A NFR
\ IR i] * Leaf & Half |6x Hardware Butt Hinge Satin Stainless N/A N/A Mechanical Lever Operated Digital Lock 4x Kick Plate Satin Stainless Steel| Lever Action Flushbolt head & FD30S
base, with Dirt Exluding Socket
at base and Flush Keep to head
@ Proposed GF - Internal Door Plan
1:100
? Refer to Schedule T T Refer to Schedule T T Refer to Schedule T ? Refer to Schedule T T Refer to Schedule T
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':T - :I , N E - "’:| | / | | s \ | Timber stud 64x30mm (to suit Timber stud 64x30mm (to suit
| — V2 N — | | | | / \ | 70mm stud) to extend nominal 70mm stud) to extend nominal
s \ | / | | / | 50mm above opening height 50mm above opening height .
| V N | / \ Lorient LP1004DS & LP1004
Y N | / | | p 4 \\ | 137x44mm Hardwood frame 137x44mm Hardwood frame intumescent strips & seals at
| | | [ meeting stiles
/
| Y N | | / | | / \\ [ Lorient LP1004DS intumescent strip Lorient LP1004DS intumescent strip 39 Door edge protection from Yeoman
| / \ | I / | I 4 \ | & seal rebates into frame for fire rated & seal rebates into frame for fire rated ﬁ Shield
/ N\ | | | // \ | doors doors
| // \\ | | | | / \ | =] Door edge cut back by 14mm to
/ N\ | / | | Y / \ | 3 allow edge protection to be fitted.
/ N\ | | | Y | Lorient 1IS1212 Batwing acoustic seal . See fitting instructions from Yeoman
| // O O \\ | | / | | \ | fixed to door frame 9 ?g:gltrave 50x19mm hardwood colour Shield for exact details
/ \
% | // \\ | %’ I / | %J 13’ ij’ ' 7 \ ' Architrave 50x19mm hardwood colour Lorient IS1212 Batwing acoustic seal FD30s Rated Doorset
3 | % \ | 3 ' / ' 3 3 3 | / | TBC 44.0 fixed to door frame
Rt Rt | | et < < | , \ .
50; Al | | & 3 3l | | 190, 13707 4o
=1 A S | 2 2 20 /| e n
2 ks 3 E ks \
200 pal T | 3 g I N A HEAD (Non FR & FD30s) - 1:5 FLUSH MEETING STYLE
\ / \ /
N / | N | | P
| \ N py / | | \ | | N N | Timber stud 64x30mm (to suit Timber stud 64x30mm (to suit
| N Y | | | | N / | 70mm stud) to extend nominal 70mm stud) to extend nominal
\ / | AN | | \ // | 50.0 50mm above opening height 50mm above opening height 15mm Pyrostop glass
N\ / N\ Hﬁ
| N Y | : AN : : N / : 1 1 — 137x44mm Hardwood frame 137x44mm Hardwood frame System 36.15 glazing channel
AN / N\ / o :
| \S&tting out to bebt match Cobbett | : Setting out to best match Cobbett : : AN // : - Iéorienlt LEZtOMDtS fimumisc?:n[t)ggip Iéorienlt LEZtOMDtS fimumisc?:nsggip gzrrﬂ:gslocr;%rs]tcerfs":’”f":'gﬁz 2tn1g|5£dmarp
: : \ 4 seal repbates Into frame Tor S seal rebates Into frame for S
| Hoyse Rsetcelst[oorl);s'l'ertad\tpr{a\ | | House RSetcelstI\)oor;;S'l'erta tonal | | \ / | 3 fire rated doors fire rated doors ) ‘ 20° to glass
N Y / | | \\ / | 5 Hardwood beads, 640kg/m? min
| \ / | N | \ // | N density, min 24mm high by 20mm
AN / N\ - i i i ide (including 4 high by 4
| N4 | : : N/ : If_i)c:en(;ar:ct) |dSo102r1f$aan&2WIng acoustic seal Architrave 50x19mm hardwood colour va:dz gztlzelcjztigr%, 1'2Tch'gmfe¥ mm
- ¢ » ¢ TBC 44/54 by 2 thick Palusol
?g:gitrave 50x19mm hardwood colour If_'oride?t IdS121f2 Batwing acoustic seal liner o:'n1mZm¥n tnr:::]k sI(;:ftwoaol(Jio
42’? xed 1o door frame hardwood of 440 kg/m3 min density
Door Tvne A Door Tvoe B Door Tvbe G Door Tvoe D Door Tvoe E ~ }93& Nominally 44/54mm thick door leaf
JAMB (FD60s) - 1:5 HEAD (FD60s) - 1:5 GLAZED APERTURE DETAIL
Structural Opening (Width) . Structural Opening (Width) .
All doorsets to be factory assembled with essential ironmongery such as locks, latches, 200 §L a 200 150
closers and hinges. These must be CE marked and firmly fixed in accordance with the fire © @1:0 Flush fire disc 1 ooeB? S| Fush fire disc
test certification. Intumescent / smoke seals must also be compatible with the certification. M | \ Nl INTERNAL DOORS: FIRE DOOR SIGNAGE:
® ® ; : : ’ Gypframe 'C' studs at specified centres
CVP CVP PVP Q New internal doors & frames to be supplied by BWF approved supplier ~~ yp P
: H H ; and should be provided with all necessary documentation to confirm
All doors must be installed by UKAS Accredited Fire Door Installers only. PVP PVP _ CVP ?Gmm d|ameter compliance with B.S. 476 part 22 & HTM58 Internal Doors. 4 . _
76mm diameter fire door sign Doors to be high quality particle board faced solid core flush type (min Fire door 'Fire door keep shut' T+ Gypframe 'C' stud at jamb
«  Refer to '32 Series' schedules for all door schedules and drawings fire door sign 750kg/m3) prepared to accept timber veneer. Doors to be lipped on 3 keep shut sign to be fitted to both sides of doors.
, ., . . . . : edges with 10mm hw edging and shop laquered prior to dispatch. ’ g Gypframe channel cut & bent to extend
+ Refer to '67 Series' drawings for fire rating properties. = 3 150mm down stud & fixed through both
« Referto ironmongery schedule(s) for details of ironmongery required to each individual doorset e Door frames to be high quality hardwood prepared ready to receive gloss e flanges with 2 no. British Gypsum wafer
. . . . : ! . . ’ paint colour TBC by Architect. Fire door frames should be rebated to head screws or crimped
. Drawmg(s) and schedule(s) to be read in conjunction with specification section L20: Doors. receive lorient intumescent smoke and fire seals as noted. Gyof h | sleeved d
Fire door Fire door keep locked" ) . ypframe channel sleeved over stud
3 All fire doors to be fitted with hold open door closers complete with fire keep locked sign to be fitted to outside of room. Eetv(s;e;nbreturned channels at opening
) 60 0 alarm interface to close on activation of the fire alarm. " ea ase
Door opening forces to be max. 30n between 0° - 30° and 22.5n between Gvof h | suitably fixed o f
————————— T r——— === — o— F—————-——-—-- —1 30° - 60° oy ypframe channel suitably fixed to floor
= — Re——) g > with 2 pairs of fixings at 150mm centres (4
Glazing in fire doors to be pilkingtons 15mm pyrostop set within lorient or o total) & 600mm centres (in 2 lines
_________ L _ ] I | ] similar approved 36/10 or 36/15 series glazing channels held in place by Fire door signs to be 3mm metal finish with pre-drilled holes for easy > jgj staggered by 300mm for 94mm & 148mm
hardwood glazing beads. All in accordance with manufacturer / Certifire fixing. Fire door signs to be fitted to both sides of the fire door, position of y channels) thereafter. Channel cut & bent to
details. sign as indicated on door style. L EXttinf(lj 300mm'tﬁpzsmd & '?X&d tgo':'oEgh
L oth flanges with 2 no. suitable Britis
ARCHITRAVE: Gypsum wafer head screws
o
o 8 Architrave to be 50mm x 19mm s.w. chamfered architrave to receive one
undercoat and two coats of gloss paint TBC by Architect. Allow for
sanding down between each coat of paint. %.
IR R ) | A
kick plate kick plate

GENERAL NOTES:

DAY Architectural Ltd accepts no responsibility for any costs, losses or claims whatsoever arising from these drawings,
specifications and related documents unless there is full compliance with the Client or any unauthorised user of the following:

1 All boundaries, dimensions and levels are to be checked on site before construction and any discrepancies reported to the
Architect / Designer.

2 Partial Service: Any discrepancies with site or other information is to be advised to the Architect / Designer and direction
and / or approval is to be sought before the implementation of the detail.

3 Block and site plans are reproduced under license from the Ordnance Survey.

4 Do not scale this drawing.

5 For the purpose of coordination, all relevant parties must check this information prior to implementation and report any
discrepancies to the Architect / Designer.

CLIENT DRAWING
Manchester University NHS FT Proposed Internal Door Schedule
SCALE FIRST ISSUED
As indicated @ A1 25.07.23
PROJECT PROJECT CLIENT REF DRAWN BY CHECKED BY
Cobbett House Office Refurbishment 1449-23 WUTH LP GB
ORIGIN VOLUME LEVEL TYPE ROLE NUMBER = REVISION DAY Architectural Ltd.
DAY XX 00 DR A 320102 B Studio 1, Lancaster Buildings
77 Deansgate, Manchester, M3
B |Revised Following Site Walkaround_31.08.23 02.09.23 GAB SUITABILITY 2BW
A |Stage 3 Issued for Comment & Costing 26.07.23 | GAB S2 - FOR INFORMATION T 0161 834 9703
REV DESCRIPTION DATE REV BY Information contained on this drawing is the sole copyright of DAY Architectural Ltd. and is not to be reproduced without their permission. W: www.day-architectural.com




	Sheets
	320102 - Proposed Internal Door Schedule


