
2

8362

3

8362

1110

80

EXT-131 COATED MACADAM PAVING

EXT-201 PRECAST CONCRETE KERBS - RAISED

EXT-112 PRECAST CONCRETE SLAB PAVING

EXT-413 PEDESTRIAN BALUSTRADE - TYPE 3

EXTENT OF STATIC BOLLARD SHALLOW MOUNTED
BASE PLATE

EXTENT OF BALUSTRADE BASE PLATE

1100

10 90 10 90 10 90 10 90 10

EXT-112 PRECAST CONCRETE SLAB PAVING

BALUSTRADE FIXED ON SHALLOW 
MOUNTED BOLLARD BASE PLATE TO 
MANUFACTURER'S SPECIFICATION

STATIC BOLLARD SHALLOW MOUNTED
BASE PLATE TO MANUFACTURER'S SPECIFICATION

30 350 25 25 350

EXT-302 BOLLARDS - FIXED

EXT-413 PEDESTRIAN BALUSTRADE - TYPE 3

96
10

00

EXT-112 PRECAST CONCRETE SLAB PAVING

EXT-201 PRECAST CONCRETE KERBS - RAISED

STATIC BOLLARD SHALLOW MOUNTED
BASE PLATE TO MANUFACTURER'S SPECIFICATION

BALUSTRADE FIXED ON SHALLOW MOUNTED BOLLARD 
BASE PLATE TO MANUFACTURER'S SPECIFICATION

4
8362

EXT-413 PEDESTRIAN BALUSTRADE - TYPE 3

10
99

0
10

90

11
00

80

11
0.6

2°

m

0.80.40.30.20.1

1:10@A0

0
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REPRODUCED AT THE CORRECT PAPER SIZE

ALL INTERNAL LAYOUTS AND USES ARE SHOWN 
FOR ILLUSTRATIVE PORPOSES ONLY AND ARE 
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EXT-413 PEDESTRIAN BALUSTRADE - TYPE 3

STATIC BOLLARD SHALLOW MOUNTED
BASE PLATE

EXT-112 PRECAST CONCRETE SLAB PAVING

BALUSTRADE FIXED ON SHALLOW MOUNTED 
BOLLARD BASE PLATE

BASE PLATE AND FIXING TO MANUFACTURER'S SPECIFICATION

Suitability Code (as defined in ISO 19650-2:2018) 

Work in Progress (WIP)
S0 - Initial Status

Shared (Non- Contractual)
S1 - Suitable for co-ordination
S2 - Suitable for information
S3 - Suitable for review & comment
S4 - Suitable for stage approval
S5 - W ithdrawn
S6 - Suitable for PIM authorisation
S7 - Suitable for AIM authorisation

Published (Contractual)  
A1, A2, A3, Etc - Authorised and accepted    
B1,B2,B3, Etc, - Partial sign-off (with comments)     

Published (AIM Acceptance)    
CR - As constructed record document
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KEY PLAN

In addition to the hazards / risks normally associated with the types of work 
detailed on this drawing, note the following risks and information:

Construction See risk register
No abnormal risks identified with this package of work

For information relating to Use, Cleaning and Maintenance see the Health 
and Safety File.  It is assumed that all works will be carried out by a 
competant contractor working, where appropriate, to an approved method 
statement.
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REVISIONS

REV DATE DESCRIPTION
00 05.07.2021 STAGE 4B EXTERNAL METALWORKS
C01 12.01.2022 EXTERNAL METALWORK ISSUED FOR CONTRUCTION

1 : 2
EXT-413 BALUSTRADE FIXED ON BOLLARD FUNDATION_FIXING DETAIL4

NOTES.

1. ALL FIXINGS, BASE PLATES AND UPSTANDS MUST MEET LOADING 
REQUIREMENT OF 3KN/M

2. FOR BOLLARDS DETAILS REFER TO BRA-POP-ZZ-GF-DR-L-8329
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