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GENERAL NOTES

THIS DRAWING SHOULD NOT BE SCALED FROM. ALL
DIMENSIONS SHOULD BE TAKEN FROM RELEVANT
DRAWINGS. IF NO DIMENSIONS ARE AVAILABLE THEN
THE ENGINEER SHOULD BE CONTACTED FOR ADVICE.

ALL DIMENSIONS SHOULD BE CHECKED ON SITE AND
ANY DISCREPANCIES SHALL BE REPORTED TO THE
ENGINEER PRIOR TO COMMENCEMENT OF WORKS.

ALL WORKS RELATING TO PROPOSED SEWERS SHALL
BE CARRIED OUT IN STRICT ACCORDANCE WITH THE
DESIGN AND CONSTRUCTION GUIDANCE FOR FOUL AND
SURFACE WATER SEWERS OFFERED FOR ADOPTION
UNDER THE CODE FOR ADOPTION AGREEMENTS FOR
WATER AND SEWERAGE COMPANIES OPERATING
WHOLLY OR MAINLY IN ENGLAND (“THE CODE”) AND
SHALL BE REFERRED TO AS ‘THE DCG.’

THIS DRAWING SHALL BE READ IN CONJUNCTION WITH
ALL OTHER RELEVANT DRAWINGS TO ENSURE THAT
THE ADOPTED SEWERS (AS INDICATED ON THIS
DRAWING) ARE CONSTRUCTED IN ACCORDANCE WITH
THE DCG AND ALL STATUTORY UNDERTAKER
AMENDMENTS.

THE DESIGN OF THE SEWERS AND OTHER ELEMENTS
TO BE ADOPTED (AS INDICATED ON THIS DRAWING)
HAVE BEEN DESIGNED IN ACCORDANCE WITH PARTS B,
C AND D OF THE DCG. PUMPING STATION DESIGNS WILL
BE CARRIED OUT BY A SPECIALIST THIRD PARTY.

THE CONSTRUCTION OF THE SEWERS TO BE ADOPTED
(AS INDICATED ON THIS DRAWING) WILL BE
ACCORDANCE WITH PARTS B TO F OF THE DCG.

THE DEVELOPER WILL REMAIN RESPONSIBLE FOR THE
SEWERS TO BE ADOPTED (AS INDICATED ON THIS
DRAWING) UP TO THE TIME THE SEWERS ARE
ADOPTED.

IF ANY EXISTING SEWERS ARE LOCATED ON SITE
DURING THE WORKS THE ENGINEER SHALL BE
NOTIFIED. ANY UNKNOWN SEWERS LOCATED ON SITE
SHALL NOT BE REMOVED UNTIL ADVISED OTHERWISE.

THE DEVELOPER SHALL PROVIDE AN AS-BUILT SURVEY
OF THE DRAINAGE TO THE ENGINEER UPON
COMPLETION OF WORKS SO THAT AN AS-BUILT RECORD
DRAWING CAN BE PREPARED.

THE DEVELOPER SHALL PROVIDE A CDM HEALTH AND
SAFETY FILE IN ACCORDANCE WITH THE GUIDANCE
PROVIDED IN APPENDIX I OF THE DCG.

PRIOR TO CONSTRUCTION THE CONTRACTOR IS TO
ENSURE THAT THE PROPOSED DRAINAGE DOES NOT
CLASH WITH THE EXISTING SERVICES. THE
CONTRACTOR IS TO ALLOW FOR THIS PROVISION
WITHIN THE TENDER SUM. THE CONTRACTOR SHALL BE
RESPONSIBLE FOR ATTAINING ALL NECESSARY
APPROVALS FOR ANY SERVICE DIVERSIONS REQUIRED
TO FACILITATE THE PROPOSED WORKS
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