ROLLER SHUTTER TO BE
USED FOR MAKE UP AR.

LOUVRE REQUIRMENTS

0.4, FREE AREA. N
(DESIGN BASED ON
3ach PER HOUR)

LOUVRE REQUIRMENTS 0.2rm.
FREE AREA APPROVED
DOCUMENT B SECTION 3.55.

LOUVRE REQUIRMENTS 0.2rm?.
FREE AREA APPROVED
DOCUMENT B SECTION 3.578B.
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UPPER CAMPFIELD GROUND FLOOR PLAN

LEGEND

Bl

EXTRACT DUCTWORK.
SUPPLY DUCTWORK.
FIRE RATED DUCTWORK

AREAS TO BE NATURALLY VENTILATED (BASED ON
AREAS NOT HAVING A FALSE CEILING INSTALLED)

VRF CASSETTE UNIT

EXTRACT FAN.

VOLUME CONTROL DAMPER.
FIRE DAMPER.

SMOKE FIRE DAMPER.

FILTER BOX.

LOCAL CONREOLLER

CEILING FIXED SUPPLY GRILLE
CEILING FIXED EXTRACT GRILLE.
CEILING FIXED SUPPLY VALVE.
CEILING FIXED EXTRACT VALVE.

DDOR TRANSFER GRILLE.

INTUMESCENT FIRE RATED DOOR TRANSFER GRILLE.

RISE FROM BELOW.
RISE TO ABOVE.
DROP TO.

LOW LEVEL.

HIGH LEVEL.
CEILING VOID.

ROOF VOID.
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GENERAL NOTES

1.0 THE DRAWING SHALL BE READ IN CONJUNCTION WITH THE
SPECIFICATION & ALL DTHER RELEVANT DOCUMENTS &
DRAWINGS PROVIDED BY MEP DESIGN.

2.0 THE DRAWING INDICATES THE DESIGN INTENT FOR THE WORKS.

3.0 COORDINATION WORKING DRAWINGS, INSTALLATION DRAWINGS &
BUILDERS WORK DRAWINGS SHALL BE PREPARED BY THE
CONTRACTOR.

4.0  DIMENSIONS SHALL NOT BE SCALED FROM THE DRAWING &
THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING
ALL DIMENSIONS & LEVELS ON SITE FOR THE ACTUAL
SETTING QUT OF THE WORKS.

NOTES

1.0 ALL GRILLES AND DIFFUSERS BRANCHES T HAVE
OPPOSED BLADE DAMPERS.

2.0 AL DUCTWORK TO DW144/DW172 (WHERE APPLICABLE).

3.0 FLEX TO BE USED ONLY STRAIGHT-ALL BENDS TO BE
RIGID.

4.0 FIRE DAMPERS T0 BE LOCATED IN ACCORDANCE WITH
FIRE STRATEGY DRAWING REQUIREMENTS.

5.0  ACCESS DOORS TO BE LOCATED ADJACENT TO FIRE
DAMPERS AND EVERY 3M

6.0 AL BRANCH CONNECTIONS SHALL HAVE VCD'S.

7.0 ALL DIFFUSERS AND GRILLES TD BE SUPPORTED BY
STRUCTURE.

80 IN POSITIONS OF RESTRICTED HEADROOM, DUCTS MAY
BE SUPPORTED WITH FLAT BAR FORMED TO DUCT
SHAPE WITH FIXINGS AT SIDES ON BENT LUGS.

9.0  ALL DUCTWORK BRACKETS TO HAVE AN ACOUSTIC SOFT
RUBBER OR NEOPRENE INTERFACE LAYER TO THE DUCT.

10.0 ALL SUPPLY DUCTWORK, INCLUDING SUPPLY PLENUM
BOXES TO BE THERMALLY INSULATED.

11.0 AL REFERENCES TO SPECIFIC MANUFACTURERS ARE
MADE FOR DESIGN SPECIFICATION PURPOSES, INSTALLED
EQUIPMENT SHOULD BE OF EQUAL STANDARD AND
APPROVED.

12.0 SMOKE FIRE DAMPERS SHALL BE INSTALLED WHERE

DUCTWORK PASSES THROUGH AN ESCAPE ROUTE AND
THESE SHALL BE CONTROLLED VIA A PROPRIETARY
SMDKE DAMPER CONTROL SYSTEM. THE CONTROL PANEL
FOR THIS SYSTEM SHALL BE INSTALLED ADJACENT THE
FIRE ALARM PANEL AND EACH SMOKE FIRE DAMPER
SHALL HAVE A 240V POWER SUPPLY PROVIDED
ADJACENT TO POWER THE CONTROL ACTUATOR FOR THE
DAMPER. EACH DAMPER SHALL BE POWER OPEN/FAIL
CLOSE
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