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31 LctZb
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PLANTING SPECIFICATION

EXISTING TREES AND SHRUBS

Where existing trees & shrubs are to be retained they should be subject to a full
arboricultural inspection for safety.

Any surgery required shall be in accordance with BS 3998 (2010) 'Tree Work -
Recommendations', shall comply with any existing T.P.O requirements and shall
require the prior approval of the Landscape Architect.

Avoid damage to branches, trunks and roots of trees. All existing trees & hedges to
be retained are subject to BS 5837 (2012) 'Trees in relation to design, demolition and
construction - Recommendations', and should be fully fenced off, prior to the
commencement of any works, in accordance with Figure 2 (p20) at the full extent of
the root protection area, as determined by section 4.6 (p10-11) and Annex D (p40).

No storage of materials, disposal of rubbish, site fires, spillage of oil and chemicals,
ground compaction, excavation or changes in level shall be carried out within
existing tree / hedge canopies.

PLANTING

All plants and planting to comply with the requirements of all current / relevant British
Standard specifications including BS 8545 (2014) 'Trees from Nursery to
Independence in the Landscape', BS 3936: Part 1 (1992), Part 2 (1990) and Part 4
(2007) and BS 4043 (1989) where applicable, BS 4428 (1989). All plants to be
supplied in accordance with the plant schedule and with regard to imported stock
and notifiable diseases within the Plant Health Act 1967 (revised 2009). Any plant
material planted outside the recognised planting season (Nov-Feb), to be
containerised stock and supplied at the sizes specified. Where possible, shrubs of
UK provenance are preferred.

SHRUB PLANTING

Where a shrub planting mix has been specified, plants to be grouped in 3 No. (min.)
to 7 No. (max.) single species groups. Larger species to be located towards the rear
of planting beds (i.e. where against a screen wall / house frontage), or towards the
centre of an island planting bed. Thorny species to be located centrally within the
planting bed. No berry-bearing plant species to be included within the scheme.

RABBIT PROTECTION

Contractor to assess site for presence of rabbits. If rabbits are present, contractor is
to provide rabbit proof fencing to either a) the entire site boundary, or b) the
boundary of all planting beds. Contractor to ensure all existing and new vegetation
(ornamental and native) and seeding is protected.

TOPSOIL REQUIREMENTS

To BS 3882 (2015) 'Specification for topsoil' as qualified by full contract specification.
All areas shall be cultivated to a minimum depth of 150mm. Full weed, rubbish and
stones over 20mm gauge shall be removed. Earth to be rolled as required and raked
in two directions. Applied to all newly planted areas (except wildflower / meadow
planting), to manufacturers' recommendations where appropriate.

Shrub / structure planting beds - 450mm depth
Grass areas - 150mm depth

Full analysis of existing and imported topsoil required prior to use.
TOPSOIL IMPROVEMENTS

Applied to all newly planted areas, to manufacturers' recommendations where
appropriate:

1) Incorporate 75mm depth of soil conditioner into topsoil during cultivation;

2) Incorporate Enmag CRF granular fertilizer at approx 140g per pit to standard tree
pit backfill and 70g per pit to structural / ornamental shrub planting;

3) Watering - supply minimum 4.5 litres / shrub at planting;

4) Mulch - lightly fork over planted areas before applying a 75mm depth 50-100mm
grade bark mulch. Ornamental Bark to consist of predominantly matured British
Pine Bark with an even nominal particle size distribution of 5-35mm with 0% dust
& fines & less than 5% wood content. The product shall be pest, disease & weed
free & not have been treated with Methyl Bromide or any additives. The product
shall have been tested in accordance with the requirements of BS 4790:1987, for
fire resistance. NB - Watering to be carried out prior to application of bark mulch.

PLANT MATERIAL TREATMENT
NB All to be British grown stock and fully hardened off.

Root Dip - Proprietary Root Dip applied to all bare rooted stock (1) at time of lifting at
nursery and (2) prior to planting.

Anti-Desiccant - Proprietary anti-desiccant to be applied to foliage of allcontainerised
/ rootballed material in leaf, specimen conifers and evergreens etc.
(1) prior to transportation and (2) during any delay in planting.

Pruning -  Allow for pruning of all deciduous and shrubs by 1/3rd following

planting at Landscape Architects direction or as indicated in the

planting schedule.
GRASS SEEDED AREAS

Grass seeding generally to BS 4428 (1998) 'Code of practice for general landscape
operations'. When topsoil is reasonably dry and workable grade to smooth flowing
contours removing all hollows and ridges. Cultivate soil to full depth and break up
any compacted topsoil. Apply approved herbicide to control perennial weeds and
allow period of time to elapse as recommended by manufacturer before final
cultivation. Apply proprietary pre-seeding fertilizer. Reduce top 25mm of topsoil to a
fine tilth by further cultivation. Remove stones exceeding 50mm in any dimension.
Sow airport grass seed mixture in accordance with manufacturer's recommendations
during appropriate season and weather conditions (e.g. Hurrells Specialist Seeds, or
equal approved). Lightly harrow or rake then roll and cross-roll with lightweight roller.

GRASS SEEDED AREAS: ESTABLISHMENT CUT

Maintain in accordance with long grass policy as recommended for airport grass
seed (e.g. 220mm - 300mm height, cutting no lower than 200mm. Refer to grass
seed manufacturer's recommendations and Civil Aviation Authority guidance). Begin
a cutting regime once growth appears from spring and into autumn to maintain the
recommended height. Fertiliser should only be applied in sufficient quantities if
required to maintain a healthy and upright condition.

All grassed areas should be maintained to at least 95% weed free where possible. A
program of herbicide / manual control (cutting or removal) should be implemented as
often as required to control weed infestations. A program of moss control should
include the use of approved control agents, hand scraping and removal.

PROTECTIVE FENCING

The contractor shall maintain fencing until all site works are complete. The
contractor will then remove the fencing and reinstate the ground. The fencing will
remain the property of the contractor.

Within the area so fenced, the existing ground level shall be neither raised nor
lowered, all excavations shall then be carried out by hand.

The Local Planning Authority shall be advised in writing when the protective fencing
has been erected so that it can be checked on site before development commences,
and shall thereafter be maintained during the period of construction.

MAINTENANCE

Regular visits (minimum 14 No.) required during the defects liability / rectification
period to maintain all planted areas in a weed and litter free condition using a
combination of chemical spray and hand weeding to be agreed with the Landscape
Architect. Maintenance to include watering, pruning, pest and disease control and
re-mulching as required. Grassed areas to be maintained in accordance with
appropriate long grass policy for airport locations as recommended by grass seed
manufacturer (e.g. Hurrells Specialist Seeds, or equal approved).

Structure planting areas shall be maintained as non competitive weed free
environment by repeated applications of a glyphosate based herbicide. Persistent
weeds and unwanted scrub shall be spot treated as necessary with an alternative
herbicide to be agreed with the Landscape Architect.

Watering shall be carried out as necessary to maintain healthy growth or as required
by the Landscape Architect.

NB: Final visit to be immediately prior to handing over and to include a fertilizer
treatment of Enmag CRF granular fertilizer at 100g / m2 and a 25mm depth bark
mulch top up to all planted areas.

SAFETY PRECAUTIONS
The landscape sub-contractor is to take all safety precautions to prevent any injury to
any persons. The landscape sub-contractor shall comply with the requirements of

the Health & Safety at Work Act 1974 and current Construction, Design and
Management Regulations (2015).

All subject to Local Authority approval.

© 2023 RPS

Notes

1. This drawing has been prepared in accordance with the scope of RPS’s
appointment with its client and is subject to the terms and conditions of that
appointment. RPS accepts no liability for any use of this document other than
by its client and only for the purposes for which it was prepared and provided.

2. If received electronically it is the recipients responsibility to print to correct
scale. Only written dimensions should be used.

3. This drawing should be read in conjunction with all other relevant drawings
and specifications.
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BIOSECURITY

RPS GROUP ARE COMMITTED TO THE PROTECTION OF THE UK
ENVIRONMENT AND RECOGNISE THE IMPORTANCE OF RISKS POSED BY
IMPORTED PESTS AND DISEASES

- All trees and shrubs are to be sourced responsibly, in the first instance, from
UK Nurseries / suppliers, where they have been propagated and/or grown on
for a minimum of 5 years in the UK (2 years for shrubs);

- Inlight of this, all suppliers shall be approved, shall share our values and must
have a sound Biosecurity Policy / Management Systems in place to
demonstrate the traceability of their stock, and an awareness of the
prevalence of all current biosecurity threats, both domestically and abroad;

- The contractor is responsible for ensuring that they operate in strict
accordance with the latest guidelines set out by DEFRA, including regularly
checking for updates in relation to the latest health controls / diseases; i.e.
(http://planthealthportal.defra.gov.uk)

- Inspections will be carried out at selected nurseries and plant health
certification / passports will be sought to identify traceability of tree and shrub
stock as required.
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Shrub Planting (MAG) Groundcover mix A (Full Sun)

Qty Abb. Text Species Container Root Height Habit Density / m2 Qty Abb. Text Species Container Root Height Habit Ctrs %age Mix
241| Chsy AP Choisya 'Aztec Pearl' 3L ] 30-40cm Bushy 3.00 49 |[Fsov G Festuca ovina 'Glauca' 1-2L ] 0.447 20.00 %
197 |Cnth th R Ceanothus thyrsiflorus 'Repens' 3L C 30-40cm Bushy 4.00 127 | Jnpsq BC Juniperus squamata 'Blue Carpet' 2L C 20-30cm(D) Bushy 0.447 50.00 %
160 | Csts AP Cistus 'Anne Palmer' 3L Cc 100-125cm 4.00 77 | Stch by SC Stachys byzantina 'Silver Carpet' 1-2L Cc 0.447 30.00 %
218 [ Lct Zb Leucothoe 'Zeblid' 10L C 40-60cm Bushy 4.00 253
170 |Pi FS Pieris 'Flaming Silver' 3L C 30-40cm Bushy 4.00
142 | Ptt th AG Pittosporum tenuifolium 'Arundel Green' 3L (o} 100-125¢cm 3.00

1128 H
Groundcover mix B (Sun/Part Shade)
Qty Abb. Text Species Container Root Height Habit Ctrs %age Mix
H erbaceous Pla nt| ng (MAG) 217 |Eny frH Euonymus fortunei 'Harlequin’ 5-7.5L (o} 30-40cm(D) Bushy 0.447 50.00 %
89 | Grn mcr A Geranium macrorrhizum 'Album’ 1-2L C 0.447 20.00 %
Qty Abb. Text Species Container Root Height Habit Ctrs 131|Hb pm Q Hebe pimeleoides 'Quicksilver' 5-7.5L C 30-40cm(D) Bushy 0.447 30.00 %
108 | Slv nm Os Salvia nemorosa 'Ostfriesland’ 3L C 0.447 437
72| Stp tn Stipa tenuissima 3L C 0.500
180
Groundcover mix C (Part Shade/Shade)
Qty Abb. Text Species Container Root Height Habit Ctrs %age Mix
95 | Dryp fl Dryopteris filix-mas 1-2L C 0.447 25.00 %
95 | Grn mcr A Geranium macrorrhizum 'Album’ 1-2L C 0.447 25.00 %
95 | Prsc affns S Persicaria affinis 'Superba’ 1-2L c 0.447 25.00 %
95 | Vnc mn A Vinca minor 'Atropurpurea’ 1-2L o] 0.447 25.00 %
380

Site boundary

Proposed shrub planting

Proposed ground cover planting

Proposed herbaceous planting

Proposed appropriate airport grass seed mix
(Hurrells Specialist Seeds HL.6 Birdstrike Airport Grass Seed Mix,
or equal approved)

Proposed chippings (40mm)

(with timber edging board and over weed suppressant geotextile
membrane, in accordance with manufacturer's recommendations, or
equal approved)

Proposed outdoor amenity space / meeting room
(picnic benches and tables)
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