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EXECUTIVE SUMMARY

Scope and Background

This Flood Risk Assessment and Outline Drainage Strategy (FRA) has been undertaken by
LK Consult Ltd (LKC) to support a planning application for the redevelopment of the former
Probation Centre, Laindon Road, Manchester. The development comprises low-rise
residential houses and apartments.

LKC has prepared this FRA in line with the NPPF and Technical Guidance where
appropriate.

In considering the proposals the following key principles have therefore been applied:

> Identification of flood risks.
» Protection of users of the new development.
> No increased flood risk to third parties.

Consultations
The Environment Agency (EA) has been consulted to inform the preparation of this report.
They have provided a more detailed flood map, but no modelled data was available.

Manchester City Council (LLFA) and United Utilities (UU) were also consulted concerning
flood risk.

All relevant consultees have confirmed that there is a Negligible to Low risk of flooding to this
site from all sources.

Flood Risk

The site is shown on the Environment Agency’s (EA) website Flood Zone Mapping as being
in Flood Zone 1 (PPG Table 1).

The site is in Flood Zone 1 — Very Low Risk — annual probability of flooding less than 0.1%
(1 in 1000).

Mitigation
Design

Site falls will be arranged to allow reasonably level access for occupants and visitors and to
allow the site to be free-draining in case of local ponding at times of heavy rainfall. Floor
levels of the residential properties will be set as high as possible above the flood level giving
regard to necessary access for the less-able.

The development will not result in a reduction in flood plain storage compared to the existing
situation.

In considering the potential drainage options for the site at present it is assumed that surface
water runoff arising from the development will discharge into the existing combined sewer to
the west of the site.

LK Consult Ltd iii January 2024
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The proposed development will increase the proportion of the site covered by impermeable
surfaces and will therefore generate more runoff. Attenuation will therefore be required as an
allowance for climate change.

Foul sewage arising from the development will be discharged into the public combined
sewer in Laindon Road to the west of the site.

The outline drainage strategy considers the use of attenuation-based SuDS to be feasible
with a discharge to the combined sewer on the western boundary of the site.

Therefore, the most effective strategy, in line with the SuDS management train, would be to
have a detention facility at the western boundary. The required detention facility has been
estimated to be 108.0 m3for the 1 in 30-year event restricted flow.

Similarly, the estimated volume to be retained on site for the 1 in 100-year storm event
including an allowance for climate change is 169.2 m?2.

The site is considered to be at Low risk of flooding. It is recommended that the minimum
finished floor levels for the development should be set at a nominal height above the
proposed ground levels. This is to allow for overland flow during exceedance flows from an
extreme event or a drainage failure.

Access

Access close to the site is elevated above potential flood levels and will always provide safe
access to and from the site from Laindon Road to the west of the site.

LK Consult Ltd iv January 2024
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1.2

Introduction

Background

LK Consult Ltd (LKC) were commissioned by Britannia Victoria Ltd to carry out a
Flood Risk Assessment (FRA) and Outline Drainage Strategy for the former Victoria
Park Probation Centre, Manchester. The report was undertaken in support of a future
planning application to redevelop the site for residential use.

The report will address the vulnerability to flooding from all possible sources and will
also consider the impact of the development on surface water runoff accounting for
climate change and the potential to increase flood risk elsewhere. The Outline
Drainage Strategy in Section 5 will provide an overview of the SuDS techniques
which could be considered on the site. The issues of actual flood risk are discussed
in Section 4.

Government policy with respect to development in flood risk areas is contained within
the Department of Communities and Local Government National Planning Policy
Framework! and accompanying Technical Guidance of March 2012 (revised to the
Planning Practice Guidance (PPG)?, which supersedes Planning Policy Statement 25
(PPS25) ‘Development and Flood Risk’. The guidance on Climate Change allowance
issued by the Environment Agency in February 2016 has also been considered.

LKC has prepared this Flood Risk Assessment (FRA) in line with the NPPF and the
PPG where appropriate. The level of detail entered into any flood risk assessment is
dependent upon the scale and potential impact of the proposed development, and
the vulnerability classification of the proposed land-use.

Site Details

A summary of the general site details is presented in Table 1-1. Plans, Drawings and
Figures are provided in Appendix A. Figure 1 indicates the site location and
boundary. Figure 2 indicates the proposed development.

Site Details

East of Laindon Road, Manchester, M14 5YJ.

LoeELel Centred at approximate National Grid Reference 386180E, 395730N.

Area Approximately 0.62 Ha.

48.69 metres above ordnance datum (AOD) in the north of the site and
Topography 47.44m AOD in the southwest. The site is sloping down gently towards
the southwest.

Site

Vacated probation centre and associated grounds, including surfaced
car park, grassed area and another small derelict building. Site
bounded by a brick retaining wall and metal palisade fencing.
Surrounding Area/ Boundary Treatment

North: Daisy Bank Road and residential properties.

East: Ayton Grove, Merwood Grove and residential properties.

South and West: Laindon Road and Residential properties.

Current Land Use

Residential houses with rear gardens and apartments with a residential

Proposed Development . . .
P P garden area and car parking. Access will be from Laindon Road.

Table 1-1: Summary of site details.

1 DCLG (2021). “National Planning Policy Framework.” Department of Communities and Local Government. July
2021.
2 DCLG (2022). “Planning Practice Guidance” http://planningguidance.communities.gov.uk, Update August 2022.

LK Consult Ltd 1 January 2024
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2 Site Setting
2.1 Vulnerability

2.2

As an initial phase in identifying whether a site is potentially at risk of flooding, LKC
has consulted the Environment Agency’s (EA) website Flood Zone Mapping. This
mapping is (often) based on coarse scale modelling and provides only an initial
indication of the flood risk to a site. The Environment Agency Flood Zone maps were
developed using a very coarse Digital Elevation Map (DEM) and are superseded by a
more detailed analysis of modelled flood levels and topographic survey levels.

The Flood Zones divide the floodplain into three categories of flood risk, and do not
take flood defences into account. The NPPF defines the Flood Zones as:

> Flood Zone 1 - little or no risk, with annual probability of flooding from rivers and
the sea of less than 0.1% (1 in 1000).

> Flood Zone 2 — low risk, with annual probability of flooding of 0.1 to 1.0% from
rivers and 0.1 to 0.5% from the sea.

> Flood Zone 3 — medium to high risk of flooding with an annual probability of
flooding of 1.0% or greater from rivers, and 0.5% or greater from the sea.

The Flood Zone Mapping indicates the site as being within Flood Zone 1 in the PPG
(paragraph 065, Table 1).

Although the development site is in Flood Zone 1, it is over 0.5 hectare in size and in
a critical drainage area, so under current regulations a Flood Risk Assessment will be
necessary to accompany the Planning Application.

The proposed development is for a residential end use, and this is classified within
the ‘More Vulnerable’ category in the PPG (paragraph 066, Table 2).

The Sequential and Exception Tests

The NPPF does not require that the Sequential Test be applied to development
proposals in Flood Zone 1. Since the site has been shown to be located in Zone 1 for
flood risk (see section 4.1), a sequential approach should not be required for
planning.

However, the principles should still be applied for developments within the site such
that, for example, dwellings are situated on a high part of the site when there is a risk
of local surface water flooding. The issues of actual flood risk are discussed below.
The issues of safety and reduction in flood risk to others required by an Exception
Test are also addressed in this document.

The Local Planning Authority (LPA) will make the final decision with regard to any
planning application.

LK Consult Ltd 2 January 2024
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2.3

Environmental Setting

LKC has undertaken a review of public domain information including British
Geological Survey data, Environment Agency data, historical mapping and aerial
photography to provide a summary of the environmental setting of the site. This is

summarised in Table 2-1 below.

Summary of the Environmental Setting

Superficial

Till (Diamicton).

Bedrock

Chester Formation (Sandstone).

Geology BGS Boreholes

BH Ref: SJ89NE1857, 87m E: Topsoil with roots to
0.10m, bricks, brick pieces, ashes, cinders, stones,
sand and soil (Made Ground) to 0.55m and stiff to
very stiff light brown / brown silty and sandy Clay
with grey / fissures stone and coal inclusions to
1.78m.

BH Ref: SJ89NE659, 90m W: Made Ground to
0.40m and very stiff brown silty and sandy Clay
with grey fissures stone and coal inclusions to
4.50m.

BH Ref: SJ89NE658, 125m SW: Made Ground
(ash cinders in a clay matrix-Disturbed Ground) to
1.20m and very stiff brown silty and sandy Clay
with grey fissures and coal inclusions, rounded
medium gravel and occasional rounded cobbles
and lenses of sand to 4.80m.

Defra Soilscape Mapping

Type 17 — Slowly permeable seasonally wet acid
loamy and clayey soils.

Aquifer Superficial

Secondary Undifferentiated Aquifer.

Hydrogeology | Designation Bedrock

Principal Aquifer.

Source Protection Zone (SPZ)

Site not within an SPZ.

All adjacent and internal
Hydrology surface water

The Platt Brook is located approximately 700m
south of the site.

Flooding

Flood Zone 1.

Site History

Historical mapping indicates that the site consisted
of a field from at least 1848 until 1956. From 1891
a large garden including glass houses, trees and
paths associated with Stafford House to the east
are present. It was likely demolished with Stafford
House after 1956 mapping as not present by 1968
mapping. From 1968 mapping a school is present
towards the south of the site. This is labelled as St
Joesph’s RC Infants School from 1968 to 1995
mapping, associated with Chapel, Convent and
High School to the south. This is unlabelled from
1999 to 2021 mapping and labelled as Victoria
Park Probation and Community Centre on 2022
aerial photography. A pond was present towards
the northwest from 1848 until 1891 and is no
longer present on the 1910 map as it was likely
infilled. Two ponds were present 58m and 158m
south of the site respectively from 1891 and 1848
until 1894 mapping and 1908 mapping. The
surrounding area has become increasingly
urbanised.

Table 2-1: Summary of the Environmental Setting.

LK Consult Ltd
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2.4

Geo-Environmental Investigation.
The investigation was undertaken on site by LK Consult Ltd in August 20223,

The investigation involved the drilling of five window sample boreholes (referenced
WS101 to WS105) to depths of 5.45 metres below ground level (mbgl) and the
excavation of six trial pits (referenced TP101 to TP106) to depths of between
1.42mbgl to 3.00mbgl.

All sampling locations are shown in Appendix B.
Made Ground

Made ground was recorded in all boreholes from ground level to a maximum depth of
0.30-2.20mbgl. The made ground comprised horizons of gravel, sand, silt, clay with
anthropogenic material including ash, brick, coal, clinker, ceramic, plastic, rebar,
timber, metal, and glass.

Exceptions to this were found at the following locations:

» WS103: paving stone with sub-base.

» WS105: tarmacadam underlain by probable sub-base.

» TP104 and TP104B: had a large volume of brick fragments in the made ground.
» TP105: also contained concrete fragments and copper pipe in the made ground.

Natural Strata

Natural Strata was encountered from 0.30-2.20mbgl to a maximum depth of 2.20-
10.13mbgl, comprising gravelly clay with fragments of coal. The clay was generally
high strength and very firm consistency across the site. The clay at WS101 increased
in strength and consistency with depth.

Profile Logs are shown in Appendix B.

One groundwater strike was recorded during the site investigation at a depth of
5.00mbgl in WS105.

3 Phase 2 Geo-Environmental Investigation, Risk Assessment and Remediation Strategy report by LK Consult (Ref: CL-
602-LKC 21 1679-02, dated September 2022).

LK Consult Ltd 4 January 2024
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2.5

Site Reconnaissance

A site reconnaissance was undertaken in July 2022 and further photographs are
provided below.

Relevant features identified on site are summarised below:

>

>

NN 7

N

Vehicular access to the site is to the west of the site via a barrier off Laindon
Road.

The site comprises two buildings, a hardstood tarmacadam area / car park in the
centre of the site, and a grassed and shrubbed area with several established
trees in the north.

The two-storey Probation Centre is present towards the south of the site, and the
centre’s yard is fenced off with metal palisade fencing.

The other building on site is small, one storey and fire damaged.

The vegetated area in the north of the site was noted to be slightly undulating.
The site is relatively flat with a slight slope from the north towards the southwest.
The site is bounded by a brick retaining wall towards the north, east and west.
Palisade fencing present towards the south.

Several manhole covers are present within the central car parking area.

A drainage gully and channel are also present within the car parking area.
Highway gullies and manhole covers were also observed within Laindon Road to
the west of the site and Daisy Bank Road to the north.

The surrounding area comprises residential land use, with Laindon Road and Daisy
Bank Road bordering the site to the west and north, respectively.

» Hand dug pits were carried out in 3no. locations and are summarised in Plate 2-
1.
HD101 HD102 HD103

GL-0.15m: TOPSOIL (dark
brown slightly gravelly sandy
SILT with occasional rootlets
and rare coal fragments).
Hand tool refusal at 0.15mbgl|
on made ground (concrete).

GL-0.55m: MADE GROUND
(dark brown slightly gravelly
sandy SILT with occasional
rootlets, coal fragments and
rare brick).

0.55-0.70m: Firm consistency
brown and grey slightly gravelly
CLAY with occasional coal
fragments.

GL-0.30m: MADE GROUND
(dark brown slightly gravelly
sandy SILT with occasional
rootlets, coal fragments and
rare brick).

0.30-0.60m: Firm consistency
brown and grey slightly gravelly
CLAY with occasional coal
fragments.

Plate 2-1: Hand Dug Pit Logs.

LK Consult Ltd
Ref: FRA 22 1121 — R4
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Relevant photographs are provided in Plate 2-2.

Photograph 1: View of site access towards the | Photograph 2: View of the Probation Centre
west of the site off Laindon Road. towards the west of site. Site is relatively level.

Photograph 3: Car park area towards the centre | Photograph 4: Car park area towards the centre
of site. of site and manhole covers on site.

LK Consult Ltd 6 January 2024
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Photograph 5: Derelict smaller building towards | Photograph 6: Grassed area towards the
the centre of site. southern boundary.
Plate 2-2: Site photographs.

Photograph 7: View of south of Probation | Photograph 8: View of grassed area to the
Centre from the southwest. northwest of site. Site slopes gently towards the
south.

LK Consult Ltd 7 January 2024
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Photograph 9: Grassed area facing northwest. | Photograph 10: Drainage gully and manhole
Site to the west is bounded by a retaining wall. cover located in car park area.
Plate 2-2 (continued): Site photographs.

2.6 Site and Access Levels

A topographic survey of the site was provided, the information is included on the
drawings in Appendix B. The site is sloping down gently from the north towards the
southwest. The elevation ranges from 48.69m AOD in the north to 47.44m AOD in
the southwest. The final site levels and ground floor levels of the residential
properties have not yet been determined. The proposed access would join Laindon
Road at around 46.87m AOD.

LK Consult Ltd 8 January 2024
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3 Consultation

Information from all relevant consultees is summarised in Table 3-1 below.

Relevant correspondence is provided in Appendices C (EA) and D (others).

Source

Details

Environment
Agency (EA)

Flood Zone 1: Very Low risk, with annual probability of flooding from rivers and
the sea of less than 0.1% (1 in 1000).

Modelled River Levels

No information available as the site does not fall within
150m of an area at risk of flooding from rivers or the
sea.

Records of Flooding

No information available.

Records of Flood
Warning Service

Not within a flood warning service area.

Surface Water
Flooding

Very low risk of surface water flooding across the
majority of the site. A small section of the site towards
the south has a low risk of surface water flooding up to
a depth of 300mm.

Flooding from
reservoirs

The site is at risk of flooding from reservoirs.

Groundwater Source
Protection Zone

Not within Source Protection Zone.

Manchester City
Council (LLFA)

MCC Data screening report stated that the site is located within the Conurbation
Core Critical Drainage Area (CDA). The nearest flood incident occurred on
10/02/2020 approximately 55m to the southeast of the site on Holbeck Grove,
described as a blocked highway gully or drain. There are no culverted ordinary
watercourse conduits on record in the LLFA asset register within the vicinity of

the site.

Possible or known
incidents of highway
flooding

Unaware of any current flooding problems associated
with Laindon Road.

Table 3-1: Summary consultee information

LK Consult Ltd
Ref: FRA 22 1121 — R4
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Source Details

UU would request conditions for a separate system with
only foul draining to foul / combined sewers and surface
water draining to soakaway/SuDS, watercourse, or
surface water sewer. Surface water runoff generated
from this development should discharge to the ground
via infiltration system where feasible. UU would also
request for a condition to prevent development within
3m either side of the sewer running through site
towards the centre. All surface water flow from the
proposed development should drain in-line with the
drainage hierarchy, as outlined in Paragraph 80 of the
National Planning Practice Guidance.

If not feasible, UU will consider a connection to the
225mm diameter public combined sewer located in
Laindon Road to the west of the site at a pass forward
flow to be agreed by the Lead Local Flood Authority.
UU request that any agreed rate does not exceed
13.91/s.

Likely conditions for
connecting into their
sewerage system

United Utilities

(UU) Foul flow from this site will be allowed to drain into the

public combined sewer system. UU does not have a
preference to the specific connection point in this
instance. UU request that all proposed manhole
chambers cover levels and finished floor levels are
higher than the receiving public sewer.

UU Wastewater Developer department was contacted
regarding sewer flooding history for the site. UU
confirmed that they did not have records of internal or
external sewer flooding of properties in the vicinity of
the site as a result of overloaded sewers.

There is a 225mm diameter public combined sewer
parallel to the site’s western boundary along Laindon
Road running in a southernly direction.

There are 225mm and 300mm diameter public
Sewer map combined sewers parallel to the site’s northern
boundary along Daisy Bank Road to the north of the
site running in a westerly direction.

There is a combined sewer inspection chamber located
on site towards the centre of the boundary.

Strategic Flood Level 1 SFRA* The site has no history of flooding from any source.
Risk Assessment
(SFRA)
Preliminary Flood | The Preliminary Flood Risk Assessment (PFRA)® for the area indicates that
Risk Assessment | there are no records of flooding for the area which conforms with information

(PFRA)® supplied by the EA.
Table 3-1: Summary consultee information (continued).

Level 2 SFRAS The site has no history of flooding from any source.

4 Strategic Flood Risk Assessment Level 1: Manchester City, Salford City and Trafford Councils; Level 1 SFRA
(2010), JBA Consulting.

5 Strategic Flood Risk Assessment Level 2: Manchester City, Salford City and Trafford Councils; Level 2 SFRA
(2011), JBA Consulting.

& Preliminary Flood Risk Assessment: Manchester City Council; Preliminary Flood Risk Assessment (2011), JBA
Consulting.

LK Consult Ltd 10 January 2024
Ref: FRA 22 1121 — R4



Victoria Park Probation Centre, Manchester LI<<

Flood Risk Assessment & Outline Drainage Strategy CONSULT

4.1

4.2

Assessment of Flood Risk

Flood Zones

The detailed flood map provided by the EA indicates that the site is in Flood Zone 1.
(see Appendix C).

A direct comparison was made between the provided EA flood levels at this location
and the LiDAR levels.

The extents of the 0.1% (1000-year) flood level remain outside of the development
area.

Sources of Flooding

The risk of flooding from the following flood sources has been considered:

Fluvial — The EA has confirmed the study area is within Flood Zone 1. Therefore, the
flood risk associated with this source is considered Very Low.

Tidal — The study area is remote from the sea and tidally influenced water bodies.
Therefore, the flood risk associated with this source is considered Negligible.

Pluvial (Rainfall) — The surface water flood risk maps show a small area towards the
centre of the site which has the potential to flood during prolonged heavy rainfall.
This area is associated with natural depressions that are likely to be positively
drained following the development process. These areas need consideration within
the detailed design phase or there is the potential to have areas of standing water in
gardens and landscaped areas not positively drained if overland flow routes are not
considered. Therefore, the risk of flooding from surface water flooding is Low but
should be considered further during the detailed design.

Surface Water (Overland flow) — This relates to surface water entering the site.
Surface water arising from the north of the study area is likely to be intercepted by
the highway drains and therefore pose no threat to the development. If there was a
drainage failure causing overland flow, it would flow towards the southwestern
boundary. Therefore, the flood risk associated with this source is considered Low.

Groundwater — The BGS has no groundwater records for the study area. The
superficial ‘Till" deposits are more than 4.80m thick which would make it unlikely for
groundwater flooding to occur. No evidence of shallow groundwater was observed
during the walkover. One groundwater strike was encountered during the on-site
Geo-Environmental Investigation at 5.00mbgl. Falling Head tests have been
undertaken in some of the boreholes and these have recorded a standing water level
of between 0.4m and 1.5m BGL. This is likely to be water rising up the borehole from
below the clay based soils were pierced due to the ground investigation. Therefore,
the flood risk associated with this source is considered Low.

Sewers — UU sewer records show combined and surface water sewers within the
vicinity of the study area and within the surrounding housing developments. The
Drainage and Water Enquiry states that no property on land surrounding the site is at
risk of internal flooding due to overloaded public sewers. There are no records of
sewer flooding at the site location. The highways to the north and west would
intercept any overland flow before it enters the site. Therefore, the flood risk
associated with this source is considered Very Low.

LK Consult Ltd 11 January 2024
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Artificial sources — According to the EA online maps, the study area is at risk from
reservoir flooding. The likely risk of an incident occurring if the reservoir is adequately
maintained and monitored is Low. Therefore, the flood risk associated with this
source is considered Low; however, improvements are recommended during
redevelopment.

4.3 Summary of Flood Risk

Source of Flooding Risk Assessment Level

Fluvial Very Low
Pluvial (Rainfall) Low
Surface Water Low

Tidal Negligible
Groundwater Low

Sewers Very Low
Artificial Sources Low

Table 4-1: Summary of Existing Risk Level.

The site is located within Flood Zone 1 and a Negligible to Very Low risk of flooding
from all sources expect for groundwater, pluvial, surface water and artificial sources
which pose a Low risk of flooding has been identified for the site. LKC consider that a
strategy for surface water management will be required at the site to mitigate the risk
to others. The assessments of a range of measures that are feasible for the site are
outlined in Section 5.

LK Consult Ltd 12 January 2024
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Surface Water Management

The NPPF recognises that flood risk and other environmental damage can be
managed by minimising changes in the volume and rate of surface run-off from
development sites through the use of Sustainable Drainage Systems (SuDS), this
being complementary to the control of development within the floodplain.

SuDS will not alleviate flooding in an area prone to flooding; however, properly
designed SuDS have the potential to prevent the surface water runoff from new
development worsening the flood risk. The effective disposal of surface water from
any new development is a material planning consideration in determining if the
proposals for the development and use of land are acceptable.

The accepted principles are that surface water arising from a developed area should,
as far as practicable, be managed in a sustainable manner to mimic the surface
water flows arising from the site prior to the proposed development, while reducing
the flood risk to the site itself and elsewhere, taking climate change into account.

The Building Regulations Requirement H37 stipulates that rainwater from roofs and
paved areas is carried away from the surface to discharge to one of the following,
listed in order of priority:

> an adequate soakaway or other adequate infiltration system,
> awatercourse or, where that is not practicable,
> asewer.

The concept of a sustainable drainage system has been incorporated into the outline
drainage strategy for the study area in order to comply with the Flood and Water
Management Act 20108.

Suitability of different SuDS will be governed by prevailing site conditions, such as
the type and scale of development, topography, ground conditions (soil permeability,
ground stability, depth to water table), local hydrogeology and risk of groundwater
contamination (presence of sensitive aquifers and source protection zones) etc.

51 Infiltration
The Groundwater Source Protection Zone mapping from the EA website shows that
the site is not within any identified protection zones. A summary of the British
Geological Survey superficial and bedrock aquifer descriptions and classifications
supplemented by local records is shown in Table 5-1 below:
L o Aquifer Recorded Water Soakaway
Classification Description Classification Table Depth Potential
Stiff light brown / Secondar
Till Deposits brown silty and . . y N/A Poor
Undifferentiated
sandy Clay
Chestgr Sandstone Principal N/A Good
Formation
Table 5-1: Geological and Hydrogeological Setting.
7 Building Regulations part H3 2010: Approved Document, Drainage and Waste Disposal.
8 Flood and Water Management Act 2010: UK Government.
LK Consult Ltd 13 January 2024
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Infiltration methods such as soakaways are unlikely to be feasible. The presence of
made ground and underlying CLAY soils is likely to be of low permeability and
therefore it is not recommended that soakaways are used for the disposal of surface
water runoff. However, this may be investigated further at the detailed design stage.

During further ground investigation it was noted that the water level had risen within
the boreholes to between 0.4m and 1.5mbgl suggesting that deep excavations may
be at risk from artesian groundwater entry.

5.2 Surface Water Drainage Strategy

There is a slope over the site and surrounding area which indicates that groundwater
in the vicinity of the site would drain towards the southwestern boundary.

There are no observable watercourses within or near the boundary of the site.
There is a combined water sewer running adjacent to the site in Laindon Road.
Further combined water sewers run to the north of the site in Daisy Bank Road.

The drainage options relating to the final discharge of surface water for this section of
the site are listed in Table 5-2 in order of priority within the NPPF:

Option Most feasible

Drainage Solution . Comments
No: solution

Not likely to be feasible as the site is underlain
by made ground and clay based soils. The
impermeable ground conditions also make the
use of infiltration unlikely.

Not feasible as there are no known
b Connection to N/A watercourses within or adjacent to the site and
Watercourse would require third party access, a road
crossing and EA and LLFA consent.

A connection into the 225mm diameter public
combined sewer in Laindon Road would be
possible — subject to approval from LLFA and
connection consent from United Utilities.

a Soakaway/Infiltration 2

c Discharge into a sewer 1

Table 5-2: Drainage options.

Table 5-3 provides a summary of the SuDS options appraisal with consideration of
CIRIA C753 (The SUDS Manual)® for the development:

9 CIRIA C753 - The SUDS Manual. London 2015.

LK Consult Ltd 14 January 2024
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SuDS Option

Appropriate
to
Development

Comments

Soakaways

X

Due to the nature of the ground conditions, the use of
infiltration systems may not be feasible.

Infiltration basin

X

Depressions that store and dispose of water via infiltration.
May not be appropriate given the ground conditions.

Filter drains

Linear trenches filled with a permeable granular material,
often with a perforated pipe in the base of the trench.

Detention basin

Dry depressions designed to hold water for a specific
retention time.

Swales

Swales are shallow grass-lined channels that provide
capacity for conveying flows at a controlled rate into ponds
and watercourses.

Rainwater
harvesting

Rainwater harvesting collects the rain which falls onto roofs,
then stores it in a tank until required for a non-potable use.
When required, the water is pumped to the point of use, thus
displacing what would otherwise be a demand for mains-
water. In the process, a volume of water is kept out of the
storm-water management system, thereby helping to reduce
flooding risks. Rainwater harvesting systems are currently not
included in the development proposals.

Green/blue roofs

Green roof installations can help to reduce surface water
runoff from roof areas depending on the system specified.
Green roofs are not currently included in the development
proposals.

Geo-cellular storage
systems

Modular block systems can be used to provide an
underground storage facility. Any geo-cellular storage
systems should be lined with a geo-membrane to provide
attenuation storage.

Permeable
Pavements — with
granular and
geo-cellular storage
systems

Permeable pavements allow inflow of rainwater into
underlying construction. Any geo-cellular storage systems
would have to be lined with an impermeable membrane to
provide storage rather than infiltration for runoff from
highways.

Ponds

Attenuation ponds can be used to offset the increase in
surface water flows attributable to increased area of hard
standing, in order to minimise the risk of flooding to and from
the proposed development. Ponds will attenuate the surface
water flow prior to discharging to the public surface water
sewers. The storage volume afforded by these features
should not include any permanent water in the pond.

Oversized Pipes

Oversizing the pipes that make up the on-site drainage
network is a cost-effective method for providing attenuation
storage within the network. Such systems could be
considered on the parts of the development where gradients
are relatively flat.

Tanks

Prefabricated underground tanks could be considered at the
detailed design stage in order to provide storage to attenuate
surface water runoff.

Flow control
devices

v

The peak flow rates will be controlled by flow control devices
e.g. hydrobrake style flow control systems, and restricted
orifices. Flow control devices enable the discharge to be
restricted to a constant rate from the development.

Table 5-3: Summary of the SuDS options appraisal.

Notes

v Suitable for use given the nature and scale of the development
* Possibly suitable for use — not included in the client and architect design proposal at present

X Not suitable

LK Consult Ltd
Ref: FRA 22 1121 — R4
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5.3

Surface Water Attenuation Requirements

In line with the correspondence provided by Manchester City Council, the flow from
this development should be reduced by the minimum of 50% from the existing runoff
rates for estimating the attenuation volumes required.

It is estimated from the supplied plan (see Appendix A) that the site will have the
following designated areas (Table 5-4). Table 5-4 shows the assumed split in area
included within the calculations.

Designated Areas Plot Area
Total area (ha) 0.62
Existing Impermeable Area (ha) 0.37
Green Infrastructure (ha) 0.25
Proposed Catchment
Impermeable split (ha) 0.50
Permeable split (ha) 0.12

Table 5-4: Assumed plot areas.

It can be seen that there is an increase in impermeable area from the existing usage
to the proposed. This is likely to require attenuation to reduce the proposed flow off
site to a level which is acceptable to the LLFA and to UU, including an allowance for
climate change.

5.3.1 Attenuation Estimate
Surface water storage and runoff estimations based on the HR Wallingford procedure
have been undertaken for the development and the output report is presented in
Appendix E.
For the contributing catchment an estimate has been produced assuming an
impermeable area of 0.50ha and a greenspace of 0.12ha. This gives the following
runoff rates and attenuation requirements for this section based on the Wallingford
method:
> Qbar: 47.80 I/s
» 1in 1-year peak runoff rate: 33.501/s
> 1in 30-year peak runoff rate: 84.70 /s
> 1in 100-year peak runoff rate: 107.30 /s
This reduced by 50% would give the following rates:
> Qar: 23.90I/s
» 1in 1-year peak runoff rate: 16.75 /s
> 1in 30-year peak runoff rate: 42.351/s
> 1in 100-year peak runoff rate: 53.65 I/s
All runoff estimates, and subsequent storage estimates are included in Appendix E.
LK Consult Ltd 16 January 2024
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5.4

55

The following attenuation has been estimated for the development using a flow rate
of 13.9l/s agreed with united utilities this is less than the 1 in 1 year 50% reduced
runoff rate of 16.75l/s and utilises the FSR methodology?° as:

> Attenuation storage volume: 108.0 m® (1 in 30-year event + 40% Climate
Change)
> Retention on site volume: 169.2 m3(1 in 100 year + 45% Climate Change)

Attenuation storage aims to limit the peak rate of runoff from the development to the
reduced 50% runoff rates for a range of annual flow rate probabilities before
discharging into the adjacent combined sewer.

As the flow from the development would be restricted there should be little change in
the flows that enter the public combined sewer and thus the risk of flooding as a
result from the development should be negligible.

The attenuation required for a 1 in 30-year storm event, requires a storage volume of
108.0 m3. For the 1 in 100-year event, a storage capacity of 169.2 m3will be required
from on-site storage as well as SuDS systems. All volumes can be stored within the
site boundary and discharges will be limited by flow control devices to the adjacent
combined sewer.

Site Specific SubDS

The use of an attenuation tank or similar is deemed to be the most feasible and
practical option for the development. The attenuation tank will provide required
storage volume to limit peak runoff arising from the development. Currently
geocellular storage systems will not be accepted by United Utilities for adoption.

Utilisation of a flow control device at the end of the system will control the peak flow
rates.

The use of permeable paving may be viable dependant on the detailed design of the
proposed development. If this drainage technique is considered to be feasible then it
will reduce the requirement for attenuation as it will reduce the contributing
impermeable area. The permeable paving will also provide some level of water
treatment reducing effects of pollution in runoff on the environment.

Assuming that the outline drainage strategy is acceptable to the Local Authority, a
more detailed design can be presented and agreed with the appropriate regulatory
bodies during the detailed design phase.

Foul Drainage

United Utilities has specified that foul flow could be discharged into the public
combined sewer system at any convenient point and at an unrestricted rate. United
Utilities would have no preference to the specific connection point in this instance. A
suitable connection point could be the adjacent 225mm diameter combined sewer in
Laindon Road as relative levels indicate that this will be feasible in terms of fall. The
combined manhole has a recorded invert level of 44.45m AOD which appears to be
low enough to provide a suitable connection point. There are several possible
alternative manholes for the connection of foul drainage from the site.

10 Flood Studies Report Wallingford NERC 1975.

LK Consult Ltd 17 January 2024
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6.1

6.2

6.3

6.4

Mitigation Measures

Proposed Site levels and Developments Level

Current Environment Agency guidance recommends that the minimum ground floor
levels of residential developments are set at a minimum of 600mm above the 1%
annual probability (1 in 100 year) flood level including an additional fluvial allowance
for climate change. It is generally accepted that vehicle parking can be
accommodated within the flood zone with suitable safeguards. The ‘design’ flood
level for the site should therefore be the 1% annual probability event with allowance
for climate change.

This and the 0.1% annual probability (1 in 1000-year) are below the lowest existing
ground level measured on site. On this basis the finished floor levels (FFL) should be
set at a nhominal height above the finalised ground levels to allow for any overland
flow from a drainage failure. No further mitigation measures are therefore
recommended.

Safe Access

Safe and dry access is available via Laindon Road to the west as it is above the 1%
annual probability event. Therefore, no mitigation is proposed.

Flood Resistance and Resilience

The development proposed may be subject to flooding at more extreme events than
those considered. However, the risk appears to be sufficiently low that flood
resilience measures need not be included into ground floor construction to aid
recovery after any event. If utilised, typical measures would include solid floors, use
of suitable materials and services fed from upper floors with outlets at high level. The
need can be discussed and agreed with building control officers during detailed
design.

Residual Risk

It is impossible to completely guard against flooding since extreme events greater
than the design standard event are always possible. However, it is likely that with the
1% annual probability flood event with an allowance for climate change significantly
below the lowest site levels, the relatively elevated position of the development will
safeguard it from localised fluvial flooding during extreme rainfall events and fluvial
flooding events outside the scope of this assessment. However, ground floor levels
should be set above proposed levels across the site and provide a nominal freeboard
to allow overland flow under exceptional conditions. Overland flow routes should be
considered in case of drainage failure and the extreme events.

LK Consult Ltd 18 January 2024
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7 Conclusions

The site is currently a vacated former Probation Centre and associated grounds. The
proposal is to redevelop the site for residential use.

The site is shown on published mapping to be located within the Environment
Agency’s Flood Zone 1. Comparison of topographical data with the EA modelled
flood level data indicates that the whole site is in Flood Zone 1 — Very Low Risk of
fluvial flooding.

Negligible to Low Risks of flooding from all sources have been identified from
information provided by MCC, the EA, BGS and UU.

An assessment of these risks in conjunction with the development proposals have
resulted in the following recommendations for the safe development of the site:

> The finished floor level should be set at a nominal height above the finished
ground levels to allow for overland flow routes in extreme events and drainage
failures.

> Pedestrian and vehicular safe access to and from the site is achievable under all
conditions via the access road off Laindon Road.

> Potential for soakaway use for rainwater disposal is low; a shallow water table
was recorded in follow up testing in the boreholes suggesting that there is some
artesian water pressure below the superficial soil however, this could be
investigated further at the detailed design phase if required.

> Surface water flow will likely need to be attenuated to the 5I/s runoff rate or a rate
agreed with the LLFA and United Utilities.

> Surface water arising from the site could potentially discharge into the combined
sewer located to the west of the site in Laindon Road.

> Foul sewage could be discharged into the existing public combined sewer in
Laindon Road to the west subject to the agreement of United Utilities.

> A formal evacuation plan is not considered to be required.
Further details on the proposed mitigation measures are provided in Section 6. All

proposed measures should be agreed with the Local Authority prior to
commencement of the development.

LK Consult Ltd 19 January 2024
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Appendix A

Figures, Plans and Drawings
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Appendix B

Site Information
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26/09/2022, 15:10
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Pit b7
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G.500

L.700

0.150
1.500

2.050

0,125
0.600

£.000

Page 1 | Borehole SJ8INE1857 | Borehole Logs

Trial Pit Investigation

St. Jeohn's . C.E. Primary School
Birch Lane
38w.20
- Topseil with roots. 2ASONN
- Bricks, brick sieces, ashes, cinders, stones,
sand, soll ste, = Nade Ground.

— Stiff to very stiff light brown/brown silty
and sandy CLAY with gray/fissures stons and

enal inclusions.
SElou et
= TopSoil with roots. s
— Brick pieces, aghes, cinders, stones, sand,
soil, ete. - Made Ground.
- BEIfT To very stiff light brown/brown giflty
and sandy CLAY with grey fissures stone and
coal inclusjons.
38 A2
- Topsoil with roots. Rty 49
-~ Bricks, brick pieces, stones, ashess; cinders, soil,

timber, ate, - Made Ground.
= Very stiff brown silty and sandy CLAY with grey
fissures, stone and coal inclusions:

BBouwzy
ashes, brick pieces ste. 3N S,
raots, cinders, brick pieces &trc. -

- Topscil with roots,

= Clay bound ashes,
Made Ground.

- Firm to stiff hrown silty and ward
erganie and inclusions.

CLAY with

SLOW

Side collapsing at 2.0m

Trial Bit "e!

0.00
2.150

0.850

Trial 'f"

Q.00
0,100

0.850

0.150
0.800

1.900

38 bw-5S1
FasIew
= Topsoil with roots.
— ‘Ashes; brick pieces, stones, sand, clay, soil stc.-
Made Ground.
- Stiff te very stiff brows silty and sandy CLAY
with grey fissures, stone ‘and small ceal inclusions.

2 &y ao
- Tapsoil,roots. 3257143
- Ashes, c¢inders, brick pieces, stnre&. qapd. soil
gto. |- Made Ground.
- Stiff to very stiff brown silty and eandy CLAY
with grey fissures, stons -and small coal inelusions.

City Enginser and Surveyor's Dept.,

Tawn Hall,
Manchester.
August, 1986

scans.bgs.ac.uk/sobi_scans/boreholes/15018333/images/13969021.html
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Page 1 | Borehole SJ82NEG59 | Borehole Logs

SHaNe geot A9t0

STRATAS ety Scarsdale Road, Manchester Hurchole No
: BH4
Wv | Clieit  Manchester City Council Preneet Rl Sheat 1ol o
rr ‘ Ezepurproent and methods Drilled by CH
JobNo- MEDC97-2 Cable percussion Giround level mAOD
|| Start Date, 240147 Kad Date: 208019 Final Depthe. 620 Co-gndimates: N
e SAMPLES / TESTS gl vo,
P | Frold Resords [ saves: 1o Deticrigption £ Laved
= ¢ 8 : Mk
- ﬁl_;:illh I“‘:‘ rype & Mol (N1 [00] on) (m ACHY) Legened
| Made Ground { 75mim bituminous surficing. over 040
i 22%mm of MOT sub-base ovir | 00mm of ash [l r A 40
050 in 1 } - S
very still hrown silty and eandy CLAY with groy
lixsures stone and coul inclusions.
1
1.20 tes (U0 {254)
200 Dz =
2350 2495 U 2 =
300 p 3 v
L (s.00)
350 3198 (U 3 | {297 -
4.20 D a4 E
4.50 495 (U 4 -
$.00 n 5 A
5.50 6 U5 [i94) o
BRI . 6.00 S
Borehole Completed y
o
i L
Remurks 1) Mo water encountered during excavution Logged by
Dramuter Depth ;
(i) () MIC
150 450
Patc Borehole Rackfilled |
2410147 FIG No

scans.bgs.ac.uk/sobi_scans/boreholes/937076/images/12293623.html
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NI e we W R e

Page 1 | Borehole SJ82NEG58 | Borehole Logs

S934lp 8604 4554

b33

o I
STRATA, Lot Scarsdale Road, Manchester Harchole N
SURVEYS I, BH3
lml Fﬂ | Client  Manchester City Council Projeet Rel | Shoet | ol )
rf C Egquepment and methods Drilled by €1
| Cable percussion. Chroud level m A
JobNo: MEDC97-2 pe g
| Start Date 2%0197 End Date:. 23019 Final Depth: 6 00 Co-ordmates, I N
e | PPt Rt - s / sy S
. J . ‘ SAMPLES < THSTS ":“ S| ST |
2y i d Freld Roois - Deliaption | ot
il [ e R e TTTE [ lim AT
| | Made Ground (7Smm Rituminous surfacing over 225mm (0.2
’ k‘ﬁl‘ MOT swihase) | 030
Made Ground (ash cindend i a cluy mutex -
Misturbed Ground) o0
J |
1.0 165 (11 1 J | 120
T brow wilty and sndy CLAY with grey
! | :.-HY and cosl inelus wissdeed trandi ey
| ‘ gravel and occasionnl rounded cobbles wl lenses
| of sand. "
f 2.00 Do =
| i
! |
250 295 |u 2 |
[
1
|
i 3.00 D 2 ' L
350 39 U 3 - a50)
! 4100 D 3
[ 450 495 [u & | 2y i
5.00 D 4 o
| B
I 3.50 &00 (U § Serrsd bened § S0.5. 70m free groving) |
! [l
| a Borvhole Completed " 6.00
I .
[
'. |
| =
[ |
Ll
Remarks 11 No water d during Lopged by
Biamerer  Depth =
(o) {m) MK
150 a0
Date Borchold Mackfilkal
2370197 FICG Mo

scans.bgs.ac.uk/sobi_scans/boreholes/937075/images/12293622.html
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7 Site
| K& LK CONSULT LTD | Number
3 Eton Business Park, Eton Hill Road, Radcliffe, M26 2ZS | Victoria Park Probation Centre WS101
GROU Tel: 0161 763 7200 web: www.thelkgroup.com
Excavation Method Dimensions Ground Level (mOD) | Client Job
Number
Drive-in Windowless Sampler 51.00 Britannia Victoria Ltd
driven to 5.45mbgl. LKC 21 1679
Location (Observed measurements) ates Engineer Sheet
19/08/2022
386201 E 395674 N LKC 7
Depth Water . Level Depth e g
(m) Sample / Tests Depth Field Records (mOD) .(m) Description Legend ®©
(m) (Thickness) s
0.00-0.30 ES PID=0.2ppm - 0.30) | MADE GROUND: Dark brown gravelly sandy SILT with
— (0.30) occasional coal fragments, rootlets, rare clinker, plastic
50.70 — 0.30 { fragments and brick fragments. Sand is fine to coarse.
0.30-1.00 ES PID=0.3ppm = Gravel is fine to coarse, subangular to subrounded of
— mixed lithologies.
= Firm to very stiff consistency very high strength brown and
= grey mottled slightly gravelly CLAY with rare coal
i fragments. Gravel is fine to medium, subangular to
[ subrounded of mixed lithologies.
1.00 PP 157kPa [l Firm consistency at 0.30-0.90mbgl.
1.20-1.65 SPT N=17 3,3/4,4,4,5 =
F Stiff consistency at 0.90-1.40mbgl.
1.80 PP 196kPa =
2.00-2.45 SPT N=18 2,3/4,4,4,6 F Very stiff consistency at 1.40-5.45mbgl.
2.00-3.00 D [l
2.80 PP 206kPa = (5.15)
3.00-3.45 | SPTN=24 4,4/5,6,6,7 o
3.80 PP 211kPa =
4.00-4.45 SPT N=30 5,6/6,7,7,10 E
4.00-5.00 D o
4.80 PP >221kPa =
5.00-5.45 SPT N=25 5,5/5,6,6,8 E PR
E )
4555F 545 Se
E Complete at 5.45m
Remarks
Borehole dry and stable. (a?,f,?(lg() Iéggged
Grid reference information obtained from: gridreferencefinder.com.
Elevation information obtained from: www.freemaptools.com/elevation-finder.htm.
1:40 JW
Figure No.
LKC 21 1679.WS101

Produced by the GEOtechnical DAtabase SYstem (GEODASY) © all rights reserved



7 Site
| K& LK CONSULT LTD | Number
3 Eton Business Park, Eton Hill Road, Radcliffe, M26 2ZS | Victoria Park Probation Centre WS102
GROU Tel: 0161 763 7200 web: www.thelkgroup.com
Excavation Method Dimensions Ground Level (mOD) | Client Job
Number
Drive-in Windowless Sampler 50.00 Britannia Victoria Ltd
driven to 5.45mbgl. LKC 21 1679
Location (Observed measurements) ates Engineer Sheet
19/08/2022
386158 E 395696 N LKC 171
Depth Water . Level Depth e g
(m) Sample / Tests Depth Field Records (mOD) .(m) Description Legend ® | Instr
(m) (Thickness) E
0.00-0.60 | ES PID=0.5ppm = MADE GROUND: Dark brown gravelly sandy SILT [
- with occasional brick fragments, rootlets, rare S s
— (0.60) | pottery fragments and coal fragments. Sand is fine
— to coarse. Gravel is fine to coarse, subangular to
— subrounded of mixed lithologies.
49.40 0.60 - : - SRS
0.60-1.00 ES PID=0.3ppm £ Very stiff consistency very high strength brown e
= and grey mottled slightly gravelly CLAY with rare cka
C coal fragments. Gravel is fine to medium, [y o .
[ subangular to subrounded of mixed lithologies. e
1.00 PP 211kPa £ —
1.00-2.00 D E R
1.20-1.65 SPT N=17 3,4/4,4,4,5 C o e
= ¥ e
= o2 gf'%%::
1.80 PP 206kPa = s s
r C = S
2.00-2.45 SPT N=19 3,3/4,4,5,6 i i %%P;;
- Ry ;
2.80 PP 211kPa = T
[ MR Tgns
3.00-345 | SPTN=22 3415557 F (489 ik st
3.00-4.00 D E e e
. . ho . ca?%
3.80 PP 206kPa E Fa] ]
4.00-4.45 SPT N=27 4,5/5,7,7,8 o =
} ,D Lﬂ o
— ]
4.80 PP 221kPa = s
3 T
4455 545 e
E Complete at 5.45m
Remarks
Borehole dry and stable. (a?,f,?(lg() Iéggged
Grid reference information obtained from: gridreferencefinder.com.
Elevation information obtained from: www.freemaptools.com/elevation-finder.htm.
1:40 JwW
Figure No.
LKC 21 1679.WS102

Produced by the GEOtechnical DAtabase SYstem (GEODASY) © all rights reserved



7 Site
| K& LK CONSULT LTD | Number
3 Eton Business Park, Eton Hill Road, Radcliffe, M26 2ZS | Victoria Park Probation Centre WS103
GROU Tel: 0161 763 7200 web: www.thelkgroup.com
Excavation Method Dimensions Ground Level (mOD) | Client Job
Number
Drive-in Windowless Sampler 50.00 Britannia Victoria Ltd
driven to 5.45mbgl. LKC 21 1679
Location (Observed measurements) ates Engineer Sheet
19/08/2022
386159 E 395750 N LKC 7
Depth Water . Level Depth e g
(m) Sample / Tests Depth Field Records (mOD) .(m) Description Legend ® | Instr
(m) (Thickness) E
= ('R | MADE GROUND: Yellowish ligh i
49.881 v : Yellowish light brown slightly : s
49.80 F 0.20 H gravelly SAND. Sand is fine to coarse. Gravel is S s
— fine to medium, subangular to subrounded of
— mixed lithologies.
— Paving stone present at 0.00-0.05mbg|.
0.50-1.00 ES PID=0.4ppm [
£ MADE GROUND: Light grey slightly sandy
£ (1.10) || GRAVEL. Sand is fine to coarse. Gravel is fine to
C coarse, subangular to subrounded of limestone.
[ Probable MOT.
E MADE GROUND: Loose density dark brown
1.20-1.65 SPT N=7 2,11,2,2,2 4870 1.30 |, gravelly sandy SILT with occasional coal
TR ) fragments, rootlets, clinker, brick fragments and ce 't
E rare ceramic fragments. Sand is fine to coarse. — —
1.50-2.00 ES PID=0.4ppm = Gravel is fine to coarse, subangular to subrounded ||." — * d g
= of mixed lithologies. T L T e|  EES e
= MR 0¥t
C Very stiff consistency very high strength grey and P2 . T
1.80 PP 216kPa c brown mottled slightly gravelly CLAY with rare coal — *-— %‘égg;
2.00-2.45 SPT N=19 2,3/4,55,5 F fragments. Gravel is fine to medium, subangular to |- L_ ?gg‘;
2.00-3.00 D E subrounded of mixed lithologies. P et
- g
- ey
2.80 PP 206kPa e L
F . nlg,a CEin
3.00-3.45 SPT N=20 3,4/4,5,5,6 C — Ry Z:":f&
= Lo o] N
- " P 5
- (4.15) T: oa—o
} - J
3.80 PP 206kPa = L
C IR —
4.00-4.45 SPT N=23 3,4/5,5,6,7 E Pl
Z - PR
; ,p hﬂ °
4.80 PP 211kPa = i
5.00-5.45 SPT N=27 3,5/6,6,7,8 F —
4455F 545 S
E Complete at 5.45m
Remarks
No SPT recovery at 1.20mbgl. (a?,f,?(lg() Iéggged
Elevation information obtained from: www.freemaptools.com/elevation-finder.htm.
Grid reference information obtained from: gridreferencefinder.com.
Borehole dry and stable. 1:40 JW
Figure No.
LKC 21 1679.WS103

Produced by the GEOtechnical DAtabase SYstem (GEODASY) © all rights reserved



7 Site
| K& LK CONSULT LTD | Number
3 Eton Business Park, Eton Hill Road, Radcliffe, M26 2ZS | Victoria Park Probation Centre WS104
GROU Tel: 0161 763 7200 web: www.thelkgroup.com
Excavation Method Dimensions Ground Level (mOD) | Client Job
Number
Drive-in Windowless Sampler 50.00 Britannia Victoria Ltd
driven to 5.45mbgl. LKC 21 1679
Location (Observed measurements) ates Engineer Sheet
19/08/2022
386201 E 395674 N LKC 7
Depth Water . Level Depth e g
(m) Sample / Tests Depth Field Records (mOD) .(m) Description Legend ®©
(m) (Thickness) s
- MADE GROUND: Dark brown gravelly sandy SILT with
0.10-0.40 ES PID=0.4ppm E  (0.45) | occasional brick fragments, rare coal fragments, clinker and
— plastic fragments. Sand is fine to coarse. Gravel is fine to
49555 0.45 |, coarse, subangular to subrounded of mixed lithologies.
Y : Gravel surface layer present to 0.05mbgl. Gravel is
0.50-1.00 ES PID=0.4ppm = fine to coarse, subangular to subrounded of mixed
- lithologies. (Imported)
= Very stiff consistency grey and brown mottled very high
[ strength brown and grey mottled slightly gravelly CLAY with
1.00 PP 157kPa [l rare coal fragments. Gravel is fine to medium, subangular
£ to subrounded of mixed lithologies.
1.20-1.65 SPT N=15 3,3/3,4,4,4 C
1.20-2.00 D E
1.80 PP 206kPa =
2.00-2.45 | SPTN=17 2,3/3,455 o
2.80 PP 181kPa E
F_ (5.00)
3.00-3.45 SPT N=19 3,4/4,5,5,5 r
3.00-4.00 D [
3.80 PP 167kPa =
4.00-4.45 SPT N=21 4,5/5,5,5,6 E
4.80 PP 172kPa E
5.00-5.45 SPT N=23 6,5/5,6,6,6 F
4455 545 =
E Complete at 5.45m
Remarks
Borehole dry and stable. (a?,f,?(lg() Iéggged
Grid reference information obtained from: gridreferencefinder.com.
Elevation information obtained from: www.freemaptools.com/elevation-finder.htm.
1:40 JW
Figure No.
LKC 21 1679.WS104

Produced by the GEOtechnical DAtabase SYstem (GEODASY) © all rights reserved



7 Site
| K& LK CONSULT LTD | Number
3 Eton Business Park, Eton Hill Road, Radcliffe, M26 2ZS | Victoria Park Probation Centre WS105
GROU Tel: 0161 763 7200 web: www.thelkgroup.com
Excavation Method Dimensions Ground Level (mOD) | Client Job
Number
Drive-in Windowless Sampler 52.00 Britannia Victoria Ltd
driven to 5.45mbgl. LKC 21 1679
Location (Observed measurements) ates Engineer Sheet
19/08/2022
386199 E 395724 N LKC 7
Depth Water . Level Depth e g
(m) Sample / Tests Depth Field Records (mOD) .(m) Description Legend ® | Instr
(m) (Thickness) E
S1.95E 909 1] MADE GROUND: Tarmacadam. = R [
0.10-0.40 ES PID=0.4ppm 51.80F 0.20 - S s
£ MADE GROUND: Blackish grey gravelly SAND
£ (0.30) || with frequent ash, occasional clinker, rare brick
51.50 — 0.50 | fragments and coal fragments. Sand is fine to :
0.50-1.00 ES PID=0.4ppm [l coarse. Gravel is fine to medium, subangular to Fae—
= subrounded of predominantly ash. T
= MADE GROUND: Grey and red gravelly SAND P
o with frequent brick bragments, occasional ash, IR e
1.00 PP 157kPa o coal fragments and clinker. Sand is fine to coarse. ”d"—o 22 15
C Gravel is fine to coarse, subangular to subrounded | [= i
1.20-1.65 SPT N=11 2,212,234 r of predominantly brick. Ml o
- O e 2. e ce]
1.20-2.00 D E Siiff to very stiff consistency high to very high O RS
F strength brown and grey mottled slightly gravelly " ey
E CLAY with rare coal fragments. Gravel is fine to = |
c medium, subangular to subrounded of mixed Lo ] gi‘!;gg
C lithologies. P e =
1.80 PP 206kPa c Stiff consistency and high strength until —_ g%z
_ - [ 1.00mbgl. Very stiff consistency and very high S o
2.00-2.45 SPT N=17 3,3/3,4,4,6 E sirength below 1.00mbgl. i s
— i L
i~ - iy
— Pt o] 9{0:2'
— g i
- ke T
- oo .| ekl
2.80 PP 181kPa e i
[ (4.95) e
3.00-3.45 SPT N=15 2,2/3,3,4,5 [l i
3.00-4.00 D i iy
- ]
= o] Rk
= FIT B
3.80 PP 167kPa e — ~— s
r fd_a 5‘:53;@“;'
4.00-4.45 SPT N=15 3,3/3,4,4,4 il e o ¢ | kAT
4.00-5.00 D = M e
E s i
C _ oo
E C = e
— — S
} - PR
4.80 PP kPa E T,
4.80 PP 172kPa o s o[V [EAE
Water strike(1) at 5.00m. = Very sandy clay band at 5.00mbgl. Sand is Fae—
5.00-5.45 SPT N=22 3,3/4,5,6,7 E fine to coarse. T
o o
46.55 5.45 S
E Complete at 5.45m
Remarks
Groundwater strike at 5.00mbgl. (a?,f,?(lg() Iéggged
Elevation information obtained from: www.freemaptools.com/elevation-finder.htm.
Grid reference information obtained from: gridreferencefinder.com.
Borehole stable. 1:40 JW
Figure No.
LKC 21 1679.WS105

Produced by the GEOtechnical DAtabase SYstem (GEODASY) © all rights reserved



’ LK CONSULTLTD Site Trial Pit
- . . . Number
3 Eton Business Park, Eton Hill Road, Radcliffe, M26 2ZS | Victoria Park Probation Centre TP101
GROU Tel: 0161 763 7200 web: www.thelkgroup.com
Excavation Method Dimensions Ground Level (mOD)| Client Job
. I 2.00m x 0.60m x 2.20m e Number
Machine excavated trial pit. 51.00 Britannia Victoria Ltd LKC 21 1679
Location (Observed measurements) ates Engineer Sheet
18/08/2022
386197 E 395691 N LKC 7
Depth Water . Level Depth e g
(m) Sample / Tests Depth Field Records (mOD) .(m) Description Legend ®©
(m) (Thickness) =
5095 0.5 ] MADE GROUND: Tarmacadam.
0.10-0.60 ES D PID=1.2ppn) ' L ' MADE GROUND: Light brown sandy GRAVEL. Sand is fine
L to coarse. Gravel is fine to coarse, subangular to
— (0.50) subrounded of mixed lithologies.
— ’ MADE GROUND: Soft to firm consistency dark brown
[ gravelly sandy CLAY with occasional brick fragments, glass
L fragments, ceramic fragments, coal fragments, rootlets and
50.40 — 0.60 [ clinker. Sand is fine to coarse. Gravel is fine to coarse,
0.60-1.00 ES PID=0.4ppm r subangular to subrounded of mixed lithologies.
C Pockets of dark grey organic gravelly sandy clay at
— 0.60mbgl.
L Very stiff consistency high strength brown and grey mottled
r slightly gravelly CLAY with rare coal fragments. Gravel is
_ L fine to medium, subangular to subrounded of mixed
1.00-2.00 D h A
L lithologies.
= (1.60)
1.50 SV >140kPa SV = 140 kPa, 140 kPa, L
140 kPa. Av. = 140Kpa. O
4880 220
C Complete at 2.20m
Remarks

No image available

Trial pit dry and stable.

Grid reference information obtained from: gridreferencefinder.com.

Elevation information obtained from:
www.freemaptools.com/elevation-finder.htm.

Scale (approx)

Logged By

1:25 Jw

Figure No.

LKC 21 1679.TP101

Produced by the GEOtechnical DAtabase SYstem (GEODASY) © all rights reserved



[ K& LK CONSULT LTD site Trial Pit
\ Number
3 Eton Business Park, Eton Hill Road, Radcliffe, M26 2ZS | Victoria Park Probation Centre TP102
GROU Tel: 0161 763 7200 web: www.thelkgroup.com
Excavation Method Dimensions Ground Level (mOD) | Client Job
Numb
Machine excavated trial pit to 2:50m x 0.60m x 2.60m 50.00 Britannia Victoria Ltd LK(;"; 1(:79
2.60mbgl.
Location (Observed measurements) ates Engineer Sheet
18/08/2022
386154 E 395676 N LKC 7
Depth Water . Level Depth e g
(m) Sample / Tests Depth Field Records (mOD) .(m) Description Legend ®©
(m) (Thickness) s
0.00-0.60 ES D PID=1.1ppn) r MADE GROUND: Dark brown gravelly sandy SILT with
O frequent rootlets, rare brick fragments, glass fragments,
L coal fragments, rebar and plastic fragments. Sand is fine to
- coarse. Gravel is fine to coarse, subangular to subrounded
—  (0.60) | of mixed lithologies.
4940 060 : . :
_ L Very stiff consistency brown and grey mottled slightly
0.60-1.00 ES PID=0.4ppm - gravelly CLAY with occasional rootlets and rare coal
r fragments. Gravel is fine to medium, subangular to
C subrounded of mixed lithologies. Clay is friable. Recovered
— as gravel.
1.50-2.50 D L No shear vane reading due to friable nature of clay.
— (2.00)
4740 260
r Complete at 2.60m
Remarks

No image available

No shear vane readings at 0.60-2.60mbgl due to friable nature of the clay.

Trial pit dry and stable.

Grid reference information obtained from: gridreferencefinder.com.

Elevation information obtained from:
www.freemaptools.com/elevation-finder.htm.

Scale (approx)

Logged By

1:25 Jw

Figure No.

LKC 21 1679.TP102

Produced by the GEOtechnical DAtabase SYstem (GEODASY) © all rights reserved



| K& LK CONSULT LTD site Trial Pit
\ Number
3 Eton Business Park, Eton Hill Road, Radcliffe, M26 2ZS | Victoria Park Probation Centre TP103
GROU Tel: 0161 763 7200 web: www.thelkgroup.com
Excavation Method Dimensions Ground Level (mOD) | Client Job
Numb
Machine excavated trial pit to 2:50m x 0.60m x 3.00m 50.00 Britannia Victoria Ltd LK(;JS: 12;9
3.00mbgl.
Location (Observed measurements) ates Engineer Sheet
18/08/2022
386166 E 395770 N LKC 7
Depth Water . Level Depth e g
(m) Sample / Tests Depth Field Records (mOD) .(m) Description Legend ®©
(m) (Thickness) =
0.00-1.00 ES PID=0.3ppm r MADE GROUND: Dark brown gravelly sandy SILT with
O frequent whole bricks, brick fragments, occasional rootlets,
L concrete fragments, coal fragments, clinker, rare glass
r fragments and timber. Sand is fine to coarse. Gravel is fine
O to coarse, subangular to subrounded of mixed lithologies.
0.40-1.40 D PID=0.3ppm C
—  (1.40)
1.40-2.00 ES PID=0.4ppm 48601~ 140 Fmio very stiff consistency high strength brown and grey
— mottled slightly gravelly CLAY with rare coal fragments.
r Gravel is fine to medium, subangular to subrounded of
C mixed lithologies.
2.00 SV >140kPa SV = 140 kPa, 140 kPa, L
2.00-3.00 D 140 kPa. Av. = 140kPa. O
- (1.60)
C Firm to stiff consistency to 2.30mbgl. Very stiff
— consistency below 2.30mbgl.
2.80 SV >140kPa SV = 140 kPa, 140 kPa, r
140 kPa. Av. = 140kPa. C
47.00—  3.00
r Complete at 3.00m
Remarks

No image available

Trial pit dry and stable.

Grid reference information obtained from: gridreferencefinder.com.

Elevation information obtained from:
www.freemaptools.com/elevation-finder.htm.

Scale (approx)

Logged By

1:25 Jw

Figure No.

LKC 21 1679.TP103

Produced by the GEOtechnical DAtabase SYstem (GEODASY) © all rights reserved



[ K& LK CONSULT LTD site Trial Pit
\ Number
3 Eton Business Park, Eton Hill Road, Radcliffe, M26 2ZS | Victoria Park Probation Centre TP104
GROU Tel: 0161 763 7200 web: www.thelkgroup.com
Excavation Method Dimensions Ground Level (mOD) | Client Job
Numb
Machine excavated trial pit tp 2:50m x 1.10m x 1.42m 50.00 Britannia Victoria Ltd umber
1.42mbgl. LKC 21 1679
Location (Observed measurements) ates Engineer Sheet
18/08/2022
386187 E 395783 N LKC 7
Depth Water . Level Depth e g
(m) Sample / Tests Depth Field Records (mOD) .(m) Description Legend ®©
(m) (Thickness) =
r (0-1@ MADE GROUND: Dark brown slightly gravelly sandy SILT
49.90 A with frequent rootlets, occasional brick fragments and
clinker. Sand is fine to coarse. Gravel is fine to coarse,
subangular to subrounded of mixed lithologies.
MADE GROUND: Dark brown and red sandy GRAVEL with
frequent whole bricks, brick fragments, occasional metal
fragments, concrete fragments, glass fragments, plastic
fragments and rare ceramic fragments. Sand is fine to
coarse. Gravel is fine to coarse, subangular to subrounded
of predominantly brick.
(1.30)
48.60 1.40
4858 1.42 [| CONCRETE.

Abandoned at 1.42m

No image available

Remarks

Trial pit dry.
Grid reference information obtained from: gridreferencefinder.com.
Elevation information obtained from:
www.freemaptools.com/elevation-finder.htm.
Refusal on concrete floor. Trial pit repositioned approximately 4m E (Ref.
TP104B).

Trial pit unstable, collape at 0.10-1.40mbg|.

Scale (approx)

Logged By

1:25 Jw

Figure No.

LKC 21 1679.TP104

Produced by the GEOtechnical DAtabase SYstem (GEODASY) © all rights reserved



[ K& LK CONSULT LTD site Trial Pit
\ Number
3 Eton Business Park, Eton Hill Road, Radcliffe, M26 2ZS | Victoria Park Probation Centre TP104B
GROU Tel: 0161 763 7200 web: www.thelkgroup.com
Excavation Method Dimensions Ground Level (mOD) | Client Job
Numb
Machine excavated trial pit to 2:50m x 1.40m x 3.00m 50.00 Britannia Victoria Ltd LK(;"; 1(:79
3.00mbgl.
Location (Observed measurements) ates Engineer Sheet
18/08/2022
386188 E 395784 N LKC 7
Depth Water . Level Depth e g
(m) Sample / Tests Depth Field Records (mOD) .(m) Description Legend ®©
(m) (Thickness) =
0.00-0.10 ES PID=0.4ppm r (0-1@ MADE GROUND: Dark brown slightly gravelly sandy SILT
49.90 O A with frequent rootlets, occasional brick fragments and
0.10-1.00 ES PID=0.9ppm [ clinker. Sand is fine to coarse. Gravel is fine to coarse,
r subangular to subrounded of mixed lithologies.
r MADE GROUND: Dark brown and red sandy GRAVEL with
O frequent whole bricks, brick fragments, occasional metal
L fragments, concrete fragments, glass fragments, plastic
- fragments and rare ceramic fragments. Sand is fine to
— coarse. Gravel is fine to coarse, subangular to subrounded
L of predominantly brick.
- (1.40)
48501 159 | CONCRETE.
48.40 — 1.6 - - - -
- Firm to very stiff consistency high strength brown and grey
— mottled slightly gravelly CLAY with occasional coal -
L fragments. Graval is fine to medium, subangular to PP
= subrounded of mixed lithologies. N L :
200300 | D L ]
n g
— (1.40) — ~
240 SV >140kPa r “
SV = 140 kPa, 140 kPa, L
140 kPa. Av. = 140Kpa. r
L " dhﬂ_".
47.00—  3.00 :
r Complete at 3.00m
Remarks

No image available

Trial pit unstable, made ground collapse at 0.10-1.50mbgl|.
Trial pit dry.

Grid reference information obtained from: gridreferencefinder.com.
Elevation information obtained from:
www.freemaptools.com/elevation-finder.htm.

Scale (approx)

Logged By

1:25 Jw

Figure No.

LKC 21 1679.TP104
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7 LK CONSULTLTD Site Trial Pit
- . . . Number
3 Eton Business Park, Eton Hill Road, Radcliffe, M26 2ZS | Victoria Park Probation Centre TP105
GROU Tel: 0161 763 7200 web: www.thelkgroup.com
Excavation Method Dimensions Ground Level (mOD) | Client Job
Numb
Machine excavated trial pit to 2:50m x 0.60m x 3.00m 52.00 Britannia Victoria Ltd LK(;JS: 12;9
3.00mbgl.
Location (Observed measurements) ates Engineer Sheet
18/08/2022
386196 E 395769 N LKC 7
Depth Water . Level Depth e g
(m) Sample / Tests Depth Field Records (mOD) .(m) Description Legend ®©
(m) (Thickness) =
r MADE GROUND: Dark brown very gravelly sandy SILT with
O frequent whole bricks, brick fragments, occasional rootlets,
L coal fragments, clinker, concrete fragments, rare copper
r pipe, glass fragments, timber and plastic fragments. Sand
* is fine to coarse. Gravel is fine to coarse, subangular to
[ subrounded of mixed lithologies.
0.50-1.50 | ES D PID=0.7ppn] L
L (220)
2.20-3.00 ES D PID=0.4ppn) 49.80 L 220 Very stiff consistency brown and grey mottled slightly » e’
— gravelly CLAY with occasional coal fragments. Gravel is <
r fine to medium, subangular to subrounded of mixed el
C lithologies. Recovered as gravel. P
- (0.80) s :
L No shear vane readings due to friable nature of clay. i :
49.00—  3.00 s
r Complete at 3.00m
Remarks

No image available

No shear vane readings at 2.20-3.00mbgl due to friable nature of the clay.
Trial pit dry and stable.

Grid reference information obtained from: gridreferencefinder.com.
Elevation information obtained from:
www.freemaptools.com/elevation-finder.htm.

Scale (approx)

Logged By Figure No.

1:25 Jw LKC 21 1679.TP105
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[ K& LK CONSULT LTD site Trial Pit
\ Number
5 Eton Business Park, Eton Hill Road, Radcliffe, M26 2ZS | Victoria Park Probation Centre TP106
GROU Tel: 0161 763 7200 web: www.thelkgroup.com
Excavation Method Dimensions Ground Level (mOD) | Client Job
Numb
Machine excavated trial pit to 2:50m x 0.60m x 3.00m 52.00 Britannia Victoria Ltd LK(;"; 1(:79
3.00mbgl.
Location (Observed measurements) ates Engineer Sheet
18/08/2022
386186 E 395748 N LKC 171
Depth Water . Level Depth e g
(m) Sample / Tests Depth Field Records (mOD) .(m) Description Legend ®©
(m) (Thickness) =
0.00-0.70 ES D PID=0.7ppn) r MADE GROUND: Dark brown gravelly sandy SILT with
O occasional brick fragments, coal fragments, clinker, rare
L glass fragments and ceramic fragments. Sand is fine to
- coarse. G_ravel is_ fine to coarse, subangular to subrounded
C (0.70) of mixed lithologies.
51.301~ 070 Very stiff consistency high strength brown and grey mottled
— slightly gravelly CLAY with occasional coal fragments.
r Gravel is fine to medium, subangular to subrounded of
L mixed lithologies. Recovered as gravel.
1.00-2.00 ES PID=0.4ppm L
1.50-2.50 D [ No shear vane readings above 2.00mbgl due to friable
— nature of clay.
L (230
2.00 SV >140kPa SV = 140 kPa, 140 kPa, L
140 kPa. Av. = 140Kpa. r
. i
n S
49.00—  3.00 =
r Complete at 3.00m
Remarks

No image available

No shear vane readings above 2.00mbgl due to friable nature of the clay.

Trial pit dry and stable.

Grid reference information obtained from: gridreferencefinder.com.

Elevation information obtained from:
www.freemaptools.com/elevation-finder.htm.

Scale (approx)

Logged By

1:25 Jw

Figure No.

LKC 21 1679.TP106
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Geology 1:50,000 Maps Legends

Artificial Ground and Landslip

Map Lex Code Rock Name Rock Type Min and Max Age
Colour
MGR Made Ground (Undivided) Artificial Deposit Not Supplied -
& Holocene
E WMGR Infilled Ground Avrtificial Deposit Not Supplied -
Holocene
Superficial Geology
Map Lex Code Rock Name Rock Type Min and Max Age
Colour
ALV Alluvium Clay, Silt, Sand Not Supplied -
and Gravel Holocene
TILLD Till, Devensian Diamicton Not Supplied -
Devensian
GFICD Glaciofluvial Ice Contact Sand and Gravel Not Supplied -
Deposits, Devensian Devensian
GFSDD Glaciofluvial Sheet Sand and Gravel Not Supplied -
Deposits, Devensian Devensian
Bedrock and Faults
Map Lex Code Rock Name Rock Type Min and Max Age
Colour
CHES Chester Formation Sandstone Not Supplied -
Olenekian
WLSF Wilmslow Sandstone Sandstone Not Supplied - Early
Formation Triassic
‘ ‘ MM Manchester Marls Mudstone Not Supplied -
Formation GUADALUPIAN
CS Collyhurst Sandstone Sandstone Not Supplied -
Formation Cisuralian
HA Halesowen Formation Mudstone, Not Supplied -
Siltstone and Westphalian
Sandstone
D GML Great Mine Limestone Limestone Not Supplied -
Westphalian
PUCM Pennine Upper Coal Mudstone, Not Supplied -
Measures Formation Siltstone and Westphalian
Sandstone
ET™M Etruria Formation Sandstone and Not Supplied -
Mudstone Westphalian
/ Faults
/ Rock Segments

GROUP

Geology 1:50,000 Maps

This report contains geological map extracts taken from the BGS Digital
Geological map of Great Britain at 1:50,000 scale and is designed for users
carrying out preliminary site assessments who require geological maps for
the area around the site. This mapping may be more up to date than
previously published paper maps.

The various geological layers - artificial and landslip deposits, superficial
geology and solid (bedrock) geology are displayed in separate maps, but
superimposed on the final ‘Combined Surface Geology' map. All map
legends feature on this page. Not all layers have complete nationwide
coverage, so availability of data for relevant map sheets is indicated below.

Geology 1:50,000 Maps Coverage

Map ID:
Map Sheet No: 085

Map Name: Manchester
Map Date: 2010
Bedrock Geology: Available
Superficial Geology: Not Available
Artificial Geology: Not Available
Faults Not Supplied
Landslip: Not Available
Rock Segments: Not Supplied

Geology 1:50,000 Maps - Slice A

Order Details:

Order Number: 298702326_1 1
Customer Reference: LKC 21 1679
National Grid Reference: 386180, 395730
Slice: A

Site Area (Ha): 0.66

Search Buffer (m): 1000

Site Details:

Site at 386170, 395690

Tel! 0844 844 9952

La n d mq rk. \j\la:b 0844 844 9951

www.envirocheck.co.uk
@ ® ® INFORMATION GROUP

v15.0 21-Jul-2022 Page 1 of 5
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Superficial Geology

Superficial Deposits are the youngest geological deposits formed during the
most recent period of geological time, the Quaternary, which extends back
about 1.8 million years from the present.

They rest on older deposits or rocks referred to as Bedrock. This dataset
contains Superficial deposits that are of natural origin and 'in place'. Other
superficial strata may be held in the Mass Movement dataset where they
have been moved, or in the Artificial Ground dataset where they are of
man-made origin.

Most of these Superficial deposits are unconsolidated sediments such as
gravel, sand, silt and clay, and onshore they form relatively thin, often
discontinuous patches or larger spreads.

Superficial Geology Map - Slice A

Order Details:

Order Number: 298702326_1 1
Customer Reference: LKC 21 1679
National Grid Reference: 386180, 395730
Slice: A

Site Area (Ha): 0.66

Search Buffer (m): 1000

Site Details:

Site at 386170, 395690

® Tel 0844 844 9952
a n mq r Fax 0844 844 9951
Web: www.envirocheck.co.uk
© ® ® INFORMATION GROUP

v15.0 21-Jul-2022 Page 3 of 5
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Bedrock and Faults
Bedrock geology is a term used for the main mass of rocks forming the

L . O F = ] S _- e Earth and are present everywhere, whether exposed at the surface in
g - » "-":.L..——- ""'ﬁ"—'ﬂ‘ i ___:“._"L":‘ n L outcrops or concealed beneath superficial deposits or water.
-~ e \ { ' N, ‘ ! o= | =T H |
‘, . o = ] 5 "l =_-—n: .&:‘ b - \\‘h‘. S_Q The bedrock has formed over vast lengths of geological time ranging from
397000 WAt 8 | TN , =2 . i '5:1_:&-_-—:;:2 u.‘!;\_‘r-' l“-.!h ¥ . ancient and highly altered rocks of the Proterozoic, some 2500 million years

‘m"’ - il & ~ T ago, or older, up to the relatively young Pliocene, 1.8 million years ago.
P i

The bedrock geology includes many lithologies, often classified into three
types based on origin: igneous, metamorphic and sedimentary.

The BGS Faults and Rock Segments dataset includes geological faults
(e.g. normal, thrust), and thin beds mapped as lines (e.g. coal seam,
gypsum bed). Some of these are linked to other particular 1:50,000
Geology datasets, for example, coal seams are part of the bedrock
sequence, most faults and mineral veins primarily affect the bedrock but cut
across the strata and post date its deposition.

Bedrock and Faults Map - Slice A
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Order Details:

Order Number: 298702326_1 1
Customer Reference: LKC 21 1679
National Grid Reference: 386180, 395730
Slice: A
Site Area (Ha): 0.66
Search Buffer (m): 1000
1 : . i e Site Details:
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Lancashire And Furness
Published 1893
Source map scale - 1:2,500

The historical maps shown were reproduced from maps predominantly held
at the scale adopted for England, Wales and Scotland in the 1840's. In 1854
the 1:2,500 scale was adopted for mapping urban areas and by 1896 it
covered the whole of what were considered to be the cultivated parts of Great
Britain. The published date given below is often some years later than the
surveyed date. Before 1938, all OS maps were based on the Cassini
Projection, with independent surveys of a single county or group of counties,
giving rise to significant inaccuracies in outlying areas.

Map Name(s) and Date(s)

|
|
104_15
| 1893
12,500
|
|
|

Historical Map - Segment A13

Order Details

Order Number: 298702326_1_1
Customer Ref: LKC 21 1679
National Grid Reference: 386180, 395730

Slice: A
Site Area (Ha): 0.66
Search Buffer (m): 100

Site Details
Site at 386170, 395690

. - ® Tel: 0844 844 9952
N L qn mqr Fax: 0844 844 9951
) . " gty b / et Web: www.envirocheck.co.uk
395400 L T o e e s - = 395400 [ ) INFORMATION GROUP
© Crown copyright and Landmark Information Group Limited 2022. All Rights Reserved.
A Landmark Information Group Service v50.0 21-Jul-2022 Page 2 of 17




386000 386200

GROUP
Historical Aerial Photography
Published 2000

This aerial photography was produced by Getmapping, these vertical aerial
photographs provide a seamless, full colour survey of the whole of Great
Britain

Historical Aerial Photography - Segment A13

-

Order Details

Order Number: 298702326 _1 1
Customer Ref: LKC 21 1679
National Grid Reference: 386180, 395730
Slice: A

Site Area (Ha): 0.66

Search Buffer (m): 100

Site Details
Site at 386170, 395690
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Victoria Park Probation Centre, Manchester LI<<

Flood Risk Assessment & Outline Drainage Strategy CONSULT

Appendix C

Environment Agency Data

LK Consult Ltd January 2024
Ref: FRA 22 1121 — R4



Environment
W Agency

Flood map for planning

Your reference Location (easting/northing) Created
Victoria Park 386180/395730 27 Sep 2022 15:23

Your selected location is in flood zone 1, an area with a low
probability of flooding.

You will need to do a flood risk assessment if your site is any of the following:

e bigger that 1 hectare (ha)

® In an area with critical drainage problems as notified by the Environment Agency

e identified as being at increased flood risk in future by the local authority’s strategic
flood risk assessment

e atrisk from other sources of flooding (such as surface water or reservoirs) and its
development would increase the vulnerability of its use (such as constructing an
office on an undeveloped site or converting a shop to a dwelling)

Notes

The flood map for planning shows river and sea flooding data only. It doesn’t include other sources
of flooding. It is for use in development planning and flood risk assessments.

This information relates to the selected location and is not specific to any property within it. The
map is updated regularly and is correct at the time of printing.

Flood risk data is covered by the Open Government Licence which sets out the terms and
conditions for using government data. https://www.nationalarchives.gov.uk/doc/open-government-
licence/version/3/

Use of the address and mapping data is subject to Ordnance Survey public viewing terms under
Crown copyright and database rights 2021 OS 100024198. https://flood-map-for-
planning.service.gov.uk/os-terms
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Sampling locations and features annotated by LK Consult Ltd are approximate and
are based upon observed measurements unless otherwise stated. Do not scale
from this drawing and work from marked dimensions only. All dimensions and
features should be confirmed on site by the Contractor. Where this drawing
includes information provbided to LK Consult Ltd by others, LK Consult Ltd gives
no warranty, representation or assurance as to the accuracy of such information.
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--------------- Original Message ---------------

From: Mark Jones [m.jones@thelkgroup.com]

Sent: 14/12/2022 10:09

To: wastewaterdeveloperservices@uuplc.co.uk

Cc: j.lowe@thelkgroup.com

Subject: RE: PDE for: Victoria Park, Manchester UU Ref : 02800739

EXTERNAL EMAIL This email originated outside of the organisation. Do not click links or open attachments unless
you recognise the sender and know the content is safe.

Mohamed

Please find the attached report from Metrorod for the above site for your information. Hopefully you have
enough information to determine the allowable peak flow from the site.

Regards

Mark

From: Mark Jones

Sent: 06 December 2022 12:16

To: wastewaterdeveloperservices@uuplc.co.uk

Cc: Jenna Lowe <j.lowe@thelkgroup.com>

Subject: RE: PDE for: Victoria Park, Manchester UU Ref : 02800739

Mohamed

We have been sent the attached information by our client he has asked if the other hard surfaces and the
other building could be considered within your calculations in addition to the roof area of one building. The
information includes a CCTV that was undertaken to show that the car parking drainage connects directly
to the sewer system and other drainage details on site.

He has asked if this can be re-assesses including an allowance for the green areas that are underlain by
clay based soils.

Regards



Mark

From: wastewaterdeveloperservices@uuplc.co.uk <wastewaterdeveloperservices@uuplc.co.uk>
Sent: 09 November 2022 10:45

To: Mark Jones <M.Jones@thelkgroup.com>

Cc: Jenna Lowe <j.lowe@thelkgroup.com>

Subject: RE: PDE for: Victoria Park, Manchester UU Ref : 02800739

Good morning Mark,
Thanks for your email.

According to the provided document, we are satisfied that infiltration is not feasible, we accept the provided
sufficient evidence to discount infiltration.

We have noted that you have provided brownfield calculations. The applicant has not provided sufficient details on
how was calculated. Also, the applicant must provide evidence that the area used in the calculation such as the
existing parking area and hard-standing area was drained into the public network (positively drained to the public
sewer) to be considered.

We have calculated the building footprint is draining to our network which is the positive drainage area = 0.126ha.
Using the Wallingford Procedure Methodology Calculation = 2.78*CiA = 2.78*1*50*%0.126= 17.5 |/s, after 50%
betterment it became 9l/s.

And as such United Utilities request that any agreed rate does not exceed 9l/s (anticipated QBar rate from the site
impermeable areas only).

Kind regards,

Mohammed Aljafarawi (He/Him)
Developer Engineer

.
Un'ted Developer Services & Metering

Customer Services

Utilities M: 07950474499

itedutilities.
Water for the North West unitedutilities.com

If you have received a great service today why not tell us?
Visit: unitedutilities.com/wow

——————————————— Original Message ---------------

From: Mark Jones [m.jones@thelkgroup.com]

Sent: 27/10/2022 11:17

To: wastewaterdeveloperservices@uuplc.co.uk

Cc: j.lowe@thelkgroup.com

Subject: RE: PDE for: Victoria Park, Manchester UU Ref : 02800739




EXTERNAL EMAIL This email originated outside of the organisation. Do not click links or open attachments unless
you recognise the sender and know the content is safe.

To developer services.

Thank you for the reply below. | can confirm that infiltration is unlikely to be feasible on the site as it is
underlain by made ground and clay based soils (see above). In fact the water level rose within the
boreholes to within 0.4m and 1.5m of the surface, probably through artesian flows.

As the existing combined drainage around the plot is generally the head of systems and relatively shallow
(assumed 1.2m cover), there is likely to be difficulties with incorporating adoptable SuDS within the housing
development | am enquiring to see if there is any capacity within the system for an increased allowance in
flows from the development.

The calculated existing flows are below.

Qoar: 47.80 I/s
1in 1-year peak runoff rate: 33.50 I/s
1 in 30-year peak runoff rate: 84.70 I/s

1 in 100-year peak runoff rate: 107.30 I/s

If this reduced by 50% would give the following rates:
Qoar: 23.90 I/s

1in 1-year peak runoff rate: 16.75 I/s

1 in 30-year peak runoff rate: 42.35 I/s

1 in 100-year peak runoff rate: 53.65 I/s

There are existing drainage connections from the site to the existing drains serving the former probation
centre.

Regards



Mark

From: wastewaterdeveloperservices@uuplc.co.uk <wastewaterdeveloperservices@uuplc.co.uk>
Sent: 26 September 2022 17:10

To: Jenna Lowe <j.lowe@thelkgroup.com>

Subject: PDE for: Victoria Park, Manchester UU Ref : 02800739

Good afternoon Jenna,

Pre Development Enquiry for: Victoria Park, Manchester UU Reference Number : 02800739

We have carried out an assessment of your application which is based on the information provided. This pre-
development advice on your drainage strategy will be valid for 12 months. Your drainage strategy will need to be
reviewed by other competent authorities as part of the planning process, and we advise that you carry out the
necessary site investigations to confirm the viability of your proposals.

If your investigations require access to our public sewer network, we ask that you contact our network engineers
with a request for an access certificate via our main contact telephone number 0345 6723 723 or refer to the link
below:

https://www.unitedutilities.com/builders-developers/working-near-our-assets/

Foul Water

Foul flow from this site will be allowed to drain into the public combined sewer system at any convenient point and
at an unrestricted rate. United Utilities would have no preference to the specific connection point in this instance.

Please ensure all proposed manhole chambers cover levels and finished floor levels are higher than the receiving
public sewer.

Surface Water

All surface water flow from the proposed development should drain in-line with the drainage hierarchy, as outlined
in Paragraph 80, (Reference ID: 7-080-20150323), of the National Planning Practice Guidance. We also recommend
you prioritise the use of multi-functional sustainable drainage systems for the management of surface water in
accordance with national planning policy.

Generally, the aim should be to discharge surface run off as high up the following hierarchy of drainage options as
reasonably practicable.

This is outlined as follows, in order of priority:

1. into the ground (infiltration);



2. to asurface waterbody;
3. to asurface water sewer or highway drain;

4. to acombined sewer.

For guidance, The North West SuDS Pro-Forma provides information on the appropriate evidence required at each
stage of the hierarchy, to demonstrate how each level has been discounted.

The Lead Local Flood Authority has responsibility for all surface water drainage concerns and their input to your
proposal is critical. You should also consider whether it is necessary to discuss your proposal with the Environment
Agency, or Internal Drainage Board (if operating in your area).

The Local Planning Authority are the determining authority for any application for planning permission and the
appropriate authority for determining cost viability of a proposed drainage scheme, such assessments are outside of
the jurisdiction of United Utilities.

Infiltration

Surface water runoff generated from this development should discharge to the ground via infiltration system where
feasible.

A detailed evidence based feasibility assessment must be carried out in line with Chapter 25 of the CIRIA SuDS
Manual 2015 to determine whether infiltration is a suitable method of surface water disposal.

Particular attention must be paid to Ground Water Source Protection Zones to ensure that the risk of pollution to
these valuable resources is not compromised. Details can be obtained from the government website:

https://www.gov.uk/guidance/groundwater-source-protection-zones-spzs#find-groundwater-spzs

If your site is in a Groundwater Source Protection Zone, you should have regard to the Environment Agency’s
approach to Groundwater Protection. Information on this is available via the link below:

https://www.gov.uk/government/publications/groundwater-protection-position-statements
Please note that such a location could have implications for the principle of your development and the need for

additional mitigating measures to protect the groundwater environment and public water supply in the detailed
design of your site.

Waterbody

United Utilities acknowledge that the nearest watercourse is a significant distance off-site.

Highway Drainage
If an evidence based assessment has been carried out and confirms that infiltration is not feasible, we recommend

that you investigate the possibility of draining surface water to the highway drain where this ultimately discharges
to a watercourse, by contacting the relevant Highway Authority.

Public Sewer

In accordance with the hierarchy of drainage options within the National Planning Practice Guidance, both discharge
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to ground via infiltration and discharge to a waterbody should be discounted prior to consideration of discharging
surface water to the public sewer system. Evidence should be provided to demonstrate how these have been
discounted, as outlined in the North West SuDS pro-forma.

Once evidence is provided as outlined above, United Utilities will consider a connection to the 225mm diameter
public combined sewer within Laindon Road located West of the proposed site at a pass forward flow to be agreed
by the Lead Local Flood Authority. United Utilities request that any agreed rate does not exceed 5I/s.

Please note the given discharge rate is based on the full site area as the specifics of the area being developed are
not yet clear. If there are significant areas of the site that will not be developed, the discharge rate should be
reduced accordingly.

As a Water Company, we have no obligation to accept highway drainage into our public sewer network. However,
should your proposals include runoff from highways, we would request that consideration is given to SuDS
components that deliver source control are incorporated within the design of the scheme to reduce the volume and
frequency of discharges of these flows to the public sewer.

Levels

For low-lying sites, (where the ground level of the site or the level of a basement is below the ground level at the
point where the drainage connects to the public sewer), care should be taken to ensure that the property is not at
increased risk of flooding. If these circumstances exist, we recommend that you contact us to discuss further. It
could affect the detailed design of your site and result in the need to incorporate appropriate mitigating measures in
your drainage scheme.

Land drainage / Overland flows / track drainage

United Utilities have no obligation, and furthermore we do not accept land drainage, overland flows or track
drainage into the pubic sewerage network under any circumstances

Existing Wastewater Assets Crossing the Site

We have reviewed our records and can confirm that there does not appear to be any charted public sewers located
within the boundary of proposed development. However, due to the accuracy of the records and the public sewer
transfer legislation in 2011, not all public sewers are shown on our records so we would ask that you proceed with
caution and carry out your own site investigation works. If any uncharted sewers are identified while carrying out
your works we would ask that you contact United Utilities at the earliest opportunity so that we can offer guidance
and update our records.

Existing Water Assets Crossing the Site

It is the developer responsibility to identify utilities on-site. Where clean water assets are shown on our records, we
recommend that you contact our Water Pre-Development Team, via the following email address:
DeveloperServicesWater@uuplc.co.uk. Further information for this service can be found on our website via the link
below:

https://www.unitedutilities.com/builders-developers/larger-developments/pre-development/water-pre-dev/

Connection Application

Although we may discuss and agree discharge points and rates in principle, please be aware that you will have to
apply for a formal sewer connection. This is so that we can assess the method of construction, Health & Safety
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requirements and to ultimately inspect the connection when it is made. Details of the application process and the
form itself can be obtained from our website by following the link below:

https://www.unitedutilities.com/builders-developers/wastewater-services/sewer-connections/sewer-

connection/

We recommend that the detailed design should confirm the locations of all utilities in the area and ensure that any
proposed drainage solution considers routing and clash checks where required.

Sewer Adoptions

You have indicated on your application form that you intend to put the sewers forward for adoption (including any
SuDS components that can come within the meaning of a sewer).

United Utilities assess adoption applications based on the current Design & Construction Guidance and local
practices which have now replaced ‘Sewers For Adoption 6™ Edition’.

We recommend that you submit a pre design assessment to the sewer adoption mailbox
(SewerAdoptions@uuplc.co.uk) stating pre design assessment in the title

Please refer to links below to obtain further guidance:
https://www.unitedutilities.com/builders-developers/larger-developments/wastewater/sewer-adoptions/

Site drainage must be designed in accordance with Building Regulations, National Planning Policy, and local flood
authority guidelines, we would recommend that you speak and make suitable agreements with the relevant
statutory bodies.

If you intend to put forward your wastewater assets for adoption by United Utilities, the proposed detail design will
be subject to a technical appraisal by an Adoption Engineer as we need to be sure that the proposals meets the
requirements set out in the Design & Construction Guidance. The proposed design should give consideration to long
term operability and give United Utilities a safe and cost effective proposal for the lifetime of the assets. In these
cases, we strongly recommend that no construction commences until the detailed drainage design, submitted as
part of the Section 104 application, has been assessed and accepted in writing by United Utilities. Any work carried
out prior to the technical assessment being approved is done entirely at the developer’s own risk and could be
subject to change.

SuDS

If your development proposal incorporates any SuDS component(s) which interact with a sewer network you plan on
offering for adoption to United Utilities; contact should be made with our technical team at your earliest
convenience, please complete the 'Section 104 pre-application form : ' and include as much relevant detail as you
can. These discussions can help prevent delays later in the development process.

Section 104 Pre application form (1b)
As per the sewerage sector guidance, all SuDS should be designed in accordance with the standards within the

Design & construction guidance & the CIRIA SuDS manual (C753)

Codes For Adoption

The new Codes for Adoption are outlined on the Water UK Website. The link below takes you to their webpage:

https://www.water.org.uk/technical-guidance/developers-services/codes-for-adoption/



A free copy of the new Design & Construction Guidance can be downloaded via the link below:

https://www.water.org.uk/sewerage-sector-guidance-approved-documents/

Many thanks and kind regards,

Mohammed Aljafarawi (He/Him)
Developer Engineer

' Un ited Developer Services & Metering

Customer Services

Utilities M: 07950474499

itedutilities.
Water for the North West Claltd Bl el

If you have received a great service today why not tell us?

Visit: unitedutilities.com/wow,|

The information contained in this e-mail is intended only

for the individual to whom it is addressed. It may contain
legally privileged or confidential information or otherwise

be exempt from disclosure. If you have received this Message
in error or there are any problems, please notify the sender
immediately and delete the message from your computer. You
must not use, disclose, copy or alter this message for any
unauthorised purpose. Neither United Utilities Group PLC nor
any of its subsidiaries will be liable for any direct, special,
indirect or consequential damages as a result of any virus being
passed on, or arising from the alteration of the contents of
this message by a third party.

United Utilities Group PLC, Haweswater House, Lingley Mere
Business Park, Lingley Green Avenue, Great Sankey,
Warrington, WAS 3LP

Registered in England and Wales. Registered No 6559020

http://www.unitedutilities.com
http://www.unitedutilities.com/subsidiaries




Jenna Lowe

From: wastewaterdeveloperservices@uuplc.co.uk

Sent: 26 September 2022 17:10

To: Jenna Lowe

Subject: PDE for: Victoria Park, Manchester ~ UU Ref : 02800739

Tof
nef
o

4Good afternoon Jenna,

Pre Development Enquiry for: Victoria Park, Manchester UU Reference Number : 02800739

We have carried out an assessment of your application which is based on the information provided. This pre-
development advice on your drainage strategy will be valid for 12 months. Your drainage strategy will need to be
reviewed by other competent authorities as part of the planning process, and we advise that you carry out the
necessary site investigations to confirm the viability of your proposals.

If your investigations require access to our public sewer network, we ask that you contact our network engineers with a
request for an access certificate via our main contact telephone number 0345 6723 723 or refer to the link below:

https://www.unitedutilities.com/builders-developers/working-near-our-assets/
Foul Water

Foul flow from this site will be allowed to drain into the public combined sewer system at any convenient point and at
an unrestricted rate. United Utilities would have no preference to the specific connection point in this instance.

Please ensure all proposed manhole chambers cover levels and finished floor levels are higher than the receiving
public sewer.

Surface Water

All surface water flow from the proposed development should drain in-line with the drainage hierarchy, as outlined in
Paragraph 80, (Reference ID: 7-080-20150323), of the National Planning Practice Guidance. We also recommend you
prioritise the use of multi-functional sustainable drainage systems for the management of surface water in accordance
with national planning policy.

Generally, the aim should be to discharge surface run off as high up the following hierarchy of drainage options as
reasonably practicable.
This is outlined as follows, in order of priority:

1. into the ground (infiltration);

2. to asurface waterbody;

3. to asurface water sewer or highway drain;
4. to acombined sewer.

For guidance, The North West SuDS Pro-Forma provides information on the appropriate evidence required at each
stage of the hierarchy, to demonstrate how each level has been discounted.
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The Lead Local Flood Authority has responsibility for all surface water drainage concerns and their input to your
proposal is critical. You should also consider whether it is necessary to discuss your proposal with the Environment
Agency, or Internal Drainage Board (if operating in your area).

The Local Planning Authority are the determining authority for any application for planning permission and the
appropriate authority for determining cost viability of a proposed drainage scheme, such assessments are outside of the
jurisdiction of United Utilities.

Infiltration

Surface water runoff generated from this development should discharge to the ground via infiltration system where
feasible.

A detailed evidence based feasibility assessment must be carried out in line with Chapter 25 of the CIRIA SuDS Manual
2015 to determine whether infiltration is a suitable method of surface water disposal.

Particular attention must be paid to Ground Water Source Protection Zones to ensure that the risk of pollution to these
valuable resources is not compromised. Details can be obtained from the government website:

https://www.gov.uk/guidance/groundwater-source-protection-zones-spzs#find-groundwater-spzs

If your site is in a Groundwater Source Protection Zone, you should have regard to the Environment Agency’s approach
to Groundwater Protection. Information on this is available via the link below:

https://www.gov.uk/government/publications/groundwater-protection-position-statements
Please note that such a location could have implications for the principle of your development and the need for

additional mitigating measures to protect the groundwater environment and public water supply in the detailed design
of your site.

Waterbody

United Utilities acknowledge that the nearest watercourse is a significant distance off-site.

Highway Drainage

If an evidence based assessment has been carried out and confirms that infiltration is not feasible, we recommend that
you investigate the possibility of draining surface water to the highway drain where this ultimately discharges to a
watercourse, by contacting the relevant Highway Authority.

Public Sewer

In accordance with the hierarchy of drainage options within the National Planning Practice Guidance, both discharge to
ground via infiltration and discharge to a waterbody should be discounted prior to consideration of discharging surface
water to the public sewer system. Evidence should be provided to demonstrate how these have been discounted, as
outlined in the North West SuDS pro-forma.

Once evidence is provided as outlined above, United Utilities will consider a connection to the 225mm diameter public
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combined sewer within Laindon Road located West of the proposed site at a pass forward flow to be agreed by the Lead
Local Flood Authority. United Utilities request that any agreed rate does not exceed 5I/s.

Please note the given discharge rate is based on the full site area as the specifics of the area being developed are not
yet clear. If there are significant areas of the site that will not be developed, the discharge rate should be reduced
accordingly.

As a Water Company, we have no obligation to accept highway drainage into our public sewer network. However,
should your proposals include runoff from highways, we would request that consideration is given to SuDS components
that deliver source control are incorporated within the design of the scheme to reduce the volume and frequency of
discharges of these flows to the public sewer.

Levels

For low-lying sites, (where the ground level of the site or the level of a basement is below the ground level at the point
where the drainage connects to the public sewer), care should be taken to ensure that the property is not at increased
risk of flooding. If these circumstances exist, we recommend that you contact us to discuss further. It could affect the
detailed design of your site and result in the need to incorporate appropriate mitigating measures in your drainage
scheme.

Land drainage / Overland flows / track drainage

United Utilities have no obligation, and furthermore we do not accept land drainage, overland flows or track drainage
into the pubic sewerage network under any circumstances

Existing Wastewater Assets Crossing the Site

We have reviewed our records and can confirm that there does not appear to be any charted public sewers located
within the boundary of proposed development. However, due to the accuracy of the records and the public sewer
transfer legislation in 2011, not all public sewers are shown on our records so we would ask that you proceed with
caution and carry out your own site investigation works. If any uncharted sewers are identified while carrying out your
works we would ask that you contact United Utilities at the earliest opportunity so that we can offer guidance and
update our records.

Existing Water Assets Crossing the Site

It is the developer responsibility to identify utilities on-site. Where clean water assets are shown on our records, we
recommend that you contact our Water Pre-Development Team, via the following email address:
DeveloperServicesWater@uuplc.co.uk. Further information for this service can be found on our website via the link
below:

https://www.unitedutilities.com/builders-developers/larger-developments/pre-development/water-pre-dev/

Connection Application

Although we may discuss and agree discharge points and rates in principle, please be aware that you will have to apply
for a formal sewer connection. This is so that we can assess the method of construction, Health & Safety requirements
and to ultimately inspect the connection when it is made. Details of the application process and the form itself can be
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obtained from our website by following the link below:

https://www.unitedutilities.com/builders-developers/wastewater-services/sewer-connections/sewer-connection/

We recommend that the detailed design should confirm the locations of all utilities in the area and ensure that any
proposed drainage solution considers routing and clash checks where required.

Sewer Adoptions

You have indicated on your application form that you intend to put the sewers forward for adoption (including any SuDS
components that can come within the meaning of a sewer).

United Utilities assess adoption applications based on the current Design & Construction Guidance and local practices
which have now replaced ‘Sewers For Adoption 6 Edition’.

We recommend that you submit a pre design assessment to the sewer adoption mailbox
(SewerAdoptions@uuplc.co.uk) stating pre design assessment in the title

Please refer to links below to obtain further guidance:
https://www.unitedutilities.com/builders-developers/larger-developments/wastewater/sewer-adoptions/

Site drainage must be designed in accordance with Building Regulations, National Planning Policy, and local flood
authority guidelines, we would recommend that you speak and make suitable agreements with the relevant statutory
bodies.

If you intend to put forward your wastewater assets for adoption by United Utilities, the proposed detail design will be
subject to a technical appraisal by an Adoption Engineer as we need to be sure that the proposals meets the
requirements set out in the Design & Construction Guidance. The proposed design should give consideration to long
term operability and give United Utilities a safe and cost effective proposal for the lifetime of the assets. In these cases,
we strongly recommend that no construction commences until the detailed drainage design, submitted as part of the
Section 104 application, has been assessed and accepted in writing by United Utilities. Any work carried out prior to the
technical assessment being approved is done entirely at the developer’s own risk and could be subject to change.

SuDS

If your development proposal incorporates any SuDS component(s) which interact with a sewer network you plan on
offering for adoption to United Utilities; contact should be made with our technical team at your earliest convenience,
please complete the 'Section 104 pre-application form : ' and include as much relevant detail as you can. These
discussions can help prevent delays later in the development process.

Section 104 Pre application form (1b)
As per the sewerage sector guidance, all SuDS should be designed in accordance with the standards within the Design &

construction guidance & the CIRIA SuDS manual (C753)

Codes For Adoption

The new Codes for Adoption are outlined on the Water UK Website. The link below takes you to their webpage:

https://www.water.org.uk/technical-guidance/developers-services/codes-for-adoption/
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A free copy of the new Design & Construction Guidance can be downloaded via the link below:

https://www.water.org.uk/sewerage-sector-guidance-approved-documents/

Many thanks and kind regards,

Mohammed Aljafarawi (He/Him)
= Developer Engineer
Un'ted Developer Services & Metering
U[—H,’t,’es Customer Services

M: 07950474499
Water for the North West unitedutilities.com

If you have received a great service today why not tell us?

Visit: unitedutilities.com/wowl =
The information contained in this e-mail is intended only

for the individual to whom it is addressed. It may contain
legally privileged or confidential information or otherwise

be exempt from disclosure. If you have received this Message
in error or there are any problems, please notify the sender
immediately and delete the message from your computer. You
must not use, disclose, copy or alter this message for any
unauthorised purpose. Neither United Utilities Group PLC nor
any of its subsidiaries will be liable for any direct, special,
indirect or consequential damages as a result of any virus being
passed on, or arising from the alteration of the contents of

this message by a third party.

United Utilities Group PLC, Haweswater House, Lingley Mere
Business Park, Lingley Green Avenue, Great Sankey,
Warrington, WAS 3LP

Registered in England and Wales. Registered No 6559020

www.unitedutilities.com
www.unitedutilities.com/subsidiaries



United
Utilities

Water for the North West

LKGroup
Unit 29 Eton Business Park
Unit 29, Eton Business Park,

Radcliffe, Greater Manchester
M26 2ZS

FAO:

Dear Sirs

Location: Victoria Park Probation Centre

How to contact us:

United Utilities Water Limited
Property Searches
Haweswater House

Lingley Mere Business Park
Great Sankey

Warrington

WAS5 3LP

Telephone: 0370 7510101

E-mail: propertysearches@uuplc.co.uk

Your Ref: FRA 22 1121
Our Ref: UUPS-ORD-431533
Date: 14/09/2022

| acknowledge with thanks your request dated 13/09/2022 for information on the location of our services.

Please find enclosed plans showing the approximate position of United Utilities’ apparatus known to be in the vicinity of this site.

The enclosed plans are being provided to you subject to the United Utilities terms and conditions for both the wastewater and water
distribution plans which are shown attached.

If you are planning works anywhere in the North West, please read United Utilities’ access statement before you start work to check

how it will affect our network. http://www.unitedutilities.com/work-near-asset.aspx .

| trust the above meets with your requirements and look forward to hearing from you should you need anything further.

If you have any queries regarding this matter please contact us .

Yours Faithfully,

DA e
/’ F ,C 7
EEEX e ~

Karen McCormack
PropertySearchesManager

UUWaterlLtd/041/03-15

United Utilities Water Limited

Registered In England & Wales No. 2366678

Registered Office Haweswater House, Lingley Mere Business Park,
Lingley Green Avenue, Great Sankey, Warrington, WA5 3LP


mailto:property.searches@uuplc.co.uk
http://www.unitedutilities.com/work-near-asset.aspx
https://test.propertysearches.unitedutilities.com/contact-us/

United
Utilities
Water for the North West

TERMS AND CONDITIONS - WASTEWATER AND WATER DISTRIBUTION PLANS

These provisions apply to the public sewerage, water distribution and telemetry systems (including sewers which are the subject of
an agreement under Section 104 of the Water Industry Act 1991 and mains installed in accordance with the agreement for the self
construction of water mains) (UUWL apparatus) of United Utilities Water Limited "(UUWL)".

TERMS AND CONDITIONS:

- This Map and any information supplied with it is issued subject to the provisions contained below, to the exclusion of all others
and no party relies upon any representation, warranty, collateral contract or other assurance of any person (whether party to this
agreement or not) that is not set out in this agreement or the documents referred to in it.

- This Map and any information supplied with it is provided for general guidance only and no representation, undertaking or
warranty as to its accuracy, completeness or being up to date is given or implied.

- In particular, the position and depth of any UUWL apparatus shown on the Map are approximate only. UUWL strongly
recommends that a comprehensive survey is undertaken in addition to reviewing this Map to determine and ensure the precise
location of any UUWL apparatus. The exact location, positions and depths should be obtained by excavation trial holes.

- The location and position of private drains, private sewers and service pipes to properties are not normally shown on this Map
but their presence must be anticipated and accounted for and you are strongly advised to carry out your own further enquiries
and investigations in order to locate the same.

- The position and depth of UUWL apparatus is subject to change and therefore this Map is issued subject to any removal or
change in location of the same. The onus is entirely upon you to confirm whether any changes to the Map have been made
subsequent to issue and prior to any works being carried out.

- This Map and any information shown on it or provided with it must not be relied upon in the event of any development,
construction or other works (including but not limited to any excavations) in the vicinity of UUWL apparatus or for the purpose of
determining the suitability of a point of connection to the sewerage or other distribution systems.

- No person or legal entity, including any company shall be relieved from any liability howsoever and whensoever arising for any
damage caused to UUWL apparatus by reason of the actual position and/or depths of UUWL apparatus being different from
those shown on the Map and any information supplied with it.

- If any provision contained herein is or becomes legally invalid or unenforceable, it will be taken to be severed from the remaining
provisions which shall be unaffected and continue in full force and affect.

- This agreement shall be governed by English law and all parties submit to the exclusive jurisdiction of the English courts, save
that nothing will prevent UUWL from bringing proceedings in any other competent jurisdiction, whether concurrently or otherwise.

UUWaterlLtd/041/03-15 United Utilities Water Limited
Registered In England & Wales No. 2366678
Registered Office Haweswater House, Lingley Mere Business Park,
Lingley Green Avenue, Great Sankey, Warrington, WA5 3LP
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Lead Local Flood Authority

Highways Service

Growth and Neighbourhoods Directorate
Manchester City Council

PO Box 532

Town Hall

Manchester

M60 2LA

Email: floodriskmanagement@manchester.gov.uk

DATE 03/10/2022

Dear Sir or Madam,
RE: Our Ref: MCC003/10/2022

We acknowledge with thanks your payment received on 23/09/2022 for our LLFA data screen
service.

Please find enclosed plan showing the results of the data screen. The position of features shown on
this plan is approximate only and is given in accordance with the best information currently
available.

The enclosed plan cannot be used to substitute a competent site investigation.

The enclosed plan is being provided to you subject to Manchester City Council’s terms and
conditions which are shown attached.

| trust the above meets your requirements and look forward to hearing from you should you need
anything further.

If you have any queries regarding this matter, please do not hesitate to contact us.

Yours Faithfully,

Wbttt —

Neil Bayliss-Rowe, Highways Development Control & Flood Risk Manager, Lead Local Flood Authority
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TERMS AND CONDITIONS - LLFA DATA SCREEN

These provisions apply to LLFA data supplied by Manchester City Council (“MCC”).

TERMS AND CONDITIONS:

This data Map and any information supplied with it is issued subject to the provisions
contained below, to the exclusion of all others and no party relies upon any representation,
warranty, collateral contract or other assurance of any person (whether party to this
agreement or not) that is not set out in this agreement or the documents referred to in it.

MCC has taken all reasonable care to compile this data Map. This data Map and any
information supplied with it is provided for general guidance only and MCC makes no
representation, undertaking or warranty of any kind as to its accuracy, completeness or
being up to date is given or implied.

In particular, the position of any culverted assets shown on the data Map are approximate
only. MCC strongly recommends that a comprehensive site investigation is undertaken in
addition to reviewing this data Map to determine and ensure the precise location of any
assets. The exact location, positions and depths should be obtained by an appropriate survey
which may include but shall not be limited to GPR and CCTV.

The data screened may be modified over time without notice and therefore this data Map is
issued subject to any removal or change in location of the same. The onus is entirely upon
you to confirm whether any changes to the data Map have been made subsequent to issue
and prior to any works being carried out.

This data Map and any information shown on it or provided with it must not be relied upon
in the event of any development, construction or other works (including but not limited to
any excavations) or for the purpose of determining the suitability of a point of connection to
discharge.

No person or legal entity, including any company shall be relieved from any liability
howsoever and whensoever arising from damages of any kind caused to assets by reason of
the actual position and/or existence of assets being different from those shown on the data
Map and any information supplied with it.

If any provision contained herein is or becomes legally invalid or unenforceable, it will be
taken to be severed from the remaining provisions which shall be unaffected and continue in
full force and affect.

This agreement shall be governed by English law and all parties submit to the exclusive
jurisdiction of the English courts, save that nothing will prevent MCC from bringing
proceedings in any other competent jurisdiction, whether concurrently or otherwise.
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DATA SCREEN SYMBOLOGY
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Supplementary Information where available:
Critical Drainage Area — the Site is within the Conurbation Core Critical Drainage Area (CDA).

Flood Incidents - The nearest incident was recorded 10/02/2020 approximately 55m to the south-
east of the Site on Holbeck Grove, described as blocked highway gully or drain.

Culvert Conduits — There are no culverted ordinary watercourse conduits on-record in the LLFA asset
register within the vicinity of the Site.

Survey and Design Archive — A copy of the 1984 major drainage survey is included, which does not
record any culverted ordinary watercourses within vicinity of the Site.

Any other information — The Site is >0.5 Ha and located within a Critical Drainage Area, therefore
the planning application would benefit from a Flood Risk Assessment and SuDS Strategy. We
recommend the attached SuDS Guidance for Developers is reviewed to support any planning
application for this Site.




o £1% =h
iy Comtam' QS eite 3 Crawn
£

A

=

o

3 [ r. ==
Cemyrlont end g=be== nght 2020

MANCHESTER
| CITY COUNCIL

LLFA DATA SCREEN

Address/Site ReT
Victoria Park Probation Centre

Our Ref; MCCO003/10/2022

Author Manchester City Counril LLFA
bate: 0311072022
Scale 11,722

The pesition of featums shown on
ttis plan 15 approximate only and
Is given in accordance with the best
Informiation  currently  avallable.

Manchester Ciy Councll will net

accept llability for any loss or damape
caused by fhe acual posifion being
different friom fhose shown

N

D 1256 25 50 A
e eters

Contains OS data @ Crown Copyright
and dalabase right 2022




v/

MANCHESTER
CITY COUNCIL

LLFA DATA SCREEN

Address/Site Ref
Victoria Park Probation Centre

OurRef:  MCCO003/10/2022

Author Manchester City Countil LLFA
Date: 03/10/2022
Scale-1.1.722

‘Tne position of features shown on

this plan I1s approximate only and
Is given in accordance with the best
Information  currently  avallable.

Manthester City Councll will not

accep! lfabllity for any loss or damage
caused by the actual position being
different  from  those  shown

N

0 125 25 50 A
— e Voters

Contains OS data & Crown Copyright
and database right 2022




Lead Local Flood Authority - Manchester City Council

SuDS Requirements for New Developments
Update 2019

The Government has strengthened planning policy on the provision of sustainable drainage
systems (SuDS) for ‘major’ planning applications which is being introduced from 6 April 2015
(Paragraph 103 of National Planning Policy Framework and Ministerial Statement on SuDS).

Changes were made to the Town and Country Planning Policy and Guidance to give Local
Authority Planning Departments the responsibility for ensuring that new developments are
drained in a sustainable way, through the planning process, in consultation with the Lead
Local Flood Authorities. As per the guidance issued by the Department of Communities and
Local Government (DCLG), all ‘major’ planning applications being determined from 6 April
2015, must consider sustainable drainage systems.

Decisions about the suitability of sustainable drainage provision are made by the Local
Planning Authority. However, under the new consultation arrangements Manchester City
Council, in its role as Lead Local Flood Authority, is a statutory consultee for all major
applications with regards to sustainable drainage. All ‘major’ planning applications submitted
from 15 April 2015 are required to include a Surface Water Drainage Statement.

Developers submitting the planning application to Manchester City Council are advised to:

e Assess the suitability of sustainable drainage systems in accordance with: paragraphs
051, 079 and 080 of the revised NPPF Planning Practice Guidance (PPG) for Flood
Risk and Coastal Change.

¢ Design sustainable drainage systems in line with national Non-Statutory Technical
Standards for SuDS: https://www.gov.uk/government/publications/sustainable-
drainage-systems-non-statutory-technical-standards and local policies DM1, ENO8,
EN14 and EN17 of the Core Strategy.

e Implement strategy that supports surface water runoff control as near to its source as
possible through a sustainable drainage approach to surface water management,
preferably through green types of SuDS wherever practicable.

¢ Maximise use of Green Infrastructure to manage surface water runoff (sustainable
drainage systems — SuDS) as feasibility of use of green types of SuDS will be
evaluated by LLFA during planning application stage. Even on sites where infiltration is
not possible due to the unfavourable soil conditions, utilisation of attenuating types of
SuDS should be maximised as part of green infrastructure in order to bring surface
water runoff peak and volume reduction but also provide additional environmental and
social benefits in line with Policies DM1, ENO8, EN14 and EN17 of the Core Strategy.
Developers are encouraged to look into CIRIA SuDS Manual 2015 for details of these
systems to manage surface water runoff.

e Assess surface water attenuation requirements that offer a reduction in surface water
runoff rate in line with the 'Manchester City, Salford City and Trafford Councils Level 2
Hybrid SFRA, User Guide, Final, dated May 2010'. (Section 3.4.1 Critical Drainage
Areas, page 31). Please note that all new connections to the watercourses shall
comply with reduction of flows to Greenfield runoff rates.


/mcc001c27fdfsdfs-all$CEXMEDCSAMIS03LeadLocalFloodAuthority(LLFA)06PlanningApplicationsAdvice108SuDS-108562-FO-2015-N1LandatNewUnionStreetWebsite-general.doc
https://www.gov.uk/government/publications/sustainable-drainage-systems-non-statutory-technical-standards
https://www.gov.uk/government/publications/sustainable-drainage-systems-non-statutory-technical-standards

http://www.manchester.gov.uk/downloads/download/3871/strateqic flood risk assess
ment-manchester salford trafford

Submit hydraulic calculations and drawings to support the design along with proposed
standards of operation and maintenance in accordance with paragraph 081 of NPF
(PPG).

It will be essential that the type of sustainable drainage system for a site, along with
details of its extent/position, is identified at the design stage of the whole scheme. This
information will be required for both outline and full applications so it is clearly
demonstrated that the SuDS can be accommodated within the development that is
proposed. It will no longer be acceptable to leave the design of SuDS to a later stage to
be dealt with by planning conditions.

Applicants are strongly advised to discuss their proposals with relevant planning officers at the
pre-application stage to ensure that an acceptable SuDS scheme is submitted.

Minimum requirements for approval

In order to avoid objection, the following three elements of evidence are required:

Surface Water Management Statement for the site is submitted that is in line with
requirement of NPPF PPG Paragraph 079:

o “New development should only be considered appropriate in areas at risk of
flooding if priority has been given to the use of green types of sustainable
drainage systems as a primary mean of surface water management that could
be accompanied by traditional attenuation systems if volumes required.
Additionally, and more widely, when considering major development, as defined
in the Town and Country Planning (Development Management Procedure)
(England) Order 2015, sustainable drainage systems should be provided unless
demonstrated to be inappropriate”.

o The strategy should be accompanied by at least an outline layout of the
proposed drainage systems with space allocation for the proposed attenuation
in line with relevant flow reduction requirements.

Evidence that drainage hierarchy has been applied in line with NPPF PPG Paragraph
080. The aim should be to discharge surface run off as high up the following hierarchy
of drainage options as reasonably practicable:

into the ground (infiltration);

to a surface water body;

to a surface water sewer, highway drain, or another drainage system;
to a combined sewer.

O O O O

Evidence that one viable solution for draining the site is secured and agreed in
principle with relevant authority:

o Results of ground investigation carried out under Building Research
Establishment Digest 365. Site investigations should be undertaken in locations
and at proposed depths of the proposed infiltration devices. Proposal of the
attenuation that is achieving half emptying time within 24 hours. If no ground


http://www.manchester.gov.uk/downloads/download/3871/strategic_flood_risk_assessment-manchester_salford_trafford
http://www.manchester.gov.uk/downloads/download/3871/strategic_flood_risk_assessment-manchester_salford_trafford
http://planningguidance.planningportal.gov.uk/blog/policy/achieving-sustainable-development/delivering-sustainable-development/10-meeting-the-challenge-of-climate-change-flooding-and-coastal-change/#paragraph_103
http://planningguidance.planningportal.gov.uk/blog/policy/achieving-sustainable-development/delivering-sustainable-development/10-meeting-the-challenge-of-climate-change-flooding-and-coastal-change/#paragraph_103
http://www.legislation.gov.uk/uksi/2010/2184/article/2/made
http://www.legislation.gov.uk/uksi/2015/595/part/1/made
http://www.legislation.gov.uk/uksi/2015/595/part/1/made
http://www.parliament.uk/documents/commons-vote-office/December%202014/18%20December/6.%20DCLG-sustainable-drainage-systems.pdf

investigations are possible or infiltration is not feasible on site, evidence of
alternative surface water disposal routes (as follows) is required.

o Where surface water is connected to Main River, any works within or adjacent
to the river that would affect it would require consent from Environment Agency.
An email of acceptance of proposed flows and/or new connection will suffice.

o Where surface water is connected to the public sewer, agreement in principle
from United Utilities is required that there is adequate spare capacity in the
existing system taking future development requirements into account. An email
of acceptance of proposed flows and/or new connection will suffice.

Where surface water is connected to the ordinary watercourse, agreement in
principle from Manchester City Council as Lead Local Flood Authority is
required. Please note that all new connections to the watercourses shall comply
with reduction of flows to Greenfield runoff rates. An email of acceptance of
proposed flows and/or new connection will suffice.

o Where surface water is connected to ordinary watercourse, any works within or
adjacent to the watercourse that would affect it would require consent from
Manchester City Council as Lead Local Flood Authority. Consent forms can be
obtained on the website at:

http://www.manchester.gov.uk/downloads/download/5567/land drainage consent and
guidance.com

Avoiding or discharging drainage condition

e Evidence of consideration of green SuDS solution wherever practicable and viable in
line with NPPF PPG Paragraph 051. SuDS should be designed to:
o reduce the causes and impacts of flooding;
o remove pollutants from urban run-off at source;
o combine water management with green space with benefits for amenity,
recreation and wildlife wherever practicable.

e For Greenfield site developments, details of surface water attenuation that offers a
reduction in surface water runoff rate in line with the Manchester Trafford and Salford
Strategic Flood Risk Assessment, i.e. to the Greenfield runoff rates;

e For Brownfield site developments, for all sites located within Conurbation Core Critical
Drainage Areas, details of surface water attenuation that offers a reduction in surface
water runoff rate in line with the Manchester Trafford and Salford Strategic Flood Risk
Assessment, i.e. at least a 50% reduction in runoff rate compared to the existing rates
with an aim to reduce to Greenfield runoff rates wherever practicable;

o \Where surface water runoff is to be disposed through infiltration, details of surface
water attenuation that is adequate for infiltration capacity of the underlying soil is
required. This capacity has to be assessed through site investigation carried out in line
with Building Research Establishment Digest 365. Site investigations should be
undertaken in locations and at proposed depths of the proposed infiltration devices.
Half emptying time of proposed attenuation within 24 hours should be achieved.


http://www.manchester.gov.uk/downloads/download/5567/land_drainage_consent_and_guidance.com
http://www.manchester.gov.uk/downloads/download/5567/land_drainage_consent_and_guidance.com
http://planningguidance.planningportal.gov.uk/blog/guidance/flood-risk-and-coastal-change/reducing-the-causes-and-impacts-of-flooding/why-are-sustainable-drainage-systems-important/

e Evidence that the drainage system has been designed (unless an area is designated to
hold and/or convey water as part of the design) so that flooding does not occur during
a 1in 100 year rainfall event in any part of a building; The NPPF suggests that ‘for
events with a return-period in excess of 30 years, surface flooding of open spaces such
as landscaped areas or car parks is acceptable for short periods, but the layout and
landscaping of the site should aim to route water away from any vulnerable property,
and avoid creating hazards to access and egress routes. No flooding of property
should occur as a result of a one in 100 year storm event (including an appropriate
allowance for climate change)'.

e Assessment of overland flow routes for extreme events that is diverted away from
buildings providing long and cross sections for the proposed drainage system and
finished floor levels;

e Evidence that runoff volume in the 1 in 100 year, 6 hours rainfall shall be constrained to
a value as close as is reasonably practical to the Greenfield runoff volume for the same
event, but never to exceed the runoff volume from the development site prior to
redevelopment;

e Hydraulic calculation of the proposed drainage system;
e Design construction drawings of proposed SuDS elements and flow controls;
e For sites where proposed development would cause unusual pollution risk to surface

water (large car park areas (>50 parking spaces) or industrial estates), evidence of
pollution control measures (preferably through SuDS) is required.

e Where an application is part of a larger site which already has planning permission it is
essential that the new proposal does not compromise the drainage scheme already
approved.

SuDS Maintenance

Maintenance of SuDS is essential for its proper operation and a clear management and
maintenance plan for the lifetime of the development is required as part of the planning
application.

In considering a development that includes a sustainable drainage system, Manchester City
Council as local planning authority will want to be satisfied that the proposed minimum
standards of operation are appropriate and that there are clear arrangements in place for
ongoing maintenance. Information sought by Manchester City Council would be no more than
necessary, having regard to the nature and scale of the development concerned in line with
NPPF Paragraph 081.

In some instances where no clear adoption of the drainage system is proposed, a drainage
maintenance condition could be attached to the planning applications. In order to discharge
this condition, the following evidence should be provided following construction:

e Verification report providing photographic evidence of construction as per design
drawings;

e As built construction drawings if different from design construction drawings;


http://planningguidance.planningportal.gov.uk/blog/guidance/flood-risk-and-coastal-change/reducing-the-causes-and-impacts-of-flooding/why-are-sustainable-drainage-systems-important/#paragraph_085

Management and maintenance plan for the lifetime of the development which shall
include the arrangements for adoption by any public body or statutory undertaker, or
any other arrangements to secure the operation of the sustainable drainage scheme

throughout its lifetime.

Applicants are strongly advised to discuss their proposals with relevant planning officers at the
pre-application stage to ensure that an acceptable SuDS scheme is submitted.



Mark Jones

From: wastewaterdeveloperservices@uuplc.co.uk

Sent: 20 December 2022 18:47

To: Mark Jones

Cc: Jenna Lowe

Subject: RE: PDE for: Victoria Park, Manchester  UU Ref: 02800739
Hi Mark,

To accurately measure all brownfield impermeable area that drains to the public sewer we would need a detailed
topo survey showing levels/contours and drains/gullys/rainwater down pipes etc and an existing impermeable area
catchment plan. The submitted CCTV drainage plan is not clear on the MH numbers/references therefore | cannot
match up which sewers are which on the report.

It is understood that a portion of the car park has been surveyed to show it drains to the sewer on site as well as the
northern building, therefore based on a rough area calculation we can assume this area existing discharge rate using
the calculations made by my colleague previously comes to 27.8l/s, and with a betterment of 50% the rate is 13.91/s
which we would accept subject to points of connections and a drainage plan being reviewed.

Kind regards,

Shoaib.

——————————————— Original Message ---------------

From: wastewaterdeveloperservices@uuplc.co.uk [wastewaterdeveloperservices@uuplc.co.uk]
Sent: 14/12/2022 11:50

To: m.jones@thelkgroup.com

Cc: j.lowe@thelkgroup.com

Subject: PDE for: Victoria Park, Manchester UU Ref : 02800739

Good Morning,
Thank you for contacting United Utilities.
| have passed your details to our engineer who will respond in due course.

Kind Regards,

Louise Dack
* Customer Advisor Advanced
Unlted Developer Services & Metering
Uti”t"es Customer Services

T: 01925 233063 (33063 internal)
Water for the North West unitedutilities.com

Did you know we now have a live chat facility available to you Mon to Friday 8 -5pm. You just click on the orange live
chat box on our webpage and one of our advisors will be ready to chat to you and help you with your enquiry
https://www.unitedutilities.com/builders-developers/ or you can email us at
WastewaterDeveloperServices@uuplc.co.uk
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Tite Qbar Existing Runoff Victoria Park, Manchester
Area data:-
FSR data
M5-60 = 18.5 r= 0.i36
Soil index = 0.45 SAAR = 860
WRAP value = 4 Nat grid = SJ8695
Site data:-
Ret. period (yrs) = 2.33 ToC =7.0 mins _
Time of entry = 7.00 Overland flow time = 0.0 mins
Impervious area drained = 3700 m2 Pervious area drained = 2500 m?
Site slope = Mild <2% (1:50) Soil type = Clay .
Length of overland flow = 0.00 Climate change factor = 0.0 %

Calculated data:-

Calculated runoff factor = 47.0% UCWI =90.1
Rainfall rate= 59.1 mm/Hr Runoff rate (gross)= 47.8 I/s
Methods

Runoff factor (RF) = 47.0, calculated from:-

Runoff factor = (0.829*PIMP)+(25*SOIL)+(0.078*UCWI)-20.7
where

PIMP = Impervious Area*100/(Impervious Area+Pervious Area)
UCW!I = Calculated value for Wetness Index

Calculations produced by MasterDrain Surface Water design program
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MasterDrain “*4 Year Existing Runoff Victoria Park, Manchester d
SW

™ 1 Year Existing Runoff Victoria Park, Manchester

Checked

Reviewed

Area data:-

FSR data

M5-60 = 18.5 r= O.i36

Soil index = 0.45 SAAR = 860

WRAP value = 4 Nat grid = SJ8695

Site data:-

Ret. period (yrs) = 1 ToC = 10.0 mins _
Time of entry = 10.00 Overland flow time = 0.0 mins
Impervious area drained = 3700 m2 Pervious area drained = 2500 m?
Site slope = Mild <2% (1:50) Soil type = Clay .
Length of overland flow = 0.00 Climate change factor = 0.0 %

Calculated data:-

Calculated runoff factor = 47.0% UCWI =90.1
Rainfall rate= 41.4 mm/Hr Runoff rate (gross)= 33.5 I/s
Methods

Runoff factor (RF) = 47.0, calculated from:-

Runoff factor = (0.829*PIMP)+(25*SOIL)+(0.078*UCWI)-20.7
where

PIMP = Impervious Area*100/(Impervious Area+Pervious Area)
UCW!I = Calculated value for Wetness Index

Calculations produced by MasterDrain Surface Water design program
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Tile 30 Years Existing Runoff Victoria Park, Manchester
Area data:-
FSR data
M5-60 = 18.5 r= 0.i36
Soil index = 0.45 SAAR = 860
WRAP value = 4 Nat grid = SJ8695
Site data:-
Ret. period (yrs) = 30 ToC = 6.0 mins _
Time of entry = 6.00 Overland flow time = 0.0 mins
Impervious area drained = 3700 m2 Pervious area drained = 2500 m?
Site slope = Mild <2% (1:50) Soil type = Clay .
Length of overland flow = 0.00 Climate change factor = 0.0 %

Calculated data:-

Calculated runoff factor = 47.0% UCWI =90.1
Rainfall rate= 104.7 mm/Hr Runoff rate (gross)= 84.7 I/s
Methods

Runoff factor (RF) =47.0, calculated from:-

Runoff factor = (0.829*PIMP)+(25*SOIL)+(0.078*UCWI)-20.7
where

PIMP = Impervious Area*100/(Impervious Area+Pervious Area)
UCW!I = Calculated value for Wetness Index

Calculations produced by MasterDrain Surface Water design program
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Reviewed

Area data:-

FSR data

M5-60 = 18.5 r= O.i36

Soil index = 0.45 SAAR = 860

WRAP value = 4 Nat grid = SJ8695

Site data:-

Ret. period (yrs) = 100 ToC = 6.0 mins _
Time of entry = 6.00 Overland flow time = 0.0 mins
Impervious area drained = 3700 m? Pervious area drained = 2500 m?
Site slope = Mild <2% (1:50) Soil type = Clay .
Length of overland flow = 0.00 Climate change factor = 0.0 %

Calculated data:-

Calculated runoff factor = 47.0% UCWI =90.1
Rainfall rate= 132.6 mm/Hr Runoff rate (gross)= 107.3 I/s
Methods

Runoff factor (RF) = 47.0, calculated from:-

Runoff factor = (0.829*PIMP)+(25*SOIL)+(0.078*UCWI)-20.7
where

PIMP = Impervious Area*100/(Impervious Area+Pervious Area)
UCW!I = Calculated value for Wetness Index

Calculations produced by MasterDrain Surface Water design program
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MasterDrain 30 Years + 40% Storage Event Victoria Park, Manchester By Checked |Reviewed
sw -
T 30 Years + 40% Storage Event Victoria Park, Manchester
Data:-

FSR Hydrology:-

Location =VICTORIA PARK Grid reference = SJ8695

M5-60 (mm) = 18.5 r =0.36

Soilindex =0.45 SAAR (mm/yr) = 850

Return period = 30 WRAP =4

ucwi

=91.2

Climate change = 40

Clayey, or loamy over clayey soils with an impermeable layer at shallow depth.

Runoff factor (RF) = 65.0, calculated from:-

Runoff factor = (0.829*PIMP)+(25*SOIL)+(0.078*UCWI)-20.7

where

PIMP = Impervious Area*100/(Impervious Area+Pervious Area)

UCWI = Calculated value for Wetness Index

Design data:-

Imperv. area
Total area (TA)

= 5000 m?
= 6200 m?

Mean disch. rate =13.900 I/s

Additional flow

=0.00 /s

Calculated data:-

Time to max
Rainfall at max

=61.0 mins
= 39.38 mm/hr

Pipeline storage =0.0 m*
Offline storage =0.0 m*

Fixed 6 hour data:-

Rainfall event
Rainfall rate

=6 hours
=11.00 mm/hr

Pervious area =1200 m?

Equiv area =4030 m? (TA x RF).
Areal reduction factor = 1.000
Climate change factor =40

Calculated storage volume = 108.0 m®
Allowed discharge rate =13.900 I/s
Available MH storage =0.0 m?

Calculated storage volume = 0.0 m®
Allowed discharge rate =13.900 l/s

Rainfall intensities calculated using the Wallingford Procedure

Storage lengths for initial calculation (x 1.1, 1.2, 1.3 or 1.5 as above if required) :-

Diam
100
150
225
300
375
450
525
600
675
750
825
900
975

1050

Len Diam Len
13753.0 1125 108.7
6112.5 1200 95.5
2716.6 1275 84.6
1528.1 1350 75.5
978.0 1425 67.7
679.2 1500 61.1
499.0 1575 55.4
382.0 1650 50.5
301.8 1725 46.2
244.5 1800 42 .4
202.1 1875 39.1
169.8 1950 36.2
144.7 2025 33.5
124.7 2100 31.2

Ovoid Len Box culvert
400 x 600 600.0 500 x 500
600 x 900 261.2 500 x 750
800 x 1200 146.9 500 x 1000

750 x 1000
750 x 1200
750 x 1500
1000 x 1000
1000 x 1200
1000 x 1500
1000 x 1800
1000 x 2000
1500 x 1500
1500 x 1800
1500 x 2000

Len
432.
288.
216.
144.
120.

96.
108.

90.

72.

60.

54.

48.

40.

36.

[eNeolNeoNoNoNoNoNoNoNolNoNoNoNol




MasterDrain
SW

Data: -
Time

(mins)

10

20

30

40

50

60

70

80

90
100
110
120
130
140
150
160
170
180
190
200
210
220
230
240
250
260
270
280
290
300
310
320
330
340
350
360
370
380
390
400
410
420
430
440
450
460
470
480
490
500
510
520
530
540
550
560
570
580
590
600
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Project

30 Years + 40% Storage Event Victoria Park, Manchester By Checked | Reviewed
T 30 Years + 40% Storage Event Victoria Park, Manchester
Rain Inflow Outflow Balance
mm/hr (m3) (m3) (m3)
117.0 77.240 8.340 68.900
80.0 106.144 16.680 89.464
63.0 124.382 25.020 99.362
52.0 137.953 33.360 104.593
45.0 148.859 41.700 107.159
40.0 158.027 50.040 107.987
36.0 165.964 58.380 107.584
33.0 172.980 66.720 106.260
30.0 179.277 75.060 104.217
28.0 184.997 83.400 101.597
26.0 190.242 91.740 98.502
25.0 195.086 100.080 95.006
23.0 199.591 108.420 91.171
22.0 203.801 116.760 87.041
21.0 207.753 125.100 82.653
20.0 211.479 133.440 78.039
19.0 215.002 141.780 73.222
18.0 218.344 150.120 68.224
18.0 221.523 158.460 63.063
17.0 224 .554 166.800 57.754
16.0 227.450 175.140 52.310
16.0 230.222 183.480 46.742
15.0 232.879 191.820 41.059
15.0 235.432 200.160 35.272
14.0 237.888 208.500 29.388
14.0 240.253 216.840 23.413
14.0 242 .533 225.180 17.353
13.0 244.735 233.520 11.215
13.0 246.863 241.860 5.003
13.0 248.921 250.200 0.000
12.0 250.914 258.540 0.000
12.0 252.936 266.880 0.000
12.0 254.915 275.220 0.000
11.0 256.846 283.560 0.000
11.0 258.733 291.900 0.000
11.0 260.577 300.240 0.000
11.0 262.381 308.580 0.000
11.0 264.146 316.920 0.000
10.0 265.874 325.260 0.000
10.0 267.567 333.600 0.000
10.0 269.227 341.940 0.000
10.0 270.855 350.280 0.000
10.0 272.452 358.620 0.000
9.0 274.020 366.960 0.000
9.0 275.560 375.300 0.000
9.0 277.073 383.640 0.000
9.0 278.560 391.980 0.000
9.0 280.021 400.320 0.000
9.0 281.459 408.660 0.000
9.0 282.874 417.000 0.000
8.0 284.266 425.340 0.000
8.0 285.637 433.680 0.000
8.0 286.986 442.020 0.000
8.0 288.316 450.360 0.000
8.0 289.626 458.700 0.000
8.0 290.918 467.040 0.000
8.0 292.191 475.380 0.000
8.0 293.446 483.720 0.000
8.0 294.685 492.060 0.000
7.0 295.907 500.400 0.000

Storage volume (m3*) = 108.0 m?
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Explanatory notes for Peak Flow Storage

1) This system uses the rainfall intensity/ duration curve calculated using either the Wallingford or FEH method

as selected.
2) The balance is calculated from the inflow minus the outflow.
3) The storage volume is the maximum value of the balance curve.
4) This method was described by Davis (1963) - see Butler & Davies, 2nd edition, p294
5) References to 'storm duration' relate only to the hydrograph method (qv).
6) There are always 600 steps in the calculation process, thus a 'run' time of 10 hours will be sampled every minute,

Explanatory notes for Hydrograph Storage
1) The user has the choice of Summer or Winter curves
2) The mean intensity varies with the duration of the storm curve
3) There are always 120 steps in the calculation process, irrespective of storm duration.
4) The balance is calculated from the inflow minus the outflow.
5) The storage volume is the sum of the balance values for each step.
6) Varying durations should be tried to find the maximum storage value - this can be narrowed down very closely.

*Modelling using the flow characteristics of the restrictor is available using Vortex Control modelling function.
Please be aware that this function needs the full design data file to function.

Why do the two methods give different results?
The rainfall characteristics for each method are very different.

The Peak flow (using the Intensity/Duration/Frequency curve) does not model the actual rainfall. This curve is joined
points which represent the mean intensity of a storm at a given duration i.e. a value of 19.5 mm/hr for a 60 minute
storm indicates that over the sixty minute period, the mean intensity was 19.5 mm/hr. The calculation method samples
the IDF curve for a given location and frequency (Return Period) and calculates the storage for that rate and duration
less the outflow volume. The maximum value is displayed as the 'worst case' storage. The outflow volume is constant
throughout the process at the specified discharge rate.

The hydrograph method uses a standard curve for either Winter or Summer storms. Traditionally these are symmetrical
about the central peak. UK rainfall does not fit into this convenient curve, so the calculations are dealing with a

stylised set of data. The mean intensity for the storm is calculated from the IDF curve and applied to the curve data,
calculating the storage for that step less the outflow volume. The final storage volume is the sum of the storage for

all the steps.The outflow volume varies with the hydraulic head on the control device using flow equations provided

by the control manufacturer. This is a far more accurate method than the peak flow method and often results in bigger
storage volumes.

It can be seen that these two methods are very different, and the user may have the choice of which result to use.
This is not an exact science, though is often treated as such by those that do not understand the principles of the
calculations.
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Data:-
FSR Hydrology:-
Location = VICTORIA PARK Grid reference = SJ8695
M5-60 (mm) = 18.5 r =0.36
Soilindex =0.45 SAAR (mm/yr) = 850
Return period = 100 WRAP =4
Ucwi =91.2 Climate change =45
Clayey, or loamy over clayey soils with an impermeable layer at shallow depth.
Runoff factor (RF) = 65.0, calculated from:-
Runoff factor = (0.829*PIMP)+(25*SOIL)+(0.078*UCWI)-20.7
where
PIMP = Impervious Area*100/(Impervious Area+Pervious Area)
UCWI = Calculated value for Wetness Index
Design data:-
Imperv. area = 5000 m? Pervious area =1200 m?
Total area (TA) =6200 m? Equiv area =4030 m? (TA x RF).
Mean pump disch. rate =13.900 I/s Areal reduction factor = 1.000
Additional flow =0.001l/s Climate change factor =45
Calculated data:-
Time to max = 88.0 mins Calculated storage volume = 169.2 m®
Rainfall at max = 41.68 mm/hr Allowed discharge rate =13.900 l/s
Pipeline storage =0.0 m* Available MH storage =0.0 m?
Offline storage =0.0 m*
Fixed 6 hour data:-
Rainfall event =6 hours Calculated storage volume = 44.2 m?®
Rainfall rate =14.00 mm/hr Allowed discharge rate =13.900 l/s
Rainfall intensities calculated using the Wallingford Procedure
Storage lengths for initial calculation (x 1.1, 1.2, 1.3 or 1.5 as above if required) :-
Diam Len Diam Len Ovoid Len Box culvert Len
100 21543.4 1125 170.2 400 x 600 939.8 500 x 500 676.7
150 9574.9 1200 149.6 600 x 900 409.2 500 x 750 451.1
225 4255.5 1275 132.5 800 x 1200 230.2 500 x 1000 338.3
300 2393.7 1350 118.2 750 x 1000 225.6
375 1532.0 1425 106.1 750 x 1200 188.0
450 1063.9 1500 95.7 750 x 1500 150.4
525 781.6 1575 86.8 1000 x 1000 169.2
600 598.4 1650 79.1 1000 x 1200 141.0
675 472.8 1725 72.4 1000 x 1500 112.8
750 383.0 1800 66.5 1000 x 1800 94.0
825 316.5 1875 61.3 1000 x 2000 84.6
900 266.0 1950 56.7 1500 x 1500 75.2
975 226.6 2025 52.5 1500 x 1800 62.7
1050 195.4 2100 48.9 1500 x 2000 56.4
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Storage volume (m3*) = 169.
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Rain Inflow Outflow Balance

mm/hr (m3) (m3) (m3)
155.0 102.549 8.340 94.209
108.0 142.704 16.680 126.024
85.0 168.117 25.020 143.097
71.0 187.034 33.360 153.674
61.0 202.210 41.700 160.510
54.0 214.933 50.040 164.893
49.0 225.910 58.380 167.530
45.0 235.577 66.720 168.857
41.0 244.219 75.060 169.159
38.0 252.034 83.400 168.634
36.0 259.169 91.740 167.429
33.0 265.730 100.080 165.650
32.0 271.802 108.420 163.382
30.0 277.451 116.760 160.691
29.0 282.730 125.100 157.630
27.0 287.681 133.440 154.241
26.0 292.342 141.780 150.562
25.0 296.741 150.120 146.621
24.0 300.905 158.460 142.445
23.0 304.855 166.800 138.055
22.0 308.611 175.140 133.471
21.0 312.188 183.480 128.708
21.0 315.600 191.820 123.780
20.0 318.861 200.160 118.701
19.0 321.982 208.500 113.482
19.0 324.972 216.840 108.132
18.0 327.841 225.180 102.661
18.0 330.596 233.520 97.076
17.0 333.244 241.860 91.384
17.0 335.793 250.200 85.593
16.0 338.248 258.540 79.708
16.0 340.812 266.880 73.932
16.0 343.327 275.220 68.107
15.0 345.780 283.560 62.220
15.0 348.173 291.900 56.273
15.0 350.510 300.240 50.270
14.0 352.794 308.580 44.214
14.0 355.027 316.920 38.107
14.0 357.212 325.260 31.952
14.0 359.351 333.600 25.751
13.0 361.447 341.940 19.507
13.0 363.500 350.280 13.220
13.0 365.513 358.620 6.893
13.0 367.488 366.960 0.528
12.0 369.426 375.300 0.000
12.0 371.328 383.640 0.000
12.0 373.197 391.980 0.000
12.0 375.032 400.320 0.000
12.0 376.837 408.660 0.000
11.0 378.611 417.000 0.000
11.0 380.356 425.340 0.000
11.0 382.072 433.680 0.000
11.0 383.762 442.020 0.000
11.0 385.425 450.360 0.000
11.0 387.063 458.700 0.000
10.0 388.677 467.040 0.000
10.0 390.267 475.380 0.000
10.0 391.833 483.720 0.000
10.0 393.378 492.060 0.000
10.0 394.901 500.400 0.000

N
2
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Explanatory notes for Peak Flow Storage

1) This system uses the rainfall intensity/ duration curve calculated using either the Wallingford or FEH method

as selected.
2) The balance is calculated from the inflow minus the outflow.
3) The storage volume is the maximum value of the balance curve.
4) This method was described by Davis (1963) - see Butler & Davies, 2nd edition, p294
5) References to 'storm duration' relate only to the hydrograph method (qv).
6) There are always 600 steps in the calculation process, thus a 'run' time of 10 hours will be sampled every minute,

Explanatory notes for Hydrograph Storage
1) The user has the choice of Summer or Winter curves
2) The mean intensity varies with the duration of the storm curve
3) There are always 120 steps in the calculation process, irrespective of storm duration.
4) The balance is calculated from the inflow minus the outflow.
5) The storage volume is the sum of the balance values for each step.
6) Varying durations should be tried to find the maximum storage value - this can be narrowed down very closely.

*Modelling using the flow characteristics of the restrictor is available using Vortex Control modelling function.
Please be aware that this function needs the full design data file to function.

Why do the two methods give different results?
The rainfall characteristics for each method are very different.

The Peak flow (using the Intensity/Duration/Frequency curve) does not model the actual rainfall. This curve is joined
points which represent the mean intensity of a storm at a given duration i.e. a value of 19.5 mm/hr for a 60 minute
storm indicates that over the sixty minute period, the mean intensity was 19.5 mm/hr. The calculation method samples
the IDF curve for a given location and frequency (Return Period) and calculates the storage for that rate and duration
less the outflow volume. The maximum value is displayed as the 'worst case' storage. The outflow volume is constant
throughout the process at the specified discharge rate.

The hydrograph method uses a standard curve for either Winter or Summer storms. Traditionally these are symmetrical
about the central peak. UK rainfall does not fit into this convenient curve, so the calculations are dealing with a

stylised set of data. The mean intensity for the storm is calculated from the IDF curve and applied to the curve data,
calculating the storage for that step less the outflow volume. The final storage volume is the sum of the storage for

all the steps.The outflow volume varies with the hydraulic head on the control device using flow equations provided

by the control manufacturer. This is a far more accurate method than the peak flow method and often results in bigger
storage volumes.

It can be seen that these two methods are very different, and the user may have the choice of which result to use.
This is not an exact science, though is often treated as such by those that do not understand the principles of the
calculations.
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