
LEGEND
PROPOSED SURFACE WATER DRAIN

SILT TRAP

TYPE 3 INSPECTION CHAMBER

RAINWATER PIPE

TYPE C PERMEABLE PAVING

BOTTLE GULLEY

RODDING EYERE

RWP

EXISTING COMBINED SEWER
PERFORATED PIPE

FLOW CONTROL MANHOLE

RWP

RWP

RWP

RWP

RWP

RE TYPE C PERMEABLE PAVING CONSTRUCTION ON
CARK PARKING SPACES AND ACCESS ROAD

Aquaflow® BLOCK PAVING OR SIMILAR PERMEABLE
SURFACING. Aquaflow® BLOCKS PROVIDE
DRAINAGE THROUGH VERTICAL CHANNELS AND
ALLOW WATER THROUGH AT A RATE OF
APPROXIMATELY 9000mm PER HOUR (9000 LITRES
PER m2 PER HOUR)

TOTAL AVAILABLE AREA: CIRCA. 260m2

SUB-BASE DEPTH:400mm
VOID RATIO: 30%
TOTAL AVAILABLE STORAGE: 31.20m3

TOTAL RESIDENT VOLUME: 29.79m3

CL: VARIES 38.85 - 39.00
IL: 38.35

TO BE UTILISED FOR ATTENUATION AND
TREATMENT

SUB-BASE TO BE LAID FLAT

FINISHED (SUBJECT TO ARCHITECT SPECIFICATION
- BLOCK PAVING OR SIMILAR. SUB-BASE TO BE
LINED (NO INFILTRATION)

1. PERMEABLE BLOCK SURFACING
2. LAYING COURSE MATERIAL
3. GEOTEXTILE
4. SUB-BASE - MIN 400mm THICK 6-20mm CLEAN

CRUSHED STONE -  SUBJECT TO SITE CBR'S
5. 150mm PERFORATED PIPE
6. IMPERMEABLE MEMBRANE

ENSURE SUFFICIENT COVER IS PROVIDED FOR
ANTICIPATED LOADING - UP TO MANUFACTURER'S
SPECIFICATIONS

ANY RUNOFF NOT FILTERED THROUGH
PERMEABLE PAVING TO BE FILTERED THROUGH
CRUSHED STONE MEDIUM TO REDUCE RISK OF
SILTING

CONNECTION INTO DOWNSTREAM COMBINED
PUBLIC SEWER VIA HYDROBRAKE FLOW CONTROL

HYDROBRAKE FLOW CONTROL

 LIMITING RUNOFF TO QBAR FOR ALL
STORM EVENTS UP TO AND

INCLUDING 100YEAR+45%CC

CL: 38.90
IL: 37.90

MAX FLOW: 2.0l/s
UNIT REF: CHE-0075-2000-0400-2000

CL: 39.00
IL: 38.35 RWP

EXISTING CAR PARK TO
DRAIN AS EXISTING

ALL WALKWAYS TO
BE PERMEABLE

MARLEY USW30 SILT
TRAP WITH INLET
FILTER OR SIMILAR

CONNECTION INTO
EXISTING ADOPTED
SEWER

CHAMBER WITH
NON-RETURN
VALVE

CL: 38.90
IL: 38.00
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NOTES:
1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH

ALL RELEVANT REPORTS, PLANS AND
ARCHITECTURAL DRAWINGS

2. THIS DRAWING SHOULD NOT BE SCALED. THERE
SHOULD BE NO RELIANCE ON THIS DRAWING WITH
REGARDS TO DIMENSIONS. ALL DIMENSIONS SHOULD
BE CONFIRMED ON SITE.

3. ANY DISCREPANCY ON THIS DRAWING SHOULD BE
REPORTED TO AEGAEA IMMEDIATELY FOR
CLARIFICATION.

4. THE CONTRACTOR IS RESPONSIBLE FOR ALL WORKS
AND FOR THE STABILITY, INSTALLATION AND HEALTH
AND SAFETY OF THE WORKS.

5. AEGAEA HAVE PRODUCED THIS DRAWING BASED ON
THE DRAWINGS AND INFORMATION PROVIDED BY THE
CLIENT AVAILABLE AT THE TIME OF PRODUCTION. WE
CANNOT ACCEPT RESPONSIBILITY FOR
DISCREPANCIES RESULTING FROM NEW PLANS/
INFORMATION BEING ISSUED POST-ISSUE OF THIS
DRAWING. THE CONTRACTOR SHOULD REVIEW THIS
DRAWING IN LIGHT OF WIDER SITE INFORMATION
SUCH AS CONTAMINATION, UTILITIES SURVEYS AND
SITE INVESTIGATIONS

6. IT IS THE RESPONSIBILITY OF THE PRINCIPLE
CONTRACTOR TO MAKE THE DESIGNER AND CLIENT
AWARE OF SITE-SPECIFIC RISKS AND HAZARDS THAT
MAY AFFECT THE DRAWING AND SPECIFICATION
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