RISER

FRTBC

WINDOW
INFILLTBC

—— FULL HEIGHT LINING TO
CREATE SMOOTH INTERNAL
FACETO LIFT SHAFT - NO
FINISH REQUIRED

e e oo (e

FOR DETAILS OF INTERNAL
WALL CONNECTIONSTO
EXISTING FABRIC REFERTO
DRG 353 CD 1015

e e

I 1l
I i

KEY

[ ] BLOCKWORK SPEC F10/120

[ ] METAL STUD FRAME SPEC K10/110
(FRAME ONLY - LININGS SEPARATE)

[ 1 GLAZED SCREEN SPECTBC

WALLBOARD LINING SPEC K10/130
WITH PAINT FINISH SPEC M60/150

TILEBACKER BOARD LINING SPEC K10/140
SOUNDBLOC BOARD LINING SPEC K10/150
WITH PAINT FINISH SPEC M60/150

FIRELINE BOARD LINING SPEC K10/160 WITH
PAINT FINISH SPEC M60/150

ALUMINIUM FLAT CLADDING PANELS SPECTBC

INTUMESCENT PAINTTO CAST IRON COLUMNS
SPEC M60/145

SOLID LINES INDICATE LININGS TO FULL HEIGHT
LININGS, DOTTED LINES INDICATE LININGSTO
PARTIAL HEIGHT (H/L OR /L)

Rev P3 - 08/23 - Paint finish added to key, west gable
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