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Notes:

Do not scale off this document/drawing/model for any purposes other 
than those required in connection with the application for planning 
consent for the project.
This document/drawing/model is prepared for the sole use of EPR 
Architects’ employer and the benefit of the employer’s permitted 
licensees. No liability to any other persons is accepted by EPR 
Architects.
EPR Architects accepts no liability for any use of this 
document/drawing/model by parties other than the party for whom it was 
prepared or for purposes other than those for which it was prepared.
Copyright in the design contained in this document/drawing/model 
remains vested in EPR Architects.
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St John's Campus NCP Car ParkGartside StreetExisting Developments

Blue Mix, glazed brick 
facade

Grey PPC coated, 
louvred plant screen with 
prominent black 
decorative  'V' framing, a 
visual connection to the 
ground floor steel truss 
design. 

Double height 
intumescent  painted 
black steel truss 

Crittal style, Black 
Anodic PPC coated 
windows with central 
openings.

BMU maintenance 
system (parked position) 

Glazed blue brick 
parapet to terrace 
level

Goods Lift over- run, providing 
maintenance access to the roof

Black, Anodic PPC  
coated curtain walling 
with black, back 
painted glazed 
spandrel panels 

Black, Anodic PPC coated,  Louvred 
facade. Providing screening and 
ventilation to plant rooms


