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Proposed roof plan

Extractor fans

Emergency exit sign

Emergency lighting

Alarm bell sounder

Heat detector

Somke detector interlinked

Electrical:
Al eleckrical taken of existing mains supply by
qualified registered electrician to IEE regulations

GENERAL NOTES:
building regulations notes to read in conjunction
with drawings and structural engineers

current edition & meets the requirements of part Pcalculations & notes:

electrical safety in buildings. Installed and tested
by a person competent to do so IE NIC EIC or
other approved institure, to BS skandards, to
cdients request and LA satisfackion.

Heat ing:

Heating and hot water to be taken of existing
system. Work +o be carried outr corgi
registered engineer to client's request.

Plumbing:

Soil pipes and accessories to BO4DI4. |10mm
diameter soil ¢ vent pipe positioned externally
with mesh cover outletr. Positioned 400mm above
any window head. To discharge directly into
existing system via |10mm diameter rest.
|OOmm diamerer waste connecred to sink.
Tomm deep seal traps 2Dmm waste pipes

LB 70mm deep seal traps 22 mm waste pipes
provide any syphonic traps, where DOmm
diameter common waste pipe is used for one
or mare appliance.

All pipe works in roof space fo be insulated in
accordance to BS. 2422:1977

Disclaimer:

Syed Helal Uddin Architectural Services

does not accept any liability of positions or
depths of the drains. This is to be investigated
by the contractor prior to commencing work.

Al workmanship and materials ueed must
comply with current regulakions. All materials
shall be fixed, applied or mixed in accordance
manufacturer's specification.

The contrackor must t+ake into account
everything necessary for proper execution

of the works to the complete satisfaction of
the building inspector whether or not indicated
on the drawing.

Wallst

Al inkernal Fimber partition to be construcred of
20mm x 72mm s/w ood battens @ max ©OO0mm
centres vertical and horizontal. Void between
frame—work to be filled in with 100mm Ffibre
glass quilt insulation. Fire-line both side of
partition to min 1/2 hr fr.

Double up floor joists below partition walls
arround stairs and baths
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I. this drawing is only prepared for submission
under building regulations and planning

legislation and is not to be used as a working
drawing.

2. asbestos, it is important that a check is
madefor the presence of asbestos or materials
contraining asbestos and any hecessary action

taken before any work is begun. any action

taken must comply with current relevant
legislation.

2. all materials and workmanship to be to the
appropriatestandard and/code of practice/

agre'ment certificate.

4. windows to be not less than |/1OFh of the
floor areato habitable rooms.

D. opening light +o windows +o be not less

than |/20th of +the floor area.

©. trickle ventilations to heads of all windows

to give not less than D000MM2 of free air area.
7. no dimensions to be scaled off this drawing.
9. all drainage passing through the building

must be encased in a minimum of 0" of

concrete.

A, all figured dimensions to be checked on

sight before any works are pur on hand.

[O. new walls either bonded into existing or
mechanically connected.

I'l. cavities +o be continued through.

|2, vertical and horizontal damp proof membrane
to all external openings.

I2. all work drainage to the complete satisfaction
of the local authority.

[4.90mm minimum bearing to all structural Fimber.
[D. 22%mm minimum structural bearing to all
structural steelwork.

|©. universal beams to rest on ©" insitu concrete
padstone.| 7. catnic or other approved lintels over
new or altered openings.

[®. mechanical ventilation o kitchen (220m?/h)
and bathroom (1703/h).

|9, permission required in writing from affected
neighboursbefore plans are submitted or any work
is put in—hand orundertaken which ever comes
firet.20. i+ may be that covenants exist on all or
part of the property/land — the applicant is
advised to check before proceeding. there are

also the requirements of the party wall act 1990,
which the owner must take into account if the
works are affected by this legislation.

Drains:

All New Connections Into The Existing System

Via A New Inspection Chamber. Inspection

Chamber Construcred Using 229mm Engineering
Bricks, Builk On A 100mm Thick Concrete Base.
Single Seal Galvanised Mild Steel Cover And

Frame Fix 100mm Diameter Vitrified Clay Channel
Or Similar And Bench In 112 Cement Mortar.
Drain Connections To Be Determined On Site To
The Complere Satisfackion Of The Building Inspector.
Underground Drainage Self Cleansing Min 1:40 Fall.
Disclaimer:

Syed Helal Uddin Architectural Services

Does Not Accept Any Liability Of Positions Or
Depths Of The Drains, This Is To Be Investigated
By The Contrackor Prior To Commencing Work.

Al Workmanship And Materials Used Must
Comply With Current Regulations. All Materials
Shall Be Fixed, Applied Or Mixed In Accordance
Manufacturer'S Specification.

The Contractor Must Take Inta Account
Everything Necessary For Proper Execution

Of The Works To The Complete Satisfaction Of
The Building Inspector Wherher Or Not Indicated
On The Drawing.

BEAMS:

blast clean, prime & paint all steelwork
before fixing.

Builder to provide adequate support peirs
below beams

Where parallel beams used use |00xD200
Ms restraint bars fixed to both flanges at
each and mid—span by welding or bolting
with M20 2.9 boalts.

OTEELWORK FIRE PROTECTION:

steckwork to be fininshed with D0 x D0mm
wooden cradlecovered with minimum +wo
layers of 12.2mm plasterboard secured with
|.omm stainless steel wire at 100mm pitch,
and skimed with ©mm vemiculite plaster coat.

Bathrooms:

Minnimum | Dlitres of extraction per
second connected via light ewitch with a
[Dminute over run facility.
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