EXT-101 CONCRETE BLOCK PAVING - TYPE 1

EXT-102 CONCRETE BLOCK PAVING - TYPE 2

EXT-101 CONCRETE BLOCK PAVING - TYPE 1

Suitability Code (as defined in ISO 19650-2:2018)

Work in Progress (WIP)

S0 - Initial Status

Shared (Non- Contractual)

S1 - Suitable for co-ordination
S2 - Suitable for information
83 - Suitable for review & comment

S4 - Suitable for stage approval

S5 - Withdrawn

S6 - Suitable for PIM authorisation
S7 - Suitable for AIM authorisation

Published (Contractual
A1, A2, A3, Etc - Authorised and accepted
B1,B2,B3, Etc, - Partial sign-off (with comments)
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Safety, Health and Environmental Information

In addition to the hazards / risks normally associated with the types of work
detailed on this drawing, note the following risks and information:

@ TYPICAL CONCRETE BLOCK PAVING - PERMEABLE BOUND (LEVEL 01) @ TYPICAL CONCRETE BLOCK PAVING - IMPERMEABLE (LEVEL 01) @ TYPICAL TARMAC ON FORGE LANE BRIDGE - IMPERMEABLE

Construction See risk register

No abnormal risks identified with this package of work

For information relating to Use, Cleaning and Maintenance see the Health
and Safety File. Itis assumed that all works will be carried out by a
competant contractor working, where appropriate, to an approved method

statement.
client
AN
N | | | | | | | | | | | | | |
5 90 250 90 250 90 250 90 250 90 250 90 250 90
3 4./ /'n/ /'v /'v /'n/ /'v /'v /'v /'n/ /'v /'v /'v /'v 4./ I N T E R N A T I o N A I-
| | | | | | | | | | | | | |
m% ¥ ¥ ¥ ¥ ¥ ¥ ¥ ¥ ¥ ¥ ¥ ¥ ¥ ¥
o ( i r ﬁ ( ﬁ r j ( ﬁ r j ( ﬁ © COPYRIGHT. ALL RIGHTS RESERVED
3 _%_ k\ @ lq k\ {J k\ ,4 k\ lg k\ ’! k\ lﬂ k\ THISgVORK IS COPSY(’Z!GHT AL\I:D CAgNOg BE%EPROCE:)UCE[():OR CgF’IED Ig ANéFggOM OR BGK
0N — — — — — WITHOUT THE WRITTEN PERMISSION OF POPULOUS ANY LICENSE, EXPRESS OR IMPLIED,
N TO USE THIS DOCUMENT FOR ANY PURPOSE WHATSOEVER IS RESTRICTED TO THE TERMS
o | | | | | | | | | | | | | | OF THE AGREEMENT OR IMPLIED AGREEMENT BETWEEN POPULOUS AND THE INSTRUCTING
FXT103 - CONCRETE BLOCKPAVING - TYPE 3 . I I I I I I | = 90X90MM HARDWOOD JOIST SPACED 250MM CLEAR WIDTH T
USE FIGURED DIMENSIONS IN PREFERENCE TO SCALED. CHECK ALL DIMENSIONS ON SITE
oM
EXT-131 COATED MACADAM PAVING EXT-221 METAL EDGINGS | I | | I | | I | | | | | | BEFORE FABRICATION OR SETTING OUT
Yol
EXT-181 TIMBER DECKING - TYPE 1 =l &l ) & I I | I | I
architect
o= i i i i I I i i I i I I i i o o s®
o
7 s g (1 | | | | I | POPULOU
BASE COURSE 21— 90X90MM HARDWOOD JOIST FOR VEHICULAR PAVING N e === -~ b~ b~ b~ b~ b~
TO CIVIL ENGINEER'S SPECIFICATION 5 Al(.|_ |\ 3 l' |\ {| |\ l' |\ l' |\ l' |\ l' |\ 14 BLADES COURT | DEODAR ROAD | LONDON | SW15 2NU | UNITED KINGDOM
3 ~ RYNODECK SUPPORT SELF- TELEPHONE +44 (0)20 8874 7666 FACSIMILE +44 (0)20 8874 7470
y ADJUSTABVLE PEDESTALS % \ ““P— \ - ( \ = ( ‘ = ( \ — { } b ( \ ( LEVELLING ADJUSTABLE PEDESTAL ALL PRODUCTION & INTELLECTUAL PROPERTY RIGHTS RESERVED © POPULOUS 2009
y S o
% SR (. (. I (N I (I (.
‘ " . ‘ ; S 3 ?I REVISIONS
e et o et ‘ﬁmﬁmﬁmﬁmﬁmﬁmﬁﬁ*ﬁ LT B At N | ! | ! | | | || | REV] DATE DESCRIPTION
gmgﬁgﬁgmgmgﬁgﬁgmgmgﬁgﬁgmgmgﬁgﬁgmgmgﬁgﬁgmgmgﬁgﬁgmgmgﬁgﬁgﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%{;&ﬁlm,m,mim SUBBASE TO CIVIL ENGINEER'S DETAILS o 3 I I S I I I I I I I I I I ' ' 00 29.11.2019 |DRAFT RIBA STAGE 3
%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ%ﬁ s I I I I I I I 01 [14.04.2020[ISSUED FOR T1 DRAFT STAGE 4A
e e \IH'PiH'FH | |—Soieik (el | | | —Sbinink || | | | ik (el | | | | ik |dujen | | e e e M e e e e \IH'PiH'!IH ol . . . . . . . . . . . . ' . 02 22.06.2020 [ISSUED FOR T2 STAGE 4a
S . g . i . & 4 L . N t t t t t t t t t t t t t t 03 |23.04.2021 |STAGE 4B HARD LANDSCAPE
L : - - : : o o 4 4 - STRUCTURAL SLAB TO STRUCTURAL ENGIEER'S DETAILS o | | | | | | | | | | | | | 04 [09.07.2021 [STAGE 4B TO INCORPORATE VE UPDATE
. A < WATERPROOFING TO ARCHITECTS SPECIFICATION 3 ~ 4;- -~ N ~ N ~ N -~ ~ N -~ C01_ |02.12.2021 |HARD LANDSCAPE PACKAGE FOR CONSTRUCTION
X 9 N é|(| Iy 1 I I 1y 1 Y /1 I 1 Y 1 I I
4 N v v vV ' \ vV N vV ' N vV
A . 4. - < | \ \ A \ | \
e A . -
< g - 4 A A STRUCTURAL SLAB TO STRUCTURAL ENGINEER'S DETAILS
< - 2 ,
T | \ A Al I
N . g . - : . - . -
@ TYPICAL COATED MACADAM PAVING (LEVEL 01)
1:10

@ TYPICAL TIMBER DECKING DETAIL (LEVEL 01) @ TYPICAL TIMBER DECKING DETAIL (LEVEL 01) PLAN

project

Co-op Live

we TYPICAL PAVING DETAILS

purpose of issue

CONSTRUCTION

scale 1:10 @ AO dawn  FP Project no. Suitability
date 29/11/19 checked TJ 4933 S3
projectcode originator volume level type role  number rev.

rieenc: BRA-POP-ZZ-ZZ-DR-L-8300 Co1




	Sheets
	8300 - TYPICAL PAVING DETAILS


