
FURNITURE
High Quality Natural Stone Seat
Colour: Silver Grey
Texture: Flamed
Other: Timber seat with, backrest, armrest and lighting
Movable Planter and Wind Baffle
Planter: Bespoke acid etched concrete planter: 0.6mH
Baffle: Architectural metalwork panel: 2.5m (above planter)
Other: 1m Hedge installed around the baffles

Cycle Stands
Material: Stainless Steel

Demountable Bollards
Material: Stainless Steel

Baffle (adjacent to facade)
Material: Perforate metal

Feature Courtyard Lighting Column
Material: P/C Steel

Raised Planter
Material: bespoke acid etched concrete planter
Height: 1.1m

Recess Paved Tree Grill
Material: Stainless Steel
Other: Irrigation and Aeration inlets
Size: 1.2x1.2m

Movable Seat and Wind Baffle
Planter: Bespoke acid etched seat: 0.45m High
Baffle: Architectural metalwork panel: 2.5m
(above planter)

Bin
Material: Stainless Steel

Baffle (With in the landscape)
Material: Perforate metal
Height: 2.5m

Raised metal Planter
Material: P/C Steel to match Phase 2

Indicative Drainage Channels
Core public realm areas denoted
(Interface with highways to be concluded
as part of detail design)
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5 x Trees under Plot F application proposed
to the northern footway.
Moved to the southern footway
to facilitate combined service
Phase 3 and Plot F lay-by

2 x Additional trees to be facilitated within the Plot F application Boundary.
Trees provide wind mitigation for Phase 3

Minor modification to Plot F kerb line

Proposed continuation of footway shown in the
situation that Bridgewater House has been developed.
Bell mouth access removed.

Tappered steps

Tree planting and wind baffle mitigation to be installed
within the Phase 2 park on construction of Phase 3

Footway surfacing as part of Plot F

Improvements to footway delivered to
allow planting of two number trees as part of Phase 3

Orange line denotes adoptable highway lineOrange line denotes adoptable highway line

Orange line denotes adoptable highway lineOrange line denotes adoptable highway line

Orange line denotes adoptable highway line

Orange line denotes adoptable highway line
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HARD LANDSCAPE

High Quality Footway Materials (Flags)
Product: Yorkstone or Pennant Type Stone
Plan Size: To MCC Standards when outside red line
Unit Depth: To MCC Standards

High Quality Natural Stone / Re-Con Stone Flags
Plan Size: Bespoke shape flags
Colour: Buff tone
Texture: Sawn

High Quality Natural Stone / Re-Con Stone Cubes
Plan Size: 100x100
Colour: Buff tone with silver block details
Texture: Fine Picked
High Quality Re-Con Stone Setts
Plan Size: 200x100
Colour: Buff tone with silver detail blocks
Texture: Fine Picked
Asphalt
To engineers specification

Tactile Pavings - Corduroy
Plan Size: 400x400
Colour: Black
Texture: Flamed
High Quality Natural Stone/Re-Con Stone Raised Kerbs
Plan Size: 200x800
Colour: Silver Grey
Texture: Flamed
High Quality Natural Stone / Re-Con Stone Flush Kerbs
Plan Size: 200x800
Colour: Silver Grey
Texture: Flamed

High Quality Natural Stone / Re-Con Stone Raised Step
Plan Size: 400x600
Colour: Silver Grey
Texture: Flamed
High Quality Natural Stone / Re-Con Stone Flush Edge
Plan Size: 400x600
Colour: Silver Grey
Texture: Flamed

Hot Rolled Asphalt
To engineers specification

SOFT LANDSCAPE

Proposed Amenity Grass
Product: Shadesman +turf (or similar approved)

Proposed Evergreen Topiary Tree (Single Stem)
Typical Species: Taxus
Height: 4-5m. Girth: 40-45cm
Fixing: below ground guyed. Irrigation: Irrigation ring
Other: Bark mulch ring to base (metal circular collar)
lighting: Uplighter
Proposed Street Tree In-ground (Single Stem)
Typical Species: Acer campestre 'Queen Elizabeth'. Tilia cordata
'rancho'
Height: 5.5-6m. Girth: 30-35cm
Fixing: below ground guyed / structural cells. Irrigation: Irrigation ring
Lighting: Uplighter
Proposed Street Tree In-planter (Single Stem)
Typical Species: Betula 'Edinburgh'
Height: 5.5-6m. Girth: 25-30cm
Fixing: below ground guyed. Irrigation: Irrigation ring
Lighting: Uplighter

High Quality Natural Stone / Re-Con Stone Flags
Plan Size: To Match MCC Footways
Colour: Buff tone
Texture: Sawn

High Quality Footway Materials (cubes)
Product: Yorkstone or Pennant Type Stone
Plan Size: To MCC Standards when outside red line
Unit Depth: To MCC Standards

Proposed Amenity Planting
Density: 5 per m2
Species: to match character of the park
Other: Application of bark mulch to surface

PLANNING BOUNDARIES

Planning Red Line Boundary

Adoptable Highway Boundary
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General Arrangement
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REVISION  NOTES

X1 15.02.23KH First Issue

GENERAL  NOTES

1. This drawing is the copyright of tpm landscape Ltd and cannot be
reproduced in any form without the consent of the company.

2. This drawing is to be read in conjunction with detail landscape
drawings, details and specification.

3. This drawing is to be read in conjunction with all relevant
Architects', Engineer's, Specialists, Bills of Quantities and
Specifications.

4. The insertion of any firm or proprietary brand on this drawing is
an indication of the class or quality required and does not
exclude the use of alternative materials that are equal in
performance, quality and appearance, provided that they have
been approved in writing by the Landscape Architect.

5. The Contractor is responsible for accurately ascertaining the
position of underground services and responding to all relevant
service easement requirements.

6. All dimensions are in millimetres unless stated otherwise, for the
purposes of construction this drawing must not be scaled and
only written dimensions used. Written and scaled dimensions to
be checked on site, any discrepancies reported prior to work
commencing. IF IN DOUBT PLEASE ASK.

7. All work and materials are to be in accordance with the relevant
British Standards and Code of Practice.

8. All Proprietary products are to be used strictly in accordance
with the manufacturer's instructions and details.

X2 07.03.23KH Second Issue
X3 06.04.23KH Third Issue
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