
EXT-419 BESPOKE PEDESTRIAN BARRIER

EXT-331 METAL PLANTERS

EXT-568 PROPOSED PLANTING

EXT-418 BESPOKE PEDESTRIAN BARRIER - STEP
HEAD

EXT-183 TIMBER DECKING - SUNKEN - TYPE 2

EXT-601 TIMBER CLADDING TO PLANTER

EXT-411 PEDESTRIAN GUARDRAIL - TYPE 1

EXT-181 TIMBER DECKING - TYPE 1

EXT-541 GREEN SCREEN

EXT-415 HANDRAIL - UNDERSTEP FIXED - TYPE 1

EXT-418 BESPOKE PEDESTRIAN BARRIER - STEP
HEAD

EXT-475 PEDESTRIAN BALUSTRADE - TYPE 5

EXT-475 PEDESTRIAN BALUSTRADE - TYPE 5

ALUMINUM NOSING FOR OUTDDOR STAIRS
WITH COLOUR CONTRAST AND ANTI SLIP RESISTANCE 
INSERT

EXT-145 EXTERNAL STAIR NOSING

EXT-191 TACTILE HAZARD WARNING STRIP

EXT-331 METAL PLANTERS

EXT-183 TIMBER DECKING - SUNKEN - TYPE 2

EXT-415 HANDRAIL - UNDERSTEP FIXED - TYPE 1

EXT-183 TIMBER DECKING - SUNKEN - TYPE 2

EXT-601 TIMBER CLADDING TO PLANTER

EXT-475 PEDESTRIAN BALUSTRADE - TYPE 5

ALUMINUM NOSING FOR OUTDDOR STAIRS
WITH COLOUR CONTRAST AND ANTI SLIP RESISTANCE 
INSERT

EXT-145 EXTERNAL STAIR NOSING

EXT-411 PEDESTRIAN GUARDRAIL - TYPE 1

EXT-183 TIMBER DECKING - SUNKEN - TYPE 2

EXT-415 HANDRAIL - UNDERSTEP FIXED - TYPE 1

EXT-416 HANDRAIL - RETAINING WALL FIXED - TYPE 2

ALUMINUM NOSING FOR OUTDDOR STAIRS
WITH COLOUR CONTRAST AND ANTI SLIP RESISTANCE 
INSERT

EXT-145 EXTERNAL STAIR NOSING

EXT-419 BESPOKE PEDESTRIAN BARRIER

EXT-183 TIMBER DECKING - SUNKEN - TYPE 2

EXT-411 PEDESTRIAN GUARDRAIL - TYPE 1

EXT-181 TIMBER DECKING - TYPE 1

EXT-601 TIMBER CLADDING TO PLANTER

PRECAST CONCRETE TERRACE UNIT
TO STRUCTURAL ENGINEER'S DESIGN

SHADOW GAP FOR LED LIGHTING

EXT-541 GREEN SCREEN

40X90MM HARWOOD JOIST SUPPORTED BY
PACKERS AND SPACED 420MM CENTER TO 
CENTER

90X90MM HARDWOOD JOIST
SPACED 280MM CENTER TO CENTER TO 
ALLOW VEHICULAR LOADING
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THIS DRAWING IS ONLY TO SCALE IF IT IS 
REPRODUCED AT THE CORRECT PAPER SIZE

ALL INTERNAL LAYOUTS AND USES ARE SHOWN 
FOR ILLUSTRATIVE PORPOSES ONLY AND ARE 
NOT FOR DETERMINATION
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Suitability Code (as defined in ISO 19650-2:2018) 

Work in Progress (WIP)
S0 - Initial Status

Shared (Non- Contractual)
S1 - Suitable for co-ordination
S2 - Suitable for information
S3 - Suitable for review & comment
S4 - Suitable for stage approval
S5 - W ithdrawn
S6 - Suitable for PIM authorisation
S7 - Suitable for AIM authorisation

Published (Contractual)  
A1, A2, A3, Etc - Authorised and accepted    
B1,B2,B3, Etc, - Partial sign-off (with comments)     

Published (AIM Acceptance)    
CR - As constructed record document
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KEY PLAN

In addition to the hazards / risks normally associated with the types of work 
detailed on this drawing, note the following risks and information:

Construction See risk register
No abnormal risks identified with this package of work

For information relating to Use, Cleaning and Maintenance see the Health 
and Safety File.  It is assumed that all works will be carried out by a 
competant contractor working, where appropriate, to an approved method 
statement.
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CONSTRUCTION

SOUTH PODIUM TIER DECKING

BRA-POP-ZZ-01-DR-L-8316

LEVEL 01
TIER DECKING AXONOMETRIC VIEW

1:50, 1:10 @ A0

TIER DECKING AXONOMETRIC VIEW1

STAIRS AND PLANTER INTERFACE ENLARGED VIEW2 STAIRS SIDE METAL CLADDING ENLARGED VIEW3 TIER DECKING TYPICAL ENLARGED SECTION4

NOTES.

1. FOR TIER DECKING GENERAL LAYOUT REFER TO BRA-POP-ZZ-01-
DR-L-8302

2. FOR TIER DECKING DETAILS REFER TO BRA-POP-ZZ-01-DR-L-8315
3. FOR TIMBER STAIRS REFER TO BRA-POP-ZZ-01-DR-L-8317
4. FOR TIMBER SEATING REFER TO BRA-POP-ZZ-01-DR-L-8318
5. FOR BALUSTRADE REFER TO BRA-POP-ZZ-ZZ-DR-L-8307
6. FOR HANDRAIL REFER TO BRA-POP-ZZ-01-DR-L-8319
7. FOR HEAD OF STEP BARRIER REFER TO BRA-POP-ZZ-01-DR-L-8321
8. FOR METAL PLANTERS REFER TO BRA-POP-ZZ-01-DR-L-8306
9. FOR BESPOKE BARRIER REFER TO

A. BRA-POP-ZZ-01-DR-L-8308
B. BRA-POP-ZZ-01-DR-L-8322
C. BRA-POP-ZZ-01-DR-L-8323

10. FOR GREEN SCREEN DETAILS REFER TO BRA-POP-ZZ-ZZ-DR-
L-8403

11. FULL LENGHT OF TIMBER TO BE USED NO CUT BEYOND 2M

REVISIONS

REV DATE DESCRIPTION
P00 22.06.2020 ISSUED FOR T2 STAGE 4a
P01 09.04.2021 STAGE 4B TIMBER DECKING
P02 18.06.2021 STAGE 4B REVISED TO INCORPORATE VE
C01 08.09.2021 TIMBER DECKING ISSUED FOR CONSTRUCTION
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