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Notes:

Do not scale off this document/drawing/model for any purposes other 
than those required in connection with the application for planning 
consent for the project.
This document/drawing/model is prepared for the sole use of EPR 
Architects’ employer and the benefit of the employer’s permitted 
licensees. No liability to any other persons is accepted by EPR 
Architects.
EPR Architects accepts no liability for any use of this 
document/drawing/model by parties other than the party for whom it was 
prepared or for purposes other than those for which it was prepared.
Copyright in the design contained in this document/drawing/model 
remains vested in EPR Architects.
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1 : 100

1 Roof Pavilion Elevation New Quay Street - TP

1 : 100

3 Roof Pavilion Elevation New College Street - TP

1 : 100

4 Roof Pavilion Elevation NCP - TP

1 : 100

2 Roof Pavilion Elevation Gartside Street - TP

No. Revision Date Initial Chk'd

P01 Issue for Planning Sept.23 RW JAJ
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Black, anodic PPC coated frame 
curtain wall connecting the roof top 
pavilion with a landscaped terrace

Grey PPC coated, louvred plant screen 
with prominent black decorative  'V' 
framing, a visual connection to the 

ground floor steel truss design. 

BMU maintenance system 
(Parked position) 

CAT ladder providing 
emergency escape from 
maintenance / plant roof.

Goods Lift over-run, privding 
maintenance access to the roof.

Blue glazed brick parapet.  Glazed brick to all sides at 
FoH use areas. A reduced spec will be applied to 

internal parapet face at BoH plant use areas.

Photovoltaic panels positioned 
above plant on level 17


