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NEW JOINERY FORMED GLAZED LOBBY -

REFER TO DRAWING No 03(20)

NEW JOINERY FORMED GLAZED SHOPFRONT AND

ENTRANCE DOOR ARRANEMENT  -

REFER TO DRAWING No 03(16)

COLUMN

COLUMN

COLUMN

HATCHED AREA DENOTES EXTENT OF NEW CONCRETE

SLAB INFILL TO REDUCE EXISTING STAIR OPENING TO

STRUCTURAL ENGINEERS DETAILS

NEW STEEL TRIMMER BEAM TO STRUCTURAL

ENGINEERS DETAILS

PROPOSED REDUCED STAIR OPENING

NEW FULL HEIGHT MF

PLASTERBOARDED

PARTITION

SPIT ARRANGEMENT WITH LOG

STORAGE TO BE FORMED IN FIRE

BRICKS OVER EXISTING SLAB TO

STRUCTURAL ENGINEERS DETAILS

DASHED LINE DENOTES NEW SOFTWOOD

FORMED BULKHEAD OVER

NEW FULL HEIGHT MF

PLASTERBOARDED

PARTITIONS

DASHED LINES DENOTE

EXISTING STUD PARTITIONS

TO BE REMOVED

DASHED LINES DENOTE

EXISTING STUD PARTITIONS

TO BE REMOVED

NEW FULL HEIGHT 206MM JUMBO STUD MF AND PLASTERBOARD

'PARTY WALL' COMPRISING OF 2No LAYERS OF 15MM

SOUNDBLOC EACH SIDE, CAVITY FILLED WITH MINERAL

WOOL INSULATION

EXISTING STAIR

EXISTING OPENINGS TO BE INFILLED WITH

206MM JUMBO STUD MF AND PLASTERBOARD

'PARTY WALL COMPRISING OF 2No LAYERS OF 15MM

FIRELINE EACH SIDE OF 146MM STUD, CAVITY FILLED

WITH BATT INSULATION

EXISTING STAIR

NEW 800 X 800MM OPENING TO BE FORMED

IN EXISTING MASONRY WALL AT HIGH LEVEL,

BELOW BEAM AND CORNICE LINE, TO STRUCTURAL

ENGINEERS DETAILS - TO ACCOMMODATE

KITCHEN VENTILATION DUCT ROUTE

ENTRANCE

FIRE
ESCAPE
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OUTSIDE

OF
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GLAZED SCREEN

GLAZED SCREEN

FIRE EXIT

EXISTING DOORS

DINING

DINING

NEW TRIMMER BEAM TO STAIR OPENING

EXISTING WALLS TO BE LINED WITH

INDEPENDANT MF LINING SYSTEM, TO BE

BUILT TO A HEIGHT BELOW THE LINE OF

EXISTING CORNICE

JOINERY SCREEN

GLAZED SCREEN

5No 1500 X 203 X 102 UB STEEL LINTELS

TO SUPPORT OPENING

HALF HEIGHT SCREEN - FLOOR FIXED ONLY

LOW LEVEL SCREEN - FLOOR FIXED ONLY

LOW LEVEL SCREEN -

FLOOR FIXED ONLY

2 No 120MM DIA CORE DRILL HOLES IN EXISTING

SLAB FOR SERVICE PENETRATIONS. ARRANGEMENT

DOES NOT CLASH WITH ANY DECORATIVE ORIGINAL

HISTORIC BUILDING FABRIC AND DOES NOT REQUIRE

STRUCTURAL SUPPORT /

INTERVENTION

SOFT JOINT DETAIL TO JUNCTION

OF BAR COUNTER AND EXISTING

COLUMN - REFER TO DRAWING

No. 03(17)

NEW 800 X 800MM OPENING TO BE FORMED

IN EXISTING MASONRY WALL AT HIGH LEVEL,

BELOW BEAM AND CORNICE LINE, TO STRUCTURAL

ENGINEERS DETAILS - TO ACCOMMODATE

KITCHEN VENTILATION DUCT ROUTE

NEW 1000 X 800MM OPENING TO BE FORMED

IN EXISTING MASONRY WALL AT HIGH LEVEL,

BELOW BEAM AND CORNICE LINE, TO STRUCTURAL

ENGINEERS DETAILS - TO ACCOMMODATE

KITCHEN VENTILATION DUCT ROUTE AND AIR

CONDITIONING PIPEWORK

DETAIL 01

DETAIL 01

DETAIL 01 DETAIL 01

P 07 & P08

P 09

P 10 & P11

P 12

EXISTING HISTORIC CORNICE

EXISTING HISTORIC CEILING 203 X 102 UB STEEL LINTELS TO SUPPORT OPENING

800 X 800MM OPENING IN MASONRY WALL

DASHED LINE DENOTES VENTILATION DUCT

CONCRETE PADSTONE /

ENGINEERING BRICK PAD

LINE DENOTES TOP OF

INDEPENDENT WALL

LINING AND HYGIENIC WALL

FINISH

DASHED LINE DENOTES HEIGHT OF

LAY-IN GRID HYGIENIC TILE

SUSPENDED CEILING. HANGERS TO

BE FITTED USING FIXING HOLES

FROM EXISTING SUSPENDED

CEILINGS

18MM PLY BOARDING WITH SHEET VINYL

SAFETY FLOORING OVER TO FLOOR

PROPRIETARY COVED SKIRTING

2 No 150MM DIA CORE DRILL HOLES IN EXISTING SLAB FOR SERVICE

PENETRATIONS. ARRANGEMENT DOES NOT CLASH WITH ANY

DECORATIVE ORIGINAL HISTORIC BUILDING FABRIC SUCH AS BEAMS

OR CORNICE AND DOES NOT REQUIRE STRUCTURAL SUPPORT /

INTERVENTION

2 No 150MM DIA CORE DRILL HOLES IN

EXISTING SLAB ABOVE FOR SERVICE

PENETRATIONS. ARRANGEMENT DOES

NOT CLASH WITH ANY DECORATIVE

ORIGINAL HISTORIC BUILDING FABRIC

SUCH AS BEAMS OR CORNICE

BUILDER'S WORKS & DEMOLITIONS

EXISTING MATERIAL TO BE DEMOLISHED IN ACCORDANCE WITH

STRUCTURAL ENGINEER'S RECOMMENDATION

EXISTING 110MM ⌀ FOUL STUB STACK

DRAINAGE

1. THE CONTRACTOR IS TO CROSS REFERENCE THIS DRAWING WITH THE WALL FINISH

DRAWING AND ALL CONSULTANT DRAWINGS INCLUDING STRUCTURAL ENGINEER, M&E,

CATERING ETC TO ENSURE WALL SPECIFICATIONS SUITABILITY.

2. REFER TO BUILDING REGS DRAWING FOR MINIMUM FIRE RESISTANCE REQUIRED AND FIRE

COMPARTMENTATION. THE CONTRACTOR IS TO CHECK THAT IN AREAS OF FIRE

COMPARTMENTATION THAT ALL WALLS ARE TAKEN TO THE COMPARTMENT CEILING AND

FIRE STOPPED.

3. THE CONTRACTOR SHOULD CONSULT THE STRUCTURAL ENGINEER FOR THE PURPOSES

OF SPECIFYING STEEL MEMBERS AND FIXING DETAILS.

4. ALL NEW WALLS AND LININGS TO MEET ACOUSTIC REQUIREMENTS AS SPECIFIED BY

SPECIALIST - REFER TO ACOUSTIC REPORT.

5. THE CONTRACTOR IS TO CHECK THE CLEAR OPENINGS OF ALL FIRE ESCAPE DOORS ON

THE BUILDING REGULATION DRAWINGS WHEN SETTING OUT FOR CRITICAL DOOR SIZES.

6. REFER TO SEPARATE DRAWINGS FOR DOOR SCHEDULE.

GENERAL NOTES:

ALL EXISTING SANITARYWARE & ASSOCIATED SUPPLY & WASTE PIPEWORK TO BE STRIPPED

OUT AS REQUIRED. FULL DRAINAGE SURVEY REQUIRED

NEW ABOVE GROUND WASTE

NEW HIGH LEVEL PUMPED FOUL WASTE

WALL TYPES

NEW 50MM ⌀ PUMPED SOIL STACK

EXISTING MASONRY WALLS

FULL HEIGHT PARTY WALL IN 146MM MF C STUD WITH 2No LAYERS OF

15MM FIRELINE BOARD EACH SITE, CAVITY FILLED WITH BATT INSULATION

FULL HEIGHT PARTITION IN 90MM MF C STUD WITH 2No LAYERS OF

12.5MM PLASTERBOARD EACH SITE, CAVITY FILLED WITH MINERAL WOOL

FULL HEIGHT PARTITION IN 70MM MF C STUD WITH 1No LAYER OF

12.5MM PLASTERBOARD EACH SITE.

50MM MINERAL WOOL TO CAVITY IN LOCATIONS INDICATED

EXISTING 110MM ⌀ FOUL STUB STACK

PS-01

PS-02

PS-03

NEW 50MM ⌀ PUMPED SOIL STACK

NEW 50MM ⌀ PUMPED SOIL STACK

PS-04 NEW 50MM ⌀ PUMPED SOIL STACK

NEW HIGH LEVEL GRAVITY FOUL WASTE

NEW 32MM ⌀ PUMPED SOIL STACK

PS-05 NEW 50MM ⌀ PUMPED SOIL STACK

NEW 110MM ⌀ STUB SOIL STACK - GROUND FLOOR

NEW 110MM ⌀ STUB SOIL STACK - GROUND FLOOR

NEW 110MM ⌀ STUB SOIL STACK - GROUND FLOOR

EXISTING WALLS TO BE LINED WITH GYPLINER GL1 SYSTEM WITH

12 PLY AND ALTRO HYGIENIC WALL CLADDING FINISH

WALLS FORMING SPIT ARRANGEMENT TO BE IN FIRE BRICK - SAMPLES TO

BE APPROVED

EXISTING VOID

P 05 & P06

EXISTING VOID IN FLOOR TO BE RETAINED TO ACCOMMODATE

NEW VENTILATION DUCTS RISING FROM BASEMENT

OPENING TO BE FORMED BELOW THE LINE OF THE

EXISTING BEAM

P 13

P 14

HANGERS TO NEW SUSPENDED

CEILINGS BE FITTED USING FIXING

HOLES FROM EXISTING SUSPENDED

CEILINGS

SS-03

SS-05

SS-04

SS-01

SS-02

SS-03

SS-04

SS-05

A 06.04.23 BWCW HVAC added

GROUND FLOOR PLAN - BUILDERS WORKS01 1:50 @ A1

DETAIL 01 - TYPICAL PENETRATION FOR VENT DUCTS02 1:20 @ A1

B 14.08.23 Information added re: penetrations through masonry walls
C 22.08.23 Additional information
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