
UP

P15 P16

P17

CAST IN SITU CONCRETE FINISH AND COLOUR TO MATCH FACADE PANELS
ANTI-GRAFFITI TREATMENT TO BE APPLIED

EXT-568 PROPOSED PLANTING

EXT-101 CONCRETE BLOCK PAVING - TYPE 1

EXT-803 SLOT DRAINAGE - TYPE 3

20
0

3

8334

EXT-561 PROPOSED TREE

200

31
99

20
0

27
88

200

90
°

102°

90°

200 3937 200

4337

200
20

0

24
52

1849

2355
82

°

EXT-333 CONCRETE PLANTERS

26
.0

0°

EXT-115 TACTILE BLISTER PAVING

EXT-112 PRECAST CONCRETE SLAB PAVING

EXT-561 PROPOSED TREE

EXT-568 PROPOSED PLANTING

EXT-101 CONCRETE BLOCK PAVING - TYPE 1

CAST IN SITU CONCRETE FINISH AND COLOUR TO MATCH FACADE PANELS
ANTI-GRAFFITI TREATMENT TO BE APPLIED

EXT-333 CONCRETE PLANTERS

EXT-521 ROOT RAIN IRRIGATION/ AERATION SYSTEM

TREE ROOT BALL

ø 1400

ø 125200 140 100

81
5

6392 758

27
02

20
0

20
0

5773

24
33

90.00°

38
2

10
0

61
5

10
0

12
36

70.00°

1275

3217

3197

15
7

4
8334

1018010

EXT-521 ROOT RAIN IRRIGATION/ AERATION SYSTEM

EXT-545 MULCH

EXT-551 GENERAL PLANTING SOIL

EXT-553 LIGHTWEIGHT SUBSOIL

EXT-535 NATURAL AGGREGATE - LOOSE

EXT-101 CONCRETE BLOCK PAVING - TYPE 1

TREE ROOT BALL

WATERPROOFING
TO ARCHITECT'S SPECIFICATION

EXISTING SUBSTRATE

EXT-511 TREE ANCHOR SYSTEM - DEADMAN FIXED

CAST IN SITU CONCRETE FINISH AND COLOUR 
TO MATCH FACADE PANELS
ANTI-GRAFFITI TREATMENT TO BE APPLIED

COMPRESSIBLE BOARD TO PROTECT WATERPROOFING
1748

EXT-333 CONCRETE PLANTERS

200200

1018010

12
65

CONCRETE FOUNDATION TO STRUCTURAL 
ENGINEER'S DESIGN

50
50

40
0

46
5

1018010

80
40

CAST IN SITU CONCRETE FINISH AND COLOUR 
TO MATCH FACADE PANELS
ANTI-GRAFFITI TREATMENT TO BE APPLIED

EXT-101 CONCRETE BLOCK PAVING - TYPE 1

EXT-551 GENERAL PLANTING SOIL

EXT-553 LIGHTWEIGHT SUBSOIL

EXT-535 NATURAL AGGREGATE - LOOSE

EXT-545 MULCH

WATERPROOFING
TO ARCHITECT'S SPECIFICATION

EXISTING SUBSTRATE

STEINTEC TUFFBED 2-PACK PERMEABLE TYPE 
B BEDDING MORTAR
WITH STEINTEC TUFFBOND PRIMING MORTAR

SUBBASE TO CIVIL ENGINEER'S SPECIFICATION

COMPRESSIBLE BOARD TO PROTECT WATERPROOFING

EXT-333 CONCRETE PLANTERS

10

CONCRETE FOUNDATION TO STRUCTURAL ENGINEER'S DESIGN

12
65

m

0 0.8 1.60.4

1:20@A0

THIS DRAWING IS ONLY TO SCALE IF IT IS 
REPRODUCED AT THE CORRECT PAPER SIZE

ALL INTERNAL LAYOUTS AND USES ARE SHOWN 
FOR ILLUSTRATIVE PORPOSES ONLY AND ARE 
NOT FOR DETERMINATION

m

0.80.40.30.20.1

1:10@A0

0

THIS DRAWING IS ONLY TO SCALE IF IT IS 
REPRODUCED AT THE CORRECT PAPER SIZE

ALL INTERNAL LAYOUTS AND USES ARE SHOWN 
FOR ILLUSTRATIVE PORPOSES ONLY AND ARE 
NOT FOR DETERMINATION

m

1:5@A0

0.40.20.150.10.050

THIS DRAWING IS ONLY TO SCALE IF IT IS 
REPRODUCED AT THE CORRECT PAPER SIZE

ALL INTERNAL LAYOUTS AND USES ARE SHOWN 
FOR ILLUSTRATIVE PORPOSES ONLY AND ARE 
NOT FOR DETERMINATION

Suitability Code (as defined in ISO 19650-2:2018) 

Work in Progress (WIP)
S0 - Initial Status

Shared (Non- Contractual)
S1 - Suitable for co-ordination
S2 - Suitable for information
S3 - Suitable for review & comment
S4 - Suitable for stage approval
S5 - Withdrawn
S6 - Suitable for PIM authorisation
S7 - Suitable for AIM authorisation

Published (Contractual)  
A1, A2, A3, Etc - Authorised and accepted    
B1,B2,B3, Etc, - Partial sign-off (with comments)     

Published (AIM Acceptance)    
CR - As constructed record document
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In addition to the hazards / risks normally associated with the types of work 
detailed on this drawing, note the following risks and information:

Construction See risk register
No abnormal risks identified with this package of work

For information relating to Use, Cleaning and Maintenance see the Health 
and Safety File.  It is assumed that all works will be carried out by a 
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CAST IN SITU CONCRETE PLANTER P15 & P16_DETAIL4

NOTES.

1. ALL CAST IN SITU CONCRETE FINISH AND COLOUR TO MATCH 
FACADE PANELS, ANTI-GRAFFITI TREATMENT TO BE APPLIED

2. FOR TREE PIT DETAILS REFER TO BRA-POP-ZZ-ZZ-DR-L-8401
3. FOR PLANTING DETAILS REFER TO BRA-POP-ZZ-ZZ-DR-L-8402

REVISIONS

REV DATE DESCRIPTION
00 22.06.2020 ISSUED FOR T2 STAGE 4a
01 20.07.2021 STAGE 4B EXTERNAL FURNITURE
C01 12.01.2022 EXTERNAL FURNITURE ISSUED FOR CONSTRUCTION
C02 16.02.2022 ADDITIONAL CONCRETE PLANTER WALL ADDED
C03 02.06.2023 PLANTERS UPDATE
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