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Pedestrian door barrier
eg Broxap Door Barrier, root fixed Ref
BX14/DB, Height: 1320mm (including root
for submerged fixing)

Timber fence
1800mm high fence comprising 1500mm
high close boarded timber fence panel with
concrete support posts, 300mm concrete
gravel board & matching manually lockable
double leaf gates

Security fence
2400mm high welded mesh security fence
with matching manually lockable pedestrian/
vehicular gates. eg CLD Dulok S1 Security
Rated Double Wire Panel
System,Galvanized & powder coated green
RAL 6005

Metal railings
1200mm high bow top railings, paint finish
Black/Grey RAL 7021  with matching
manually lockable pedestrian gates

Security fence
2100mm high welded mesh security fence
with matching manually lockable pedestrian/
vehicular gates. eg CLD Dulok S1 Security
Rated Double Wire Panel
System,Galvanized & powder coated green
RAL 6005
Security fence
1800mm high welded mesh security fence
with matching manually lockable pedestrian/
vehicular gates. eg CLD Dulok S1 Security
Rated Double Wire Panel
System,Galvanized & powder coated green
RAL 6005

Cricket practice area fence
4000mm high nett (walls & roof) 3mm HDPE
(High Density Polyethylene) braided twine
netting in a 50mm square, knotted mesh with
tension wires. Cage 48 mm galvanised O/D
steel tubes connected with Fast-Clamps,
sockets are installed to a depth of 500 mm &
secured using concrete.
Floor finish, permeable, aggregate / dynamic
ECB approved system finish & tufted carpet
to batting zone only

Sports perimeter fence
1500mm high fence with matching manually
lockable pedestrian/ vehicular gates. eg CLD
Dulok Sports Rebound Double Wired Panel
Fencing System, 1200mm full rebound
panels, Galvanized & powder coated green
RAL 6005

Pedestrian guard rail
eg Broxap Pedestrian Guardrail Standard
Ref BX14 4205,inline 12mm infill bars, hot
dip galvanised to BS ISO 1461:2009

Pedestrian hand rail
eg Alphrail Ltd 900mm high CHS double
handrail, powder coated finish RAL 9005
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TYPICAL BOUNDARY DETAILS Scale 1:50
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RHS galvanised & powder coated RAL
9005 colour support posts

CLD Dulok Sports Rebound Mesh & wire
panel, single vertical & double horizontal
wires, galvanised & powder coated RAL
9005 colour. Mesh size 66.5x50mm,
1230mm high full rebound panels.

Support posts fixed to concrete
foundations to engineers specifications

1500mm HIGH SPORTS FENCE
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2400mm HIGH SECURITY FENCE

Concrete foundations to
engineers specifications
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1200mm HIGH METAL RAILINGS

120x60mm RHS galvanised & powder
coated RAL 9005 colour support posts

CLD Dulok S1 Mesh & wire panel, single
vertical & double horizontal wires,
galvanised & powder coated RAL 9005
colour. Mesh size 200x50mm.

Support posts fixed to concrete
foundations to engineers specifications

1200mm high painted finish
Black/Grey RAL 7021 PPC
galvanised steel bow top railings
fixed to concrete foundation

100x100mm Concrete slotted support
posts set in concrete foundations

Close boarded panels - 1500x200x30mm
rough sawn pressure treated softwood
boards, 2mm gaps between boards &
fixed to each support rail with galvanised
steel round headed nail

Concrete foundations to
engineers specifications
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300mm concrete gravel board

1800mm HIGH TIMBER FENCE
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PEDESTRIAN GUARD RAIL

Concrete foundations to
engineers specifications

1000mm high Broxap Pedestrian
Guardrail Standard Ref BX14 4205,
inline 12mm infill bars, hot dip
galvanised to BS ISO 1461:2009
fixed to concrete foundation
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2100mm HIGH SECURITY FENCE

120x60mm RHS galvanised & powder
coated RAL 9005 colour support posts

CLD Dulok S1 Mesh & wire panel, single
vertical & double horizontal wires,
galvanised & powder coated RAL 9005
colour. Mesh size 200x50mm.

Support posts fixed to concrete
foundations to engineers specifications
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1800mm HIGH SECURITY FENCE
120x60mm RHS galvanised & powder
coated RAL 9005 colour support posts

CLD Dulok S1 Mesh & wire panel, single
vertical & double horizontal wires,
galvanised & powder coated RAL 9005
colour. Mesh size 200x50mm.

Support posts fixed to concrete
foundations to engineers specifications

GL

Support posts fixed to concrete
foundations to engineers specifications

Total Play 4000mm high nett (walls & roof)
3mm HDPE (High Density Polyethylene)
braided twine netting in a 50mm square,
knotted mesh with tension wires

Total Play Cage 48 mm galvanised O/D
steel tubes connected with Fast-Clamps,
upright poles placed in 52mm galvanised
steel tube sockets installed to a depth of
500mm in concrete foundations to
engineers specifications

Concrete foundations to
engineers specifications
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METAL DOOR BARRIER

42mm dia frame galvanised &
powder coated finish, colour TBC
root fixed to concrete foundations

4000mm HIGH CRICKET PRACTICE CAGE
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Materials
Handrail-Ø48.3x3mm CHS
Post-Ø48.3x3mm CHS fixed in
concrete foundations to engineers
specifications
Finish
Powder coated finish RAL 9005

Boundaries & Fences Generally

External Bin Store

Timber access gates to match close boarded panels,

manually closing, ledged & braced construction, with

full length timber stop fitted to the post/ frame on both

sides of the gate. Gates shall be fitted with the following:

1no pair galvanised steel hook & b& or tee gate hinges,

min length 300mm, 1no galvanised steel lockable barrel bolt

(padlock to be provided by the school)

Metal Gates

Gate style to match installed railings / security fence

Vehicular gates to be automated self-closing/ locking system

with keypad/ intercom access

Access gates to building perimeter for maintenance to be

self-closing/ locking, 'slam to lock' steel gate by key subject

to management company confirmation

Pedestrian visitor access gate on site boundary to be

self-closing/ locking system with keypad/ intercom access

Pedestrian pupil access gate on site boundary to be manual

& closing, with lockable sliding latch security shroud

(padlock to be provided by the school)

Internal access gates to playgrounds & building to be manual

closing, with lockable sliding latch (padlock to be provided by

the school)

Welded mesh security fence
Support posts located to rear of pin kerb

50 x 250 x 915mm natural grey colour
concrete flat top edge laid to back of
footpath, 50mm upstand
Existing footpath levels
to be retained

50

DETAIL A

Granular sub base Type 1 & concrete
foundations to engineers specifications

GL GL

Soft landscaping

BOUNDARY FENCE & EDGE DETAILS   Scale 1:10

Panel base 50mm above ground level

Welded mesh security fence
Support posts located to rear of pin kerb

Existing pin kerb removed, new 50 x 250
x 915mm natural grey colour concrete flat
top edge laid flush to back of footpath

Existing public footpath

DETAIL B

Granular sub base Type 1 & concrete
foundations to engineers specifications
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Soft landscaping level to finish
50mm below kerbs
125 x 255 x 915mm
natural grey colour
concrete bullnosed kerb
Vehicular coated
macadam surfacing 100

40-80 nom height difference between kerb
located in car park & retained footpath level

DETAIL C
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DETAIL D

Existing public footpath
GL

150 x 305 x 915mm natural grey colour
concrete bullnosed kerb

50mm upstand

0-200 nominal height

Concrete foundations to
engineers specifications

Cricket practice area

Welded mesh security fence
Support posts located to rear of kerb

450
150

200 200

10
0

30
0 

m
in

10
0 

m
ax

60
0 

m
ax

GL

GL
MUGA permeable wearing course

CLD Dulok Sports support post
Cover depth TBC by manufacturer

Concrete flag (50x900x600mm) laid
on edge set in concrete foundations

Flag on Edge foundation
Mass fill ST1 concrete

Pin kerb concrete foundations to
engineers specifications

Pin kerb laid flush with MUGA
wearing course

150mm deep compacted
MOT Type 1 layer

Concrete infill TBC

150mm deep compacted
MOT Type 1 layer

Post installation depth max 525mm
Foundation hole min 300mm wide x
800mm deep
Final concrete foundation dimensions
to fence post manufacturers specifications

Soft landscaping

440

150

200
350

Rev Description DateInitial

NOTES :
1. Drawing scaled & issued for planning purposes only.
2. All setting out, levels & dimensions to be checked on site by the Contractor (s) prior to the

relevant orders being placed & installation of materials, any discrepancies are to be brought to
the attention of the client & contract administrator.

3. This drawing is to be read in conjunction with all others relating to the project & all information
derived accordingly; any anomolies to be reported to the client & contract administrator.

4. Work shown on this drawing to be carried out in accordance with current British Standards &
Codes of Practice.

5. © This drawing is the Copyright of Saville Landscape Design Ltd & may not be reproduced in any
form without prior written consent from Saville Landscape Design Ltd
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