Proposed 1000 x 450 mm Fired Rated Kitchen Extract —
Duct Work Running within Existing Ceiling Void

1O N
Va

—1

. —

Flat Iron il
Proposed Plant Room

/U

Tenant to Extend New Kitchen Extract to
Ductwork to Suit their Final Catering
Arrangement Location

New 450mm Galvanized Cable Tray
or Tenants refrigerant pipework 8. |

/
\

L
N

Electrical Supplies Rises to Roof Level \

— I
Proposed 1000 x 450 mm Fire Rated Kitchen Extract

Duct Work from Ground Floor Ceiling Vaid to Pengtrate
through New Wall Opening within Existing Light|Well

<

| |

| |
o -

o II 108
Ground Floor Plan

Scale - 1:100

[

N

194

Proposed 650 x 650 mm Fire Rated Kitchen Extract Duct Work

From Ground Floor to roof level

Proposed Steel Framework to Support New 650 x 650 mm

Kitchen Extract Duct Work

Exact Dimensions will be determined on site

Existing Steel Framework to be Utilised for New
650 x 650 mm Kitchen Extract Duct Work Subject
to Final Structural Engineer Calculations

a
FFL

Proposed 1000 x 450 mm Fir
Duct Work from Ground Floor Ceili
through New Wall Opening withy

Contractor to Reconfigure the
to Accommodate the New Kit
Routed Directly Below

———arFenants refrigerant pipework 8.

2

450mm)|Galvanized Cable Tray

Electrical Supplies Rises to Rgof

ated Kitchen Ext
Void to Pe

Existing Extract Ductwork —

A

[]

Existing Condenser and associated Pipe!
& Cantrols to be Relocated fo )
Kitchen New Extract Duct Work

a
FFL

Existing Steel Framework to be Utilised for New
650 x 650 mm Kitchen Extract Duct Work
Subject to Final Structural Engineer Calculations

Proposed Steel Framework to Support New 650 x 650 mm

Kitchen Extract Duct Work

Exact Dimensions will be Determined on Site Following
_ Structural Engineer Calculations

Existing AHU Ductwork

HEATER—
BATTERY.

mi ‘ : T 4, AR HANDLING

Vi

Vi

TTHMIHOI'T

RV ~
i| v

~ I B
e

v
—>r—7

TOILET EXTRACT FAN [

Existing Extract Ductworﬁ

 HEATER
BATTERY.
I:I B S . B B o J:j' [T
| '
T AR HANDLING N~ |
_— ~_HY =0 v v
=1L = [PF & R PPENORK
a (7 g S Nig N7 : C \1_?
= N i =
| | |:| m TOILET EXTRACT FAN
; [ C/W SILENCER
or [ | SN CHLER |k
. Proposed Steel Framework to Support New 650 x 650 mm P
Installation of . .
ERVICE | Kitchen Extract Duct Work
J— Exact Dimensions will be Determined on Site Following
ROOM . .
Structural Engineer Calculations
| ———— MLV, HCV.S.
STORE ‘ iw J |
= 1 "\/ [;‘j —I 7|5E 73 |7 Iic II ?jay
“ramms ramms ! ' or Tenants refrigerant pipework &
v DowN Electrical Supplies Rises to Roof Level
Proposed 650 x 650 mm Fire Rated Kitchen Extract Duct Work
~_From Ground Floor to Roof Level and Terminates at Roof Level
1
|
] =
FFL TO FFL
U/S BEAM — ]

m 1

First Floor Plan

Scale - 1:100

Lightwell

N

Roof Cowl with Integral Rai
at Height of Existing Extrac

Proposed 650 x 650 mm Fi

Proposed Steel Framework
Kitchen Extract Duct Work

Exact Dimensions will be D
Structural Engineer Calcula

New 450mm Galvanized Ca
or Tenants refrigerant pipew
Electrical Supplies Rises to

Proposed Steel Framework

t Ductw

re Rated Kitch

to Support N

etermined on
tions

ble Tray —
ork &.
Roof Le

to Support New

650 x 650 mm Kitchen Extract Duct Work \
Exact Dimensions will be Determined on Site

Following Structural Engineer Calculations

New Ductwork to be Suppa
Lightwell Side Wall Directly

Existing Service Access Ste
Reconfigured to Accommod
(Not Shown for Clarify)

Proposed Steel Framework
650 x 650 mm Kitchen Extrz
Exact Dimensions will be D
Following Structural Engine

Drain Across Width of Duct w

Proposed 1000 x 450 mm Fi
Duct Work

Existing Condenser and ass

ps to be
ate New Ductwork

Above Windac

to Support N
act Duct
etermine

vith Drain Point/Connection—

re Rated Kitchen Extract

"\:7
nwater Drain to Terminate
ork : .
A s
1en Extract Duct Work ;
AT T =
i —
ew 650 x 650 mm ———
Site Following
\ .
A1 e
d L
vel
\ = 1
il e
N
m Exi J—
w Access
Y a4
\ \ T
\ = TR =
/ . 5 '
A |\
|
| [T
il e
N
!
Work \ }
2d on Site i
tio \ AN —|
éﬂ _ 4 I
\ I =
=
[
|

to be Relocated for Installation of Kitchen New Extract

Duct Work

Section A-A (Side View)

Scale - 1:100

—Existing AHU Ductwork

—EXxisting Extract Ductwork

Roof Plan

Scale - 1:100

Roof Cowl with Integral Rainwater Drain to Terminate

at Height of Existing Extract Ductwork

Proposed 650 x 650 mm Fire Rated Kitchen Extract
Duct Work

New 450mm Galvanized Cable Tray

or Tenants refrigerant pipework &
Electrical Supplies Rises to Roof Level

Proposed Steel Framework to Support New
650 x 650 mm Kitchen Extract Duct Work
Exact Dimensions will be Determined on Site
Following Structural Engineer Calculations

Lightwell
A yuierd
A4
\‘\
an
)
|| @ \Z
s
n e
17— ©
(@] ‘
| éf
=N
2)
= 0 ket
T \K_
= Te
a ‘

JILL

Existing Extract Ductwork

Proposed Ductwork Access Panels (400mm x 300mm
Located at No Greater Than 3m Centres

All Access Hatches to be Grease|Tight with Heat Proo
Gasket.
All Access Hatches to be Chain Secured to Duct.
Provide Duct Openings with Smaoth Filed Edges

o

| |

(No Sharp Edges)

~
’

7
[

|1
g
[©]

Proposed Steel Framework to Support New ——
650 x 650 mm Kitchen Extract Duct Work
Exact Dimensions will be Determined on Site

[

] ‘

1

4

~
’
)

Following Structural Engineer Calculations

Proposed 1000 x 450 mm Fire Rated 4/

=

Il
1
TTHHI
i
™

E=I

RS

JJ_
il____l_

Kitchen Extract Duct Work / ‘

Drain Across Width of Duct with
Drain Point/Connection

Existing Condenser and associated Pipework
& Controls to be Relocated for Installation of

Kitchen New Extract Duct Work

Section B-B (Front View)

Scale - 1:100

© This drawing and its contents
are strictly the copyright of GLD

\sO 900,

)|

ISOQAR F
REGISTERED U K A S
MANAGEMENT

SYSTEMS

0026

Certificate Number 16602-Q15-001
ISO 9001

Jleumus. <o,

GENERAL NOTES

1. Drawings are to be read in conjunction with all relevant
specifications, engineers, architects & services drawings,
including approved builders work drawings. Contractor to notify
engineer of discrepancies between structural drawings &
specifications or other drawings.

2. All dimensions are in millimeters unless noted otherwise.

3. Do not scale from the drawings or the computer digital data,

only figured dimensions are to be used.

4. The contractor shall remain responsible for checking all dimensions
and levels on site.

5. Works shall be arranged such that there is no disruption to occupied
staff. All works shall be undertaken in accordance with the Employers
and building landlords site rules and restrictions.

6.  Services requiring maintenance shall be kept within accessible areas.

7. Kitchen extract ductwork shall be constructed and installed in
accordance with BESA Specification DW/172 and BESA Specification
DW/144. Ductwork shall be routed to external source in the shortest
possible route, without excessive use of bends and horizontal
ductwork installation.

8.  This drawing is indicative only and identifies the proposed
mechanical services. The contractor shall be responsible for the final
design, detail and co-ordination with architectural, structural & other
services elements associated with the installation. All dimensions,
routes and quantities are for guidance only and shall be validated,

finalised and co-ordinated by the contractor.

9.  Ductwork shall be fire rated and suitable for kitchen extract systems,
with smooth internal surfaces that facilitate easy removal of grease

deposits.

10.  Access doors shall be provided at regular intervals along the entire
length of the installed systems to allow effective maintenance,
inspection and cleaning.

11.  New duct penetrating through wall at ground floor level to be suitably

weather protected on completion of the works.

12. Existing services within ground floor ceiling void to be re-configured
and relocated to suit the new ductwork arrangement.

13.  Alltenants pipework and associated power supplies routed from the
tenants plant room to roof level to be undertaken as part of the
tenants fit-out by others.
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