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Manchester Airport — Design and Access Statement

4.1 Design Development

T3 Security Search Area re-provision

Following a rigorous assessment there were, by definition, very limited
options available as to where to locate the new security search facility
whilst retaining full operational capability of the existing facilities. The
security search function is the linking process between airside and
landside. To continue the operational functionality, the facility will need
to have a connection to both as well as being in close proximity to
the baggage make up facilities at apron level. Careful consideration
has been taken in to account for the design and phasing of such
construction sothatthe functionality onthe areas are minimally affected.

This design allows for a fluid transition from landside to airside, which
in turn accommodates for a more comfortable passenger experience.
The passengers will be intuitively led from a stressful activity of the
security search to a more open and inviting pre-boarding environment.

Proposed Development
The new T3 Security Search Area is required to meet the
Department for Transport (DfT) regulations to incorporate
Computed Tomography (CT) and body scanning technologies
across all passenger and staff control points by June 1st, 2024.

The security search area re-provision links the existing security
search area which is integrated into the Southern front of Terminal
1 to the existing Terminal 3 Departures Lounge, addressing the level
differences between the two areas. The new link to the Departures
Lounge incorporates a new access to the re-configured stand 41.
The proposed development aims to achieve a service standard that
is pleasant for the passengers as well as being providing for a safe
environment.

Terminal 1

, The T3 Security Search Area re-provision incorporates the appropriate
1 \a\¢ . . level of staff welfare facilities, which are currently sub-standard and
| are currently shared with the T1 security staff welfare facilities. These
- [% facilities will be lost altogether as Terminal 1 is decommissioned. It also

incorporates sufficient space to allow for the delivery of a 15 minute
maximum queueing service standard whilst remaining compliant with
o regulatory requirements.
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