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NOTES

This drawing is the property of Equilibrium Architects and copyright is
reserved by them. This drawing is not to be copied or disclosed by or
to any unauthorised persons without the prior written consent of
Equilibrium Architects.

Do not scale from this drawing.

All dimensions are to be checked on site prior to construction,
manufacture of any components and ordering of materials and
equipment.

Any discrepencies are to be reported to the architect for clarification.

All materials and workmanship to be in accordance with the current
British Standards and codes of practice.

This drawing is to be read in conjunction with all relevant Architectural,
Structural Engineers, Mechanical Engineers, Electrical Engineers and
Specialists drawings and specifications.

As with all construction projects the CDM 2015 regulations apply and 
the work on this project may require both the issue of a notification to
the HSE (because of the durationof the works on site) and the client
may also need to appoint a Principal Designer because there may be
more than one contractor working on site.
The Principal Designer will be able to coorinate the pre-construction
information and also ensure that all duty holders under CDM comply
with their relevant duties.

The building owner is to serve a Party Wall Act Notice as applicable
to adjoining property owners as outlined in TheParty Wall Act 1996 
The Building Contactor is to verify the thickness of the party walls prior
to commencement of the proposed works.

PLANNING

Proposed Typical Section C-C

Scale 1:100

C

C

Proposed Typical M&E Suspended Services

Scale 1:20

GypCeiling MF suspended ceiling installed within

existing lift opening under lift steel cover with two layers

of Gyproc SoundBloc 15mm with 100mm Isover

insulation. Ceiling to ensure compartmentation and

achieve a 60-minute fire resistance rating, a suspended

ceiling to be installed exclusively in this designated

area. Furthermore, the installation should adhere to the

sound insulation requirements specified in Part E,

which necessitate a minimum of 45dB airborne sound

insulation and a maximum of 62dB impact sound

insulation. Construction details to contractor design.

GypCeiling MF suspended ceiling

installed within existing lift

opening under lift steel cover

GypCeiling MF suspended ceiling

installed within existing lift

opening under lift steel cover

GypCeiling MF suspended ceiling

installed within existing lift

opening under lift steel cover

GypCeiling MF suspended ceiling

installed within existing lift

opening under lift steel cover

250mm air duct to

M&E details

Threaded rod

800mm Unistrut

bracket

22mm hot & cold

feed

Cable tray

Proposed Typical Lift Suspended Ceiling
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Proposed Typical M&E

Suspended Services

Proposed Typical M&E

Suspended Services

Proposed Typical M&E

Suspended Services

Proposed Typical M&E

Suspended Services

Proposed Typical M&E

Suspended Services

Proposed Typical M&E

Suspended Services

Proposed Typical M&E

Suspended Services

Note:

In compliance with the Planning

department's guidelines, please ensure

that outlets, wiring, and similar elements

are primarily accommodated within the new

plasterboard partitions. Alternatively, they

can be seamlessly integrated with furniture

as needed. It is important to note that no

new outlet or wiring installations are

permitted on historical exposed brickwork.


