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EXISTING PEDESTRIAN CROSSING POINT

TO BE REMOVED. TACTILE PAVING TO BE

REMOVED AND DROPPED KERBS

REPLACED WITH FULL HEIGHT KERBS

EXISTING PEDESTRIAN CROSSING POINT TO BE

REMOVED. TACTILE PAVING TO BE REMOVED

AND DROPPED KERBS REPLACED WITH FULL

HEIGHT KERBS

EXISTING PEDESTRIAN CROSSING POINT TO BE

REMOVED. TACTILE PAVING TO BE REMOVED

AND DROPPED KERBS REPLACED WITH FULL

HEIGHT KERBS

EXISTING PEDESTRIAN CROSSING POINT

TO BE REMOVED. TACTILE PAVING TO BE

REMOVED. DROPPED KERBS SERVING

DRIVEWAY TO BE RETAINED

REFUGE ISLAND TO BE REPURPOSED

AS SPLITTER ISLAND. TACTILE

PAVING, DROPPED KERBS AND

BELISHA BEACON TO BE REMOVED

SIGNALISED PEDESTRIAN CROSSING

POINT WITH DROPPED KERBS AND

TACTILE PAVING TO BE PROVIDED

RIGHT TURN LANE INTO SITE TO BE PROVIDED

WITHIN EXISTING HATCHED AREA. HATCHING TO

BE REMOVED TO SUIT (SHOWN PINK)

EXISTING RUGBY CLUB ENTRANCE TO BE

CLOSED OFF. FULL HEIGHT KERBS AND

FOOTWAY CONSTRUCTION TO BE PROVIDED

EXISTING GATE TO BE REMOVED

AND FENCING EXTENDED TO SUIT

NEW ACCESS INTO RUGBY CLUB TO BE

PROVIDED FROM SITE ACCESS AS PART OF

PRIVATE WORKS BY OTHERS

AREA HATCHED IN CYAN TO BE

OFFERED UP FOR ADOPTION

REFUGE ISLAND TO BE REPURPOSED

AS SPLITTER ISLAND. TACTILE

PAVING, DROPPED KERBS AND

BELISHA BEACON TO BE REMOVED

UNCONTROLLED CROSSING POINT WITH

DROPPED KERBS AND TACTILE PAVING

TO BE PROVIDED ACROSS JUNCTION

EXISTING JUNCTION TO BE

CLOSED OFF. FULL HEIGHT KERBS

AND FOOTWAY CONSTRUCTION

TO BE PROVIDED

EDGING KERBS TO BE PROVIDED

ACROSS BACK OF FOOTWAY TO

DELINEATE HIGHWAY BOUNDARY

WORKS OUTSIDE OF SITE BOUNDARY ARE

SHOWN FOR INFORMATION ONLY AND DO

NOT FORM PART OF SECTION 278 WORKS

AREA BETWEEN ADOPTED FOOTWAY AND

RUGBY CLUB ACCESS TO BE SOFT VERGE

EXISTING RIGHT TURN LANE TO

BE REPLACED WITH HATCHING

EXISTING ROAD MARKINGS SHOWN

IN PINK TO BE REMOVED

EXISTING ROAD MARKINGS SHOWN

IN PINK TO BE REMOVED BEFORE

HATCHING IS PAINTED

LENGTH OF PEDESTRIAN

GUARDRAIL TO BE REMOVED TO

ALLOW FOR CROSSING POINT

NEW GUARDRAILING TO BE PROVIDED TO

JOIN EXISTING LENGTHS EITHER SIDE OF

EXISTING CROSSING POINT

NEW GUARDRAILING TO BE PROVIDED TO

JOIN EXISTING LENGTHS EITHER SIDE OF

EXISTING CROSSING POINT

CARRIAGEWAY TO BE RESURFACED

50m IN ADVANCE OF CROSSING

POINT STOP LINE

KEEP CLEAR MARKINGS TO BE

PROVIDED ACROSS NEW JUNCTION

RED SURFACE DRESSING

TO BE APPLIED BETWEEN

CROSSING STUDS

EXISTING LIGHTING COLUMN TO BE

RELOCATED TO SUIT CROSSING POINT.

DESIGN TO BE UNDERTAKEN  BY SPECIALIST

EXISTING LIGHTING COLUMN TO BE

RELOCATED TO SUIT JUNCTION. DESIGN

TO BE UNDERTAKEN  BY SPECIALIST

EXISTING GULLY TO BE RELOCATED TO

UPSTREAM OF CROSSING POINT

EXISTING GULLY TO BE RELOCATED

TO SUIT NEW KERBLINE

EXISTING GULLY TO

BE RELOCATED TO

SUIT NEW KERBLINE

NEW GULLY TO BE PROVIDED AT

JUNCTION TANGENT POINT

NEW GULLY TO BE PROVIDED AT

JUNCTION TANGENT POINT

EXISTING ROAD MARKINGS SHOWN

IN PINK TO BE REMOVED BEFORE

SURFACE TREATMENT IS APPLIED

EXISTING ROAD MARKINGS SHOWN IN

PINK TO BE REMOVED BEFORE SURFACE

TREATMENT IS APPLIED
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NOTES

1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH

ALL OTHER RELEVANT ARCHITECT'S, ENGINEER'S AND

SPECIALIST'S DRAWINGS TOGETHER WITH THE

APPROPRIATE SPECIFICATION

2. ALL WORKS ARE TO BE CONSTRUCTED IN

ACCORDANCE WITH MANCHESTER CITY COUNCIL

DESIGN GUIDANCE

3. IT IS THE CONTRACTOR'S RESPONSIBILITY TO CHECK

ALL DIMENSIONS ON SITE. DIMENSIONS MUST NOT BE

SCALED FROM THIS DRAWING. ANY DISCREPANCIES

TO BE BROUGHT TO THE IMMEDIATE ATTENTION OF

THE ARCHITECT IN WRITING

4. ALL DIMENSIONS AND LEVELS ARE IN METRES,

UNLESS NOTED OTHERWISE.

5. THE CONTRACTOR SHALL IMPLEMENT AND MAINTAIN

THROUGHOUT THE DURATION OF THE CONTRACT A

FULL TRAFFIC MANAGEMENT SYSTEM TO ENSURE

SAFE PASSAGE OF VEHICLES/PEDESTRIANS IN THE

VICINITY OF THE WORKS. ALL TRAFFIC SIGNS,

SIGNALS, BARRIERS ETC. SHALL BE IN ACCORDANCE

WITH CHAPTER 8 OF THE TRAFFIC SIGNS MANUAL

6. ALL HB2 KERBS TO BE INSTALLED WITH 125mm FACE

UNLESS NOTED OTHERWISE

7. ALL BN KERBS TO BE LAID WITH 0 - 6mm FACE AT

PEDESTRIAN CROSSING POINTS

8. KERB FACES STATED ABOVE ARE RELATIVE TO FINAL

SURFACE COURSE LEVEL

KEY

SITE BOUNDARY

EXISTING HIGHWAY BOUNDARY

AREA TO BE OFFERED UP FOR ADOPTION

PROPOSED KERB LINE

450 X 450 BLISTER TACTILE  PAVING

(BUFF COLOUR)

PROPOSED HIGHWAY GULLY

PEDESTRIAN GUARDRAIL TO MATCH EXISTING

INTERNALLY LIT BOLLARD WITH KEEP LEFT

ASPECT TO TSRGD DIAG. 610

TRAFFIC SIGNALS EQUIPMENT

Aldi Stores
Limited

Victoria Avenue East
Moston
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