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RIBA Workstage

Drawing purpose

3 Planning

Manchester Central - Cobden Rooms

Planning 43
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New lightweight metal canopy 
frame with integrated 
retractable awning

NOTE: external awning 
structure does not touch 
existing fabric

50mm gap between external 
frame and line of existing 
sandstone cladding

550mm gap between external 
frame and line of existing 
sandstone cladding

Frame sits 110mm 
below line of 
existing stone soffit

New external deck set flush with 
existing internal floor level. deck 
surface 'Millboard' composite 
external deck boarding system

Low level external 
planter

Low level external 
planter

Existing floor profile shown 
red (refer to plan)

New external ramp 
(refer to elevation on 
dwg 40)

Existing glazing

New powder coated canopy 
upright to have 'concealed' 
upright fixed to floor beneath 
level of new deck

Fully concealed bolted 
fixings to floor level

All external furniture fully 
fixed, layout indicative

Retractable canvas awning 
and guiderails sit fully 
within zone of external 
frame cross beams

Profile of existing external 
cladding / roof zone

CROSS SECTION AA PROPOSED
(through proposed external terrace)

Line of top of existing 
sandstone 'flank wall' beyond

New fixed double glazed window 
panels set 75mm back from front 
face of existing brickwork. powder 
coated aluminium to match 
existing adjacent

Existing brickwork

New window sits fully 
within existing window 
head level

Existing cill level shown 
red (proposed cill raised 
225mm)

Existing external wall construction 
extended to create cill level 225mm 
above existing. External wall in 
brickwork to match existing. painted 
plaster internal finish to match existing

Existing roof level and 
section profile

Existing floor 
level

CROSS SECTION BB PROPOSED
(through proposed window panels)

50mm set back 
from brickwork

100mm 
window depth

Window cill 
extended 30mm 
to form drip detail

Existing brickwork

Existing roof level and 
section profile

Existing powder 
coated metal louvre 
system site flush with 
existing brickwork

CROSS SECTION BB & CC EXISTING

New powder coated metal louvre 
system to match existing depth, 
specification and finish

Existing brickwork

New louvre panel sits 
fully within existing 
window head level

Existing cill level shown 
red (proposed cill raised 
225mm)

Existing external wall construction 
extended to create cill level 225mm 
above existing. External wall in 
brickwork to match existing. painted 
plaster internal finish to match existing

Existing roof level and 
section profile

CROSS SECTION CC PROPOSED
(through proposed louvre panels)

New louvre panel sits 
flush with exisging 
brickwork, as per 
existing detail


