12000

®<.— Ties into Columns or Bricks may be

moved provided they don't exceed a
4x4m grid and that Tie Tubes are no
greater than 300mm from node

Scaffold board decking

Toe board

Board transoms at 1200mm c/c

Scaffold tube guardrails
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25 x 38 x 450mm (BS EN 2482)
Scaffold Board Solepad
Scale — 1:25

152 xN52 x 4.76mm (EN 74)
o baseplate with scaffold upright
centered\about the plate

The pYincipal contractor should either check
the ground for adequacy or provide Creator

an allowable bearing pressure.

Tie tubes fixed to ledgers
or uprights using Class A
dguble couplers

Apollo hookie in conjunction
with scaffold sotew and nylon

HOOK TIE DETAIL

scale 1:25

I

<

(Mone level at 2kN/m?

=

One level at TkNARE

TENSION TIE

2000

|

|

|

= 8

| o

| N

{-o'

I}

I

I TENSION T

|

|

|

2 S

| o

| N

|

|

' o
o

—X— o

I

|

|

I

= 8

| o

| N

{-u-

I}

I

2000

R

TENSION TE X

e i e o
o
o
I3V
- — | — r — —
N\ ! AN A S
4000mm x JOmm Deep X8Beam 4000mm x ¥50 Deep X-Beam
| Beam sat on Sill
o Id’ 27.6kN at ULS /Beam
'g : 1250 18.4kN at SLS /BEAM
- |
i
:.
| o TENSION TIE
e X
|
|
|
|
s 1
Q |
o |
1-0’
i
|
|
|
|
3| 1
Q |
o |
i-ﬁ'
:.
TENSION TE
o x #-' 5.2kN at ULS
Q e 3.5kN at SLS
o
o
o
~N
o
o
o
N
x SION TE
|
o |
o |
~ | ]
- I 24.TkN at ULS
I 16.8kN at SLS
|
yr
1300 il
1200 J( 4250 MAX J( 1200
6650 MAX
scale 1:50

RISK — ACCURACIES IN BUILDING LINE CAUSING

SCAFFOLD TO BE DIMENSIONALLY INACCURATE

Control Measure:

Prior to erection the scaffold contractor

and/or principal contractor should check the existing structure to
ensure the scaffold can be based out and erected as detailed
and inform Creator Ltd of any discrepancies.

RISK — EXCESSIVE BAY SIZES INSTALLED DURING

ERECTION
Control Measure:

The scaffold contractor must ensure that

the maximum bay size installed are as indicated and should not be
exceeded. It is the responsibility of the scaffold contractor to

remedy any defects.

RISK — OVERLOADING OF SCAFFOLD STRUCTURE

Control Measure:

The design service loads indicated

should be closely site managed to ensure that only 2 number
of working levels are present at one time. The load conditions
of the scaffold should be clearly identified on the scafftag.

RISK — OVERLOADING OF EXISTING

STRUCTURE
Control Measure:

Principal contractor to employ a

structural engineer to ensure the applied loads from the
scaffold do not overload the existing structure. Creator
Ltd to be contacted where structure is deemed unsafe
to support scaffold structure.

RISK — EXCESSIVE LIFT

HEIGHTS CAUSING BUCKLING

Control Measure:

Maximum lift

heights to be installed as detailed
by the scaffold contractor and have
a maximum tolerance of £+100mm

RISK — VEHICULAR COLLISION

Control Measure:

Principle contractor to closely site manage,

ensure clear signage is installed and where required temporary crash
barriers (TCB) to be installed to prevent collision with the scaffold

structure

RISK — OVERLOADING OF EXISTING STRATA

Control Measure:

Principal contractor to employ a

structural engineer to ensure the applied loads from the
scaffold do not overload the existing strata. Creator Ltd
to be contacted where strata is deemed unsafe to

support scaffold structure.
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