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NOTES 1. DRAWING TO BE READ IN CONJUNCTION WITH SCHEMATICS DRAWING TO BE READ IN CONJUNCTION WITH SCHEMATICS 2. INTERNAL PIPEWORK MATERIAL : COPPER TABLE X  INTERNAL PIPEWORK MATERIAL : COPPER TABLE X  (EN1057 HALF HARD) 3. ALL PIPEWORK IN CEILING VOIDS, RISERS & BOXINGS TO BE INSULATED. ALL PIPEWORK IN CEILING VOIDS, RISERS & BOXINGS TO BE INSULATED. 4. ALL EXPOSED PIPEWORK TO BE UNINSULATED IF REQUIRED TO BE PAINTED BY ALL EXPOSED PIPEWORK TO BE UNINSULATED IF REQUIRED TO BE PAINTED BY OTHERS. 5. PIPEWORK JOINTS TO BE CRIMPED WHERE PRACTICAL. SOLDERING TO BE USED AS PIPEWORK JOINTS TO BE CRIMPED WHERE PRACTICAL. SOLDERING TO BE USED AS A LAST RESORT. 6. REMOVABLE IPS PANELS REQUIRED TO ALL WC CISTERNS, URINALS & VANITY REMOVABLE IPS PANELS REQUIRED TO ALL WC CISTERNS, URINALS & VANITY BASINS. 7. WATER TREATMENT SPECIALIST TO FLUSH & DISINFECT ALL DOMESTIC WATER WATER TREATMENT SPECIALIST TO FLUSH & DISINFECT ALL DOMESTIC WATER SYSTEMS PRIOR TO COMMISSIONING. 8. ALL WARNING PIPES & OVERFLOWS SHALL COMPLY WITH THE WATER SUPPLY ALL WARNING PIPES & OVERFLOWS SHALL COMPLY WITH THE WATER SUPPLY REGULATIONS. 9. PATTRESSES FOR DISABLED TOILETS, DISABLED SHOWER ROOMS, MALE & FEMALE PATTRESSES FOR DISABLED TOILETS, DISABLED SHOWER ROOMS, MALE & FEMALE TOILETS & CHANGING ROOMS BY OTHERS. 10. ALL LOW LEVEL PIPEWORK TO BE BRACKETED AT 750mm CENTRES. ALL LOW LEVEL PIPEWORK TO BE BRACKETED AT 750mm CENTRES. 11. TO COMPLY WITH EN 806. TO COMPLY WITH EN 806. 12. TO COMPLY WITH CIBSE TM13 MINIMISING LEGIONELLA RISK & ACop L8.TO COMPLY WITH CIBSE TM13 MINIMISING LEGIONELLA RISK & ACop L8.
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