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Handrails & Steps

NOTES:
1. Do not scale from this drawing.
2. Always work to noted dimensions.
3. All dimensions are in millimetres unless otherwise stated.
4. All setting out, levels andE dimensions to be agreed on site.
5. The dimensions of all materials must be checked on site before being laid out.
6. This drawing must be read with the relevant specification clauses and detail 
drawings.
7. Order of construction and setting out to be agreed on site.

LOCATION PLAN

GF
L02

Factory Square Steps and Handrails - Plan
Scale: 1:202
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Factory Square Steps and Handrails - Front Elevation A-A'
Scale: 1:201
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Factory Square Steps and H1 Root Fixed Handrail - Section B-B'
Scale: 1:203
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H2 - Wall-mounted Handrail Details
Scale: 1:55
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H1 - Root Fixed Handrail Details
Scale: 1:54
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H2 - Wall-mounted Handrail End Detail - Plan
Scale: 1:56
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H1 Handrail Detail
Scale: Half Actual Size7
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Freestanding Stainless Steel Handrail with Integral 
Lighting.
a) Continuous, seamlessly welded stainless steel circular 
section handrail and posts with
closed ends and incorporating a recessed groove containing 
continuous LED lighting.
c) Light fixture: refer to Lighting Consultant’s documentation .
d) Finish: Brushed finish.
e) Handrail detail to facilitate concealed cabling of lighting.
f) Fixing: below ground fixing in concrete haunching to 
engineers detail
g) Structural performance requirements:  Loading shall 
withstand a minimum loading of
0.74 kN/m at 1100mm from pitch line or floor.  tbc by 
structural engineer.

Stainless Steel Handrail with Integral Lighting Mounted 
to Stone Coping Wall.
a) Continuous, seamlessly welded stainless steel circular 
section handrail with closed
b) Handrail ends shall be turned into balustrade / wall with 
mitred detail.
d) Finish: Brushed finish.
f) Fixing: Concealed fixing, chemically anchored into 
concrete.
g) Structural performance requirements:  Loading shall 
withstand a minimum loading of
0.74 kN/m at 1100mm from pitch line or floor. tbc by 
structural engineer.

Design Intent: Provide Fabrication Drawings for Landscape Architects Approval

S1-P01 2020.10.05 - TF/AM AM

Location Plan
Scale: 1:10009

D2-P01 04-12-20 for tender TF AM

Precast Concrete Steps - S1
Material: Precast concrete.
Dimensions:  Rise - 150mm. Going - 600mm. 800mmW units. 
To include bespoke cut end units adjacent to seating steps.
Jointing: Allow for 10mm jointing gaps between units and to 
adjacent walls.
Colour / Finish to match C2 in-situ concrete - refer to drawing 
MF-PLA-XX-GF-DR-L-10-5000  for details.
Finish: Light Exposed Aggregate Finish - Green VBA2002 
retarder.
Mix 1
Colour: Artivia Natural.
14mm Dalbeattie Aggregate with Sparkly Fine Sand with high 
GGBS.
Mix 2
Colour: Artivia Natural.
14mm Dalbeattie Aggregate with Sparkly Fine Sand with 
High GGBS.
Mix 3
Colour: Artivia Natural. 10mm Limestone.
Supplier: Aggregate Industries or equal and approved.
Subject to detailed design and sample panel approval.
Accessories:  Contrast step nosing.

Contrast Step Nosing
Product: Stepline Original.
Size: 55mmW x 9mmD - offset 35mm from step nosing.
To stop 50mm short of ends of steps.
Colour: Black.
Finish: Gritted Abrasive Surface.
Fixing: Recessed and fixed with Grip240 Cartridge Applied 
Adhesive as per supplier's recommendation .
Supplier: Artech or similar and approved.
Tel: 01592 630 030. Website: www.artechsystems.co.uk

Step Nosing Detail
Scale: Half Actual Size8
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D2-P02 04-12-20 1. Specification for S1 Step and contrast
nosing added

2.  Step Nosing Detail Added
3. Step nosing updated on plan / section

4. note (b) omitted and (f) updated
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D2-P03 14-12-20 1. Omission of LED lighting strip to H1.
2. illustation of locations of LED lighting

strip.
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