150dia. pipe
from porous
MUGA pitch

Step rungs 1200 x 675
Multiple cover
bedded on
mortar Class
D400 150
thick.

150mm thick class ST3 concrete surround

300dia. pipe ‘
from S4 ——

600mm long
Rocker pipe 1500mm@
PCC Manhole 600mm Igng
Ring Rocker Pipe.

300dia. pipe

Hydro-brake Optimum Vortex Flow Control Unit to §2

(Minimise upstream storage) by Hydro
International type (or similar) to limit flow to
4.0l/s @ 1.2m head

Unit Ref: SHE-0092-4000-1200-4000 (92mm@

orifice) or similar PLAN MH 83

1200 x 675 Multiple cover bedded on mortar
Class D400 150 thick (illustrative position shown)

Class M1 mortar
haunch to frame

31710 V fitted just below cover.
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Pivot bypass operating steel rope to be

Hydro-brake Optimum Vortex Flow Control Unit
(Minimise upstream storage) by Hydro
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L75mm ST1 Concrete Blinding

SECTION MH S3

NOTES

1. All dimensions are in millimetres unless
shown otherwise.

2. The flow control unit shall be manufactured by
Hydro International, Shearwater House, Clevedon
Hall Estate, Victoria Road, Clevedon. BS21 7RD.
Refer to manufacturers instructions for installation.
Tel: 01275 878371 Fax:01275874979.
www.hydro-international.biz

3. The flow control units supplied shall pass a
maximum flow of 4 I/s at a head of 1.2m.

4. The flow control units supplied shall be fitted in
accordance with the manufacturers instructions.
The Contractor shall ensure the flow control unit
does not require an outlet pipe greater than
300mm@

5. Double Step Rungs shall be used at 300mm Centres.
Manholes over 3m deepwill require Ladder
(contractor to confirm depth / ladder or steps rungs
prior to installation and any discrepancies reported
back to engineer). 675mm maximum to first step
rung / ladder rung from cover level.
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