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DESIGNERS RISK ASSESSMENT

Under section 11, 18 - Construction (Design and Management)
Regulations 2015

SAFETY, HEALTH & ENVIRONMENTAL INFORMATION

There are no significant, unusual or location specific risks which are
not obvious to a competent contractor or likely to be difficult to
manage

NOTES

1.

ALL PIPEWORK SHALL BE IDENTIFIED WITH THE APPROPRIATE
LABELS IN ACCORDANCE WITH BS1710 AND BS4800.

2. AUTOMATIC AIR VENTS SHALL BE PROVIDED AT ALL HIGH POINTS
OF THE SYSTEM.

3. DRAIN COCKS SHALL BE PROVIDED AT ALL LOW POINTS OF THE
SYSTEM.

4. PIPEWORK SHALL BE INSULATED TO BS5422:2001 TO
PLANTROOMS, SERVICE VOIDS AND SEMI-EXPOSED PIPEWORK AT
HIGH LEVEL.

5.  HEATING PIPEWORK SHALL BE FLUSHED THROUGH ON
COMPLETION IN ACCORDANCE WITH BSRIA AG1/2001 AND
TREATED WITH CORROSION INHIBITOR.

6. UNDERFLOOR HEATING MANIFOLDS TO BE CONFIRMED BY
MANUFACTURER.

7. ALL VALVES TO BE POSITIONED TO ENSURE ACCESS FOR
MAINTENANCE WHEN REQUIRED.
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