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SB Self Bound Gravel
to Tree Grille TG1
Product: Supercedec
Depth: 75mm compacted thickness.  
Colour: Subject to sample approval on site, please order a sample of 
all 3 available colours.
Laid and maintained to manufacturers' instructions.  Refer to 
specification clause. 
Supplier: CED Stone.
Refer to drawing MF-PLA-XX-GF-DR-L-10-6002 for further detail.
Refer to NBS clause Q23/110.

Perforated Steel Cladding - D2
Product: Perforated Metal Plank - Type BN-OP5
Material: Steel.
Finish: Hot dip Galvanised.
Dimensions: 200mmW x 45mmD x min 1210mmL. 2mm thick.
Fixing: To be fixed to block wall using Stainless Steel Dome Head Tek 
Screw to engineer's specification.
To be measured
Supplier: Lichtgitter UK. 
      Website - www.lichtgitter.co.uk
      Tel - 01922 711 611
Refer to drawing MF-PLA-XX-GF-DR-L-10-7017 .
Refer to NBS clause Q55/110, Q55/380

CS

RW6
Existing Precast Concrete Retaining 
Wall - RW6
to Ordsall Chord interface
retain existing and protect during construction, make good if 
required.
Refer to drawing MF-PLA-XX-GF-DR-L-10-7001 for further detail.

InSitu Concrete Retaining Wall - RW5
to service yard and Bonded Warehouse interface
Material:  reinforced insitu concrete
Colour:   to match external builidng colour NBS E80 - 'plain finish'
Finish: to match external builidng finishes NBS E80 - 'plain finish'
Dimensions: 300mm wide, L shaped: 9505mm plus 1700mm long, 
min. Height varies: 1100mm above external finished level within 
service yard side, max. 1972mm high at bonded warehouse/step 
side, 20mm chamfer to edges.
Wall to withstand vehicular impact. Subject to structural engineers 
detailed design.
Refer to drawing MF-PLA-XX-GF-DR-L-10-5003, 5004, 7002 for further 
detail.

RW7 InSitu Concrete Retaining Wall - RW7
to river edge behind vehicular restraint barrier.
Material:  Reinforced Concrete - as per engineers specification.
Colour: To match final insitu concrete C2 mix.
Finish: sample tbc
Dimensions: each step  400mm wide. 
To sit min. 60mm below paving level. 
Subject to structural engineers detailed design.
Refer to drawing MF-PLA-XX-GF-DR-L-10-7014  for detailed 
dimensions & further detail.
Refer to NBS clauseE10/28

RW8 Insitu Concrete Retaining Wall - RW8
to river edge.
Material: Reinforced Concrete.
Colour: To match final insitu concrete C2 mix.
Finish: sample tbc
Dimensions: 2no of steps each 400mm wide, 
To engineers specification.
Refer to drawing MF-PLA-XX-GF-DR-L-10-7014 for further detail.
Refer to NBS clause E10/28A

RW9 Insitu Concrete Retaining Wall - RW9
to river edge.
Material: Reinforced Concrete.
To sit below surface paving finish
Dimensions:  400mm wide.
Refer to drawing MF-PLA-XX-GF-DR-L-10-7014 for further detail.
To engineers detail.
Refer to NBS clause E10/28B

Insitu Concrete Retaining Wall - RW10
to river edge.
Material: Reinforced Concrete.
Colour: To match final insitu concrete C2 mix.
Finish: sample tbc
Dimensions: 550mm wide.
To engineers specification.
Refer to drawing MF-PLA-XX-GF-DR-L-10-7014 for further detail.
Refer to NBS clause E10/28C

RW10

SC4

SC5
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NOTES:
1. Do not scale from this drawing.
2. Always work to noted dimensions.
3. All dimensions are in millimetres unless otherwise stated.
4. All setting out, levels andE dimensions to be agreed on site.
5. The dimensions of all materials must be checked on site before being laid out.
6. This drawing must be read with the relevant specification clauses and detail 
drawings.
7. Order of construction and setting out to be agreed on site.

LOCATION PLAN

GF
L02

7no. Tp

In-situ Concrete - C1 with Polyurethane 
Finish
to spotlight area.
Concrete Material: standard reinforced in-situ concrete.
Dimensions:  Depth -190mm. 
Finish: Float finish.
Colour: Light Grey
Supplier: Aggregate Industries or equal and approved.
Refer to NBS clause E10/20
Polyurethane Material:
Product: Deckmaster System R
Finish: Matte
Colour: RAL5002
Supplier: Deckmaster or equal and approved.
Refer to drawing MF-PLA-XX-GF-DR-L-10-5000, 5002 for further detail.
Refer to NBS clause J31/110
Subject to sample panel approval. RW1

In-situ Concrete - C1-2 with 
Polyurethane Finish
to spotlight area.
Concrete Material: Standard reinforced in-situ concrete.
Dimensions:  Depth - 190mm, with expansion joints at 2000mm x 
2000mm grid interfalls to enable access to services in the future.
Finish: Float finish.
Colour: Light Grey
Supplier: Aggregate Industries or equal and approved.
Refer to NBS clause E10/20
Polyurethane Material:
Product: Deckmaster System R
Finish: Matte
Colour: RAL5002
Supplier: Deckmaster or equal and approved.
Refer to drawing MF-PLA-XX-GF-DR-L-10-5000, 5002 for further detail.
Refer to NBS clause J31/110
Subject to sample panel approval.

Tree Pit below ground extent 
Refer to drawing MF-PLA-XX-GF-DR-L-10-2000, 5008, 6000 , 6001, 6002 
for further detail.

Proposed Bulb Planting
Refer to planting schedule for further detail.

7no. Tp Plant Name Label
Refer to planting schedule for further detail.

RW-L

Tactile Paving - TA7
Material: Granite  blister paving.
Colour: Black.
Dimensions:  400mm x 400mm x 80mm (engineer to confirm)
3 rows.
Refer to drawing MF-PLA-XX-GF-DR-L-10-5010 for further detail.
Refer to NBS clause Q25/320D

TA7

Demarcation Studs
stainless steel demarcation studs with MIF logo at 1m intervals to 
delineate highway boundary
Subject to further detail.
Refer to drawing MF-PLA-XX-GF-DR-L-10-1000/5006 for further detail.
Refer to NBS clause Q10/12A

Tarmacadam - T1
existing retained.T1

DS

Tactile Directional Guidance Studs
stainless steel studs
Subject to further detail.
Refer to drawing MF-PLA-XX-GF-DR-L-10-1000/5005 for further detail.
Refer to NBS clause Q10/12B

Demarcation Studs
stainless steel demarcation studs
Subject to further detail.
Refer to drawing MF-PLA-XX-GF-DR-L-10-1000/5005 for further detail.
Refer to NBS clause Q10/12C

DS3

DS2

Tactile Paving - TA5
Material: granite  with built in hazardous strips
Colour: black
Dimensions:  400mm x 400mm x 50mm 
2 rows to top and bottom of stairs
Refer to drawing MF-PLA-XX-GF-DR-L-10-1000, 5003, 5004, 7002 for 
further detail.
Refer to NBS clause Q25/320B

Tactile Paving - TA6
Material: Pre-cast concrete paving with built in hazardous strips
Colour: black
Dimensions:  400mm x 400mm x 50mm
2 tows to top and bottom of strairs. 
Refer to drawing MF-PLA-XX-GF-DR-L-10-1000, 5005, 7006 for further 
detail.
Refer to NBS clause Q25/320C

TA6

New Coping Stone - CP
To river wall corner.
Size: To be measured on site - plan size to match adjacent units, 
depth to enable top of coping stone to be flush with adjacent units.
Material and finish to match existing coping units.

CP

In-situ Concrete Steps - S1
to seating steps next to new pedestrian/cyclebridge and 

existing brick pier
Material: Insitu concrete.
Dimensions: Rise - 150mm. Going - 610/400/410mm.
Colour / Finish to match C2 in-situ concrete - refer to drawing 
MF-PLA-XX-GF-DR-L-10-5000 for details.
Subject to detailed design and sample panel approval.
Accessories: Contrast step nosing
Refer to drawing MF-PLA-XX-GF-DR-L-10-7005 for further detail.
Refer to NBS clause L37/110&420

S1

Granite Steps - S2
to service yard and Bonded Warehouse interface
Dimensions: 1400mm x 400mm x 150mm (D)
Colour: Mid Grey with contrasting Nosing (50mm)
Finish: Picked
Bond: stack
Jointing: 8mm (6-10)
Jointing Colour: mid grey
rigidly laid on proprietory mortar
Refer to drawing MF-PLA-XX-GF-DR-L-10-5003, 5004, 7002 for further 
detail.
Refer to NBS clause L37/110A

S2

Existing Granite Steps - S3 (retained)
to Ordsall Chord Interface
retain existing and protect during construction.

S3

Insitu Concrete Retaining Wall - RW9
to river edge.
Material: Reinforced Concrete.
To sit below surface paving finish
Dimensions:  400mm wide.
Refer to drawing MF-PLA-XX-GF-DR-L-10-7014 for further detail.
To engineers detail.
Refer to NBS clause E10/28B

Insitu Concrete Retaining Wall - RW10
to river edge.
Material: Reinforced Concrete.
Colour: To match final insitu concrete C2 mix.
Finish: sample tbc
Dimensions: 550mm wide.
To engineers specification.
Refer to drawing MF-PLA-XX-GF-DR-L-10-7014 for further detail.
Refer to NBS clause E10/28C

RW10

H1

H3

Insitu Concrete Retaining Wall - RW1
to river edge.
Material: Reinforced Concrete.
Colour: To match final insitu concrete C2 mix.
Finish: sample tbc
Dimensions: 400mm thick.
Cast as one for ease of construction.
To engineers specification.
Refer to drawing MF-PLA-XX-GF-DR-L-10-7014 for further detail.
Refer to NBS clauseE10/27

Proposed Semi-mature Trees
Plant Name Label
Refer to planting schedule for further detail.

STEPS/RETAINING WALLS

Insitu Concrete Retaining Feature 
Seating- RW2
to seating steps next to new pedestrian/cycle bridge
Material: Reinforced Concrete with timber tops
Colour: To match final insitu concrete C2 mix.
Finish: sample tbc
Dimensions: Rise - 450mm. Going - 600mm @ 45 degree angle.
Accessories: steel edge, timber tops and armrestb& backrest.
Refer to drawing MF-PLA-XX-GF-DR-L-10-7006&7007 for further detail.
Refer to NBS clauseE10/27A

T

Existing Brick Pier and Sandstone 
Coping  - RW3
to river edge adjacent to bridge
retain existing and protect during construction, make good if 
required.

RW1

RW3

RW5

Precast Concrete Retaining Units - RW4
to Ordsall Chord interface
Material:  reinforced precast concrete
Colour:  To match adjacent Ordsall Chord. 
Finish: Heavy etched.
Supplier: Evans Concrete or similar and approved.
Refer to drawing MF-PLA-XX-GF-DR-L-10-7001 for further detail and 
dimensions.
Refer to NBS clause F31/105

RW4

RW6
Existing Precast Concrete Retaining 
Wall - RW6
to Ordsall Chord interface
retain existing and protect during construction, make good if 
required.
Refer to drawing MF-PLA-XX-GF-DR-L-10-7001 for further detail.

RW-E

Tree Pit below ground extent 
Refer to drawing MF-PLA-XX-GF-DR-L-10-2000, 5008, 6000 , 6001, 6002 
for further detail.

Tree Name Label
Refer to planting schedule for further detail.

Proposed Bulb Planting
Refer to planting schedule for further detail.

Plant Name Label
Refer to planting schedule for further detail.

SC2

SC1

H2

InSitu Concrete Retaining Wall - RW5
to service yard and Bonded Warehouse interface
Material:  reinforced insitu concrete
Colour:   to match external builidng colour NBS E80 - 'plain finish'
Finish: to match external builidng finishes NBS E80 - 'plain finish'
Dimensions: 300mm wide, L shaped: 9505mm plus 1700mm long, 
min. Height varies: 1100mm above external finished level within 
service yard side, max. 1972mm high at bonded warehouse/step 
side, 20mm chamfer to edges.
Wall to withstand vehicular impact. Subject to structural engineers 
detailed design.
Refer to drawing MF-PLA-XX-GF-DR-L-10-5003, 5004, 7002 for further 
detail.

Proposed Lawn Planting in Gaps of 
Precast Concrete Permeable Paving - 
Green Gap P1.2
grass seed in 30mm voids of permeable paving . 
Refer to planting schedule for further detai.

River Wall - To be lowered
To be lowered by varied height between 34mm - 1610mm to a new 
height of 25.512 AOD - to tie in with adjacent existing retained wall.
To include new sandstone coping, appearace and finish and size to 
match existing coping on site. Contractor to confirm dimensions for 
approval.

RW-L

River Wall - Existing retained
make good where required, to structural engineers details

Temporary Earthbund - E
Reinforced earthbund and turf with concrete retaining walls to both 
ends.
Dimensions: 1250mm Height, 5300mm wide, 44000mm long.
earthbund to be installed at a 50degree angle to northern side to 
ensure it's effectiveness as HVM. and at a 1:3 gradient to the southern 
side.
To be installed by others  as interim solution.

RW2

Reinforced Lawn
Product: BT1 Turf / ABG ATS400/B Reinforced Rootzone.
To supplier's specification.
Supplier: ABG Synthetics.
Refer to planting schedule for further detail.

SC3

TA2

TA1

Tactile Paving - TA2
Material: Pre-cast concrete paving with built in hazardous strips
Colour: buff
Dimensions:  400mm x 400mm x 50mm
TA2-A: 6 rows to access routes from cycle and pedestrian traffic, bars 
installed transversely accross direction of travel.
TA2-B: 6 rows to access routes from cycle and pedestrian traffic, bars 
installed running in the direction of travel
Central separation strip to separate both areas - material and finish to 
match tactile paving. Size: 200mmL x 150mmW x 100mmD, 20mm 
raised above ground. Include 2no. tapered end units.
Refer to drawing MF-PLA-XX-GF-DR-L-10-1000, 5001,  5007  for further 
detail.
Refer to NBS clause Q25/320

Tactile Markings in insitu Concrete - TA1
Finish: contrasting brush finish to adjacent surface. 
Dimensions:  as shown next to door openings, to top of steps, 
minimum 400mm wide around columns.
Subject to sample approval.
Refer to drawing MF-PLA-XX-GF-DR-L-10-1000, 5000, 7005  for further 
detail.
Refer to NBS clause E10/20A, E10/23A, E10/25A

TA3 Tactile Paving - TA3 - retain existing
Material: Pre-cast concrete paving with built in hazardous strips
Colour: black
Dimensions:  400mm x 400mm x 80
2 tows to top and bottom of stairs, 6 rows to access routes from cycle 
and pedestrian traffic

TA4 Tactile Paving - TA4
Material: granite  with built in hazardous strips
Colour: black
Dimensions:  400mm x 400mm x 80mm (suitable for vehicular 
trafficed area)
TA4-A: 6 rows to access routes from cycle and pedestrian traffic, bars 
installed transversely accross direction of travel.
TA4-B: 6 rows to access routes from cycle and pedestrian traffic, bars 
installed running in the direction of travel
Central separation strip to separate both areas. Colour - Royal white, 
finish to match tactile paving. Size: 200mmL x 150mmW x 100mmD, 
20mm raised above ground. Include 2no. tapered end units.
Refer to drawing MF-PLA-XX-GF-DR-L-10-1000, 5001, 5007 for further 
detail.
Refer to NBS clause Q25/320A

TA5
Tactile Paving - TA5
Material: granite  with built in hazardous strips
Colour: black
Dimensions:  400mm x 400mm x 50mm 
2 rows to top and bottom of stairs
Refer to drawing MF-PLA-XX-GF-DR-L-10-1000, 5003, 5004, 7002 for 
further detail.
Refer to NBS clause Q25/320B

Tactile Paving - TA6
Material: Pre-cast concrete paving with built in hazardous strips
Colour: black
Dimensions:  400mm x 400mm x 50mm
2 tows to top and bottom of strairs. 
Refer to drawing MF-PLA-XX-GF-DR-L-10-1000, 5005, 7006 for further 
detail.
Refer to NBS clause Q25/320C

TA6

TEMPORARY EARTH BUND PART
OF HOSTILE VEHICLE

MITIGATION STRATEGY.
REQUIREMENT / INSTALLATION

BY OTHERS, NEEDS TO BE IN
PLACE BEFORE HAND OVER

Existing Top of Wall Level

Proposed Top of Wall Level

Yorkstone Flags - P5 (retain existing)
Material: sandstone setts.
Colour: Natural.
Finish: Sawn.
Dimensions: 400mm x RL x 75mmD.
Bond: Random stretcher bond.

Assumed Ground Floor Site Boundary

Proposed Site Levels

Existing Site Levels retained

Top of Kerb Level

Bottom of Kerb Level

Direction of Fall & Gradient

Drainage Channel

KEY

Yorkstone Flags - P3 (part stock material)
Material: sandstone setts.
Colour: Natural.
Finish: Sawn.
Dimensions: 400mm x RL x 75mmD.
Joint width: 8mm
Bond: Random stretcher bond.
Refer to drawing MF-PLA-XX-GF-DR-L-10-1000, 5000 for further detail.
Refer to NBS clause Q25/310

Precast Concrete Paving - P1.1
Product: Hydrolineo XL 0
Material: Pre-cast concrete.
Colour: Lavaro Wit.
Finish: Textured
Dimensions: 300mmW x 600mmL x 160mm
To be suitable for vehicular use.
Laid: Stretcher bond.
Supplier : Hardscape or similar and approved.
Refer to drawing MF-PLA-XX-GF-DR-L-10-5000, 5002, 5007, 5008 for 
further detail.
Refer to NBS clause Q25/175, Q25/345A

In-situ Concrete - C2
Material: Bespoke reinforced In-situ concrete 
Dimensions: 190mm depth. 
Finish: Light Exposed Aggregate Finish - Green VBA2002 retarder.
Mix 1
Colour: Artivia Natural.
14mm Dalbeattie Aggregate with Sparkly Fine Sand with high 
GGBS.
Supplier: Aggregate Industries or equal and approved.
Subject to sample panel approval.
Refer to drawing MF-PLA-XX-GF-DR-L-10-5000 , 5002 for further detail.
Refer to NBS clause E10/23

In-situ Concrete - C1 with Polyurethane 
Finish
to spotlight area.
Concrete Material: standard reinforced in-situ concrete.
Dimensions:  Depth -190mm. 
Finish: Float finish.
Colour: Light Grey
Supplier: Aggregate Industries or equal and approved.
Refer to NBS clause E10/20
Polyurethane Material:
Product: Deckmaster System R
Finish: Matte
Colour: RAL5002
Supplier: Deckmaster or equal and approved.
Refer to drawing MF-PLA-XX-GF-DR-L-10-5000, 5002 for further detail.
Refer to NBS clause J31/110
Subject to sample panel approval.

Yorkstone Sett Paving - P2 (stock material)
Material: sandstone setts.
Colour: Natural.
Finish: Sawn.
Dimensions: 100mmH x 100mmW x 100mmD.
Joint width: 8mm
Bond: stretcher bond.
Refer to drawing MF-PLA-XX-GF-DR-L-10-1000, 5001, 5002, 5003, 5004, 5007 
for further detail.
Refer to NBS clause Q25/330

HARDWORKS

C1

C2

P1.1

P2

P3

P4

P5

Yorkstone Sett Paving  - P4 (retain existing)
Material: sandstone setts.
Colour: Natural.
Finish: Sawn.
Dimensions: 100mm x 100mm x 100mmD.
Bond:  stetcher bond.

In-situ Concrete - C1-2 with 
Polyurethane Finish
to spotlight area.
Concrete Material: Standard reinforced in-situ concrete.
Dimensions:  Depth - 190mm, with expansion joints at 2000mm x 
2000mm grid interfalls to enable access to services in the future.
Finish: Float finish.
Colour: Light Grey
Supplier: Aggregate Industries or equal and approved.
Refer to NBS clause E10/20
Polyurethane Material:
Product: Deckmaster System R
Finish: Matte
Colour: RAL5002
Supplier: Deckmaster or equal and approved.
Refer to drawing MF-PLA-XX-GF-DR-L-10-5000, 5002 for further detail.
Refer to NBS clause J31/110
Subject to sample panel approval.

C1-2

In-situ Concrete - C2-2
Material: Bespoke reinforced In-situ concrete 
Dimensions: 190mm depth. with expansion joints at 2000mm x 
2000mm grid interfalls to enable access to services in the future.
Finish: Light Exposed Aggregate Finish - Green VBA2002 retarder.
Mix 1
Colour: Artivia Natural.
14mm Dalbeattie Aggregate with Sparkly Fine Sand with high 
GGBS.
Supplier: Aggregate Industries or equal and approved.
Subject to sample panel approval.
Refer to drawing MF-PLA-XX-GF-DR-L-10-5000, 5002 for further detail.
Refer to NBS clause E10/23

C2-2

Reclaimed Cobbles - P6 (retain 
existing)
Material: sandstone setts.
Colour: Natural.
Finish: cropped
Bond: stack bond.

P6

Granite Flags - P7 (retain existing)
Material: granite
Colour: tritanial - black
Finish: Sawn.
Dimensions: 600mm x 1000mm x 75mmD.
Bond: Random stack bond.

P7

Granite Flags - P8 (stock material)
Material: granite
Colour: tritanial - black
Finish: Sawn.
Dimensions: 600mmW x 1000mmL x 75mmD.
Bond: stack bond.
Refer to drawing MF-PLA-XX-GF-DR-L-10-1000, 5001 , 5007, 5008  for 
further detail.
Refer to NBS cause Q25/310A

P8

Granite Setts - P9 (stock material)
Material: granite
Colour: tritanial - black
Finish: Sawn.
Dimensions: 100mmL x 100mmW x 100mmD.
Bond:  stack bond.
Refer to drawing MF-PLA-XX-GF-DR-L-10-1000, 5002, 5007 for further 
detail.
Refer to NBS clause Q25/330A

P9

In-situ Concrete - C5 
surface installed 
Material: Bespoke reinforced In-situ concrete 
Colour: light
Finish:  brushed
Dimensions: 190mm depth. 

C5

E

Precast Concrete Permeable Paving - 
Green Gap P1.2
Product: Hydro Lineo XL 25
Material: Pre-cast concrete.
Colour: Lavaro Wit.
Finish: Textured.
Dimensions: 300mmW (275mm with 25mm nibs) x 600mmL x 160mmD. 
To be suitable for vehicular use.
Laid: Stretcher bond.
Accessories: Combined with lawn in various arrangements 
Supplier: Hardscape similar and approved.
Refer to drawing MF-PLA-XX-GF-DR-L-10-5000, 5002, 5007, 5008 for further 
detail.
Refer to NBS clause Q25/170, Q25/345A

P1.2

Perforated Steel Decking - D1
Product: Perforated Metal Plank - Type BN-OP5
Material: Steel.
Finish: Hot dip Galvanised.
Dimensions: 200mmW x 45mmD. 2mm thick. Bespoke lengths.
Fixing: To be fixed to steelwork using Stainless Steel Dome Head Tek 
Screw as per supplier's specification.
Accessories: 1no. maintenance access hatch and 3no. wiring access 
hatches, subject to detailed design.
Supplier: Lichtgitter UK. 
      Website - www.lichtgitter.co.uk
      Tel - 01922 711 611
Refer to drawing MF-PLA-XX-GF-DR-L-10-5000 and 7014.
Refer to NBS clause Q55/110, Q55/380

D1

Perforated Steel Cladding - D2
Product: Perforated Metal Plank - Type BN-OP5
Material: Steel.
Finish: Hot dip Galvanised.
Dimensions: 200mmW x 45mmD x min 1210mmL. 2mm thick.
Fixing: To be fixed to block wall using Stainless Steel Dome Head Tek 
Screw to engineer's specification.
To be measured
Supplier: Lichtgitter UK. 
      Website - www.lichtgitter.co.uk
      Tel - 01922 711 611
Refer to drawing MF-PLA-XX-GF-DR-L-10-7017 .
Refer to NBS clause Q55/110, Q55/380

D2

KEY

1 river wall layout updated in line with new  survey
2. P9 omitted next to river wall

3. CP coping stone added to river wall
4. proposed D1 decking joint  locations updated

5. Headroom Tactile omitted until extents confirmed /
client agreement

5. access hatches shown in decking

Demarcation Studs
stainless steel demarcation studs
Subject to further detail.
Refer to drawing MF-PLA-XX-GF-DR-L-10-1000/5005 for further detail.
Refer to NBS clause Q10/12C

New Coping Stone - CP
To river wall corner.
Size: To be measured on site - plan size to match adjacent units, 
depth to enable top of coping stone to be flush with adjacent units.
Material and finish to match existing coping units.

CP

D4-C06 15-08-22 TF AM

D4-C07 18-10-22 AM AM1.TA2 changed to buff colour as black no longer available,
with client approval

2. Omission of tactile finish around columns following
meeting with Building Control and confirmation of not

required.
3. For visual reference showing joints and covers in public

realm

S4-C08 02-12-22 TF AM1. Further detail provided for cycleway separator strips.
2. Separator strip added to bottom of Water Street

3. P5 added / Archco paving interface revised.

S4-C09 10-03-23 TF AM1. Hardworks interface with ArchCo land amended.
2. Separator kerb updated to south

3. Tree pit surfaces changed from resin to gravel
4. Paving changed to concrete in storage corner.

5. Jointing updated around fixed bollards.
6. Decking abeyance note omitted.

7. Tactile guidance realigned.
8. Footpath demarcation studs offset from joint.

FINAL LOCATION IN ABEYANCE
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