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NOTES

1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH
ALL OTHER RELEVANT ARCHITECT'S, ENGINEER'S AND
SPECIALIST'S DRAWINGS TOGETHER WITH THE
APPROPRIATE SPECIFICATION

e
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,0\5:\:

2.  ALL WORKS ARE TO BE CONSTRUCTED IN
ACCORDANCE WITH MANCHESTER CITY COUNCIL
DESIGN GUIDANCE

,105.156

3. IT IS THE CONTRACTOR'S RESPONSIBILITY TO CHECK
ALL DIMENSIONS ON SITE. DIMENSIONS MUST NOT BE
SCALED FROM THIS DRAWING. ANY DISCREPANCIES
TO BE BROUGHT TO THE IMMEDIATE ATTENTION OF
THE ARCHITECT IN WRITING

4. ALL DIMENSIONS AND LEVELS ARE IN METRES,
UNLESS NOTED OTHERWISE.

 RL119.55

5. THE CONTRACTOR SHALL IMPLEMENT AND MAINTAIN
THROUGHOUT THE DURATION OF THE CONTRACT A
FULL TRAFFIC MANAGEMENT SYSTEM TO ENSURE
SAFE PASSAGE OF VEHICLES/PEDESTRIANS IN THE
VICINITY OF THE WORKS. ALL TRAFFIC SIGNS,
SIGNALS, BARRIERS ETC. SHALL BE IN ACCORDANCE
WITH CHAPTER 8 OF THE TRAFFIC SIGNS MANUAL

,105.013
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5. ALL WORKS SHOWN ARE SUBJECT TO APPROVAL
FROM THE RELEVANT STATUTORY UNDERTAKERS.

. /01.9,
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6. 6. ALL DRAINAGE TO BE JETTED OUT UPON
COMPLETION OF WORKS.
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