
Plant/Protection  Schedule Pall Mall Court Demolition 

Plant/Material  
Item 

Image  Comments  

Brokk 90  

 

Robotic 
Demolition 
machine , 3 
Phase 32 
Amp  
 

 

Track Saw  

 

Concrete 
cutting Saw 
with 
diamond 
edge blade 
Max Blade 
depth 
450mm 
 
3 Phase 32 
Amp  
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Floor Saw  

 

 Concrete 
Cutting Saw 
with 
Diamond 
Edged 
Blade. Max 
Blade 
depth 
450mm 
3 Phase 32 
Amp  

 

Makita Hand 
Breaker  

 

Light duty 
cordless 
18v breaker 
fitted with 
bolster 
attachment 
for removal 
of mosaics,   
 

 

Wet/Dry Vac  

 

Used to 
mitigate 
water 
damage 
during 
concrete 
cutting 
operations 
 
110 Volt   
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External 
Scaffold Crash 
Deck  

 

Required 
for 
demolition 
of 
cantilever 
slab at 
ground 
floor level.  

Internal 
Hoarding  

 

Required to 
provide 
weather 
protection 
and 
security at 
Ground 
Floor level .  
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Corex 
Protection to 
columns  

 

Wrap 
around 
Corex 
protection 
to existing 
columns. 
 
Used to 
mitigate 
water 
damage 
and impact  
during 
concrete 
cutting 
operations  
 
Adhesive 
tape will 
not come 
into contact 
with the 
mosaic 


