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VENTILATION NOTES

1. ALL MVHR DUCTWORK SHALL BE MANUFACTURED IN RIGID PLASTIC & ALL MVHR DUCTWORK SHALL BE MANUFACTURED IN
RIGID PLASTIC & IN ACCORDANCE WITH THE DOMESTIC VENTILATION COMPLIANCE GUIDE.

2. MVHR UNIT IS TO RUN AT CONTINUOUS TRICKLE WITH BOOST BEING MVHR UNIT IS TO RUN AT CONTINUOUS TRICKLE WITH BOOST
BEING ACTIVATED VIA AN INTERNAL BOOST HUMIDISTAT.

3. ALL AIR VALVES SHALL BE 125mm. ALL AIR VALVES SHALL BE 125mm.

4. FIRE SLEEVES SHALL BE PROVIDED WHERE DUCTWORK PASSES FIRE SLEEVES SHALL BE PROVIDED WHERE DUCTWORK PASSES
THROUGH ANY FIRE RATED STRUCTURE.

5. FLEXIBLE DUCTWORK SHALL BE USED FOR FINAL CONNECTIONS ONLY. FLEXIBLE DUCTWORK SHALL BE USED FOR FINAL
CONNECTIONS ONLY. NO FLEXIBLE DUCTWORK SHALL BE MORE THAN 500mm IN LENGTH. FLEXIBLE DUCTWORK SHALL BE
ACOUSTIC TYPE ON MVHR CONNECTIONS.

6. THE DUCTWORK SUB-CONTRACTOR SHALL PROVIDE AN INSULATED THE DUCTWORK SUB-CONTRACTOR SHALL PROVIDE AN
INSULATED PLENUM BOX TO ALLOW FOR TRANSFORMATION OF THE RIGID PLASTIC DUCTWORK TO THE EXTERNAL LOUVRE.

7. THE DUCTWORK SUB-CONTRACTOR SHALL ALLOW FOR A VISUAL SITE THE DUCTWORK SUB-CONTRACTOR SHALL ALLOW FOR A
VISUAL SITE SURVEY OF THE BUILDING STRUCTURE PRIOR TO FABRICATION OF DUCTWORK.

8. THERMAL INSULATION SHALL BE APPLIED TO THE FOLLOWING AREAS: INTAKE AND EXHAUST DUCTWORK.

9. BATHROOM / WC DOORS SHALL BE UNDERCUT TO PROVIDE BATHROOM / WC DOORS SHALL BE UNDERCUT TO PROVIDE
VENTILATION AIR PATH ROUTES.
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This drawing is copyright protected, and remains the property of hurstwood
environmental consulting. it must not be reproduced, used, disclosed
or transmitted to third parties in any form without prior written permission.
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