retain original roof beams and
rafters. A structural and timber
survey is required

remove existing slate
roof covering and retain
for reuse

retain and restore
timber eaves detail - \ 7
specialist restoration
contractor to be
appointed.

remove plasterboard lowered
ceiling to reveal pitched rafter

roof
remove timber window. | ——remove timber windows
Restore opening to
original size - lintel may
be required
]
|
jL
+
. ]
remove timber and JF
. . iti - r \
remove timber window plasterboard partitions _ — . .
r [~ remove timber stair and
_
JF balustrade and any floor
JF coverings
-
—
— remove roof and end yard wall
TJ

Remove shop front window and signage
above. internally remove plasterboard to
expose the original brick. Remove old front
door and frame.

remove brick wall

Original historic stair - first flight
of existing stair to be retained
and restored

collapsed brick arch -
structural investigation
required before a
proposal for use can
be formulated

area to be excavated out to
extend the basement.

z

Historic external open stair from street level

timber ladder down

down to basement. Currently filled with
brick rubble and surfaced with a tarmac
covering at pavement level. The proposal
is to excavated out and reinstate as an

The existing brick floor will be retained
and lowered by 400mm and re- laid
as per the existing configuration.

to basement to be
removed

external access to the basement. It is ded
unknown if the original stair is still there. If nnel
it is it will be restored. If not a new stair will A
be installed. ) oad
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