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top of substrate +43.040

top of substrate +39.500

top of substrate +43.040

FFL +41.265
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New foundations-refer to Structural Engineers details

Limewash to existing timber floor

changed to replica timber windows
rev P02 - 2021-08-12 - Proposed aluminium framed windows

-refer to Structural Engineers details
(proposed entrance and amended existing floor)
New steelwork structure

to specialist subcontractor's details
All external walls to receive internal tanking and dry lining

to both side of the new stair
New planters with glazed screens

New platform lift

Replica timber windows

and specialist subcontractor details
refer to Structural Engineers
-steelwork required
Re-instated stone column

inluding sliding door
(aluminum frame/double glazed units)
New double height screens

New stair (metal structure)

forming the new entrance landing
New composite decking

Replica timber windows

Replica timber windows

inluding sliding door
(aluminum frame/double glazed units)
New double height screens

and specialist subcontractor details
refer to Structural Engineers
-steelwork required
Re-instated stone column

Existing stone cill to be repaired and cleaned

and specialist subcontractor details
refer to Structural Engineers
New stone cill to match existing

Replica timber windows

Replica timber windows

(fire compartmentation and acoustics)
New MF plasterboard ceiling

New floor infill-refer to Structural Engineers details

Vinyl floor on plywood substrate

to both side of the new stair
New planters with glazed screens

to receive intumescent paint coating (decorative finish)
Existing cast iron columns and beams

to specialist subcontractor's details
Internal tanking to existing floor

inluding sliding door
(aluminum frame/double glazed units)
New double height screens

Limewash to existing timber floor

to both side of the new stair
New planters with glazed screens

to receive intumescent paint coating (decorative finish)
Existing cast iron columns and beams

to specialist subcontractor's details
Internal tanking to existing floor

to specialist subcontractor's details
All external walls to receive internal tanking and dry lining

to specialist subcontractor's details
All external walls to receive internal tanking and dry lining

(fire compartmentation and acoustics)
New MF plasterboard ceiling

Vinyl floor on plywood substrate

forming the new entrance landing
New composite decking

New stair (metal structure)

New steelwork - refer to Structural Engineers design

to match new internal levels and to be made good 
pavement outside new screens/entrance door to be locally re-laid

to specialist subcontractor's details
Internal tanking to existing floor

to specialist subcontractor's details
All external walls to receive internal tanking and dry lining

Replica timber windows

Replica timber windows

(fire compartmentation and acoustics)
New MF plasterboard ceiling

Vinyl floor on plywood substrate

New floor infill-refer to Structural Engineers details

Limewash to existing timber floor

to receive intumescent paint coating (decorative finish)
Existing cast iron columns and beams

Existing stone cill to be repaired and cleaned

and specialist subcontractor details
refer to Structural Engineers
New stone cill to match existing

and specialist subcontractor details
refer to Structural Engineers
-steelwork required
Re-instated stone column
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Proposed Plan - LEVEL -00 (1:50)

Proposed Elevation-Princess St. - Eastern Building main entrance (1:50)

Proposed Strip Section 01 (1:50)
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Proposed Strip Section 03 (1:50)

5 4 3 2 1

1
-1

2
-2

3
-3

3
-3

2
-2

1
-1

+41.150

+39.400

approx. +41.290

al(04)111

Eastern Building (Princess Street facade) - Proposed Office Entrance

1:50 @ A1; 1:100 @ A3

March 2021
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as proposed

PRIOR TO CONSTRUCTION/ERECTION.
ALL DIMENSIONS TO BE CHECKED ON SITE
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