CONCRETE SURFACESTO BE CLEANED IN

STAIRCASE INCLUDE BOTHTOP SURFACE
AND UNDERSIDE OF SOFFITS OVER
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—— BOTH SIDES OF TIMBER

DOORSTO BE SANDED BACK

Fabric Alterations

Document

Capital & Centric

Client

Ground Floor Media Cleaning
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NOTE: ALL CLEANING METHODS

TO BE LOW ABRASION.

TIMBER PANELLED DOORS TO BE

SANDED BACK

BRICKWORKTO BE CLEANED

OF PAINT AND LOOSE MATERIALTO

CONCRETE SURFACES TO BE

INCLUDE ALL WINDOW REVEALS, CILLS, ETC
CAST IRON COLUMNS AND BEAM SHOES
TO BE CLEANED OF PAINT AND FINISHES

CONTRACTORTO SUBMIT
PROPOSALS FOR APPROVAL

CLEANED OF PAINT, LOOSE SURFACE
MATERIAL AND ACCUMULATED DIRT

TIMBER BOARD CEILINGS AND JOISTS

PRIMARY TIMBER BEAMS, INTERMEDIATE
FLOOR JOISTS AND UNDERSIDE OF FLOOR

BOARDS ABOVETO BE SANDED BACK

TO BE SANDED BACK WITHINTHIS AREA
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