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1. INTRODUCTION

1.1. General
1.1.1. This report has been prepared on instruction received from ForViva DevCo Limited and relates to the new
residential eleven storey building situated on Bowler Yard, Manchester.

1.1.2. The report outlines the initial drainage design philosophy in relation to the proposed development.

1.1.3. This report is prepared solely for the benefit of the Client. This report may not be assigned without prior
written permission from Clancy Consulting.

1.1.4. This report is for Planning Application purposes only and does not constitute a construction-ready design.

1.2. Report Structure
1.2.1. The report has been structured to follow the general principles set out by Manchester City Council Local
Flood Risk Management Strategy.

1.2.2. The drainage strategy will provide justification of the discharge method considering the following (in order
of preference);

1. Discharge by Infiltration

2. Discharge to Watercourse

3. Discharge to Surface Water Sewer
4. Discharge to Combined Sewer

1.2.3. The drainage strategy will discuss proposed SUDs techniques and comply with the ‘Non-Statutory
Technical Standards for Sustainable Drainage Systems’

1.2.4. Sources of information:
e Manchester City Council Local Flood Risk Management Strategy.
e  United Utilities Public Sewer Records
¢ Non-statutory technical standards for sustainable drainage systems.
e Architectural drawings provided by Carey Jones Chapman Tolcher
e Maps by Google and Streetmap
e Historical Maps by National Library of Scotland
e Lead local Flood Authority Critical Drainage Area Maps
e  GHD Livigunn Limited on drawing 12502913-GHD-DR-C-5601 and 5602
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2. LOCAL POLICY

LLFA SURFACE WATER MANAGEMENT GUIDANCE FOR PLANNING APPLICATIONS

Full details are found in the LLFA’s surface water management guidance report and supporting information. In summary
this indicates:

Consideration of the site area should be made together with EA flood maps to determine the flood zone and
whether a Flood Risk Assessment is required.

Drainage Strategy should follow SUDS hierarchy — i.e. in preferential order — Use on Site*, Infiltration,
Watercourse, Surface Water Sewer, Combined Sewer. Infiltration tests are required to demonstrate whether a
soakaway is feasible. It should be noted that Utilities companies also apply this strictly and detailed

consideration of the hierarchy will need to be demonstrated in supporting documentation.

Appropriate discharge rates should be calculated for the 30 and 100 year flood events for use in drainage
design. In line with NPPF this should be attenuated to greenfield rates for greenfield sites/ site area and as close
as possible to greenfield rates for brownfield areas (50% betterment on existing). Climate change should be
considered appropriately.

A conceptual drainage layout should be prepared indicating runoff areas and calculations provided including
attenuation. Interceptors/ filtration may also be deemed appropriate in accordance with SUDS hierarchy/
guidance.

Calculations should show no flooding during the 1 in 30 year storm events and flooding in the 1 in 100 year
storm event (plus climate change) is held on the development and without being detrimental to property.
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3. SITE CHARACTERISTICS
3.1. Location

3.1.1. The site is located as detailed as below:

OS X (Eastings) 385607

OS Y (Northings) 398326

Nat Grid SJ856983 / SJ8560798326

Nearest Post Code M4 7AY

Lat (WGS84) N53:28:53
(53.48145520380666)

Long (WGS84) W2:13:06
(-2.218349897743377)

Table 1 - Site Characteristics (Streetmap)

3.2. Site Description

En erprise Car\ v
CHIPS/(off0ld

StANNe'sRE
Primary School

2 Pollard’Street;

Figure 1 - Site Location (Google Maps)

3.2.1. The new proposed dwelling is located on Pollard Street (boundary highlighted in Figure 1) and represents

approximately 0.088 hectares in area.

3.2.2. The current site is a derelict piece of land, areas of overgrown vegetation with a large area of hard standing.
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3.2.3. The development is bounded along the Northern boundary by a above ground train line. Munday Street
forms the South West boundary, and Pollard Street forms the South East boundary.

3.2.4. A basic topographical plan was provided by GHD Livigunn Limited. This indicated that the site was sloped,
falling east to west from 52.38m AOD to 51.88m AOD.

3.2.5. A review of historic maps indicates that the current site was developed in 1956.

Figure 2 - Historic Map from 1956 (National Library of Scotland)

3.2.6. The development is approximately 90m from Ashton Canal. 305m from River Medlock.

3.2.7. Following review of Flood Maps, the development is within Flood Zone 1 and considered as low probability

of flooding.
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Figure 3 - Flood Risk Mapping (GOV.uk)
3.3. Development Proposals
3.3.1. The current site will host a 11-storey building to form 62 residential apartments with associated
landscaping, access and parking.

3.3.2. A private drive will access ground floor parking area from Munday Street.

3.3.3. An area comparison pre and post development is shown below:

Site Region Pre-Development (m2) Post Development (m2)
Building 0 619

Hardstand/ Car 881 262

Parking

Soft Landscaping/ 0 0

Garden

Impermeable 881 881

Permeable 0 0

Table 2- Pre and Post Development Detailed Figures

3.4. Existing Drainage
3.4.1. Following review of existing UU record drawings, there is a combined water drain running north below
Pollard Street.
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Figure 4 - Existing Infrastructure (United Utilities)

3.4.2. Details regarding the depths, sizes and fall of the public manholes or pipes identified on the above plan
have been provided by GHD Livigunn Limited on drawing 12502913-GHD-DR-C-5601 Rev P02. The plans
indicate the combined sewer below Munday Street has an invert level of 48.750m AOD at the point of
proposed connection. This then backdrops into the main combined sewer run below Pollard Street which
has an invert level of 47.100m AOD.

3.4.3. All of the assumed existing drainage will need to be investigated prior to connection — depth, gradients,

flow rates etc.
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4. SUSTAINABLE URBAN DRAINAGE SYSTEMS (SUDS

Any new drainage for the development should be designed in accordance with the non-statutory technical guidance for the

design of sustainable drainage systems.

4.1. Surface Water Disposal Hierarchy

4.1.1. The disposal of surface water should be considered in the following order of priority;

1. Discharge to be used on site.

2. Infiltration into the subsoil via soakaways or permeable paving.
3. Discharge to a water course or the sea.

4. Discharge to a surface water sewer.

5. Discharge to a combined sewer.

4.1.2. If it is not possible to use discharge on site or discharge to a soakaway, then surface water should be
controlled with the use of Sustainable Drainage Systems (SuDS) and considered using the SuDS
Hierarchy.

Most SUDS technique Flood Reduction  Pollution Landscape &
Sustainable Reduction Wildlife
Benefit

roofs Y. Y. *
v v

>
>
<

Sustainable | - over-sized pipesftanks

Table 3 - SuDS Hierarchy (Environment Agency)

4.2. Disposal Strategy
4.2.1. Use on Site

Under the new Design and Construction Guidance document introduced at the end of May 2021, Use of
Surface Water generated on site is now the preferred first option in the SUDS hierarchy.

This may well be a feasible option during detailed design as further guidance will be required from the
Services Consultant as to how extraction is achievable (and cost effective) using greywater to flush toilets
is.

The position of any greywater tanks for water extraction for irrigation need to be positioned to avoid a site
covered with other services (electric. drainage, telecommunications and as proposed for use on this site —

piping for ground sourced heating).
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At this stage, and given the site size, layout and use, this would have to be used in conjunction with other
options on the SUDS hierarchy as opposed to being the sole option and may only offer a small overall
reduction into the existing infrastructure.

4.2.2. Infiltration
There is no potential room for a permeable attenuation tank to be located within the landscaped areas while
still maintaining a minimum 5m away from foundations or the site boundary and avoiding tree root protection

areas.

Investigations concluded the site did not fall within a groundwater source protection zone.

4.2.3. Discharge to a Water Course
The nearest watercourse/body of water is Ashton Canal however, accessing this would entail crossing third
party land.

Existing drainage survey carried out by GHD did not identify any existing drains that currently discharge

into this watercourse.

4.2.4. Discharge to a Surface Water Sewer
There is no evidence of surface water sewers adjacent to the development.

4.2.5. Combined Sewer
Discharging into the combined sewer at a controlled rate is currently the most feasible option to be
considered. A combined sewer passes below Munday Street.

A CCTV drainage survey will also be required to establish if there are existing live connections up stream

which may result in a localised diversion when a new connection is made.

4.3. SuDS Strategy
4.3.1. Living Roof
A significant area of the site receiving surface water is roof area. A sustainable solution to control run-off at
its source is to provide green or brown roof areas. These roof areas retain part of the rainwater, slow down
the speed of run-off and also help to reduce water pollution whilst providing a habitat for nature.

Any green or brown roof system would impose additional weight onto the roof structure which would need
to be designed accordingly to accommodate the additional weight.

4.3.2. Ponds/Basins and Swales

There is no area within the development that would be suitable to accommodate a feature like this.

4.3.3. Infiltration/ Permeable Surfaces
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All soakaways must be situated at least 5m away from the building footprint and boundary line as per
building regulations. This makes soakaways an unfeasible option for this development. Site Investigations
have been carried out and identify the ground to be clay which is no suitable for infiltration.

Areas of hard landscaping have the potential to be utilised as subbase reservoirs with either full or partial
filtration options to consider subject to testing or use purely as attenuation.

4.3.4. Landscaped Areas
The most sustainable solution to control run-off at its source would be to utilise areas of landscaping (grass
and planting). There is an opportunity to make the external areas around the buildings heavily landscaped
with tree pits, areas of feature planting to assist with this option. This may need to be used in conjunction
with a primary means of surface water discharge.

4.3.5. Tanked System
Typically, a tanked system would be considered as a means to provide additional attenuation storage to
control rainfall up to 1 in 100 year change events with an allowance for climate change for existing sites
undergoing complete redevelopment.

In this instance, an attenuation tank with a flow control downstream may be the primary SUDS option to be
utilised.

4.3.6. Pollution
The development does not contain 50 spaces or an area for parking greater than 800m? therefore a petrol
interceptor is not required.
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5. DRAINAGE STRATEGY
5.1. Surface Water Drainage

5.1.1. In accordance with LLFA requirements, the development will be treated as a greenfield site as it has been
derelict in excess of 12 months.

5.1.2. This has limited the flow to 5I/s and will be maintained using flow control systems such as a Hydro-Brake.

5.1.3. The peak runoff rate from the development to any drain, sewer or surface water body for the 1 in 2 year
rainfall event and the 1 in 100 year rainfall event must be as close as reasonably practicable to the
greenfield runoff rate from the development for the same rainfall event, but should never exceed the rate
of discharge from the development prior to redevelopment for that event.

5.1.4. Site investigations have determined the geology of the soil to be clay with unfeasible infiltration rates.

5.1.5. Following preliminary assessment by calculation using initial layouts and assumed rainwater pipe locations,
the development will require an approximate total of 25 cubic metres of storage, 20m? of which is the
attenuation tank with the remainder provided by the manholes and pipes. Storage is provided for storm
events up to and including 1 in 100 year plus climate change.

5.1.6. This is currently a theoretical design based on the information we have been provided to date and will
require confirmation of assumptions made (including invert level of the outfall of the existing sewer) — which
will be undertaken during detailed design.

5.1.7. Outline proposals are shown on the Drainage Strategy drawing located in Appendix A.

5.1.8. Preliminary calculations have been included in the Appendix B.

5.2. Development Foul Water Drainage
5.2.1. Foul water will be collected in a separate system to surface water. This will be collected via pipes &

inspection chambers.

5.2.2. All proposed below ground foul water drainage will comply with Building Regulations Part H:2010, BS EN
12056-2:2000 and BS EN 752:2008.

5.2.3. Based upon the above, the peak foul flow rate from site is estimated to be 16.6l/s.

5.2.4. The proposed foul sewer system has been designed to handle this flow rate.

5.2.5. United Utilities approval for the flow rate entering the public sewer will be required to proceed with detailed
design.
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SUMMARY Discharge Unit  Totals Total DU
Shower 0.6 42 25.2
Bath 1.3 62 80.6
Washbasin 0.6 104 62.4
WCs (4l-9I cistern) 25 104 260
Kitchen Sink 1.3 62 80.6
Dishwasher 0.8 62 49.6
Floor Drain 2 1 2

560.4
Peak Flow Discharge 16.6/s

Table 4 - Foul Flow Discharge Rate Estimation

5.3. Flood Risk within the Development
5.3.1. As per Environment Agency Flood Maps, the development is currently in Flood Zone One with a low
probability of flooding.

5.3.2. The drainage system must be designed so that, unless an area is designated to hold and/or convey water
as part of the design, flooding does not occur on any part of the site for a 1 in 30 year rainfall event.

5.3.3. The drainage system must be designed so that, unless an area is designated to hold and/or convey water
as part of the design, flooding does not occur during a 1 in 100 year rainfall event in any part of: a building
(including a basement); or in any utility plant susceptible to water (e.g. pumping station or electricity
substation) within the development.

5.3.4. The design of the site must ensure that, so far as is reasonably practicable, flows resulting from rainfall in
excess of a 1 in 100-year rainfall event are managed in exceedance routes that minimise the risks to people
and property.

5.3.5. Initial levels have been designed to be sympathetic to the existing levels with no vast areas of landscaping
resulting in significant or abrupt level changes.

5.3.6. Levels will be designed such that in the event of a more extreme rainfall event water will discharge away
from buildings.
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6. MAINTENANCE & CONSTRUCTION
6.1. Maintenance Considerations

6.1.1. This section is intended to give an overview of the operation and maintenance for the drainage features
included with the drainage strategy and in relation to typical details.

6.1.2. Where proprietary products are specified, the manufacturer’s instructions and recommendations should be

followed in priority to this document unless specifically noted otherwise due to project constraints.

6.1.3. The surface water network has been designed to accommodate the 1 in 100-year storm rainfall event plus
an allowance for climate change particular to the requirements of the development.

6.1.4. As the flows are generally being attenuated on site, there will be a period after storm events where the
network is still partially or fully surcharged and is draining down.

6.1.5. Where this surcharging is still present after 48hrs appropriate action should be taken.

6.1.6. A suitable maintenance strategy should be adopted to ensure the drainage network is cleaned regularly
and the routine maintenance and cleansing regime should be documented.

6.1.7. No large shrubs should be planted over any geocellular tanks within 3m in all directions and 6m from small/
medium specimen tree planting. Larger trees should not be planted within 20m of the tanks.

6.1.8. Itis advisable that above ground signage is installed detailing size and depth of any below ground structures
to make any future works manageable.

6.1.9. It is assumed that the maintenance of the drainage network will be the responsibility of an on-site facilities

management team.

6.1.10. A copy of the final construction drainage layout should be provided in the final Operations and
Maintenance Manual.

6.1.11. It is recommended that the drainage system is inspected as a minimum twice a year, with the system
also being inspected after any major storm event.

6.1.12. Significant sediment deposition is likely in areas used for storage, so a post clean-up operation may be
required including the removal of litter, vegetation, sewerage debris and larger objects.

6.1.13. Long-term management practices include monthly sweeping of external paved areas. The sweeping
program will remove sand and contaminants directly from paved surfaces before they become mobilised
during storm events and transported to the drainage system.

6.1.14. During the winter months, drainage features such as gullies and channels should be cleared of ice, snow,

debris or litter.
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6.1.15. Sediment/material removal should be undertaken in consultation with the environmental regulator to
confirm appropriate protocols; especially where run-off is taken from potentially contaminated areas such
as the filter drains and the upstream/downstream chambers.

6.1.16. Pumping should only be used to facilitate drainage for those parts of the site where it is not reasonably
practicable to drain water by gravity.

6.2. Construction
6.2.1. Components must be designed to ensure structural integrity of the drainage system and any adjacent
structures or infrastructure under anticipated loading conditions over the design life of the development

taking into account the requirement for reasonable levels of maintenance.

6.2.2. Damage to the drainage system resulting from associated construction activities must be minimised and
must be rectified before the drainage system is considered to be completed.

6.2.3. The materials, including products, components, fittings or naturally occurring materials, which are specified
by the designer, must be of a suitable nature and quality for their intended use.

6.2.4. The detailed design of the system and product selection for the storage and pipe solution will be made at
the detailed design stage when all the site constraints can be considered. There are numerous products
available for storage of water below ground and care will be needed to ensure that the right product is
chosen for the final loading conditions.
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7. CONCLUSIONS AND RECOMMENDATIONS
7.1. This report gives details of the Drainage Strategy which has been undertaken in relation to the proposed
development on Pollard, Manchester.

7.2. The development will be situated on the derelict site to provide an eleven storey building with 62 one and two
bedroom apartments.

7.3. Separate foul and surface water systems will be provided on the development, only connecting at the final
manhole on the development before discharge to the public combined sewer.

7.4. The development has been considered to be greenfield as it has the site has been derelict for in excess of 12
months. Therefore, a 5l/s discharge rate for the surface water is agreed as in accordance with the LLFA
requirements.

7.5. The proposed development provides an opportunity to reduce local area flood risk by controlling surface water
on site. Following the SuDS and water disposal hierarchy it has been determined the most viable solution will be
to control surface water using flow controls and stored on site before being discharged to the public combined

sewer.

7.6. The proposed system will be designed to control surface water run-off for all storms up to and including the 100
year plus climate change event. Water will be stored on site below ground before being discharged at the agreed
flow rate. Final run-off rates will be dependent on approval by United Utilities

7.7. A total of 25 cubic metres of storage is required for the for the entire development provided through the use of
an attenuation tank (20m?) the pipes and manhole chambers providing the remainder.

7.8. New connections will be required from the development into the existing combined sewer with preliminary details
shown on the Drainage Strategy drawing. These may require temporary sewer diversions and road closures to

form the connection safely.

7.9. A Wastewater Pre-Development Enquiry has been submitted to United Utilities for comment on the proposed

drainage strategy presented within this report. At the time of writing, no response has been received.

7.10. The proposed system will be designed to meet the Sustainable Drainage Systems Non-statutory technical
standards for sustainable drainage systems, March 2015.
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APPENDIX A

Drainage Strategy Drawing
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Clancy Consulting Ltd

CAUSEWY

File: 4-8578 - drainage design
Network: Storm Network
Olivia Blackhurst

24/01/2023

Page 1

Design Settings

Rainfall Methodology FSR Maximum Time of Concentration (mins) 30.00
Return Period (years) 30 Maximum Rainfall (mm/hr) 50.0
Additional Flow (%) 0 Minimum Velocity (m/s) 1.00
FSR Region England and Wales Connection Type Level Soffits
M5-60 (mm) 19.000 Minimum Backdrop Height (m) 0.200
Ratio-R  0.400 Preferred Cover Depth (m) 1.200
CvV 0.750 Include Intermediate Ground v/
Time of Entry (mins) 5.00 Enforce best practice design rules v/
Nodes
Name Area TofE Cover Diameter Easting Northing Depth
(ha) (mins) Level (mm) (m) (m) (m)
(m)
2 0.018 52.100 52.181 73.009 1.350
3 0.028 52.100 34.701 74.516 1.467
4 0.023 51.850 23.511 74904 1.903
5 51.840 23.477 72491 1.909
6 51.540 10.045 72.322 1.699
tank 0.015 51.950 34.506 80.850 1.920
1 0.018 52.100 61.623 73.643  1.287
Links
Name US DS Length ks(mm)/ USIL DSIL Fall Slope Dia TofC Rain
Node Node (m) n (m) (m) (m) (1:X) (mm) (mins) (mm/hr)
2 3 150.0 150
3 tank 150.0 150
4 5 150.0 225
5 6 150.0 225
tank 4 50.030 150.0 225
1 2 50.813 150.0 150
Name Vel Cap Flow us DS ZArea IAdd Pro Pro
(m/s) (l/s) (lI/s) Depth Depth (ha) Inflow Depth Velocity
(m) (m) (i/s)  (mm)  (m/s)
14.5 49 1200 1.317 0.036 0.0 60 0.739
14.5 8.7 1317 1.209 0.064 0.0 83 0.853
1.065 423 13.8 1.678 1.684 0.102 0.0 88 0.955
1.065 423 13.8 1.684 1474 0.102 0.0 88 0.955
1.065 423 10.7 1695 1.678 0.079 0.0 77 0.891
14.5 2.4 1.200 0.018 0.0 42 0.611
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Clancy Consulting Ltd File: 4-8578 - drainage design 4 | Page 2
CAUSEMY Network: Storm Network
Olivia Blackhurst

24/01/2023

Pipeline Schedule

Link Length Slope Dia Link USCL USIL USDepth DSCL DSIL DS Depth

(m)  (1:X) (mm) Type (m) (m) (m) (m) (m) (m)
150.0 150 52.100 1.200 52.100 1.317
150.0 150 52.100 1.317 51.950 1.209
150.0 225 51.850 1.678 51.840 1.684
150.0 225 51.840 1.684 51.540 1.474
150.0 225 51.950 50.030 1.695 51.850 1.678
150.0 150 52.100 50.813 52.100 1.200
Link us Dia Node MH DS Dia Node MH
Node (mm) Type Type Node (mm) Type Type
2 Manhole 3 Manhole
3 Manhole tank Junction
4 Manhole 5 Manhole
5 Manhole 6 Manhole
tank Junction 4 Manhole
1 Manhole 2 Manhole

Manhole Schedule

Node Easting Northing CL Depth  Dia Connections Link IL Dia
(m) (m) (m) (m)  (mm) (m)  (mm)
2 52.181 73.009 52.100 1.350 1 150
0%—1
0 150
3 34.701 74.516 52.100 1.467 9 1 150
d-
0 150
4 23.511 74904 51.850 1.903 1 225
A
0 0 225
5 23.477 72.491 51.840 1.909 1 1 225
e
0 225
6 10.045 72.322 51540 1.699 1 225
<
tank 34.506 80.850 51.950 1.920 1 150
<]
1 0 225
1 61.623 73.643 52.100 1.287
0 150
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CAUSEMY Network: Storm Network
Olivia Blackhurst
24/01/2023
Simulation Settings
Rainfall Methodology FSR Analysis Speed Normal
FSR Region England and Wales Skip Steady State  x
M5-60 (mm) 19.000 Drain Down Time (mins) 240
Ratio-R  0.400 Additional Storage (m¥ha) 20.0
Summer CV  0.750 Check Discharge Rate(s) x
Winter CV  0.840 Check Discharge Volume  x
Storm Durations
15 30 60 120 180 240 360 480 600 720 960 1440

Return Period
(years)

30

100

Flap Valve x
Replaces Downstream Link v/

Climate Change Additional Area Additional Flow
(CC%) (A %) (Q%)

0 0 0

40 0 0

Node 4 Online Hydro-Brake® Control

Objective  (HE) Minimise upstream storage
Sump Available Vv

Invert Level (m) 49.947 Product Number CTL-SHE-0112-5000-0500-5000
Design Depth (m) 0.500 Min Outlet Diameter (m) 0.150
Design Flow (I/s) 5.0 Min Node Diameter (mm) 1200

Node tank Depth/Area Storage Structure

Base Inf Coefficient (m/hr) 0.00000 Safety Factor 2.0 Invert Level (m) 50.030
Side Inf Coefficient (m/hr) 0.00000 Porosity 0.96 Time to half empty (mins) 51
Depth Area InfArea Depth Area InfArea Depth Area InfArea
(m) (m?)  (m?) (m) (m?) (m?) (m) (m?)  (m?)
0.000 16.0 0.0 1.320 16.0 0.0 1.321 0.0 0.0
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Network: Storm Network
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Page 4

Results for 30 year Critical Storm Duration. Lowest mass balance: 100.00%

Node Event

15 minute winter
15 minute winter

30 minute winter
30 minute winter
30 minute winter
30 minute winter
15 minute winter

Link Event

(Upstream Depth) Node

15 minute winter 2
15 minute winter 3

30 minute winter 4
30 minute winter 5

us Peak
Node (mins)
2 11
3 11
4 27
5 27
6 27
tank 27
1 11
us Link
1.001
1.002

30 minute winter  tank

15 minute winter 1

Level
(m)
50.879
50.814

50.719
49.990
49.898
50.720
50.887

DS
Node
3
tank

Hydro-Brake® 5

1.005

1.003
1.000

6

4
2

Depth Inflow Node Flood
(m) (I/s) Vol (m?) (m?)
0.129 11.7 0.1808 0.0000
0.181 19.6  0.2736 0.0000

0.772 7.6  1.0596 0.0000
0.059 6.0 0.0666 0.0000
0.057 6.0 0.0000 0.0000
0.690 19.8 10.7079 0.0000
0.074 59 0.1041 0.0000

Outflow Velocity Flow/Cap

(1/s) (m/s)
11.1  0.656 0.767
19.5 1.115 1.349
6.0
6.0  0.742 0.141
53  0.248 0.126
58  0.566 0.402

Status

OK

OK
OK

OK

Link Discharge

Vol (m3) Vol (m3)
0.2961
0.1065

0.1078 20.1

0.4971
0.1172
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Page 5

Results for 100 year +40% CC Critical Storm Duration. Lowest mass balance: 100.00%

Node Event

60 minute winter
60 minute winter

60 minute winter
60 minute winter
60 minute winter
60 minute winter
60 minute winter

Link Event

(Upstream Depth) Node

60 minute winter 2
60 minute winter 3

60 minute winter 4
60 minute winter 5

us Peak
Node (mins)
2 47
3 47
4 47
5 47
6 48
tank 47
1 48
us Link
1.001
1.002

60 minute winter  tank

60 minute winter 1

Level
(m)
51.508
51.502

51.493
50.001
49.908
51.495
51.508

DS
Node
3
tank

Hydro-Brake® 5

1.005

1.003
1.000

6

4
2

Depth Inflow Node Flood
(m) (I/s) Vol (m?) (m?)
0.758 10.8 1.0591 0.0000
0.869 18.5 1.3148 0.0000

1.546 9.4 21224 0.0000
0.070 8.3 0.0796 0.0000
0.067 8.3 0.0000 0.0000
1.465 22.2 20.5115 0.0000
0.695 55 0.9813 0.0000

Outflow Velocity Flow/Cap

(I/s) (m/s)
10.0 0.647 0.693
17.8 1.030 1.232
8.3
8.3 0.813 0.197
7.2 0.251 0.169
5.4 0.555 0.372

Status

OK
OK

Link Discharge

Vol (m3) Vol (m3)
0.3089
0.1116

0.1377 46.0

0.4971
0.1666
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Cover & Frame to be in accordance with
BSEN124 with a clear opening of 1220x675mm
and a lockable fall arrest grille with a double
twin 600x600mm D400 cover. 150mm deep

frames in highways.
1:3 Cement Mortar bed & haunch to cover &

frame sat on Class 'B' Eng. Brickwork (min 2

2%330 courses-max 4 courses)
" / N " / N /
R R RRTTR 7R R RRRR R
Heavy Duty Reinforced Precast SRC /84
Concrete Cover Slab to BS 5911 OIS P - = e
bedded on mortar proprietary . .‘_-__* Pr ara PR < L .
bitumen, or resin mastic sealant. al " < ‘4 a q
Cover Slab to be BSI kitemarked. °
Cover slab to have clear opening of - F675mma‘ .
675 x 675mm — "
Lifting eyes in concrete rings ; o«
to be pointed . .
. a o
150mm C20-DC2 concrete W 4 4
surround, with sulphate ‘. 1.2m Internal Diameter .
resisting cement to precast L .
rings . .
Bolted Segmental or Precast ‘. ) .
Reinforced Concrete Manhole n i
Ring 3m Internal Dia bedded on + ) iy
mortar, proprietary bitumen, or . e
resin mastic Sealant. o i
R A\ LRV}
4 .‘ < 4
. <« e
4’q i B T . ‘@
. : ‘4 .<‘4_ 4
i;'. ) . ’ v
" _;_ o /.4 . -.-'-:/_ Mounting plate with masonry stud
o | e anchor fixing bolts. A neoprene
. ".ﬂ » [Z./ 4y rubber gasket is to be placed
\ ag between the Hydrobrake and
— 4, d mounting plate.
Inlet pipe (3759) =~ LN 1
23.249m - 3.249
Z Nominal fall A7 +— 23.200m Outiet pipe (£252)
= > =3/
. 9 4 < . VR R i
L~ Y ‘_‘II,. W o “ "o ) o T e = ’
PR /q S T e " LA pa . Hydro-Brake Optimum® Outflow Control
Benching formed with GEN3 L ;‘-4_ AT ST \ = . ., Unit Reference:
Concrete with a High Strength R I PR X P TRES PE T CTL-SHE-0112-5000-0500-5000
topping min 40mm thick with a - R PRI T ‘ e A a E Head 0.5m max. Design Flow 5.0 I/sec
smooth neat finish e S A a7 e L% . 3

150mm C20-DC2 concrete
surround, with sulphate resisting
cement to precast rings

Bolted Segmental or Precast
Reinforced Concrete Manhole Ring
bedded on mortar, proprietary
bitumen, or resin mastic Sealant.

50mm concrete blinding

SECTION A-A' THROUGH FLOW CONTROL MANHOLE

Scale 1:20
w
—:\C>
Q
o
O
_“é 675 x 675 mm square access provided
o to allow maintenance, with lockable fall
ic’ arrest approved by Yorkshire Water
— Material: Mill Steel to BS EN ISO
1641:1999
N Y% Hambaker Series 60 Penstock, fixed to
cast insitu mounting block for use with
150mm diameter bore and operated from
above by way of operating handle, unit to
_ 7 be set level with flow control unit
A 225@ Overflow pipe
55° Oblique Junction

Outlet pipe (2259)

First joint to be as close
as possible to external
face of manhole

NT T /TN 00777

Hydro-Brake Optimum® Outflow Control
Unit Reference
CTL-SHE-0112-5000-0500-5000

Head 0.5m max. Design Flow 5.0 I/sec

Mounting plate with masonry stud
anchor fixing bolts. A neoprene rubber
gasket is to be placed between the
hydrobrake and mounting plate.

FLOW CONTROL PLAN

Scale 1:20

26.830m

Il I

1:3 Cement Mortar bed & haunch to cover &
frame sat on Class 'B' Eng. Brickwork (min 2

courses-max 4 courses)

Cover & Frame to be in accordance with
BSEN124 with a clear opening of 1220x675mm
and a lockable fall arrest grille with a double
twin 600x600mm D400 cover. 150mm deep

frames in highways.

>R R

Stainless steel mounting
brackets to be attached to .
cover slab e

Operating Rod to be positioned ———{ |
inside the cover slab so that the e
cover cannot be shut while L]
Penstock Disc is in open .
position .

|

Penstock Valve with non-rising
spindle 150min orifice

150mm thick C20-DC2 concrete a4
surround with sulphate resisting\' "
cement unless otherwise agreed I

Operating rod to be constructed———— “4.

in mild steel to BS4360 grade
43A A

/

Hydro-Brake Optimum® Outflow Control \‘\
Unit Reference -
CTL-SHE-0112-5000-0500-5000

Head 0.5m max. Design Flow 5.0 I/sec

Hambaker Series 60 _
Penstock, fixed to cast -
insitu mounting block for
use with 150mm diameter —— |
bore operated from above N B
by way of operating handle '

A —

V' Inlet pipe (1509)

\

L7 4

1.2m Internal Diameter

ANIAVANY N NN

N

Z <\//\\//\\/<\\//\//\\//\\//\\//\\/

N
w
N
N
O
3
L S

Heavy Duty Reinforced Precast SRC
Concrete Cover Slab to BS 5911
bedded on mortar proprietary
bitumen, or resin mastic sealant.
Cover Slab to be BSI kitemarked.
Cover slab to have clear opening of
675 x 675mm

Precast concrete chamber
sections and cover slab to be
bedded with mortar, proprietary
bitumen or resin mastic sealant

High strength concrete topping —— o
to be brought up to a dense \\
smooth face neatly shaped and e
finish all branch connections | 7,

(minimum thickness 20mm)

300mm
N
1S

Yo T 49

a

"f' Y

50mm concrete blirding T SR AR L ElF P Y E TaH DS NEITS

. . g .
e g e e e G T N A g T

TR AL

SECTION B-B' THROUGH FLOW CONTROL MANHOLE

Scale 1:20

7 e High strength concrete topping
T '/to be brought up to a dense

smooth face neatly shaped and
finish all branch connections
(minimum thickness 20mm)

Stainless steel mounting brackets

Guides for operating /

rod to be attached to
cover slab.

The benching to manholes shall be boxed out and

benched in the following conditions:

e  Where access into manholes is restricted and the
required headroom cannot be achieved.

e  Where the pipe internal diameters are 10509 or
greater.

The boxing out shall be carried in accordance with
standard details and the following criteria:

e  The width of the boxed out benching shall be
750mm.

e All access ladders or step irons must continue in
accordance with the standard manhole details.

e All boxing out of the benching within the manholes
shall be approved by Yorkshire Water.

Operating Rod to be positioned
inside the cover slab so that the
cover cannot be shut while
Penstock Disc is in open
position

Operating rod to be constructed

in mild steel to BS4360 grade
43A
Hambaker Series 60 Penstock,
fixed to cast insitu mounting block
for use with 150mm diameter bore
operated from above by way of
operating handle

ELEVATION ON PENSTOCK

(NTS)

GENERAL NOTES

1.

ALL CLANCY CONSULTING DRAWINGS ARE TO BE READ IN CONJUNCTION
WITH ALL OTHER RELEVANT DRAWINGS AND SPECIFICATIONS. SHOULD
THERE BE ANY CONFLICT BETWEEN THE DETAILS INDICATED ON THIS
DRAWING AND THOSE INDICATED ON OTHER DRAWINGS, CLANCY
CONSULTING SHOULD BE INFORMED PRIOR TO CONSTRUCTION.

DO NOT SCALE FROM ANY CLANCY DRAWING, IN EITHER PAPER OR
DIGITAL FORM. USE WRITTEN DIMENSIONS ONLY. ALL DIMENSIONS AND
LEVELS ARE IN METRES UNLESS OTHERWISE STATED.

UNTIL TECHNICAL APPROVAL HAS BEEN OBTAINED FROM THE RELEVANT
AUTHORITIES, IT SHALL BE UNDERSTOOD THAT ALL DRAWINGS ISSUED
ARE PRELIMINARY AND NOT FOR CONSTRUCTION.

ALL LEVELS TO BE CONFIRMED ON SITE PRIOR TO CONSTRUCTION,
FOLLOWING FULL TOPOGRAPHICAL SURVEY, DRAINAGE LEVEL SURVEY
INFORMATION AND CURRENT EXISTING SERVICES PLANS AND MAPS.
ANY DISCREPANCIES MUST BE REPORTED TO CLANCY CONSULTING
PRIOR TO THE COMMENCEMENT OR CONTINUANCE OF ANY FURTHER
WORKS.

CONSTRUCTION DESIGN & MANAGEMENT NOTES

1.
2.

3.
4.

CCL are project 'designers' as defined in the CDM regulations.

The contractor shall plan and implement his temporary support and building methodology
s0 as to ensure the permanent works are built as designed and detailed

CCL have assumed a competent and experienced contractor will be employed.

Party wall awards to be submitted by the contract administrator to the relevant adjoining
properties. the contractor is to comply with the party wall award requirements.

The contractor is responsible for verifying all site levels and setting out dimensions,
including ‘as built' positions of temporary works, before commencing the works. the
contractor must carry out an exact site survey to confirm all final levels and setting out.
any discrepancies that may exist between drawings and any other related document
should be notified to the contract administrator immediately.

All work to be carried out to the satisfaction of the contract administrator.

The contractor is advised to visit the site to satisfy himself regarding the practicability of
the works.

DRAINAGE NOTES

1.

10.

11.

12.

13.
a.
BS
b.

All adoptable sewer works and material to be in accordance with "Sewers
for Adoption" 6th Edition, The relevant British/European and Electrical
Specification and Kitemarked.
Manhole covers shall/must have a clear opening of 600mm and shall be
Class D400 BS EN 124 with 150mm deep frames in highway.
Filled ground must be filled and consolidated.
Cover slabs must carry the BSI Kitemark . Where the clear opening of
the Kitemarked product is different to that of the cover and frame, a
loading bearing slab should be fitted above the cover slab to bring the
size down to 600x600mm. Please refer to Concrete Pipe Systems
Association (CPSA), 'Technical Bulletin' issued Autumn 2004 for
Kitemarked cover slab opening sizes.
Sewers should be a minimum of 1m and manholes 0.5m from kerb faces
and service margins.
Sewers must have 5 metres clearance from trees and hedges, (Also refer
to Figure 2.3 on page 33 in "Sewers for Adoption" 6th Edition for
restrictions on tree planting adjacent to Sewers).
Sewers should be laid in Class "S" bedding (150mm granular bed and
surround). Where depth of cover to top of the sewer is less than 1.2m in
highways and verges (or less than 900mm in none vehicular access
areas) then a concrete slab should be provided above the granular bed
and surround".
Sewer pipes to be laid in maximum 3 metre lengths unless there is a
specific operational need to lay longer lengths.
Plastic channel sections in manholes are not acceptable and clayware is
preferable. Plastic channels are difficult to set in concrete and a
satisfactory finish cannot be obtained on the benching.
The chamber size of manholes with more than one connection in them
may need to be increased an increment to accommodate the
connections and bends.
Manholes shall be Type "B" with 1200mm dia or 1500mm dia. rings, with
the opening sited over the channel where depth of cover to pipe soffit is
1-1.5m shall be used.
Surface water and foul rising mains to be provided with marker tape
above the rising mains.
If plastic pipes are to be used then the following should apply:-

All adoptable sewers to be BSI Kitemark (certified to WIS 4-35-01 and

EN 13476).
Bedding and backfill material to conform to the

requirements of Water industry Specification 4-08-02 (Table A2)

14.

15.

16.

17.

18.

19.

20.

21.

Where plastic pipes are proposed, structural calculations for the plastic
pipes and a site investigation report to prove that the ground condition is
suitable for the plastic pipes are to be produced.

Where a B125 cover and frame has been approved, this must not be
coated in plastic and must have lifting eyes suitable sized to
accommodate standard lifting keys. Screw down covers are not
acceptable

Demarcation chambers to be a min. 450mm@ chamber for 100mm@ foul
& 150mm@ surface water pipes up to 1.2m deep. For depths greater
than 1.2m, restricted access opening to 350mm is required for safety
reasons.

Maximum depth of demarcation chamber to be 2m, where depth exceeds
2m, manhole to be constructed as type B manhole.

Sulphate resistant cement (C20-DC2) and precast concrete products
must be used or a laboratory report provided that such precautions are
not necessary.

Strength of vitrified clay pipes (if used) to be 40KN/m for 1009, 40KN/m
for 15099, 45KN/m for 225@ and 72KN/m for 3009. All concrete pipes to
be Class 120 concrete to BS EN 1916.

The contractor must allow for any fee's required for road and sewer
opening permits, sewer connections and make the appropriate
applications.

The first manhole(s) upstream from the connection to the (existing) public
sewer should, when constructed, be fitted with a screen in order to
prevent debris entering the public sewer. The sewer should not be
removed until immediately prior to the occupation of premises to be
served by the sewer.
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APPENDIX D

Attenuation Tank Detail Drawing
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GENERAL NOTES

1. ALL CLANCY CONSULTING DRAWINGS ARE TO BE READ IN CONJUNCTION
WITH ALL OTHER RELEVANT DRAWINGS AND SPECIFICATIONS. SHOULD
THERE BE ANY CONFLICT BETWEEN THE DETAILS INDICATED ON THIS
DRAWING AND THOSE INDICATED ON OTHER DRAWINGS, CLANCY
CONSULTING SHOULD BE INFORMED PRIOR TO CONSTRUCTION.

2. DO NOT SCALE FROM ANY CLANCY DRAWING, IN EITHER PAPER OR
DIGITAL FORM. USE WRITTEN DIMENSIONS ONLY. ALL DIMENSIONS AND
LEVELS ARE IN METRES UNLESS OTHERWISE STATED.

3. UNTIL TECHNICAL APPROVAL HAS BEEN OBTAINED FROM THE RELEVANT
AUTHORITIES, IT SHALL BE UNDERSTOOD THAT ALL DRAWINGS ISSUED
ARE PRELIMINARY AND NOT FOR CONSTRUCTION.

4. ALL LEVELS TO BE CONFIRMED ON SITE PRIOR TO CONSTRUCTION,
FOLLOWING FULL TOPOGRAPHICAL SURVEY, DRAINAGE LEVEL SURVEY
INFORMATION AND CURRENT EXISTING SERVICES PLANS AND MAPS.

5. ANY DISCREPANCIES MUST BE REPORTED TO CLANCY CONSULTING
PRIOR TO THE COMMENCEMENT OR CONTINUANCE OF ANY FURTHER
WORKS.

CONSTRUCTION DESIGN & MANAGEMENT NOTES

1. CCL are project 'designers' as defined in the CDM regulations.

2. The contractor shall plan and implement his temporary support and building methodology
s0 as to ensure the permanent works are built as designed and detailed

3. CCL have assumed a competent and experienced contractor will be employed.

4. Party wall awards to be submitted by the contract administrator to the relevant adjoining
properties. the contractor is to comply with the party wall award requirements.

5. The contractor is responsible for verifying all site levels and setting out dimensions,
including ‘as built' positions of temporary works, before commencing the works. the
contractor must carry out an exact site survey to confirm all final levels and setting out.
any discrepancies that may exist between drawings and any other related document
should be notified to the contract administrator immediately.

6.  Allwork to be carried out to the satisfaction of the contract administrator.

7. The contractor is advised to visit the site to satisfy himself regarding the practicability of
the works.

DRAINAGE NOTES

1. All adoptable sewer works and material to be in accordance with "Sewers
for Adoption" 6th Edition, The relevant British/European and Electrical
Specification and Kitemarked.

2. Manhole covers shall/must have a clear opening of 600mm and shall be
Class D400 BS EN 124 with 150mm deep frames in highway.

3. Filled ground must be filled and consolidated.

4. Cover slabs must carry the BSI Kitemark . Where the clear opening of
the Kitemarked product is different to that of the cover and frame, a
loading bearing slab should be fitted above the cover slab to bring the
size down to 600x600mm. Please refer to Concrete Pipe Systems
Association (CPSA), 'Technical Bulletin' issued Autumn 2004 for
Kitemarked cover slab opening sizes.

5. Sewers should be a minimum of 1m and manholes 0.5m from kerb faces
and service margins.

6. Sewers must have 5 metres clearance from trees and hedges, (Also refer
to Figure 2.3 on page 33 in "Sewers for Adoption" 6th Edition for
restrictions on tree planting adjacent to Sewers).

7. Sewers should be laid in Class "S" bedding (150mm granular bed and

UNITS TO BE WRAPPED IN A GEOMEMBRANE AS Egrrr]ound). V\ijhere dep;h Olf CO\;EF to;gg of tr.me sewer ishl'esls than 1.2m in
ighways and verges (or less than mm in none vehicular access
RECOMMENDED AND SPECIFIED BY THE areas) then a concrete slab should be provided above the granular bed
MANUFACTURER INCLUDING PROTECTIVE and surround”.
UNITS TO BE PLAGED ON 50MM DEEP OF stiarp 1R VENT WITH GRADE A (B8 5634) SURFACE " et tpamioel o oy longot ot e 22
SAND BOX BY SAINT GOBAIN OR SIMILAR 9. Plastic channel sections in manholes are not acceptable and clayware is
: APPROVED. LOCATED ON PAVED ISLANDS preferable. Plastic channels are difficult to set in concrete and a
PIPE ENTRY POINTS AND GEOTEXTILE TO BE satisfactory finish cannot be obtained on the benching.
SEALED IN ACCORDANCE WITH MANUFACTURERS 10. The chamber size of manholes with more than one connection in them
RECOMMENDATIONS. INCLUDING WELDED may need to be increased an increment to accommodate the
’ connections and bends.
PARKING LEVEL DOUBLE SEAMS. 11. Manholes shall be Type "B" with 1200mm dia or 1500mm dia. rings, with
\V4 VERMIN §h<13 gpen:]ng?l sbited O\éel’ the channel where depth of cover to pipe soffit is
-1.5m shall be used.
/ 12. Surface water and foul rising mains to be provided with marker tape
| above the rising mains.
8 13. If plastic pipes are to be used then the following should apply:-
© \ a. All adoptable sewers to be BSI Kitemark (certified to WIS 4-35-01 and
£ BS EN 13476).
= 110 PIPE & FITTINGS b. Bedding and backfill material to conform to the
requirements of Water industry Specification 4-08-02 (Table A2)
R —~———150x110 REDUCER 14. Where plastic pipes are proposed, structural calculations for the plastic

pipes and a site investigation report to prove that the ground condition is
suitable for the plastic pipes are to be produced.

15. Where a B125 cover and frame has been approved, this must not be
coated in plastic and must have lifting eyes suitable sized to
accommodate standard lifting keys. Screw down covers are not
acceptable

16. Demarcation chambers to be a min. 450mm@ chamber for 100mm@ foul
& 150mm@ surface water pipes up to 1.2m deep. For depths greater
than 1.2m, restricted access opening to 350mm is required for safety
reasons.

17. Maximum depth of demarcation chamber to be 2m, where depth exceeds

RETURN PIPE TO FLOW CONTROL CHAMBER 2m, manhole to be constructed as type B manhole.

18. Sulphate resistant cement (C20-DC2) and precast concrete products
must be used or a laboratory report provided that such precautions are
not necessary.

19. Strength of vitrified clay pipes (if used) to be 40KN/m for 1009, 40KN/m
for 15099, 45KN/m for 225@ and 72KN/m for 3009. All concrete pipes to
be Class 120 concrete to BS EN 1916.

20. The contractor must allow for any fee's required for road and sewer

g : . . .
\\/\\/\\/\\/\\/\\/\\/\\/\\/\\/\\/\\/\\/\\/\\/\\/\\/\\/\ \\ ¢ opening permits, sewer connections and make the appropriate

21. The first manhole(s) upstream from the connection to the (existing) public
sewer should, when constructed, be fitted with a screen in order to

PREFORMED SPIGOT CONNECTOR WITH WELDABLE prevent debris entering the public sewer. The sewer should not be
MEMBRANE FIXED TO GEOMEMBRANE TO ENSURE removed until immediately prior to the occupation of premises to be
THE TANK IS LEAK FREE. served by the sewer.

NOTES

HYDROINTERNATIONAL STORMBLOC - 800X800X660MM
OR 320MM DEEP (OR SIMILAR) TO HAVE TYPE 1 OR
TYPE 2 SUB-BASE BACKFILL TO THE SIDES ( TOP
DETAIL AS PER SPECIFICATION S1).
FOR PARKING AREAS - WITH STORAGE CONSTRUCTION PLANT NOT TO TRAFFIC NEAR OR
WRAPPING OVER CELL LOCATIONS UNLESS SPECIFICALLY
AUTHORISED BY THE ENGINEER.
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Extract from Map of Public Sewers

Hope Mill
i The position of underground apparatus shown on this plan is

e approximate only and is given in accordance with the best
information currently available.

The actual positions may be different from those shown on
the plan and private pipes, sewers or drains may not be recorded.

United Utilities will not accept any liability for any damage caused by
the actual positions being different from those shown.
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United Utilities 2001
The plan is based upon the Ordnance Survey Map with
the sanction of the Controller of H.M. Stationery Office.
Crown and United Utilities copyrights are reserved.
Unauthorised reproduction will infringe these copyrights.
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