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Attenuation tank and Drainage maintenance regime

The building owner and operator, Latimer / urbanbubble will be responsible for the
management, inspection and maintenance of the below ground drainage to the
point of connection to the mains sewers and that this remit includes the sustainable
urban drainage sections of the system.

As part of the regular maintenance of the attenuation tank in line with the installer’s
guidelines, and proposed maintenance strategy 10042-HYD-XX-XX-RP-D-0001-P1
which was submitted to MCC as part of the IW4 — Planning Condition 10 - Technical
Design Note.

The site will have staff presence during the week who will be able to monitor the
surface water filter after any large storms. The remainder of the maintenance will be
carried out by an approved contractor under the below regime.

Frequency
per year
Removal of silt accumulation from mud bucket Gratings checked for 2
operation/damage — replaced if required.
Manholes covers checked for operation/damage — seating’s re-greased or 1
replaced as required. Check for blockages and or damage to invert
channel/inlets — jetting pipe runs if blocked, any damage to be repaired.
All access ladders & other associated ironworks to be checked for
corrosion & fixings to be checked for deterioration. To be repaired or
replaced dependent on extent of damage.
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As Above
All catch pits/Vortex Separators to have silt/solid accumulation removed
& base jetted clean

All catch/access pits to have silt/solid accumulation removed. Channel

run to be jetted through between access points. Any channel grates to be
inspected for damage & replaced as necessary.
High pressure jetting. All recommendations by specialists to be acted
upon.
Remove any accumulation of debris.
Clearing Inlet/Outlet including jet washing to inlet.

Sainsburys to determine maintenance requirements of all condensate

drainage systems. We would recommend that it is inspected and rodded

twice annually as a minimum.
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