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1.0 SECTION ONE: INTRODUCTION & PURPOSE 

This Construction Management Plan (CMP) describes how this project will be managed. It is a live document that 
will be reviewed at regular intervals by the project / contract team to reflect progress of the works and changes in 
requirements. The project / contract manager is responsible for ensuring that the working arrangements are carried 
out in accordance with this plan. 

 
Currently there is no construction contract in place. 

 
1.1 Site Location: 
The site address is 35 Fountain Street, Manchester, M2 2AN. It is located on the corner of Marble Street and 
Fountain Street. It is located in central Manchester within walking distance of Market Street and Piccadilly Gardens. 
The works are to be carried out within the boundaries of the site. 

 
The building has been used primarily as office space by Booking Holding via Rentalcars.com, and more recently 
booking.com, since 2015. There is an off-street car park located in the basement with a concrete access ramp 
located to the side on Marble Street. The surrounding area is currently a mix of office, commercial retail and 
residential. 

 
The property is adjoined on the south elevation to the Royal and Sun Alliance Insurance Group Plc (RSA) building 
and the property will need protecting during demolition works. 

 
There is an access road located to the rear of the property. 

 

 
Figure 1.1 Site location plan 

 
1.2 Project objectives: 
The key objective is to complete the works for the employer safely for all of those involved in the scheme, including 
providing the facilities to the employers’ design criteria to an exceptional quality. 

 
 9 Storey Building (2 storey addition) comprised of office use with a rooftop terrace 

 600-700 m2 NIA on typical floors 

 Targeted BREEAM credential - Outstanding 

 Improvements to GIA/ NIA 

 Outdoor Space (ESG and Wellbeing led) 

 Smart building technology 

 Modern façade replacement 
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 Increased glazing allowing additional natural light 

 Targeted Nabers 4.5* rating 

 Smart Building Technology 

 Focus on BCO standards for office fit out ensures greater level of end user ‘Wellness’. 

 
The Applicant is committed to high standards of Health and Safety, Sustainability, Quality and the Environment and 
this requirement is enforced via our supply chain selection. 

 
1.3 Project constraints: 
• Adjoining property’s 
• City centre location 
• Access, egress and parking for site related traffic 
• Crane location and oversailing 
• Demolition and waste removal 

 
1.4 Project directory 
The project manager shall ensure that all the project contact information shall be assembled into a project directory 
that shall be made available to all members of the project team in either electronic and/or hard copy form. 

 
The project directory shall be the major source of contact information on the project. 

 
The project manager shall ensure that the project directory shall be reviewed, updated and reissued on a regular 
basis to reflect ongoing changes / additions to personnel, organisations and/or contact details. 
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2.0 SECTION TWO: COMMUNICATIONS 

2.1 General 
The Applicant regards the provision of competent managers, supervisors, foreman and operatives as the key 
to operations being carried out safely, to the correct quality and without risk to health, or the environment. The 
competence of individuals working on the contract shall be assessed by senior management prior to taking up 
post and training provided where necessary. Training records and competence of all personnel shall be 
available on site. 

 
2.2 Site communications 
Health and safety, environment and quality information and directions to employees / contractors shall be 
addressed during normal day to day liaison by line management. In addition, planning and co-ordination of 
activities shall be undertaken at progress, pre-contract and site meetings. 

 
The principle means of communication for this contract shall include: 
• Induction 
• Daily safety briefs 
• Tool box talks 
• RAMS briefings 
• Task specific briefings 
• Cascade 
• Safe and sustainable update 
• Weekly co-ordination meetings 

 
2.3 Worker consultation 
Regular consultation with all works will take place during the project and the project manager will ensure that 
there are defined arrangements in place. 

 
The items shaded below are the methods of consultation and communication on all projects undertaken by 
the Applicant. 

 
2.4 Stakeholder liaison 
The Applicant fully understands the need for effective liaison with stakeholders such as the customer, 
contractor, suppliers, local community and employees. 

 
The specific means for this project are as follows: 
• Regular contract meetings 
• Regular Design Team Meetings 
• Regular site visits 

 
2.5 Induction and site orientation training 
Site induction, site orientation and training will be carried out for all employees and contractors. 

 
2.6 Visitors 
Visitors (personnel on site not more than one day) shall be accompanied at all times whilst visiting the work 
site by an authorised member of the site team who is familiar with the site construction hazards, layout and 
restricted working areas. All visitors must undergo a visitor induction and follow visitor procedures which are 
highlighted in the induction. 

 
2.7 Drivers 
Driver’s safety rules will be displayed at the site entrance and shall apply unless modified by the contract 
manager. The contractors contract team will ensure that they communicate driver’s safety rules to delivery 
drivers on their first arrival and monitor compliance. Compliance document to follow. 

 
2.8 Information and signage 
The contractor shall display and update at vantage points around the site, health and safety, environment and 
quality information, which shall include: 
• Contractor policies including SHE, Quality and Sustainability 
• Health and safety poster 
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• Emergency procedures (including details of first aiders) for health, safety and environment 
• Site accident prevention information 
• Insurance certificates 
• Site rules 
• Lifting colour codes 
• Bulletins and reminders 
• Cascade 
• Safe and sustainability update 
• Other general health, safety and environment information. 

 
2.9 Project Management System 
The management system on the project shall be agreed with contractors. The project system will consist of this 
PEP document plus the relevant processes, standards and guidance. 

 
Upon receipt of the formal award of the contract a contract handover meeting shall be held by the project 
director. This meeting forms part of the contract review process and also formally triggers the production of 
this PEP, which will include sections with the arrangements for managing health and safety, environmental, 
quality and design issues. 

 
The project manager is responsible for the content, implementation, formal issue and control of the PEP and 
the management system documentation on the project, including associated inspection and test plans. 

 
An inspection and test plan will be prepared and issued in advance of each element of the works / work 
package. 

 
The project shall be subject to internal audit by the business unit management team in accordance with 
agreed auditing schedules. 

 
2.10 Construction Design and Management (CDM) 
The contractor shall ensure that the Health and Safety Executive (HSE) F10 form for the construction phase 
displayed on site. 

 
The project manager shall ensure that plans for health and safety, environment quality and design are 
developed as applicable progressively throughout the contract period in accordance with project 
requirements. 

 
At the start of, and during, the course of the contract the project manager shall determine what 
documentation and records are required by the Principal Designer for the health and safety file / O&M 
manuals and shall ensure that the necessary information is collected and collated throughout the contract 
period and is forwarded to the Principal Designer in time to allow the production of the health and safety file. 

 
If during the duration of the project the appointment of the Principal Designer ceases due to completion of 
preconstruction work the duty to prepare the health and safety file defaults to the contractor. The contractor 
will coordinate with the client to ensure the health and safety file is fully developed. 

 
2.11 Site Waste Management Plan 
The site waste management plan will be prepared by the contractor before construction begins to describe 
how materials will be managed efficiently and disposed of legally during the construction of the works and 
explaining how the re-use and recycling of materials will be maximised. 

 
This will also involve estimating how much of each type of waste is likely to be produced and the proportion of 
this that will be re-used or recycled on site, or removed from the site for re-use, recycling, recovery or disposal. 
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3.0 SECTION THREE: RISK MANAGEMENT 

The Project team will coordinate interfaces between activities and contractors to ensure that the works and 
associated hazards are managed. When considered desirable, the programme will be amended to manage 
those hazards more safely. 

 
3.1 Risk management plan 
A risk management plan will be developed for the contract to be amended and updated by the contract 
manager. 

 
3.2 Risk register 
The project manager and contract manager will keep a specific risk and opportunities register for the contract 
for all business risk. 

 
3.3 Risk assessment 
Risk assessments will be carried out on all activities. 
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4.0 SECTION FOUR: CHANGE CONTROL 

All changes to the Employer’s Requirements within the contract documents, accepted or refused, are to be 
processed via the change control procedure. 

 
4.1 Design Change 
When a requirement for change is recognised a request for change (RFC) form is completed with all 
associated information attached by the originator. 

 
This is to be issued to the Employers Agent who will then circulate the RFC to the contractor, relevant design 
team members and cost consultant. 

 
The contractor will then indicate whether the change is likely to affect the cost and programme and should 
include any other comments such as effect on quality, buildability etc. 

 
The party instigating the change will assess the implications before recommending it to The Employers Agent 
who will propose the change to the client for approval. The client will then either approve or reject the 
change. 

 
Where changes are approved, a formal Employer’s Agent Instruction will be issued. 

 
4.2 Contractor Change 
When a requirement for change is recognised by the contractor, a Change Authorisation Request (CAR) form 
is completed with all associated information (including cost, programme and quality impact) attached by the 
contractor. This is to be issued to the Project Manager. 

 
The Project Manager will review this with the client team and then advise the client. The client will then either 
approve or reject the change. 

 
Where changes are approved, the Project Manager will issue a formal Employer’s Agent Instruction. 

 
The contractor shall operate an assessment and approval system of potential contractors “This system will be 
used to assess, among other matters, SHEQ competency and adequacy of resources. 

 
4.3 Control of key materials suppliers 
The contract team will ensure that suppliers of key contract materials provide SHEQ information, such as 
Control of Substances Hazardous to Health (COSHH) data sheets, COSHH assessments and proof of 
sustainability (e.g. for timber). 
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5.0 SECTION FIVE: MONITORING 

5.1 Design management (incl Soft Landings) 
Where the project has a design element, a Design Management Plan (DMP) - must be in place. This should 
have been developed during the pre-construction / bid stage and revised and updated following award of the 
construction phase of the project. 

 
5.2 Knowledge transfer – good practice / lessons learned 
While some lessons learned information has already been incorporated into this project from previous 
projects, the project manager, with the project team, will continuously review activities and performance and, 
where possible, identify both good practice and areas for performance improvement. 

 
5.3 Monitoring and reporting 
The project director / project manager shall continuously monitor standards. A specific monitoring schedule 
has been prepared for this project and is set out in the table below: 

 
Project monitoring schedule      

Frequency* 
Type of monitoring Daily Weekly Monthly Quarterly Annual 
Contractors meetings   √   

Project progress meetings   √   

SHE audit     √ 
SHE inspections   √   

SHE monthly return   √   

Safety committee / VOICE / forum   √   

Emergency procedure drills    Twice 
Toolbox talks  √   

Daily safety briefings √   

*indicate frequency for each method. 
 

Figure 3.1: Monitoring Schedule 
 

5.4 Contract records 
As a minimum requirement the contractor’s policy on retention of documents and records and the contractors 
archiving standard shall be adopted. Any specific contract requirements for archiving and archive retention 
shall also be addressed. 

 
The contractors project manager shall ensure that all required documentation and records for archiving are 
boxed and labelled, or stored electronically, and transferred to the designated office archive controller, for 
archiving. It is a system requirement that the maximum possible amount of records to be archived should be 
stored electronically, thus reducing the amount of hard copy archiving to a minimum. 
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6.0 SECTION SIX: CONSTRUCTION PHASE 

6.1 Construction Phase Health and Safety Plan 
This would be agreed with the selected contractor on contract award. 

 
6.2 Local Labour Agreement 
Local Labour Agreement to be established following the appointment of the selected contractor.  

 
6.3 Legal and other requirements 
The project will meet its legal requirements through compliance with any planning, local authority, 
enforcement agency conditions and to all relevant legislation. 

 
6.4 Health and safety management 
The key high-level objective of the contract is to deliver the customer’s contract on time, to budget and without 
incident or complaint. 

 
The key health and safety objective is to complete the contract having achieved the objectives of the 
company’s health and safety policy, the primary message of which is ‘100% Safe’. 

 
6.5 Roles and responsibilities 
All members of the contract team have responsibility for elements of health and safety appropriate to their 
function, experience and seniority. The contract manager has overall responsibility for delivering the contract 
objectives. 

 
6.6 Risk assessments and method statement (RAMS) 
No activity will be permitted without an approved RAMS. 

 
The project management team shall produce risk assessments where significant risks are identified. 

 
6.7 Access to Neighbouring Properties: 
Access to be maintained at all times to neighbouring properties and confirmed in Contractors Logistics Plan to 
be issued following contractor appointment 

 
6.8 Site specific RAMS 
Site specific RAMS will be carried out by appointed and competent personnel on site. A register of method 
statements and associated risk assessments will be kept on site and reviewed. 

 
Method statements shall be task specific, identify tasks, responsible personnel, control measures and 
monitoring arrangements in line with the contractors method statement tracking and content sheet. Method 
statements will be assessed, tracked and accepted by the contractor prior to commencement of work. The 
contents of the method statement will be communicated to all those undertaking and associated with the work 
activity. 

 
Contractors shall hold a signed copy at the work face while the works are taking place ensuring all operatives 
have read, understood and signed stating they will comply with the method statement. 

 
6.9 Change control for systems of work 
A change control will have significant repercussions with respect to the prevention or control of accidents and 
may require changes in the measures taken to ensure that those risks remain as low as reasonably practicable. 

 
Whether a change has significant repercussions will depend on the degree to which it: 
• Introduces a new hazard 
• Changes the risk from an existing hazard 
• Affects control or mitigation measures (including off-site emergency plans). 

 
Changes that have a positive impact on the risk profile are also important. 
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6.10 Accident and incident reporting (including learning event and near miss 
reporting) 
In the event of an accident or incident occurring and depending on its nature, the process will be defined by 
the contractor. 

 
Generally, all accidents and significant incidents, including those involving contractors, must be recorded in 
the site accident book within 24 hours. 

 
Records of accidents or incidents reportable under the Reporting of Incidents Diseases and Dangerous 
Occurrences Regulations (RIDDOR) are confidential and must be stored securely on site. 

 
Should the public or a utility be involved in an accident or incident, ensure that public liability claim forms are 
completed if necessary. 

 
6.11 Reports 
The SHE advisor shall maintain records of all accidents, incidents and investigations and compile a monthly 
report for the management team. 

 
6.12 Asbestos 
Prior to any work, maintenance or demolition on existing buildings, the project manager will check that a 
survey has been carried out to identify any Asbestos Containing Materials (ACM’s). In accordance with the SH 
PR05. 

 
Key details of asbestos survey reports or asbestos management plan will be communicated to all personnel to 
include where any asbestos is located, that it has been clearly labelled, or has been removed by a licensed 
contractor prior to the commencement of the construction / demolition works. 

 
All persons on any project where ACM’s have been identified, will attend recognised asbestos awareness 
training. 

 
The contractor must only use licensed contractors when dealing with notifiable asbestos in line with company 
standards. The contractor will ensure that they obtain relevant information, including appropriate Asbestos 
survey reports, and carry out checks before beginning work where asbestos is or may be present. 

 
6.13 Certification of plant operators 
Before being allowed to work, operators of plant must present proof of competence, e.g. CPCS, IPAF cards 
for entry into site file records. Periodic checks of competencies will be carried out by contract supervisors. 

 
6.14 Confined spaces 
Work in a confined space can be a high-risk activity. Therefore, entry to an identified confined space will be 
avoided whenever feasible. When this cannot be avoided, no work will be started until a RAMS is approved. In 
addition, no work will start until the relevant permit to work has been issued. Emergency and rescue 
personnel and equipment must be in place before work starts. 

 
The calibration of equipment to test the atmosphere of confined spaces must be regularly checked in 
accordance with manufacturers’ instructions. 

 
6.15 Control of Substances Hazardous to Health (COSHH) and Asbestos 
The contractor will be responsible for the generation of specific COSHH assessments. 

 
Site supervisors will ensure that assessments for all substances are available to those who may come into 
contact with them and that they have been made aware of those assessments. 

 
Design works shall only be assigned to competent and resourced designers who shall be assessed to confirm 
their ability to comply with the principles set out in the CDM regulations and in accordance with the contractor 
supply chain procedures. 

 
6.16 Construction Working Hours 
It is anticipated that working hours will be within 08:00am - 18:00 Monday to Friday. 
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6.17 Demolition 
Generally considered a high-risk activity, demolition will be conducted strictly in accordance with Codes of 
Practice for Demolition and Health and Safety Executive (HSE) guidance. RAMS will be produced prior to 
work being undertaken. 

 
Detailed task specific method statements and risk assessments (RAMS) will be created and approved for all 
activities on site. 

 
The demolition works will continue into the under-side of the ground slab to break out the basement leaving 
the retaining walls in place. 

 
The demolition contractor will be responsible for ‘cutting’ and separating’ the structure from the adjoining 
neighbouring properties which will be retained (RSA Building). 

 
A fully enclosed scaffold structure and scaffold fan will be erected around the building to prevent debris 
leaving site. 

 
The demolition will be undertaken in 5 phases: 
Phase 1- Asbestos Strip 
Phase 2- Soft Stripping 
Phase 3- Erection of Scaffold 
Phase 4- Mechanical Demolition 
Phase 5- Site Clearance and Demobilisation 

 
6.18 Electrical supplies and equipment 
The design, installation, use and maintenance of electrical systems and equipment will be in accordance with 
contractors’ standards. 

 
An electrical duty holder will be appointed for the project and identified on notice boards, distribution boards 
and sub-stations. 

 
In every case where work must be carried out on electrically isolated equipment it will be carried out under a 
permit to work procedure. This procedure is mandatory to all of the contractor’s employees and designated 
subcontractors. 

 
Contractors should only use 110v electrical tools or battery powered devices. 

 
No 240v tools are to be used unless no other alternative exists, and only then with suitable electrical 
protection. All extension leads must be properly terminated with the appropriate plugs / sockets and be 
otherwise un-jointed. 

 
Contractors must demonstrate that they meet all of the requirements of the Provision and Use of Work 
Equipment Regulations 1998 (PUWER) and have a means of indicating, (e.g. by labelling), that where 
appropriate equipment has been Portable Appliance Testing (PAT) tested / examined. 

 
6.19 Excavations and services 
No works will commence until details of overhead and buried services likely to affect those works are either 
obtained from service providers or by direct investigation. Details will be available as plans, drawings, cross 
sections and other information. 

 
All excavations will be done following the relevant contractors process standards and guidance. Service and 
cable avoidance will be carried out according to HSG47 and the contractor’s standards. The precautionary 
principle will apply where there is uncertainty about buried services. 

 
A permit to break ground will be used before beginning any excavation including trial holes and investigation. 

 
If suspect material is discovered in an excavation, the supervisor will stop work, record and investigate the 
occurrence and agree actions before continuing. 
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The use of specialist equipment and explosives for excavations must be the subject of specific risk assessment 
and controls and consultation with the relevant SHE team. 

 
6.20 Emergency arrangements 
The contractor will appoint an emergency co-ordinator, this will normally be the project manager and will be 
identified within the site induction along with deputising arrangements. 

 
The emergency co-ordinator will be responsible for: 
• Production of the fire and emergency plan 
• Ensuring that suitable individuals are appointment to fill key positions under the emergency plan 
• Arrange drills and exercises to ensure the effectiveness of the plan 
• Review and update the plan as conditions change 
• Ensure any equipment essential to the operation of the plan is tested and maintained. 

 
6.21 Fire precautions 
The contract project manager will appoint a fire co-ordinator who will ensure that a fire risk assessment is 
made, that emergency preparedness against fire is adequate and that a fire safety plan is in place. 

 
The fire co-ordinator will complete the emergency arrangements and review this on a regular basis referring 
deficiencies to the site / project manager for action. 

 
Site inspections of emergency arrangements against fire will be carried out not less than fortnightly. 

 
Where fire escape routes are long, involve stairs, buildings have multiple occupancy, or may be used by the 
disabled or the general public, fire drills will be carried out not less than annually. 

 
6.22 Hand Arm Vibration Syndrome (HAVS) 
The contractor will adopt a HAVS strategy, guidance is given in the IMS. This strategy will be taken into 
consideration when using equipment that could potentially cause HAVS. 

 
Where prolonged use of vibrating tools or where vibration exposure is likely to regularly exceed the action 
level for a particular tool / activity, the items listed below should be considered and implemented: 
• Tool selection 
• Vibration control 
• Maintain blood circulation 
• Selection of operatives 
• Training and awareness 
• Health surveillance. 

 
6.23 Health and safety rules 
Site health and safety rules shall be included in the site start up pack and developed for the project by the 
contract manager in conjunction with the SHE advisers. Rules will be posted on site notice boards and 
explained at induction. 

 
Site rules will cover as a minimum: 
• Policies including substance abuse 
• Access and egress 
• Personal Protective Equipment (PPE) 
• Mandatory instructions 
• Site boundaries 
• Training and competence 
• Authorised persons 
• Safe methods of work 
• Traffic management 
• Waste 
• Visitors. 
6.24 Health surveillance 
Risk assessment will identify circumstances when health surveillance is required (unless already identified by 
existing legislation) and should it be deemed necessary; an occupational health surveillance programme will 
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be undertaken. Occupational health surveillance for individuals undertaking high risk activities will include 
screening for any or all of the following: 
• HAVS 
• Noise induced hearing loss 
• Manual handling 
• Dermatitis from onsite operations 
• Repetitive strain injuries. 

 
Additional health issues may arise as a result of COSHH assessments and or individual situations. Such 
surveillance will be conducted as identified by risk assessment. 

 
6.25 Health and safety file 
In compliance with CDM Regulations, the health and safety file will be developed throughout the contract in a 
format agreed by relevant parties early in the contract. 

 
The contents of the health and safety file may include: 
• A brief description of the work carried out 
• Residual hazards and how they have been dealt with 
• Key structural principles incorporated in the design of the structure 
• Any hazards associated with the materials used 
• Information regarding the removal or dismantling of installed plant and equipment 
• Health and safety information about equipment provided for cleaning or maintaining the structure 
• The nature, location and markings of significant services, including fire- fighting services 
• Information and as-built drawings of the structure, its plant and equipment. 

 
6.26 Hot works 
Works that generate heat or sparks that could create risk of fire require issue of a hot works permit and the 
provision of fire extinguishers and emergency arrangements. 

 
6.27 Housekeeping 
All site personnel will be responsible for maintaining a clean and tidy site that poses no unnecessary slip, trip 
and fall hazards and presents an acceptable visual impression to the workforce, visitors and the general 
public. 

 
Material and equipment will only be delivered to site as required to reduce the required storage space. 

 
Failure of contractors to maintain standards may result in work being undertaken on their behalf and those 
contractors being recharged accordingly. 

 
Time will be allowed within the detailed programme of works to ensure that housekeeping is afforded high 
priority and each section of the works is left clean, neat and tidy at the end of each work shift. An end of shift 
inspection regime will be implemented. 

 
6.28 Site induction 
The contractor will prepare a site-specific induction for this project. 

 
The purpose of this induction is to: 
• Familiarise individuals with the health and safety requirements of the project 
• Establish procedural controls specific to the project 
• Specify any permits to work 
• Identify emergency arrangements 
• Instruct on accident reporting 
• Identify site specific safety rules 
• Identify significant hazards at the worksite. 

 
This induction will be delivered to all The Contractor employees, subcontractors and visitors on site. Records 
of this induction will be maintained within the site safety file. 
All visitors to site whether invited or not, must identify themselves to the project manager attending site prior to 
entering the worksite. The project manager must ensure that all such visitors are in possession of the relevant 
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certification, site equipment (including PPE) and are fully inducted and briefed before accessing the work 
location. 

 
6.29 Interfaces with visitors, the public and others 
Interfaces between site activities, visitors and the public will be considered when developing the site plan, 
planning points of site ingress / egress and works outside the site boundaries to ensure that site operations do 
not endanger visitors and the public. Such consideration will apply to others such as the customer’s personnel 
who may need access to or through the site. 

 
The following measures to protect the public from site activities will be taken: 

 
• Hoarding will be erected and maintained at the site boundary to prevent members of the public wondering 

on to site. 
• Vehicle gates will be locked and manned 
• A biometric turnstile will be in place to control site personnel access and prevent unauthorised access. 
• A vehicle holding area will be formed to prevent delivery vehicles from obstructing the highway. 

 
6.30 Lifting operations 
Lifting plan and crane positions – to be confirmed with the contractor during tender phase. 

 
All lifting operations will be planned and authorised in accordance with contractor processes, standards and 
guidance. The Operations/Contracts manager must appoint a Responsible Person (Lifting) and record this 
appointment on the relevant appointment form. 

 
Where applicable the contract manager will appoint a competent appointed person for cranes and a crane 
supervisor. 

 
All lifting machinery, equipment and gear must be checked prior to use and on arrival to site. This will include 
the use of piling rigs. 

 
Checks and inspections of lifting plant and equipment will be recorded in the site register. 

 
6.31 Lone working 
Lone working must be avoided whenever feasible. If it cannot be avoided, a specific risk assessment and 
method statement for the activity is required, to include the arrangements for lone working. 

 
6.32 Manual handling 
Manual handling risk assessments must be carried out prior to manually lifting a load and must include load 
weights and dimensions. Methods of assessing the risks of manual handling and consideration to alternative 
methods will be considered where practical. 

 
6.33 Material storage and distribution 
The storage of materials will be planned before the site is established to meet logistical and safety 
requirements and to ensure that wastage of materials through poor storage, damage or theft is minimised. 
Suitable and adequate means of distributing materials about the site when needed will be planned 
beforehand. 

 
6.34 Mechanical plant 
Site plant and equipment operated by the contractor will be subject to Planned Preventative Maintenance 
(PPM) scheme. 

 
Records of plant inspections will be maintained on site and will be available for inspection. 

 
Plant and equipment operated by contractors must be similarly maintained in line with legislation and the 
contractor minimum standards. 

 
Details of plant and equipment operators shall be maintained and evidence of periodic checks from plant 
hirers that the plant has been adequately maintained shall be obtained. 

 
6.35 Crane 
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Contractor to confirm details and location of crane. 
 

6.36 Monitoring and inspection 
Safety performance and compliance will be assessed regularly. Records of audits, inspections and visits 
undertaken will be available on site. 

 
Project Monitoring Schedule 

 Frequency 
Type of monitoring Daily Weekly Monthly Annual 

Senior Management SHE tours 
   Bi- 

annual 
SHE meetings   X  

Contractors (safety / co-ordination) meetings   X  

Project progress meetings   X  

SHE Cross regional audit    X 
SHE Inspections – (SHE team)   X  

SHE Inspections – contractors (self-audit)   X  

SHE Inspections – client TBC    

SHE Inspections – (site team)  X   

SHE Monthly return   X  

Safety committee (VOICE)   X  

Emergency procedure drills 
   Bi- 

annual 
Safety awareness talks  X   

100% Safe toolbox talks / briefings   X  

Figure 6.1: Project Monitoring Schedule 
 

6.37 Noise 
If work environments are likely to exceed occupational action levels specific noise assessments will be carried 
out prior to commencement of works. 

 
Potential sources of noise on this project include: 

• Breaking out existing Slabs/external works 
• Crushing of existing concrete 
• Vehicle Movements 
• Use of some Work Equipment 

 
6.38 Occupational health monitoring and surveillance 
Requirements for occupational health monitoring will be assessed on a task specific basis and in line with the 
contractor company policies process, standards and guidance. Risk assessments may identify circumstances 
when additional health surveillance is required (unless already identified by existing legislation). 

 
6.39 Permits to work 
The use and issue of permits shall be in accordance with the contractor permit to work systems and contract 
specific requirements. 

 
Risk assessments will identify operations or areas where permits to work are required as part of the control 
procedure. Only qualified and competent persons are to operate and be employed on ‘permit to work’ 
systems. These include for this project: 
• Permit to break ground 
• Permit to lift 
• Hot works operations 
• Entry into confined space 
• Work on non-isolated electrical equipment 
• Work on isolated electrical equipment 
• Out of hours supervision 
• Use of ladders and step ladders. 
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6.40 Personal Protective Equipment (PPE) 
The contractors will supply to and ensure the use of PPE by all employees and visitors. Contractors will be 
required to supply PPE to their own personnel to the minimum requirement noted: 
• Safety helmet 
• Light eye protection (LEP) 
• Gloves 
• Safety footwear 
• Hi vis coat, jacket or vest (where there are plant movements or as directed by the project manager) 

The issue of PPE will be recorded. 

Other PPE required will be specified in activity RAMS. 
 

6.41 Piling operations 
Piling operations by an approved contractor must be managed in line with the contractor company policies, 
process, standards and guidance. 

 
6.42 Pressurised systems 
Pressurised system can contain potential energy that may be released under certain conditions. When working 
on pressurised systems specific risk assessments and precautions will be taken. 

 
6.43 Road works 
All road works will be carried out in line with current legislation and where applicable “The Traffic Signs 
Manual Chapter 8”. 

 
6.44 Use of the public highway 
A plan layout showing areas of public highway agreed with the Highway Authority for use in association with 
the development during construction will be produced by the contractor as part of the Traffic Management 
Plan. 

 
6.45 Safety training 
Specific health and safety training will be identified in the contract specific training and competence plan. 

 
Where required, site supervision will arrange for safety training associated with specific tasks such as abrasive 
wheel training. Records of all task specific training whether delivered on or off site will be recorded. 

 
The project manager will ensure that United Kingdom Contractors Group (UKCG) standards of competence 
for persons employed on the contractor projects are achieved, ie working towards 100% CSCS or equivalent. 

 
6.46 Scaffolding 
The project team will ensure that scaffold is erected in accordance with BS EN 12811, the CDM regulations 
2015, National Access and Scaffolding Confederation (NASC) Guidance SG4:10, company standards and 
temporary works requirements. 

 
An enclosed scaffold will be erected for the demolition works to ensure debris does not leave site. 

 
6.47 Site office safety 
A contract specific risk assessment for the site office and welfare facilities will be carried out. This will identify 
any specific hazards and controls to be adopted at that location. 

 
6.48 Site security 
Security arrangements which require consideration, include but not limited to: 
• Site boundary 
• Compound 
• Offices 
• Plant / equipment 
• Children / public 
• Trespassers 
• Out of hours security 
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• Adequate lighting 
• Turnstile & Biometrics system 
• Warning signage & security lighting 
• Hoarding 
• CCTV 

 
6.49 Smoking 
The contractor is not to allow smoking in any building or vehicle. Dedicated smoking areas on this project 
include: 
• The smoking shelter located in the ‘blue zone’ only. 

 
6.50 Statutory notices 
The Contractor will obtain the F10 notification from the client. 

 
The contract manager will arrange for a copy of the following to be posted on site notice boards. 
• F10 notification to HSE 
• Health and safety law - what you should know poster 
• Employers liability insurance certificate 
• Fire action notice 
• First aid notice 
• Site specific safety rules. 

 
6.51 Steel erection 
Steel erection will be carried out by a specialist contractor approved via our contractor approval process and 
will be subject to an acceptable RAMS and to proper supervision and control. 

 
6.52 Temporary works 
Temporary works will be co-ordinated by an appointed Temporary Works Co-ordinator (TWC) who will be 
responsible for ensuring that the planning, erection, use, maintenance and dismantling of temporary works is 
undertaken in line with the contractor’s temporary works process and as agreed with the relevant Temporary 
Works Manager (TWM). A temporary works schedule produced at tender stage will be reviewed and updated 
at regular intervals. 

 
Details shall be listed in the appropriate method statements. 

 
A detailed RAMS including calculations and designs, and pre and post loading checks will form the control 
measures for all defined temporary works which are required for the execution of permanent works or 
temporary structures ie not directly connected with the permanent works. 

 
6.53 Traffic management – and Parking 
All areas of work that involve vehicle movements and the interface with personnel will have a Traffic 
Management Plan, to be produced by the contractor during the tender process. The TMP will be managed by 
an appointed person who will act as the Traffic Management Co-ordinator (TMC). 

 
The site layout will be planned to provide safe segregation between plant, vehicles and pedestrians wherever 
practical. The reversing of site plant, vans and lorries will be avoided if possible but where this is necessary will 
be under the supervision of a vehicle banksman / controller. 

 
Car parking arrangements and access routes will be clearly identified in the plan. Consideration will be given 
to the delivery, loading and offloading of materials. 

 
6.54 Air Quality plan and measures of dust control 
The contractor is to submit details of dust control during construction and their air quality plan. 

 
6.55 Visitors, public protection and interface with others 
Measures will be developed as required to ensure the protection of the public / client staff which will be 
continually reviewed as work progresses. Security and public protection will be achieved as follows: 

 
• Hoarding and signage in accordance with client / The Contractor standard requirements 
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• Traffic management ‘best practice’ 
• Security arrangements. 
• Visitors specific induction 

 
6.56 Welfare and first aid 
The contractor will provide welfare and first aid that exceed the minimum standards of welfare set by 
legislation in line with IMS standards and guidance. 

 
Welfare facility Quantity Type / comments   

Offices TBC    
Drying room TBC    

Lockers TBC    

Toilets – male TBC Toilets Sinks Urinals 
Toilets – female TBC Toilets Sinks Sanitary 

disposal 
Showers TBC    
Canteen unit TBC    

Hot water for washing hands TBC    

Drinking water supply TBC    

Means of boiling water TBC    

Facilities for warming food TBC    

LEP cleaning station TBC    

Hand care station TBC    

Other TBC    

 
The contractor will ensure that adequate numbers of first aid trained personnel and first aid kits are available 
at: 
• All site locations 
• In vehicles where this has been identified as necessary or good practice 
• In strategic locations within office setups. 

 
Facility Size / quantity Facility Size / quality 
First aid boxes TBC Eye washes  
First aiders  Dowsing shower  

Appointed persons  Stretcher  
First aid room Site office Other - state  

 
Posters are displayed stating location of first aid boxes, first aiders, appointed persons and action to be taken 
in case of an incident. 

 
Figure 6.2: Welfare Facilities 

 
First aiders  
Name Certificate expiry date 

 
Contractor To confirm prior to commencement 

 
Figure 6.3: First Aiders 

 
6.57 Working at height 
The contractor will ensure that all areas that can be deemed as working at height has a suitable risk 
assessment and method statement in place. Working at height may include working from platforms, structures 
and or above excavations, shafts, manholes and voids. 

 
6.58 Working over or adjacent to water 
Any work over or adjacent to a body of water (e.g. river, stream, reservoir, pond, estuary or sea) will be 
subject to specific risk assessment and in accordance with IMS standards and guidance. 
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6.59 Work station (computer) assessments 
Individuals working regularly with computers will be required to carry out an on-line assessment to ensure that 
posture and vision are not impaired by long-term use. This assessment will not be available for site audit. 
Contact the SHEQ department for further information. 

 
6.60 Human Impact Management Plan 
A human impact management plan will be agreed with the contractor during the tender period. 
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