Contract Name: Client: Borehole ID:
7= ST RA New Islington, Manchester VE Piling
7 Contract Number:  |Date Started: Date Completed: Logged: |[Checked: |[Status: BHO1

/NGEOTECHNICS
G221659 24/05/2022 25/05/2022 JD JW FINAL Sheet 1 of 3
Rotary Open Hole Easting: Northing: Ground Level: Plant Used: Print Date: Scale:
Borehole Log 385364.1 398736.6 Camacchio 305 27/06/2022 1:50
Weather: Fine + Drizzle  |Rig Crew: JK Termination: Scheduled Depth. SPT Hammer: AR3653 Energy Ratio: 63%
Samples & In Situ Testing Strata Details Groundwater

Depth Sample ID Test Result (rrl;i\ng) (gﬁigﬂéfg) Legend Strata Description ‘Qﬁg |n2;"a°|g‘izn

0.10-0.50 D1 MADE GROUND: Dark greyish brown slightly sandy GRAVEL | \
(0.50) with a medium cobble content of subangular siltstone and
chert and rare rootlets. Sand is fine to medium. Gravel is
0.50 - 1.00 D2 0.50 subangular to subrounded fine to coarse chert, brick and -
siltstone.
(0.50) MADE GROUND: Dark brown slightly sandy silty GRAVEL.
Sand is fine to coarse. Gravel is subangular to subrounded
~1.00-1.20 b3 1.00 fine to coarse birck, chert and siltstone. 1
1.20-1.65 D4 SPT(S) 1.20m, N=7 MADE GROUND: Firm dark brown slightly sandy slightly
(1,1/2,2,1,2) gravelly CLAY. Sand is fine to medium. Gravel is subangular
- (1.00) top subrounded fine to coarse chert and brick. -
- 2.00 ; - — - 2
Soft light grey very sandy CLAY. Sand is fine to medium.
2.20-2.65 D5 SPT(S) 2.20m, N=11 1
(1,2/2,2,3,4)
(1.50)
L -3
3.20- 3.65 D6 SPT(S) 3.20m, N=24
(3,5/5,6,6,7) _
i 350 Firm to stiff pinkish brown slightly sandy slightly gravelly
CLAY. Sand is fine to medium. Gravel is subangular to
subrounded fine to coarse chert.
- 4
4.20 - 4.65 D7 SPT(S) 4.20m, N=40
(7,8/8,9,11,12)
L —5
5.20 - 5.65 D8 SPT(S) 5.20m, N=41
(8,8/9,9,11,12)
- (5.00) —6
6.70-7.15 D9 SPT(S) 6.70m, N=48
(9,11/12,13,11,12)
L -7
L —8
SPT(S) 8.20m, 50 (24
for 140mm/50 for
L 240
mm) 8.50 Very dense greyiwsh borwn slightly silty, gravelly SAND.
Sand if fine to coarse. Gravel is subangular to subrounded
fine to coarse chert.
- (1.00) —9
L 9.50 Firm to stiff pinkish grey slightly sandy slightly gravelly CLAY.
9.70-10.15 D10 SPT(S) 9.70m, N=42 Sand if fine. Gravel is subangular to subrounded fine to
(7,9/9,11,10,12) coarse chert. t \
L A
10
Start & End of Shift Observations Borehole Diameter| Casing Diameter [Remarks:

Date Time | Depth (m)|Casing (m)] Water (m) | Depth (m) | Dia (mm) | Depth (m) | Dia (mm) |Inspection pit hand dug to 1.20m, no services found. No water strike
gj'gg'gggg ?gfgg 14.00 14.00 21.70 100 14.00 146 |encountered during drilling. Backfilled with bentonite to base upon
25052002 | 08:00 1400 1400 completion. Coordinates inferred from OS mapping.

25-05-2022 17:45 0.00
Flush Information Installation Water Strike
Top (m) [Base (m)|Flush Type| Return % |Flush Colour| Top (m) | Base (m) Type Dia (mm) | Strike (m) |Casing (m)[Sealed (m)| Time (mins) | Rose to (m) Remarks
1.20 22.99 Air/Mist 100 grey/brown
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1 Firm to stiff pinkish grey slightly sandy slightly gravelly CLAY. \
Sand if fine. Gravel is subangular to subrounded fine to
coarse chert. \
— (2.50) 11
11.20 - 11.65 D11 SPT(S) 11.20m, N=38
(7,7/8,11,9,10)
- 12.00 o o - —— 12
Stiff to very stiff dark reddish grey sandy CLAY. Sand if fine to |
medium. Gravel is subangular to subrounded fine to coarse
chert.
12.70 - D12 SPT(S) 12.70m,
13.15 N=38 (6,8/8,9,9,12)
- (2.00) 13
L 14.00 . Extremely weak reddish brown MUDSTSTONE with 14
14.20 - D13 SPT(S) 14.20m, 50 059 occasional pockets (up to 50mm in size) of light greyish
14.59 (10,12/50 for 235mm) (0.59) brown fine grained sandstone.
14.59 Weak sandstone (Drillers description)
— —15
SPT(C) 15.70m, 50
(25 for 145mm/50 for
- 245mm) 16
— —17
SPT(C) 17.20m, 50
(25 for 136mm/50 for (711
- 242mm) H
— 18
SPT(C) 18.70m, 50
(25 for 132mm/50 for
L 238mm) 19
g o N
Start & End of Shift Observations Borehole Diameter| Casing Diameter [Remarks:
Date Time | Depth (m)|Casing (m)] Water (m) | Depth (m) | Dia (mm) | Depth (m) | Dia (mm) |Inspection pit hand dug to 1.20m, no services found. No water strike
21.70 100 14.00 146 |encountered during drilling. Backfilled with bentonite to base upon
completion. Coordinates inferred from OS mapping.
Flush Information Installation Water Strike
Top (m) [Base (m)|Flush Type| Return % |Flush Colour| Top (m) | Base (m) Type Dia (mm) | Strike (m) |Casing (m)[Sealed (m)| Time (mins) | Rose to (m) Remarks
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- :| Weak sandstone (Drillers description) \
SPT(C) 20.20m, 50 .
(25 for 120mm/50 for
- 227mm) F
i - 21 \
SPT(C) 21.70m, 50 21.70 .. .| Weak sandstone (Drillers description) &
(25 for 124mm/50 for SEEES P [
I 165mm) 21.99 End of Borehole at 21.990m 22
= r 23
- 24
i - 25
= r 26
= r 27
- - 28
i - 29
~ 30
Start & End of Shift Observations Borehole Diameter| Casing Diameter [Remarks:
Date Time | Depth (m)|Casing (m)] Water (m) | Depth (m) | Dia (mm) | Depth (m) | Dia (mm) |Inspection pit hand dug to 1.20m, no services found. No water strike
21.70 100 14.00 146 |encountered during drilling. Backfilled with bentonite to base upon
completion. Coordinates inferred from OS mapping.
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